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This soil survey is a publication of the National Cooperative Soil Survey, a
joint effort of the United States Department of Agriculture and other federal
agencies, state agencies including the Agricultural Experiment Stations, and
local agencies. The Soil Conservation Service has leadership for the federal
part of the National Cooperative Soil Survey. In line with Department of
Agriculture policies, benefits of this program are available to all, regardless of
race, color, national origin, sex, religion, marital status, or age.

Major fieldwork for this soil survey was completed during the period 1979-83.
Soil names and descriptions were approved in 1983. Unless otherwise
indicated, statements in this publication refer to conditions in the survey area in
1983. This survey was made cooperatively by the Soil Conservation Service
and the Kansas Agricultural Experiment Station. It is part of the technical
assistance furnished to the Kiowa County Conservation District.

Soil maps in this survey may be copied without permission. Enlargement of
these maps, however, could cause misunderstanding of the detail of mapping.
if enlarged, maps do not show the small areas of contrasting soils that could
have been shown at a larger scale.

Cover: Owens and Dale solls in the valley of Medicine Lodge River.
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Foreword

This soil survey contains information that can be used in land-planning
programs in Kiowa County, Kansas. It contains predictions of soil behavior for
selected land uses. The survey also highlights limitations and hazards inherent
in the soil, improvements needed to overcome the limitations, and the impact of
selected land uses on the environment.

This soil survey is designed for many different users. Farmers, ranchers,
foresters, and agronomists can use it to evaluate the potential of the soil and
the management needed for maximum food and fiber production. Planners,
community officials, engineers, developers, builders, and home buyers can use
the survey to plan land use, select sites for construction, and identify special
practices needed to ensure proper performance. Conservationists, teachers,
students, and specialists in recreation, wildlife management, waste disposal,
and pollution control can use the survey to help them understand, protect, and
enhance the environment.

Great differences in soil properties can occur within short distances. Some
soils are seasonally wet or subject to flooding. Some are shallow to bedrock.
Some are too unstable to be used as a foundation for buildings or roads.
Clayey or wet soils are poorly suited to use as septic tank absorption fields. A
high water table makes a soil poorly suited to basements or underground
installations.

These and many other soil properties that affect land use are described in
this soil survey. Broad areas of soils are shown on the general soil map. The
location of each soil is shown on the detailed soil maps. Each soil in the survey
area is described. Information on specific uses is given for each soil. Help in
using this publication and additional information are available at the local office
of the Soil Conservation Service or the Cooperative Extension Service.

Q/Qm%w

John W. Tippie
State Conservationist
Soil Conservation Service

vii






Soil Survey of

Kiowa County, Kansas

By Bruce R. Hoffman, Robert K. Glover,

and William E. Roth, Soil Conservation Service

United States Department of Agriculture, Soil Conservation Service,

in cooperation with
the Kansas Agricultural Experiment Station

KIOWA COUNTY is in the south-central part of Kansas
(fig. 1). It has a total area of 462,573 acres, or about 700
square miles. In 1981, the population was 4,029.
Greensburg, the county seat, has a population of 1,968.
The county was organized in 1896 from parts of
Edwards and Comanche Counties. It was named for the
Kiowa Indian Tribe.

The economy of Kiowa County is based primarily on
farming, ranching, oil and gas production, and related
enterprises. In 1978, about 258,000 acres was cropland
and 196,000 acres was range (8). About 44,200 acres of
the cropland was irrigated. Wheat and grain sorghum are
the principal crops.
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Figure 1.—Locatlon of Kiowa County in Kansas.

General Nature of the County

This section gives general information concerning the
county. It describes climate; physiography, drainage, and
relief; water supply; and natural resources.

Climate

Prepared by L. Dean Bark, climatologist, Kansas Agricultural
Experiment Station, Manhattan, Kansas.

The climate of Kiowa County is typical continental, as
can be expected of a location in the interior of a large
landmass in the middle latitudes. This climate is
characterized by large daily and annual variations in
temperature. Winter is cold because of frequent
outbreaks of polar air; however, the cold temperatures

prevail only from December through February. Warm

summer temperatures prevail for about 6 months every
year. They provide a long growing season for the crops
grown in the county. Spring and fall are relatively short.

Kiowa County is generally to the west of the flow of
moisture-laden air from the Gulf of Mexico. It is also to
the east of the strong rain-shadow effects of the Rocky
Mountains. The net result is an annual amount of
precipitation that is marginal for continuous cropping.
Precipitation is in the form of showers and thunderstroms
that can be extremely heavy at times. Winds are
relatively high in this region and can cause significant
soil loss and crop damage in the drier years.

Table 1 gives data on temperature and precipitation
for the survey area as recorded at Greensburg in the
period 1951 to 1976. Table 2 shows probable dates of



the first freeze in fall and the last freeze in spring. Table
3 provides data on length of the growing season.

In winter the average temperature is 34.1 degrees F,
and the average daily minimum temperature is 21.6
degrees. The lowest temperature on record, which
occurred at Greensburg on January 7 and 12, 1912, is
—20 degrees. In summer the average temperature is 78.1
degrees, and the average daily maximum temperature is
91.5 degrees. The highest recorded temperature, which
occurred at Greensburg on August 12 and 13, 1936, is
113 degrees.

The total annual precipitation is 22.55 inches. Of this,
16.4 inches, or 73 percent, usually falls in April through
September. The growing season for most crops falls
within this period. In 2 years out of 10, the rainfall in April
through September is less than 10.58 inches. The
heaviest 1-day rainfall during the period of record was
4.63 inches at Greensburg on June 1, 1955.

Severe windstorms and occasional tornadoes
accompany well developed thunderstorms in the county,
but they are infrequent and of local extent. Losses from
hail are a more severe weather hazard, but they are not
so great as the losses in counties to the west of Kiowa
County.

The average seasonal snowfall is 18.4 inches. The
highest recorded seasonal snowfall was 52.2 inches,
which occurred during the winter of 1911-12. On the
average, 17 days of the year have at least 1 inch of
snow on the ground. The snow cover rarely lasts more
than 7 days in succession.

The sun shines 75 percent of the time possible in
summer and 64 percent in winter. The prevailing wind is
from the south. Average windspeed is highest, 15.8
miles per hour, in March. The average annual windspeed
is 14.0 miles per hour.

Physiography, Drainage, and Relief

The northern part of Kiowa County is in the Great
Bend Sand Plains major land resource area, and the
southern part is in the Central Rolling Red Plains (3).
The northern third of the county is characterized by
sandhills and has a typical sand-dune topography.
Bordering the sandhills on the south are upland plains.
These plains are in an east-west belt, about 2 to 8 miles
wide, that extends across the central part of the county.
This belt is characterized by gentle to moderate slopes
and some nearly level areas. The southern part of the
county has been deeply dissected by stream erosion. As
a result, the topography is rugged, as is indicated by a
local relief of about 300 feet (5).

The northern half of the county is in the upper
Arkansas drainage basin and is drained by Rattlesnake
Creek and its tributaries. The southeastern and south-
central parts of the county are in the lower Arkansas
drainage basin and are drained by the Medicine Lodge
River and Mule Creek. The southwestern part is in the
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Cimarron drainage basin and is drained by tributaries of
Sand Creek (5). Elevation ranges from 2,440 feet above
sea level in an area along the western county line to
1,740 feet in an area along the Medicine Lodge River
and the Barber County line.

Water Supply

Wells are the major source of water in the county.
Water in sufficient quantity for irrigation is available in the
northern part of the county. The acreage of irrigated land
increased from 278 acres in 1939 to about 44,200 acres
in 1978. Nearly all of this increase is the result of
increased use of center-pivot irrigation systems during
the last 20 years. Domestic and livestock water generally
is obtained from wells. In the southeastern part of the
county, where shale and sandstone crop out, ponds
furnish livestock water.

Natural Resources

Soil is the most important natural resource in the
county. It provides a growing medium for cash crops and
for the grasses grazed by livestock. Other natural
resources are water, oil, gas, and sand and gravel. The
sand and gravel are used for road surfacing.

How This Survey Was Made

This survey was made to provide information about the
soils in the survey area. The information inciudes a
description of the soils and their location and a
discussion of the suitability, limitations, and management
of the soils for specified uses. Soil scientists observed
the steepness, length, and shape of slopes; the general
pattern of drainage; the kinds of crops and native plants
growing on the soils; and the kinds of bedrock. They dug
many holes to study the soil profile, which is the
sequence of natural layers, or horizons, in a soil. The
profile extends from the surface down into the
unconsolidated material in which the soil formed. The
unconsolidated material is devoid of roots and other
living organisms and has not been changed by other
biologic activity.

The soils in the survey area occur in an orderly pattern
that is related to the geology, the landforms, relief,
climate, and the natural vegetation of the area. Each
kind of soil is associated with a particular kind of
landscape or with a segment of the landscape. By
observing the soils in the survey area and relating their
position to specific segments of the landscape, a soil
scientist develops a concept, or model, of how the soils
were formed. Thus, during mapping, this model enables
the soil scientist to predict with considerable accuracy
the kind of soil at a specific location on the landscape.
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Commonly, individual soils on the landscape merge
into one another as their characteristics gradually
change. To construct an accurate soil map, however, soil
scientists must determine the boundaries between the
soils. They can observe only a limited number of soil
profiles. Nevertheless, these observations, supplemented
by an understanding of the soil-landscape relationship,
are sufficient to verify predictions of the kinds of soil in
an area and to determine the boundaries.

Soil scientists recorded the characteristics of the soil
profiles that they studied. They noted soil color, texture,
size and shape of soil aggregates, kind and amount of
rock fragments, distribution of plant roots, acidity, and
other features that enable them to identify soils. After
describing the soils in the survey area and determining
their properties, the soil scientists assigned the soils to
taxonomic classes (units). Taxonomic classes are
concepts. Each taxonomic class has a set of soil
characteristics with precisely defined limits. The classes
are used as a basis for comparison to classify soils
systematically. The system of taxonomic classification
used in the United States is based mainly on the kind
and character of soil properties and the arrangement of
horizons within the profile. After the soil scientists
classified and named the soils in the survey area, they
compared the individual soils with similar soils in the
same taxonomic class in other areas so that they could
confirm data and assemble additional data based on
experience and research.

While a soil survey is in progress, samples of some of
the soils in the area generally are collected for laboratory
analyses and for engineering tests. Soil scientists
interpreted the data from these analyses and tests as
well as the field-observed characteristics and the soil
properties in terms of expected behavior of the soils
under different uses. Interpretations for all of the soils
were field tested through observation of the soils in
different uses under different levels of management.
Some interpretations are modified to fit local conditions,
and new interpretations sometimes are developed to
meet local needs. Data were assembled from other
sources, such as research information, production
records, and field experience of specialists. For example,
data on crop yields under defined levels of management
were assembled from farm records and from field or plot
experiments on the same kinds of soil.

Predictions about soil behavior are based not only on
soil properties but also on such variables as climate and
biological activity. Soil conditions are predictable over
long periods of time, but they are not predictable from
year to year. For example, soil scientists can state with a
fairly high degree of probability that a given soil will have
a high water table within certain depths in most years,
but they cannot assure that a high water table will
always be at a specific level in the soil on a specific
date.

After soil scientists located and identified the
significant natural bodies of soil in the survey area, they
drew the boundaries of these bodies on aerial
photographs and identified each as a specific map unit.
Aerial photographs show trees, buildings, fields, roads,
and rivers, all of which help in locating boundaries
accurately.

Map Unit Composition

A map unit delineation on a soil map represents an
area dominated by one major kind of soil or an area
dominated by several kinds of soil. A map unit is
identified and named according to the taxonomic
classification of the dominant soil or soils. Within a
taxonomic class there are precisely defined limits for the
properties of the soils. On the landscape, however, the
soils are natural objects. In common with other natural
objects, they have a characteristic variability in their
properties. Thus, the range of some observed properties
may extend beyond the limits defined for a taxonomic
class. Areas of soils of a single taxonomic class rarely, if
ever, can be mapped without including areas of soils of
other taxonomic classes. Consequently, every map unit
is made up of the soil or soils for which it is named and
some soils that belong to other taxonomic classes.
These latter soils are called inclusions or included soils.

Most inclusions have properties and behavioral
patterns similar to those of the dominant soil or soils in
the map unit, and thus they do not affect use and
management. These are called noncontrasting (similar)
inclusions. They may or may not be mentioned in the
map unit descriptions. Other inclusions, however, have
properties and behavior divergent enough to affect use
or require different management. These are contrasting
(dissimilar) inclusions. They generally occupy small areas
and cannot be shown separately on the soil maps
because of the scale used in mapping. The inclusions of
contrasting soils are mentioned in the map unit
descriptions. A few inclusions may not have been
observed and consequently are not mentioned in the
descriptions, especially where the soil pattern was so
complex that it was impractical to make enough
observations to identify all of the kinds of soil on the
landscape.

The presence of inclusions in a map unit in no way
diminishes the usefulness or accuracy of the soil data.
The objective of soil mapping is not to delineate pure
taxonomic classes of soils but rather to separate the
landscape into segments that have similar use and
management requirements. The delineation of such
landscape segments on the map provides sufficient
information for the development of resource plans, but
onsite investigation is needed to plan for intensive uses
in small areas.






General Soil Map Units

The general soil map at the back of this publication
shows the soil associations in this survey area. Each
association has a distinctive pattern of sails, relief, and
drainage. Each is a unique natural landscape. Typically,
an association consists of one or more major soils and
some minor soils. It is named for the major soils. The
soils making up one association can occur in another but
in a different pattern.

The general soil map can be used to compare the
suitability of large areas for general land uses. Areas of
suitable soils can be identified on the map. Likewise,
areas where the soils are not suitable can be identified.

Because of its small scale, the map is not suitable for
planning the management of a farm or field or for
selecting a site for a road or building or other structure.
The soils in any one association differ from place to
place in slope, depth, drainage, and other characteristics
that affect management.

The descriptions and names of the soils identified on
the general soil map of this county do not fully agree
with those of the soils identified on the maps of adjacent
counties. Differences result from a better knowledge of
soils, modification of series concepts, a higher or lower
intensity of mapping, and variations in the extent of the
soils in the counties.

Soil Association Descriptions

1. Pratt-Tivoli Association

Deep, undulating to hilly, well drained and excessively
drained soils that have a sandy subsoil; on uplands

This association is on knolls, hills, and undulating
uplands. Slope ranges from 1 to 30 percent.

This association makes up about 14 percent of the
county. It is about 68 percent Pratt soils and 32 percent
Tivoli soils (fig. 2).

The well drained, undulating and rolling Pratt soils
formed in sandy eolian deposits on side slopes.
Typically, the surface layer is brown loamy fine sand
about 12 inches thick. The subsoil is light yellowish
brown, very friable loamy fine sand about 24 inches
thick. The substratum to a depth of about 60 inches is
light yellowish brown loamy fine sand.

The excessively drained, rolling and hilly Tivoli soils
formed in sandy eolian deposits on hills, the crest of
knolls, and the upper side slopes. Typically, the surface
layer is brown fine sand about 6 inches thick. The

substratum to a depth of about 60 inches is light
yellowish brown fine sand.

About 75 percent of this association is used as range.
The rest, mainly the less sloping areas of the Pratt soils,
is used for dryland or irrigated crops. Maintaining the
growth and vigor of desirable grasses and forbs is the
main concern in managing range. Controlling soil
blowing, maintaining fertility, and conserving moisture are
the main concerns in managing the cultivated areas.

2. Pratt-Attica Association

Deep, unaulating and rolling, well drained soils that have
a sandy or loamy subsoil; on uplands

This association is on knolls and undulating uplands.
Slope ranges from 1 to 15 percent.

This association makes up about 20 percent of the
county. It is about 62 percent Pratt soils, 28 percent
Attica and similar soils, and 10 percent minor soils (fig.
3).
The undulating and rolling Pratt soils formed in sandy
eolian deposits on ridges and the upper side slopes.
Typically, the surface layer is brown loamy fine sand
about 12 inches thick. The subsoil is light yellowish
brown, very friable loamy fine sand about 24 inches
thick. The substratum to a depth of about 60 inches is
light yellowish brown loamy fine sand.

The undulating Attica soils formed in loamy eolian
deposits on the lower side slopes. Typically, the surface
fayer is pale brown loamy fine sand about 10 inches
thick. The subsoil is friable fine sandy loam about 20
inches thick. The upper part is grayish brown, and the
lower part is brown. The substratum to a depth of about
60 inches is brown fine sandy loam.

The minor soils in this association are the somewhat
poorly drained Carwile soils in depressions.

Nearly all of this association is used for dryland and
irrigated crops. Controlling soil blowing, maintaining
fertility, and conserving moisture are the main concerns
in managing the cultivated areas.

3. Farnum-Naron Association

Deep, nearly level and gently sloping, well drained soils
that have a loamy subsoil; on uplands

This association is on upland ridges and side slopes.
Slope ranges from 0 to 3 percent.
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Flgure 2.—Typical pattern of solls and underlying materlal in the Pratt-Tivoll assoclatlon.

This association makes up about 9 percent of the
county. It is about 47 percent Farnum soils, 43 percent
Naron and similar soils, and 10 percent minor soils.

The nearly level and gently sloping Farnum soils
formed in loamy old alluvium on flats, ridges, and side
slopes. Typically, the surface layer is dark grayish brown
and very dark grayish brown loam about 11 inches thick.
The subsoil is firm clay loam about 40 inches thick. The
upper part is dark grayish brown, the next part is brown,
and the lower part is light brown. The substratum to a
depth of about 60 inches is light brown, calcareous clay
loam.

The nearly level and undulating Naron soils formed in
loamy eolian deposits on low ridges. Typically, the
surface layer is brown fine sandy loam about 10 inches
thick. The subsoil is brown, friable sandy clay loam about
38 inches thick. The substratum to a depth of about 60
inches is yellowish brown fine sandy loam.

The minor soils in this association are the Carwile,
Case, and Clark soils. The somewhat poorly drained
Carwile soils are in depressions. The moderately sloping,
calcareous Case soils are on side slopes. The gently

sloping and moderately sloping, calcareous Clark soils
also are on side slopes.

Nearly all of this association is used for dryland and
irrigated crops. Controlling soil blowing and water
erosion, conserving moisture, and maintaining titth and
fertility are concerns in managing the cultivated areas.

4. Harney Association

Deep, nearly level and fent/y sloping, well drained soils
that have a silty subsoil; on uplands

This association is on broad ridgetops and side slopes
that are drained by intermittent streams. In places it is
cut by entrenched drainageways. Slope ranges from 0 to
3 percent.

This association makes up about 16 percent of the
county. It is about 86 percent Harney and similar soils
and 14 percent minor soils.

The Harney soils formed in loess. Typically, the
surface layer is grayish brown silt loam about 5 inches
thick. The subsurface layer is dark grayish brown, friable
silty clay loam about 9 inches thick. The subsoil is silty
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clay loam about 36 inches thick. The upper part is
grayish brown and very firm; the next part is brown, firm,
and calcareous; and the lower part is yellowish brown,
friable, and calcareous. The substratum to a depth of

about 60 inches is yellowish brown, calcareous silt loam.

The minor soils in this association are the Coly, Ness,
Tobin, and Uly soils. The moderately sloping and
strongly sloping, calcareous Coly soils are on the lower
side slopes. The poorly drained Ness soils are in upland
depressions. Tobin soils are on flood plains. The
moderately sloping Uly soils are on the lower side
slopes.

Nearly all of this association is used for cultivated
crops. Controlling water erosion, maintaining tilth and
fertility, and conserving moisture are concerns in
managing the cultivated areas.

5. Coly-Harney-Holdrege Association

Deep, gently sloping to steep, well drained soils that
have a silty subsoil; on uplands
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This association is on narrow ridgetops and side
slopes that are drained by intermittent streams. Slope
ranges from 1 to 40 percent.

This association makes up about 17 percent of the
county. It is about 35 percent Coly soils, 27 percent
Harney soils, 20 percent Holdrege soils, and 18 percent
minor soils (fig. 4).

The moderately sloping to steep Coly soils formed in
loess on side slopes. Typically, the surface layer is pale
brown, calcareous silt loam about 5 inches thick. The
next layer is very pale brown, friable, calcareous silt loam
about 7 inches thick. The substratum to a depth of about
60 inches is very pale brown, calcareous silt loam.

The gently sloping Harney soils formed in loess on
ridges. Typically, the surface layer is grayish brown silt
loam about 5 inches thick. The subsurface layer is dark
grayish brown, friable silty clay loam about 9 inches
thick. The subsoil is silty clay loam about 36 inches thick.
The upper part is grayish brown and very firm; the next
part is brown, firm, and calcareous; and the lower part is

=

Figure 3.—Typical pattern of solis and underlying material in the Pratt-Attica assoclation.



yellowish brown, friable, and calcareous. The substratum
to a depth of about 60 inches is yellowish brown,
calcareous silt loam.

The gently sloping Holdrege soils formed in loess on
ridges. Typically, the surface layer is grayish brown silt
loam about 5 inches thick. The subsurface layer is dark
grayish brown, friable silt loam about 5 inches thick. The
subsoil is silty clay loam about 22 inches thick. The
upper part is dark grayish brown and friable; the next
part is brown and firm; and the lower part is pale brown,
friable, and calcareous. The substratum to a depth of
about 60 inches is light yellowish brown, calcareous silt
loam.

The minor soils in this association are the Case, Clark,
Tobin, and Uly soils. The calcareous Case and Clark
soils have a loamy subsoil. They are on the lower side
slopes. Tobin soils are on flood plains. The moderately
sloping Uly soils are on the lower side slopes.

Most of this association is used for cultivated crops.
The steeper areas of Coly soils are used as range.
Controlling erosion, maintaining tilth and fertility, and
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conserving moisture are concerns in managing the
cultivated areas. Maintaining the growth and vigor of
desirable grasses and forbs is the main concern in
managing range.

6. Case-Shellabarger-Alblon Association

Deep, gently sloping to strongly sloping, well drained and
somewhat excessively drained soils that have a loamy
subsoil; on uplands

This association is on narrow ridges and side slopes
that are drained by intermittent streams. Slope ranges
from 1 to 15 percent.

This association makes up about 14 percent of the
county. It is about 52 percent Case and similar soils, 13
percent Shellabarger soils, 12 percent Albion soils, and
23 percent minor soils.

The well drained, moderately sloping and strongly
sloping Case soils formed in calcareous, loamy old
alluvium on side slopes. Typically, the surface layer is
grayish brown, calcareous clay loam about 6 inches
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Flgure 4.—Typical pattern of soils and underlylng material in the Coly-Harney-Holdrege assoclation.
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thick. The subsoil is calcareous clay loam about 20
inches thick. The upper part is light brownish gray and
friable, and the lower part is mottled, very pale brown,
mottled and firm. The substratum to a depth of about 60
inches is very pale brown, calcareous clay loam.

The well drained, moderately sloping and strongly
sloping Shellabarger soils formed in old alluvium on
ridges and side slopes. Typically, the surface layer is
reddish brown loam about 11 inches thick. The subsoil is
about 33 inches thick. It is reddish brown, friable sandy
clay loam in the upper part and brown, very friable sandy
loam in the lower part. The substratum to a depth of
about 60 inches is light brown sandy loam.

The somewhat excessively drained, gently sloping to
strongly sloping Albion soils formed in loamy old alfuvium
over sand. They are on ridges and side slopes. Typically,
the surface layer is grayish brown sandy loam about 11
inches thick. The subsoil is brown, friable sandy loam
about 13 inches thick. The substratum to a depth of
about 60 inches is light yellowish brown sand.

The minor soils in this association are the Canadian,
Canilon, Dale, Plevna, and Waldeck soils. Canadian and
Dale soils are subject to rare flooding and are on stream
terraces. The shallow Canlon soils are on side slopes.
The poorly drained Plevna soils and the somewhat
poorly drained Waldeck soils are on flood plains.

Nearly all of this association is used as range.
Maintaining the growth and vigor of desirable grasses
and forbs is the main concern in managing range.

7. Owens-Lancaster-Quinlan Assoclation

Shallow and moderately deep, moderately sloping to
steep, well drained soils that have a clayey or loamy
subsoil; on uplands

This association is on narrow ridges and side slopes
that are drained by intermittent streams. Slope ranges
from 4 to 25 percent.

This association makes up about 10 percent of the
county. It is about 41 percent Owens soils, 14 percent
Lancaster and similar soils, 9 percent Quinlan and similar
soils, and 36 percent minor soils.

The shallow, strongly sloping to steep Owens soils
formed in material weathered from shale. Typically, the
surface layer is grayish brown, calcareous clay about 6
inches thick. The subsoil is grayish brown, very firm,
calcareous clay about 9 inches thick. Gray, clayey shale
bedrock is at a depth of about 15 inches.

The moderately deep, moderately sloping and strongly
sloping Lancaster soils formed in material weathered
from sandstone. Typically, the surface layer is grayish
brown loam about 13 inches thick. The subsaoil is pale
brown, friable loam about 10 inches thick. Very pale
brown and yellow, weathered sandstone bedrock is at a
depth of about 23 inches.

The shallow, strongly sloping to steep Quinlan soils
formed in material weathered from sandstone. Typically,
the surface layer is reddish brown, calcareous loam
about 7 inches thick. The subsoil is reddish brown,
friable, calcareous loam about 8 inches thick. Calcareous
sandstone bedrock is at a depth of about 15 inches.

The minor soils in this association are the deep Case,
Clark, Dale, Lincoln, New Cambria, and Waldeck soils.
The calcareous Case and Clark soils are on ridges. The
well drained Dale soils and the moderately well drained
New Cambria soils are on stream terraces. The
somewhat excessively drained Lincoln soils and the
somewhat poorly drained Waldeck soils are on flood
plains.

Most of this association is used as range. The areas
used for cultivated crops are mainly those of the minor
soils on bottom land. Maintaining the growth and vigor of
desirable grasses and forbs is the main concern in
managing range.
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The map units on the detailed soil maps at the back of
this survey represent the soils in the survey area. The
map unit descriptions in this section, along with the soil
maps, can be used to determine the suitability and
potential of a soil for specific uses. They also can be
used to plan the management needed for those uses.
More information on each map unit, or soil, is given
under “Use and Management of the Soils.”

Each map unit on the detailed soil maps represents an
area on the landscape and consists of one or more soils
for which the unit is named.

A symbol identifying the soil precedes the map unit
name in the soil descriptions. Each description includes
general facts about the soil and gives the principal
hazards and limitations to be considered in planning for
specific uses.

Soils that have profiles that are almost alike make up
a soil series. Except for differences in texture of the
surface layer or of the substratum, all the soils of a
series have major horizons that are similar in
composition, thickness, and arrangement.

Soils of one series can differ in texture of the surface
layer or of the substratum. They also can differ in slope,
stoniness, salinity, wetness, degree of erosion, and other
characteristics that affect their use. On the basis of such
differences, a soil series is divided into so// phases. Most
of the areas shown on the detailed soil maps are phases
of soil series. The name of a soil phase commonly
indicates a feature that affects use or management. For
example, Pratt loamy fine sand, undulating, is one of
several phases in the Pratt series.

Some map units are made up of two or more major
soils. These map units are called soil complexes. A soi/
complex consists of two or more soils, or one or more
soils and a miscellaneous area, in such an intricate
pattern or in such small areas that they cannot be shown
separately on the soil maps. The pattern and proportion
of the soils are somewhat similar in all areas. Case-
Canlon complex, 7 to 20 percent slopes, is an example.

Most map units include small scattered areas of soils
other than those for which the map unit is named. Some
of these included soils have properties that differ
substantially from those of the major soil or soils. Such
differences could significantly affect use and
management of the soils in the map unit. The included
soils are identified in each map unit description. Some

small areas of strongly contrasting soils are identified by
a special symbol on the soil maps.

This survey includes miscellaneous areas. Such areas
have little or no soil material and support little or no
vegetation. Rock outcrop is an example. Miscellaneous
areas are shown on the soil maps. Some that are too
small to be shown are identified by a special symbol on
the soil maps.

The descriptions and names of the soils identified on
the detailed soil maps of this county do not fully agree
with those of the soils identified on the maps of adjacent
counties. Differences result from a better knowledge of
soils, modification of series concepts, a higher or low
intensity of mapping, and variations in the extent of the
soils in the counties.

Table 4 gives the acreage and proportionate extent of
each map unit. Other tables (see “‘Summary of Tables”)
give properties of the soils and the limitations,
capabilities, and potentials for many uses. The Glossary
defines many of the terms used in describing the soils.

Soil Descriptions

An—Albion sandy loam, 1 to 4 percent slopes. This
deep, gently sloping, somewhat excessively drained soil
is on upland ridges and side slopes. Individual areas are
irregular in shape and range from 20 to 500 acres in
size.

Typically, the surface layer is grayish brown sandy
loam about 11 inches thick. The subsoil is brown, friable
sandy loam about 13 inches thick. The substratum to a
depth of about 60 inches is light yellowish brown sand.

Included with this soil in mapping are small areas of
the calcareous Clark soils and the well drained
Shellabarger soils. These soils are on the upper side
slopes or on knolls. They make up about 15 percent of
the map unit.

Permeability is moderately rapid in the Albion soil, and
runoft is slow. Available water capacity and natural
fertility are low. The surface layer is slightly acid and
friable, and tilth is good.

Most areas are used as range. The rest are used for
cultivated crops. Droughtiness is a limitation affecting the
use of this soil as range. Water erosion and soil blowing
are hazards if the range is overgrazed. They can be
controlled by maintaining an adequate plant cover.
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This soil is moderately well suited to wheat and
sorghum. Because of the low available water capacity, it
is better suited to small grain than to grain sorghum.
Water erosion and soil blowing are hazards if cultivated
crops are grown. Terracing, farming on the contour,
minimizing tillage, and leaving crop residue on the
surface help to control water erosion and soil blowing
and conserve moisture.

This soil is only moderately well suited to irrigation
because it is droughty. Minimizing tillage, leaving crop
residue on the surface, and applying a small amount of
water at frequent intervals help to control water erosion
and soil blowing and conserve water.

This soil is well suited to dwellings. It is poorly suited
to onsite waste disposal. The sandy substratum does not
adequately filter the effluent in septic tank absorption
fields. The poor filtering capacity may result in the
pollution of shallow ground water. Areas where the depth
to sand is more than 40 inches are suitable as septic
tank absorption fields. This soil is a probable source of
sand and gravel.

The land capability classification is llle, dryland and
irrigated. The range site is Sandy.

As—Alblon-Shellabarger sandy loams, 4 to 15
percent slopes. These deep, moderately sloping and
strongly sloping soils are on uplands. The somewhat
excessively drained Albion soil is on side slopes. The
well drained Shellabarger soil is on ridges. Individual
areas are irregular in shape and range from 20 to
several hundred acres in size. They are about 50 percent
Albion soil and 30 percent Shellabarger soil. The two
soils occur as areas so intricately mixed or so small that
mapping them separately is not practical.

Typically, the Albion soil has a surface layer of grayish
brown sandy loam about 11 inches thick. The subsoil is
brown, friable sandy loam about 13 inches thick. The
substratum to a depth of about 60 inches is light
yellowish brown sand.

Typically, the Shellabarger soil has a surface layer of
reddish brown sandy loam about 12 inches thick. The
subsoil is friable sandy clay loam about 28 inches thick.
The upper part is reddish brown, and the lower part is
light brown. The substratum to a depth of about 60
inches is light brown sandy loam. In some areas the
subsoil is clay loam.

Included with these soils in mapping are small areas of
Case and Lincoln soils and soils that are gravelly loamy
sand throughout. Case soils are calcareous throughout.
They are on narrow ridges. The sandy Lincoln soils are
on flood plains. Included soils make up about 15 percent
of the map unit.

Permeability is moderately rapid in the Albion soil and
moderate in the Shellabarger soil. Available water
capacity is low in the Albion soil and moderate in the
Shellabarger soil. Runoff is slow on the Albion soil and
medium on the Shellabarger soil.

Soil Survey

Nearly all areas are used as range. Because of a
severe hazard of water erosion, these soils are generally
unsuited to cultivated crops. They are better suited to
range. Droughtiness is a concern in managing the Albion
soil as range. Water erosion and soil blowing are
hazards on both soils if the range is overgrazed. They
can be controlled by maintaining an adequate plant
cover.

These soils are moderately well suited to dwellings.
Because of the slope, some land shaping commonly is
needed.

The Albion soil is generally unsuited to onsite waste
disposal. The sandy substratum does not adequately
filter the effluent in septic tank absorption fields. The
poor filtering capacity may result in the pollution of
shallow ground water. Seepage and slope are limitations
on sites for sewage lagoons. Because it is deeper over
the underlying sandy material, the Shellabarger soil is a
better site for waste disposal systems than the Albion
soil. The slope, however, is a limitation. The less sloping
areas can be selected as sites for septic tank absorption
fields and sewage lagoons. Sealing the floor of the
lagoon helps to control seepage. The Albion soil is a
probable source of sand and gravel.

The land capability classification is Vle, dryland. The
range site is Sandy.

At—Attica loamy fine sand, 1 to 4 percent slopes.
This deep, undulating, well drained soil is on uplands.
Individual areas are irregular in shape and range from 20
to 500 acres in size.

Typically, the surface layer is pale brown loamy fine
sand about 10 inches thick. The subsoil is friable fine
sandy loam about 20 inches thick. The upper part is
grayish brown, and the lower part is brown. The
substratum to a depth of about 60 inches is brown fine
sandy loam. In some areas the subsoil is loamy fine
sand or sandy clay loam.

Included with this soil in mapping are small areas of
Carwile and Farnum soils. The somewhat poorly drained
Carwile soils have a clayey subsoil and are in
depressions. Farnum soils have a subsoil that is more
clayey than that of the Attica soil. They are in the less
sloping areas. Included soils make up about 10 percent
of the map unit.

Permeability is moderately rapid in the Attica soil, and
runoff is slow. Available water capacity is moderate, and
natural fertility is low. The surface layer is slightly acid
and very friable, and tilth is good.

Nearly all areas are used for cultivated crops. Some
are irrigated. This soil is well suited to dryland wheat and
sorghum. If cultivated crops are grown, soil blowing is a
hazard. It can be controlled by stubble mulch tillage,
wind stripcropping, and minimum tillage.

This soil is well suited to irrigation. Wheat, sorghum,
alfalfa, corn, and soybeans are suitable irrigated crops.
Minimizing tillage, leaving crop residue on the surface,
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and managing water efficiently help to control soil
blowing and conserve water.

This soil is well suited to dwellings and septic tank
absorption fields. It is generally unsuited to sewage
lagoons because of seepage.

The land capability classification is llle, dryland and
irrigated. The range site is Sandy.

Ax—Attica-Carwile complex, 0 to 4 percent slopes.
These deep, nearly level and undulating soils are on
uplands. The well drained Attica soil is on ridges. The
somewhat poorly drained Carwile soil is in depressions.
It is subject to ponding. Individual areas are irregular in
shape and range from 20 to 500 acres in size. They are
about 60 percent Attica soil and 30 percent Carwile soil.
The two soils occur as areas so intricately mixed or so
small that mapping them separately is not practical.

Typically, the Attica soil has a surface layer of pale
brown loamy fine sand about 10 inches thick. The
subsoil is friable fine sandy loam about 20 inches thick.
The upper part is grayish brown, and the lower part is
brown. The substratum to a depth of about 60 inches is
brown fine sandy loam. In some areas the subsoil is
loamy fine sand.

Typically, the Carwile soil has a surface layer of
grayish brown fine sandy loam about 6 inches thick. The
subsurface layer is gray, friable fine sandy loam about 9
inches thick. The subsoil is firm clay about 35 inches
thick. The upper part is gray, and the lower part is light
brownish gray. The substratum to a depth of about 60
inches is light brownish gray, mottled, calcareous clay.

Included with these soils in mapping are small areas of
the well drained Farnum soils. These included soils have
a clay loam subsoil. They are in the less sloping areas.
They make up about 10 percent of the map unit.

Permeability is moderately rapid in the Attica soil and
slow in the Carwile soil. Runoff is slow on the Attica soil
and slow to ponded on the Carwile soil. Available water
capacity is moderate in the Attica soil and high in the
Carwile soil. Natural fertility is low in the Attica soil and
medium in the Carwile soil. The shrink-swell potential is
high in the subsoil of the Carwile soil. filth is goad in
both soils. The surface layer of the Attica soil is slightly
acid, and that of the Carwile soil is medium acid.

Nearly all areas are used for cultivated crops. Some
are irrigated. These soils are well suited to dryland wheat
and sorghum. Soil blowing is a hazard if cultivated crops
are grown. Also, wetness is a limitation in low areas of
the Carwile soil. Stubble mulch tillage, wind
stripcropping, and minimum tillage help to control soil
blowing. In places ditches can improve surface drainage.

These soils are well suited to irrigation. Wheat,
sorghum, alfalfa, corn, and soybeans are suitable
irrigated crops. Alfalfa can be drowned in some low
areas. Minimizing tillage, leaving crop residue on the
surface, and managing water efficiently help to control
soil blowing and conserve water.
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The Attica soil is well suited to dwellings and septic
tank absorption fields. It is generally unsuited to sewage
lagoons because of seepage. The Carwile soil is poorly
suited to dwellings and sewage disposal systems
because of the ponding.

The land capability classification is llle, dryland and
irrigated. The range site is Sandy.

Ca—Canadian fine sandy loam. This deep, nearly
level, well drained soil is on stream terraces. It is subject
to rare flooding. Areas are elongated and range from 10
to 200 acres in size.

Typically, the surface soil is grayish brown fine sandy
loam about 14 inches thick. The subsoil is brown, friable
fine sandy loam about 16 inches thick. The substratum
to a depth of about 60 inches is yellowish brown fine
sandy loam. In some areas the soil is loam throughout.

Included with this soil in mapping are small areas of
the somewhat excessively drained Lincoln and
somewhat poorly drained Waldeck soils on the slightly
lower flood plains. These soils make up about 10
percent of the map unit.

Permeability is moderately rapid in the Canadian soil,
and runoff is slow. Available water capacity is moderate.
Natural fertility is medium. The surface layer is neutral
and friable, and tilth is good.

Most areas are used as range. The rest are used for
cultivated crops. Soil blowing is a hazard in unprotected
areas used as range. It can be controlled by maintaining
an adequate plant cover.

This soil is well suited to dryland wheat and sorghum.
Soil blowing is a hazard if cultivated crops are grown.
Stubble muich tillage, wind stripcropping, and minimum
tillage help to control soil blowing and conserve
moisture.

This soil is well suited to irrigation. Wheat, sorghum,
alfalfa, corn, and soybeans are suitable irrigated crops.
Minimizing tillage, leaving crop residue on the surface,
and managing water efficiently help to control soil
blowing and conserve water. Land leveling improves
water distribution.

This soil is poorly suited to dwellings and is
moderately well suited to septic tank absorption fields.
The flooding is a hazard affecting both uses. Dikes,
levees, and other flood-control structures may be
needed. The higher parts of the landscape can be
selected as building sites. This soil is generally unsuited
to sewage lagoons because of seepage.

The land capability classification is lle, dryland and
irrigated. The range site is Sandy Terrace.

Cc—Carwlle fine sandy loam. This deep, nearly
level, somewhat poorly drained soil is on slightly
depressional uplands. It is subject to ponding. Individual
areas are irregular in shape and range from 5 to 100
acres in size.
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Typically, the surface layer is grayish brown fine sandy
loam about 6 inches thick. The subsurface layer is gray,
friable fine sandy loam about 9 inches thick. The subsoil
is firm clay about 35 inches thick. The upper part is gray,
and the lower part is light brownish gray. The substratum
to a depth of about 60 inches is light brownish gray,
mottled, calcareous clay.

Included with this soil in mapping are small areas of
Farnum and Pratt soils. These well drained soils are in
the higher areas or on mounds. They make up about 15
percent of the map unit.

Permeability is slow in the Carwile soil, and runoff is
slow to ponded. Available water capacity is high. Natural
fertility is medium. The surface layer is medium acid and
very friable, and tilth is good. The shrink-swell potential
is high in the subsoil. ‘

Nearly all areas are used for cultivated crops. This soil
is well suited to dryland wheat and sorghum. Excessive
wetness is a limitation if cultivated crops are grown.
Planting, harvesting, and tilling are delayed at times. In
places ditches can improve surface drainage. Soil
blowing is a hazard when the surface is dry and
unprotected. Returning crop residue to the soil, wind
stripcropping, and minimizing tillage help to contro! soil
blowing and increase the rate of water infiltration.

This soil is well suited to irrigation. Wheat, sorghum,
corn, and soybeans are the most suitable irrigated crops.
Land leveling improves drainage and results in a uniform
water distribution. Minimizing tillage, leaving crop residue
on the surface, and managing water efficiently help to
control soil blowing and conserve water.

This soil is poorly suited to dwellings because of the
ponding. The sandy included soils on mounds are better
sites for dwellings.

This soil generally is unsuitable as a septic tank
absorption field because of the ponding and the slow
permeability. If the ponding is controlled, sewage
lagoons are a suitable alternative method of onsite
waste disposal.

The land capability classification is llw, dryland and
irrigated. The range site is Sandy.

Ce—Case clay loam, 2 to 7 percent slopes. This
deep, moderately sloping, well drained soil is on side
slopes in the uplands. Individual areas are irregular in
shape and range from 10 to 200 acres in size.

Typically, the surface layer is grayish brown,
calcareous clay loam about 6 inches thick. The subsoil is
calcareous clay loam about 20 inches thick. The upper
part is light brownish gray and friable, and the lower part
is very pale brown, mottled, and firm. The substratum to
a depth of about 60 inches is very pale brown,
calcareous clay loam. In some areas the surface layer is
dark grayish brown and is 10 to 15 inches thick.

Included with this soil in mapping are long, narrow
areas of loamy alluvial soils that are dark and
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calcareous. These soils are along drainageways. They
make up about 5 percent of the map unit.

Permeability is moderate in the Case soil, and runoff is
medium. Available water capacity is high. Natural fertility
is low. The surface layer is friable, and tilth is good. The
soil is mildly alkaline or moderately alkaline throughout.
The shrink-swell potential is moderate in the subsoil.

Nearly all areas are used for cultivated crops. This soil
is moderately well suited to wheat and sorghum. Water
erosion is a hazard if cultivated crops are grown.
Terracing, farming on the contour, minimizing tillage, and
leaving crop residue on the surface help to control water
erosion and conserve moisture. Sorghum is subject to
iron chlorosis.

This soil is moderately well suited to dwellings, septic
tank absorption fields, and sewage lagoons. The shrink-
swell potential is a limitation on sites for dwellings.
Properly designing and reinforcing foundations and
backfilling with suitable coarse material, however, help to
prevent the structural damage caused by shrinking and
swelling. The moderate permeability restricts the
absorption of effluent in septic tank absorption fields. It
can be overcome, however, by enlarging the field.
Seepage and slope are limitations on sites for sewage
lagoons. Sealing the lagoon helps to control seepage.
Some land shaping commonly is needed to overcome
the slope.

The land capability classification is IVe, dryland. The
range site is Limy Upland.

Cf—Case clay loam, 7 to 15 percent slopes. This
deep, strongly sloping, well drained soil is on side slopes
in the uplands. Individual areas are irregular in shape or
long and narrow and range from 10 to 400 acres in size.

Typically, the surface layer is grayish brown,
calcareous clay loam about 6 inches thick. The subsoil is
light brownish gray, friable, calcareous clay loam about
19 inches thick. The substratum to a depth of about 60
inches is light gray, calcareous clay loam. In some areas
the surface layer is dark grayish brown and is 10 to 15
inches thick.

Included with this soil in mapping are small areas of
Canlon soils and long, narrow areas of loamy alluvial
soils that are dark and calcareous. The alluvial soils are
along drainageways. The shallow Canlon soils are on the
lower side slopes or on knobs. Included soils make up
about 10 percent of the map unit.

Permeability is moderate in the Case soil, and runoff is
rapid. Available water capacity is high. Natural fertility is
low. The soil is mildly alkaline or moderately alkaline
throughout. The shrink-swell potential is moderate in the
subsoil.

Nearly all areas are used as range. Because of a
severe hazard of water erosion, this soil is generally
unsuited to cultivated crops. it is better suited to range.
Water erosion and soil blowing are hazards in
overgrazed areas. Gullies form along some cattle trails.
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Maintaining an adequate plant cover helps to control
water erosion and soil blowing. Fencing and other means
of controlling livestock traffic patterns help to prevent
gullying and give guilies time to revegetate.

This soil is moderately well suited to dwellings. The
shrink-swell potential and the slope are limitations.
Properly designing and reinforcing foundations, installing
foundation drains, and backfilling with suitable coarse
material help to prevent the structural damage caused by
shrinking and swelling. Some land shaping commonly is
needed to overcome the slope.

This soil is moderately well suited to septic tank
absorption fields and is poorly suited to sewage lagoons.
The slope is the main limitation. Also, the moderate
permeability restricts the absorption of effluent in septic
tank absorption fields. It can be overcome, however, by
enlarging the field. Because of the slope, lateral lines
should be installed on the contour.

The land capability classification is Vle, dryland. The
range site is Limy Upland.

Cg—Case-Canlon complex, 7 to 20 percent slopes.
These well drained, strongly sloping soils are on’side
slopes in the uplands. The deep Case soil is lower on
the landscape than the shallow Canlon soil. Individual
areas are irregular in shape and range from 20 to 500
acres in size. They are about 60 percent Case soil and
25 percent Canlon soil. These two soils occur as areas
so intricately mixed or so small that mapping them
separately is not practical.

Typically, the Case soil has a surface layer of grayish
brown, calcareous clay loam about 6 inches thick. The
subsoil is light brownish gray, friable, calcareous clay
loam about 19 inches thick. The substratum to a depth
of about 60 inches is light gray, calcareous clay loam. In
some areas the depth to caliche bedrock is less than 40
inches.

Typically, the Canlon soil has a surface layer of light
brownish gray, calcareous loam about 5 inches thick.
The next layer also is light brownish gray, calcareous
loam about 5 inches thick. The substratum is light gray,
calcareous loam. Hard caliche bedrock is at a depth of
about 14 inches (fig. 5).

Included with these soils in mapping are small areas of
rock outcrop and loamy alluvial soils that are dark and
calcareous. The rock outcrop occurs as barren areas of
caliche on knobs or on ledges. The alluvial soils are
occasionally flooded and are on bottom land along
drainageways. Included areas make up about 15 percent
of the map unit.

Permeability is moderate in the Case and Canlon soils,
and runoff is rapid. Available water capacity is high in the
Case soil and very low in the Canlon soil. The shrink-
swell potential is moderate in the subsoil of the Case
soil. Root penetration is restricted by the caliche at a
depth of about 14 inches in the Canlon soil. Both soils
are mildly alkaline or moderately alkaline throughout.
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Figure 5.—Typical profile of Canlon loam, which is shallow over
caliche. Depth is shown In feet.

Nearly all areas are used as range (fig. 6). Because of
a severe hazard of water erosion, these soils are
generally unsuited to cropland. They are better suited to
range. Droughtiness is a concern in managing the
Canlon soil as range. Water erosion and soil blowing are
hazards on both soils if the range is overgrazed. Gullies
form along some cattle trails. Maintaining an adequate
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plant cover helps to control water erosion and soil
blowing. Fencing and other means of controlling
livestock traffic patterns help to prevent gullying and give
gullies time to revegetate.

The Case soil is moderately well suited to dwellings
and septic tank absorption fields. The slope is a
limitation affecting both uses. The shrink-swell potential
is an additional limitation on sites for dwellings. Properly
designing and reinforcing foundations, installing
foundation drains, and backfilling with suitable coarse
material help to prevent the structural damage caused by
shrinking and swelling. Some land shaping is commonly
needed to overcome the slope. The moderate
permeability restricts the absorption of effluent in septic
tank absorption fields. It can be overcome, however, by
enlarging the field. Because of the slope, the lateral lines
should be installed on the contour. The Case soil is
generally unsuited to sewage lagoons because of the
slope.

The Canlon soil is generally unsuited to building site
development because of the slope and the shallow
depth to bedrock.

Soil Survey

The land capability classification is Vle, dryland. The
Case soil is in Limy Upland range site, and the Canion
soil is in Shallow Limy range site.

Ck~Clark loam, 1 to 3 percent slopes. This deep,
gently sloping, well drained soil is on ridges in the
uplands. Individual areas are irregular in shape and
range from 20 to several hundred acres in size.

Typically, the surface layer is grayish brown,
calcareous loam about 5 inches thick. The subsurface
layer is grayish brown, friable, calcareous clay loam
about 5 inches thick. The subsoil is calcareous clay loam
about 24 inches thick. The upper part is grayish brown
and friable, and the lower part is light yellowish brown
and firm. The substratum to a depth of about 60 inches
is light yellowish brown, calcareous clay loam. In some
areas the surface layer is noncalcareous. In other areas
it is light brownish gray.

Included with this soil in mapping are small areas of
Farnum, Harney, and Holdrege soils. These soils are
deeper to lime and higher on the landscape than the
Clark soil. They make up 10 percent of the map unit.

Figure 6.—An area of the Case-Canlon complex, 7 to 20 percent slopes, used as range.
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Permeability and the shrink-swell potential are
moderate in the Clark soil. Available water capacity is
high. Natural fertility and runoff are medium. The surface
layer is friable, and tilth is good. The soil is mildly
alkaline or moderately alkaline throughout.

Most areas are used for cultivated crops. Some areas
are used as range. This soil is moderately well suited to
dryland wheat and sorghum. Water erosion is a hazard if
cultivated crops are grown. Terracing, farming on the
contour, minimizing tillage, and leaving crop residue on
the surface help to control water erosion and conserve
moisture. Sorghum is subject to iron chlorosis.

This soil is moderately well suited to irrigation. Wheat,
sorghum, corn, and alfalfa are suitable irrigated crops.
Terracing, farming on the contour, minimizing tillage,
leaving crop residue on the surface, and managing water
efficiently help to control water erosion and conserve
water.

This soil is suited to range. Water erosion and soil
blowing are hazards in overgrazed areas. Gullies form
along some cattle trails. Maintaining an adequate plant
cover helps to control water erosion and soil blowing.
Fencing and other means of controlling livestock traffic
patterns help to prevent gullying and give gullies time to
revegetate.

The many areas where cropland joins range can be
managed as habitat for upland wildlife, such as
pheasants. Planting shrubs in these areas provides
winter cover for the wildlife.

This soil is moderately well suited to dwellings, septic
tank absorption fields, and sewage lagoons. The shrink-
swell potential is a limitation on sites for dwellings.
Properly designing and reinforcing foundations and
backfilling with suitable coarse material, however, help to
prevent the structural damage caused by shrinking and
swelling. The moderate permeability restricts the
absorption of effluent in septic tank absorption fields. it
can be overcome, however, by enlarging the field.
Seepage and slope are limitations on sites for sewage
lagoons. Sealing the lagoon helps to control seepage.
Some land shaping commonly is needed to overcome
the slope.

The land capability classification is llle, dryland and
irrigated. The range site is Limy Upland.

Cm~—Clark loam, 3 to 7 percent slopes. This deep,
moderately sloping, well drained soil is on ridges and
side slopes in the uplands. Individual areas are irregular
in shape and range from 10 to several hundred acres in
size.

Typically, the surface layer is grayish brown,
calcareous loam about 10 inches thick. The subsoil is
light yellowish brown, firm, calcareous loam about 16
inches thick. The substratum to a depth of about 60
inches is light yellowish brown, calcareous clay loam. In
some areas the surface layer is light brownish gray.
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Included with this soil in mapping are small areas of
Farnum and Uly soils on the upper side slopes. Farnum
soils are deeper to lime than Clark soils. Uly soils are silt
loam throughout and have a surface layer that is not
calcareous. Included soils make up about 10 percent of
the map unit.

Permeability and the shrink-swell potential are
moderate in the Clark soil. Available water capacity is
high. Natural fertility and runoff are medium. The surface
layer is friable, and tilth is good. The soil is mildly
alkaline or moderately alkaline throughout.

Most areas are used as range. Some are used for
cultivated crops. This soil is moderately well suited to
wheat and sorghum. Water erosion is a hazard if
cultivated crops are grown. Terracing, farming on the
contour, minimizing tillage, and leaving crop residue on
the surface help to control water erosion and conserve
moisture. Sorghum is subject to iron chlorosis.

This soil is suited to range. Water erosion and soil
blowing are hazards in overgrazed areas. Gullies form
along some cattle trails. Maintaining an adequate plant
cover helps to control water erosion and soil blowing.
Fencing and other means of controlling livestock traffic
patterns help to prevent gullying and give gullies time to
revegetate.

This soil is moderately well suited to dwellings, septic
tank absorption fields, and sewage lagoons. The shrink-
swell potential is a limitation on sites for dwellings.
Properly designing and reinforcing foundations and
backfilling with suitable coarse material, however, help to
prevent the structural damage caused by shrinking and
swelling. The moderate permeability restricts the
absorption of effluent in septic tank absorption fields. It
can be overcome, however, by enlarging the field.
Seepage and slope are limitations on sites for sewage
lagoons. Sealing the lagoon helps to control seepage.
Some land shaping commonly is needed to overcome
the slope.

The land capability classification is Ve, dryland. The
range site is Limy Upland.

Co—Coly silt loam, 4 to 9 percent slopes. This
deep, moderately sloping, well drained soil is on upland
side slopes. Individual areas are long and narrow and
range from 5 to 500 acres in size.

Typically, the surface layer is pale brown, calcareous
silt loam about 5 inches thick. The next layer is very pale
brown, friable, calcareous silt loam about 7 inches thick.
The substratum to a depth of about 60 inches is very
pale brown, calcareous silt loam. In some areas the
surface layer is very dark grayish brown and
noncalcareous. In other areas it is clay loam.

Included with this soil in mapping are small areas of
Harney, Holdrege, and Tobin soils. Harney and Holdrege
soils have a subsoil that is more clayey than that of the
Coly soil. They are on the upper side slopes. The
occasionally flooded Tobin soils are on narrow flood
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plains along drainageways. Included soils make up about
15 percent of the map unit.

Permeability is moderate in the Coly soil, and runoff is
medium. Available water capacity is high. Natural fertility
is low. The surface layer is friable, and tilth is good. The
soil is mildly alkaline or moderately alkaline throughout.

Nearly all areas are cultivated. This soil is poorly
suited to cultivated crops. The main dryland crops are
wheat and sorghum. Water erosion is a hazard if
cultivated crops are grown. Terracing, farming on the
contour, minimizing tillage, and leaving crop residue on
the surface help to control water erosion and conserve
moisture.

Wheat, sorghum, corn, and alfalfa are the main
irrigated crops. Terracing, farming on the contour,
minimizing tillage, leaving crop residue on the surface,
and managing water efficiently help to control water
erosion and conserve water.

This soil is moderately well suited to dwellings. The
slope is a limitation. As a result, some land shaping is
commonly needed.

This soil is well suited to septic tank absorption fields
and is moderately well suited to sewage lagoons.
Seepage and slope are limitations on sites for sewage
lagoons. Sealing the lagoon helps to control seepage. If
the less sloping areas are selected as sites for lagoons,

Soil Survey

less leveling and banking will be needed during
construction.

The land capability classification is Ve, dryland and
irrigated. The range site is Limy Upland.

Cp—Coly slit loam, 20 to 40 percent slopes. This
deep, steep, well drained soil is on upland side slopes
(fig. 7). Individual areas are irregular in shape and range
from 500 to 1,000 acres in size.

Typically, the surface layer is pale brown, calcareous
silt loam about 5 inches thick. The next layer is very pale
brown, friable, calcareous silt loam about 5 inches thick.
The substratum to a depth of about 60 inches is very
pale brown, calcareous silt loam. In some areas the
surface layer is noncalcareous.

included with this soil in mapping are small areas of
soils that are similar to Tobin soils but are calcareous at
the surface. These included soils are frequently flooded
and are on narrow flood plains along drainageways.
They make up about 10 percent of the map unit.

Permeability is moderate in the Coly soil. Runoff is
rapid. Available water capacity is high. Natural fertility is
low. The soil is mildly alkaline or moderately alkaline
throughout.

This soil is used as range. Because of the erosion
hazard, it is unsuited to cropland. It is better suited to
range. Water erosion and soil blowing are hazards in

Figure 7.—An area of Coly silt loam, 20 to 40 percent slopes.
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overgrazed areas. Gullies form along some cattle trails.
Maintaining an adequate plant cover helps to control
water erosion and soil blowing. Fencing and other means
of controlling livestock traffic patterns help to prevent
gullying and give gullies time to revegetate.

This soil is generally unsuited to building site
development because of the steep slope.

The land capability classification is Vlle, dryland. The
range site is Loess Breaks.

Ct—Coly-Tobin silt loams, 0 to 20 percent slopes.
These deep, well drained soils are along upland
drainageways. The strongly sloping Coly soil is on side
slopes. The nearly level Tobin soit is on bottom land. It is
frequently flooded. Individual areas are long and narrow
and range from 40 to a few thousand acres in size. They
are about 70 percent Coly soil and 30 percent Tobin soil.
The two soils occur as areas so intricately mixed or
narrow that mapping them separately is not practical.

Typically, the Coly soil has ‘a surface layer of pale
brown, calcareous silt loam about 5 inches thick. The
next layer is very pale brown, friable, calcareous silt loam
about 7 inches thick. The substratum to a depth of about
60 inches is very pale brown, calcareous silt loam. In
some areas the surface layer is noncalcareous.

Typically, the Tobin soil has a surface soil of dark
grayish brown silt loam about 25 inches thick. The next
layer is dark grayish brown, friable, calcareous siit loam
about 8 inches thick. The substratum to a depth of about
60 inches is brown, calcareous silt loam. In some areas
the surface layer is calcareous.

Permeability is moderate in both soils, and available
water capacity is high. Runoff is rapid on the Coly soil
and slow on the Tobin soil. Natural fertility is low in the
Coly soil and high in the Tobin soil. The shrink-swell
potential is moderate in the Tobin soil. The Coly soil is
mildly alkaline or moderately alkaline throughout. The
surface layer of the Tobin soil is neutral.

Nearly all areas are used as range. Because of the
strong slope of the Coly soil and the frequent flooding on
the Tobin soil, this map unit is generally unsuited to
cultivated crops. It is better suited to range. The flooding
is a hazard if the Tobin soil is used as range. Water
erosion and soil blowing are hazards in overgrazed areas
of the Coly soil. They can be controlled by maintaining
an adequate plant cover.

The Coly soil is moderately well suited to dwellings
and septic tank absorption fields. The slope is a
limitation affecting both uses. Some land shaping is
commonly needed on sites for buildings. Lateral lines in
septic tank absorption fields should be installed on the
contour. The Coly soil is generally unsuited to sewage
lagoons because of the slope.

The Tobin soil is generally unsuited to building site
development because the flooding is a severe hazard.
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The land capability classification is Vle, dryland. The
Coly soil is in Limy Upland range site, and the Tobin soil
is in Loamy Lowland range site.

Da—Dale siit loam. This deep, nearly level, well
drained soil is on stream terraces. It is subject to rare
flooding. Individual areas are irregular in shape and
range from 10 to 200 acres in size.

Typically, the surface layer is grayish brown silt loam
about 7 inches thick. The subsurface layer is dark
grayish brown, friable silt loam about 9 inches thick. The
subsoil is grayish brown silty clay loam about 18 inches
thick. It is friable in the upper part and firm and
calcareous in the lower part. The substratum to a depth
of about 60 inches is brown, calcareous silt loam. In
some areas the soil contains more sand. In other areas
it contains more clay.

Permeability is moderate, and runoff is slow. Available
water capacity and natural fertility are high. The shrink-
swell potential is moderate in the subsoil. The surface
layer is slightly acid and friable, and tilth is good.

About half of the acreage is used for cultivated crops,
and half is used as range. The soil is well suited to
dryland wheat and sorghum (fig. 8). The main limitation
is a lack of sufficient rainfall. Minimizing tillage and
leaving crop residue on the surface conserve moisture,
help to maintain tilth, and increase the rate of water
infiltration. Diversion terraces help to keep excess water
from the adjacent uplands away from this soil.

This soil is well suited to irrigation. Wheat, sorghum,
corn, alfalfa, and soybeans are suitable irrigated crops.
Returning crop residue to the soil, minimizing tillage, and
managing water efficiently help to maintain tilth and
conserve water. Land leveling results in a uniform water
distribution.

This soil is suited to range. No major problems affect
the use of the soil as range. Soil blowing is a hazard if
the range is overgrazed. It can be controlled by
maintaining an adequate plant cover.

This soil is poorly suited to dwellings because of the
flooding. Dikes, levees, and other structures lessen the
flooding hazard. Onsite inspection and knowledge of an
area’s flooding history are needed when building sites
are selected.

This soil is moderately well suited to septic tank
absorption fields and sewage lagoons. The flooding is a
hazard on sites for septic tank absorption fields. Levees
reduce this hazard. Seepage is a limitation on sites for
sewage lagoons. It can be controlled by sealing the
lagoon.

The land capability classification is llc, dryland, and |,
irrigated. The range site is Loamy Terrace.

Fa—Farnum loam, 0 to 1 percent slopes. This deep,
nearly level, well drained soil is on flats in the uplands.
Individual areas are irregular in shape and range from 20
to 500 acres in size.
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Soil Survey

Figure 8.—Sorghum baled for livestock feed in an area of Dale silt loam.

Typically, the surface layer is dark grayish brown and
very dark grayish brown loam about 11 inches thick. The
subsoil is firm clay loam about 43 inches thick. The
upper part is dark grayish brown, the next part is brown,
and the lower part is light brown. The substratum to a
depth of about 60 inches is light brown, calcareous clay
loam. In some areas the subsoil is silty clay loam.

Included with this soil in mapping are small areas of
the somewhat poorly drained Carwile soils in
depressions. These soils have a clayey subsoil. They
make up about 5 percent of the map unit.

Permeability is moderate in the Farnum soil, and runoff
is slow. Available water capacity and natural fertility are
high. The shrink-swell potential is moderate in the
subsoil. The surface layer is slightly acid and friable, and
tilth is good.

Nearly all areas are used for cultivated crops. A few
areas are irrigated. This soil is well suited to dryland
wheat and sorghum. A lack of sufficient rainfall is the
main limitation. Returning crop residue to the soil and
minimizing tillage improve fertility and tilth and conserve
moisture.

This soil is well suited to irrigation. Wheat, sorghum,
corn, alfalfa, and soybeans are suitable irrigated crops.
Returning crop residue to the soil, minimizing tillage, and
managing water efficiently help to maintain tilth and

conserve water. Land leveling results in a uniform water
distribution.

This soil is moderately well suited to dwellings. The
shrink-swell potential is a limitation. Properly designing
and reinforcing foundations, installing foundation drains,
and backfilling with suitable coarse material help to
prevent the structural damage caused by shrinking and
swelling.

This soil is moderately well suited to septic tank
absorption fields and sewage lagoons. The moderate
permeability restricts the absorption of effluent from
septic tank systems. Increasing the size of the
absorption field and installing the lateral lines below the
subsoil improve the performance of the absorption field.
Seepage is a limitation on sites for sewage lagoons. It
can be controlled by sealing the lagoon.

The land capability classification is llc, dryland, and |,
irrigated. The range site is Loamy Upland.

Fb-—Farnum loam, 1 to 3 percent slopes. This deep,
gently sloping, well drained soil is on ridges in the
uplands. Individual areas are irregular in shape and
range from 10 to several hundred acres in size.

Typically, the surface layer is dark grayish brown and
very dark grayish brown loam about 11 inches thick. The
subsoil is firm clay loam about 40 inches thick. The
upper part is dark grayish brown, the next part is brown,
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and the lower part is light brown. The substratum to a
depth of about 60 inches is light brown, calcareous clay
loam. In some areas the subsoil is silty clay loam.

Permeability is moderate in the Farnum soil, and runoff
is medium. Available water capacity and natural fertility
are high. The shrink-swell potential is moderate in the
subsoil. The surface layer is slightly acid and friable, and
tilth is good.

Nearly all areas are used for cultivated crops. A few
areas are irrigated. This soil is well suited to dryland
wheat and sorghum. Water erosion is a hazard if
cultivated crops are grown. Terracing, farming on the
contour, minimizing tillage, and leaving crop residue on
the surface help to controi water erosion and conserve
moisture.

This soil is well suited to irrigation. Wheat, sorghum,
corn, alfaifa, and soybeans are suitable irrigated crops.
Terracing, farming on the contour, minimizing tillage,
leaving crop residue on the surface, and managing water
efficiently help to control water erosion and conserve
water.

This soil is moderately well suited to dwellings;
however, the shrink-swell potential is a limitation.
Properly designing and reinforcing foundations, installing
foundation drains, and backfilling with suitable coarse
material help to prevent the structural damage caused by
shrinking and swelling.

This soil is moderately well suited to septic tank
absorption fields and sewage lagoons. The moderate
permeability somewhat restricts the absorption of
effluent in septic tank absorption fields. Enlarging the
field, however, commonly overcomes this limitation.
Seepage and slope are limitations on sites for sewage
lagoons. Seepage can be controlled by sealing the
lagoon. Some land shaping commonly is needed to
overcome the slope.

The land capability classification is lle, dryland and
irrigated. The range site is Loamy Upland.

Ha—Harney slit loam, 0 to 1 percent slopes. This
deep, nearly level, well drained soil is on broad upland
ridgetops. Individual areas are irregular in shape and
range from 20 to a few thousand acres in size.

Typically, the surface layer is grayish brown silt loam
about 5 inches thick. The subsurface layer is dark
grayish brown, friable silty clay loam about 9 inches
thick. The subsoil is silty clay loam about 36 inches thick.
The upper part is grayish brown and very firm; the next
part is brown, firm, and calcareous; and the lower part is
yellowish brown, friable, and calcareous. The substratum
to a depth of about 60 inches is yellowish brown,
calcareous silt loam. In some areas the subsoil is clay
loam.

Included with this soil in mapping are small areas of
the poorly drained Ness soils and small areas of
moderately well drained soils that have a gray, clayey
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subsoil. Included soils are in depressions. They make up
about 10 percent of the map unit.

Permeability is moderately slow in the Harney soil, and
runoff is slow. Available water capacity and natural
fertility are high. The shrink-swell potential is moderate in
the subsoil. The surface layer is slightly acid and friable,
and tilth is good.

Nearly all areas are used for cultivated crops. A few
are irrigated. This soil is well suited to dryland wheat and
sorghum. A lack of sufficient rainfall is the main
limitation. Returning crop residue to the soil and
minimizing tillage improve fertility and tilth and conserve
moisture.

This soil is well suited to irrigation. Wheat, sorghum,
corn, alfalfa, and soybeans are suitable irrigated crops.
Returning crop residue to the soil, minimizing tillage, and
managing water efficiently help to maintain tilth and
conserve water. Land leveling results in a uniform water
distribution.

This soil is moderately well suited to dwellings, septic
tank absorption fields, and sewage lagoons. The shrink-
swell potential is a limitation on sites for dwellings.
Properly designing and reinforcing foundations, installing
foundation drains, and backfilling with suitable coarse
material, however, help to prevent the structural damage
caused by shrinking and swelling. The moderately slow
permeability restricts the absorption of effluent in septic
tank absorption fields. It can be overcome, however, by
enlarging the field or by installing the lateral lines below
the subsoil. Seepage is a limitation on sites for sewage
lagoons. it can be controlled by sealing the lagoon.

The land capability classification is ll¢, dryland, and |,
irrigated. The range site is Loamy Upland.

Hb—Harney silt loam, 1 to 3 percent slopes. This
deep, gently sloping, well drained soil is on ridges in the
uplands. Individual areas are irregular in shape and
range from 20 to a few thousand acres in size.

Typically, the surface layer is grayish brown silt loam
about 5 inches thick. The subsurface layer is dark
grayish brown, friable silty clay loam about 7 inches
thick. The subsoil is silty clay loam about 33 inches thick.
The upper part is grayish brown and very firm; the next
part is brown, firm, and calcareous; and the lower part is
yellowish brown, friable, and calcareous. The substratum
to a depth of about 60 inches is yellowish brown,
calcareous silt loam. In some areas where the upper part
of the subsoil has been mixed with the surface soil by
tillage, the surface layer is silty clay loam. In places the
subsoit is clay loam.

Included with this soil in mapping are small areas of
Coly and Uly soils, which make up about 5 percent of
the map unit. Coly soils are calcareous at the surface.
Both of the included soils have a subsoil that is less
clayey than that of the Harney soil. Also, they are
generally lower on the landscape, but in places Coly
soils are on the ridges.
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Permeability is moderately slow in the Harney soil, and
runoff is medium. Available water capacity and natural
fertility are high. The shrink-swell potential is moderate in
the subsoil. In most places, the surface layer is friable
and tilth is good. In areas where the surface layer is silty
clay loam, however, it is firm and tilth is fair. The surface
layer is slightly acid.

Nearly all areas are used for cultivated crops. A few
areas are irrigated. This soil is well suited to dryland
wheat and sorghum. Water erosion is a hazard if
cultivated crops are grown. Terracing, farming on the
contour, minimizing tillage, and leaving crop residue on
the surface help to control water erosion and conserve
moisture.

This soil is well suited to irrigation. Wheat, sorghum,
corn, alfalfa, and soybeans are suitable irrigated crops.
Terracing, farming on the contour, minimizing tillage,
leaving crop residue on the surface, and managing water
efficiently help to control water erosion and conserve
water. Gravity irrigation and bench leveling conserve soil
and water.

This soil is moderately well suited to dwellings, septic
tank absorption fields, and sewage lagoons. The shrink-
swell potential is a limitation on sites for dwellings.
Properly designing and reinforcing foundations, installing
foundation drains, and backfilling with suitable coarse
material, however, help to prevent the structural damage
caused by shrinking and swelling. The moderately slow
permeability restricts the absorption of effluent in septic
tank absorption fields. It can be overcome, however, by
enlarging the field or by installing the lateral lines below
the subsoil. Slope and seepage are limitations on sites
for sewage lagoons. Some land shaping commonly is
needed to overcome the slope. Seepage can be
controlled by sealing the lagoon.

The land capability classification is lle, dryland and
irrigated. The range site is Loamy Upland.

He—Hedpville-Rock outcrop complex, 15 to 30
percent slopes. This map unit occurs as areas of a
shallow, moderately steep and steep, somewhat
excessively drained Hedville soil intricately mixed with
areas of Rock outcrop. The Hedville soil is on ridges and
side slopes, and the Rock outcrop is on the steeper side
slopes. The landscape is dissected by deeply
entrenched drainageways. Individual areas are irregular
in shape and range from 20 to 200 acres in size. They
are about 50 percent Hedville soil and 30 percent Rock
outcrop. The soil and Rock outcrop occur as areas so
intricately mixed or so small that mapping them
separately is not practical.

Typically, the Hedville soil has a surface layer of
grayish brown fine sandy loam about 11 inches thick.
Sandstone bedrock is at a depth of about 11 inches.

Typically, the Rock outcrop is hard sandstone.

Included with this unit in mapping are small areas of
the moderately deep Lancaster soils and small areas of
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deep, loamy soils. Included soils are on ridges and the
lower side slopes. They make up about 20 percent of the
map unit.

Permeability is moderate in the Hedville soil, and
runoff is rapid. Available water capacity is very low.
Natural fertility is low. Root penetration is restricted by
the sandstone at a depth of about 11 inches.

Nearly all areas are used as range (fig. 9). This map
unit is unsuited to cultivated crops because of a severe
hazard of water erosion. Aiso, using tillage equipment is
impractical because of the slope and the rockiness. The
unit is better suited to range. Droughtiness and the
shallow rooting depth are concerns in managing the
Hedbville soil as range. Because of the moderately steep
and steep slopes, water erosion is a hazard. Maintaining
an adequate plant cover helps to control water erosion
and conserves moisture. Reestablishing vegetation is
difficult in denuded areas.

This map unit is unsuited to building site development
because of the slope and the shallow dzpth to rock.

The land capability classification is VlIs, dryland. The
Hedbville soil is in Shallow Sandstone range site.

Ho—Holdrege silt loam, 0 to 1 percent slopes. This
deep, nearly level, well drained soil is on flats in the
uplands. individual areas are irregular in shape and
range from 20 to 400 acres in size.

Typically, the surface layer is grayish brown silt loam
about 5 inches thick. The subsurface layer is dark
grayish brown, friable silt loam about 7 inches thick. The
subsoil is silty clay loam about 24 inches thick. The
upper part is dark grayish brown and friable; the next
part is brown and firm; and the lower part is pale brown,
friable, and calcareous. The substratum to a depth of
about 60 inches is light yellowish brown, calcareous silt
loam. In some areas the subsoil is clay loam or silty clay.

Permeability is moderate in the Holdrege soil, and
runoff is slow. Available water capacity and natural
fertility are high. The shrink-swell potential is moderate in
the subsoil. The surface layer is slightly acid and friable,
and tilth is good.

Nearly all areas are used for cultivated crops. A few
are irrigated. This soil is well suited to dryland wheat and
sorghum. A lack of sufficient rainfall is the main
limitation. Returning crop residue to the soil and
minimizing tillage improve fertility and tilth and conserve
moisture.

This soil is well suited to irrigation. Wheat, sorghum,
corn, alfalfa, and soybeans are suitable irrigated crops.
Returning crop residue to the soil, minimizing tillage, and
managing water efficiently help to maintain tilth and
conserve water. Land leveling results in a uniform water
distribution.

This soil is moderately well suited to dwellings. The
moderate shrink-swell potential is a limitation. Properly
designing and reinforcing foundations, installing
foundation drains, and backfilling with suitable coarse
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Figure 9.—An area of Hedville-Rock outcrop complex, 15 to 30 percent slopes, used as range. Cedar trees have invaded.

material help to prevent the structural damage caused by

shrinking and swelling.

This soil is well suited to septic tank absorption fields
and is moderately well suited to sewage lagoons.
Seepage is a limitation on sites for sewage lagoons. It
can be controlled by sealing the lagoon.

The land capability classification is lic, dryland, and |,
irrigated. The range site is Loamy Upland.

Hp—Holdrege siit loam, 1 to 3 percent slopes. This
deep, gently sloping, well drained soil is on ridges in the
uplands. Individual areas are irregular in shape and
range from 20 to 500 acres in size.

Typically, the surface layer is grayish brown silt loam
about 5 inches thick. The subsurface layer is dark
grayish brown, friable silt loam about 5 inches thick. The
subsoil is silty clay loam about 22 inches thick. The
upper part is dark grayish brown and friable; the next
part is brown and firm; and the lower part is pale brown,
friable, and calcareous. The substratum to a depth of
about 60 inches is light yellowish brown, calcareous silt
loam. In some areas the subsoil is clay loam, silty clay,
or silt loam.

Included with this soil in mapping are small areas of
the calcareous Coly soils. These soils are on the lower
side slopes or on ridges. They make up about 5 percent
of the map unit.

Permeability is moderate in the Holdrege soil, and
runoff is medium. Available water capacity and natural
fertility are high. The shrink-swell potential is moderate in
the subsoil. The surface layer is slightly acid and friable,
and tilth is good.

Nearly all areas are used for cultivated crops. A few
are irrigated. This soil is well suited to dryland wheat and
sorghum. Water erosion is a hazard if cultivated crops
are grown. Terracing, farming on the contour, minimizing
tillage, and leaving crop residue on the surface help to
control water erosion and conserve moisture.

This soil is well suited to irrigation. Wheat, sorghum,
corn, alfalfa, and soybeans are suitable irrigated crops.
Terracing, farming on the contour, minimizing tillage,
leaving crop residue on the surface, and managing water
efficiently help to control water erosion and conserve
water.
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This soil is moderately well suited to dwellings. The
shrink-swell potential is a limitation. Properly designing
and reinforcing foundations, installing foundation drains,
and backfilling with suitable coarse material help to
prevent the structural damage caused by shrinking and
swelling.

This soil is well suited to septic tank absorption fields
and is moderately well suited to sewage lagoons.
Seepage and slope are limitations on sites for sewage
lagoons. Seepage can be controlled by sealing the
lagoon. Some land shaping commonly is needed to
overcome the slope.

The land capability classification is lle, dryland and
irrigated. The range site is Loamy Upland.

Kr—Krier sandy loam, occaslonally flooded. This
deep, nearly level, somewhat poorly drained soil is on
flood plains. It is occasionally flooded for very brief
periods. Individual areas are long and narrow and are
about 150 acres in size.

Typically, the surface layer is grayish brown,
calcareous sandy loam about 5 inches thick. The upper
6 inches of the substratum is grayish brown, calcareous
sandy loam. The next 7 inches is grayish brown,
calcareous, mottled loamy sand. The lower part to a
depth of about 60 inches is very pale brown, calcareous,
mottled sand. In some areas the depth to sand is more
than 20 inches.

Included with this soil in mapping are small areas of
the somewhat excessively drained Lincoln soils on the
slightly higher parts of the landscape. These soils make
up about 10 percent of the map unit.

Permeability is rapid in the Krier soil, and runoff is
slow. Available water capacity and fertility are low. A
seasonal high water table is at a depth of 1 to 3 feet.
The surface layer is moderately alkaline. The content of
sodium and soluble salts in the soil adversely affects the
growth of most plants.

This soil is used as range. Because of the saline-alkali
condition and the low available water capacity, it is
generally unsuited to cultivated crops. It is better suited
to range. Droughtiness is a concern in managing the soil
as range. Excess sodium and soluble salts and the
flooding also are management concerns. Salit tolerant
species should be favored.

This soil is unsuitable for building site development
because of the flooding and the wetness.

The land capability classification is VIs, dryland. The
range site is Saline Subirrigated.

Lh—Lancaster-Hedville complex, 4 to 20 percent
slopes. These moderately sloping and strongly sloping
soils are on uplands. The moderately deep Lancaster
soil is on ridges and the lower side slopes. The shallow
Hedville soil is on the steeper, upper side slopes.
Individual areas are irregular in shape and range from 40
to 500 acres in size. They are about 65 percent
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Lancaster soil and 30 percent Hedville soil. The two soils
occur as areas so intricately mixed or so small that
mapping them separately is not practical.

Typically, the Lancaster soil has a surface soil of
grayish brown loam about 13 inches thick. The subsoil is
pale brown, friable loam about 10 inches thick.
Weathered sandstone bedrock is at a depth of about 23
inches. In some areas the depth to sandstone is more
than 40 inches. In other areas the subsoil is fine sandy
loam.

Typically, the Hedville soil has a surface layer of
grayish brown fine sandy loam about 11 inches thick.
Hard sandstone bedrock is at a depth of about 11
inches.

Included with these soils in mapping are small areas
where sandstone crops out. These areas are on convex
knobs or on ledges. They make up about 5 percent of
the unit.

Permeability is moderate in the Hedville and Lancaster
soils, and runoff is rapid. Available water capacity is low
in the Lancaster soil and very low in the Hedville soil.
Natural fertility is medium in the Lancaster soil and low in
the Hedville soil. The shrink-swell potential is moderate
in the subsoil of the Lancaster soil. Root penetration is
restricted by the sandstone at a depth of about 23
inches in the Lancaster soil and at a depth of about 11
inches in the Hedville soil. The surface layer is slightly
acid in both soils.

Nearly all areas are used as range. Because of a
severe hazard of water erosion, these soils are generally
unsuited to cultivated crops. They are better suited to
range. Droughtiness is a concern in managing the soils
as range. Because of the slope, water erosion is a
hazard unless an adequate plant cover is maintained.
Gullies form along some cattle trails. Fencing and other
means of controlling livestock traffic patterns help to
prevent gullying and give gullies time to revegetate.
Reestablishing vegetation is difficult in denuded areas.

The Hedville soil generally is unsuited to building site
development and sanitary facilities because it is shallow
over bedrock.

The Lancaster soil is moderately well suited to
dwellings. The slope and the shrink-swell potential are
limitations. Also, the depth to bedrock is a limitation on
sites for dwellings with basements. The rock generally is
soft, however, and can be easily excavated. Because of
the slope, some land shaping commonly is needed.
Properly designing and reinforcing foundations, installing
foundation drains, and backfilling with suitable coarse
material help to prevent the structural damage caused by
shrinking and swelling.

The Lancaster soil is moderately well suited to local
roads and streets. Low strength, the slope, and the
potential for frost action are limitations. Building the
roads and streets on raised, well compacted fill material,
establishing adequate side ditches, and installing culverts
reduce wetness and thus help to prevent the damage
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caused by frost action. The surface pavement and base
material should be thick enough to compensate for the
low strength of the soil. Because of the slope, some land
shaping commonly is needed.

Because of the depth to bedrock, the Lancaster soil is
poorly suited to septic tank absorption fields and sewage
lagoons. The deeper, less sloping soils on the lower side
slopes are well suited to onsite sewage disposal
systems.

The land capability classification is Vle, dryland. The
Lancaster soil is in Loamy Upland range site, and the
Hedville soil is in Shallow Sandstone range site.

Ln—Lincoln sandy loam, occasionally flooded. This
deep, nearly level, somewhat excessively drained soil is
on flood plains. It is occasionally flooded for brief
periods. Individual areas are long and narrow and range
from 5 to 200 acres in size.

Typically, the surface layer is grayish brown,
calcareous sandy loam about 8 inches thick. The next
layer is brown, calcareous, loose loamy fine sand about
7 inches thick. The substratum to a depth of about 60
inches is very pale brown, calcareous fine sand. In some
areas the surface soil is more than 10 inches thick. In
other areas the soil is noncalcareous throughout.

Included with this soil in mapping are small areas of
Canadian, Plevna, and Waldeck soils. The well drained
Canadian soils are on the slightly higher stream terraces.
The poorly drained Plevna soils and the somewhat
poorly drained Waldeck soils are in the slightly lower
positions on the landscape. Included soils make up
about 15 percent of the map unit.

Permeability is rapid in the Lincoln soil, and runoff is
slow. Available water capacity and natural fertility are
low. A seasonal high water table is at a depth of 5t0 8
feet. The surface layer is moderately alkaline and friable,
and tilth is good.

Nearly all areas are used as range. Because of low
fertility, droughtiness, and flooding, this soil generally is
unsuited to cultivated crops. It is better suited to range.
The droughtiness and the hazard of flooding are
concerns in managing the soil as range. Floodwater
occasionally causes scouring and deposits sand and silt.
Water erosion and soil blowing are hazards unless an
adequate plant cover is maintained.

This soil is generally unsuited to building site
development because of the flooding.

The land capability classification is Viw, dryland. The
range site is Sandy Lowland.

Na—Naron fine sandy loam, 0 to 1 percent slopes.
This deep, nearly level, well drained soil is on flats in the
uplands. Individual areas are irregular in shape and
range from 10 to 200 acres in size.

Typically, the surface layer is brown fine sandy loam
about 10 inches thick. The subsoil is brown, friable
sandy clay loam about 38 inches thick. The substratum
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to a depth of about 60 inches is yellowish brown fine
sandy loam. In some areas the subsoil is clay loam.

Included with this soil in mapping are small areas of
the somewhat poorly drained Carwile soils in
depressions. These soils have a clayey subsoil. They
make up about 5 percent of the map unit.

Permeability is moderate in the Naron soil, and runoff
is slow. Available water capacity is moderate, and natural
fertility is medium. The surface layer is slightly acid and
very friable, and tilth is good.

Nearly all areas are used for cuitivated crops. A few
areas are irrigated. This soil is well suited to dryland
wheat and sorghum. Soil blowing is a hazard if cultivated
crops are grown. Stubble mulch tillage, minimum tillage,
and wind stripcropping help to control soil blowing and
conserve moisture.

This soil is well suited to irrigation. Wheat, sorghum,
corn, alfalfa, and soybeans are suitable irrigated crops.
Minimizing tillage, leaving crop residue on the surface,
and managing water efficiently help to control soil
blowing and conserve water.

This soil is well suited to dwellings and septic tank
absorption fields. It is poorly suited to sewage lagoons
because of seepage. Sealing the lagoon helps to control
seepage.

The land capability classification is lle, dryland, and |,
irrigated. The range site is Sandy.

Nb—Naron fine sandy loam, 1 to 3 percent slopes.
This deep, undulating, well drained soil is on uplands.
Individual areas are irregular in shape and range from 10
to 500 acres in size.

Typically, the surface layer is brown fine sandy loam
about 10 inches thick. The subsoil is brown, friable
sandy clay loam about 38 inches thick. The substratum
to a depth of about 60 inches is yellowish brown fine
sandy loam. In some areas the subsoil is clay loam.

Included with this soil in mapping are small areas of
Carwile and Pratt soils. The somewhat poorly drained
Carwile soils are in depressions. They have a clayey
subsoil. Pratt soils have a loamy fine sand subsoil. They
are in the higher areas. Included soils make up about 10
percent of the map unit.

Permeability is moderate in the Naron soil, and runoff
is slow. Available water capacity is moderate, and natural
fertility is medium. The surface layer is slightly acid and
very friable, and tilth is good.

Nearly all areas are used for cultivated crops. Some
are irrigated. This soil is well suited to dryland wheat and
sorghum. Soil blowing is a hazard if cultivated crops are
grown. Stubble muich tillage, minimum tillage, and wind
stripcropping help to control soil blowing and conserve
moisture. Terraces and contour farming, which are
feasible in some areas, can help to control water
erosion.

This soil is well suited to irrigation. Wheat, sorghum,
corn, alfalfa, and soybeans are suitable irrigated crops.
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Minimizing tillage, leaving crop residue on the surface,
and managing water efficiently help to control soil
blowing and conserve water.

This soil is well suited to dwellings and septic tank
absorption fields. It is poorly suited to sewage lagoons
because of seepage. Sealing the lagoon helps to control
seepage.

The land capability classification is lle, dryland and
irrigated. The range site is Sandy.

Ne—Ness silty clay. This deep, nearly level, poorly
drained soil is in shallow upland depressions. It is subject
to ponding. Individual areas are round or elongated and
range from 5 to 75 acres in size.

Typically, the surface layer is gray silty clay about 11
inches thick. The subsurface layer is gray, very firm silty
clay about 22 inches thick. The next layer is light
brownish gray, very firm silty clay about 5 inches thick.
The substratum to a depth of about 60 inches is pale
brown, calcareous silty clay loam.

Included with this soil in mapping are small areas of a
moderately well drained soil. This included soil has a silty
clay loam surface layer and a silty clay subsoil. It is in
the slightly higher areas. It makes up about 5 percent of
the map unit.

Permeability is very slow in the Ness soil, and runoff is
ponded. Available water capacity is high. Natural fertility
is medium. The shrink-swell potential is high in the upper
part of the soil. The surface layer is very firm, and tilth is
poor. The soil is neutral or mildly alkaline in the upper
part.

The larger areas of this soil support native vegetation,
but the smaller areas are cultivated along with the
surrounding soils. This soil is poorly suited to cultivated
crops. The main concerns of management are
controlling the ponding and soil blowing and maintaining
tilth and fertility. The ponding delays planting and
harvesting. In seasons of heavy rainfall, crops are
drowned and lost. Soil blowing is a hazard during dry
periods unless the soil is protected by crop residue or
native vegetation. If the soil is tilled when it is too wet or
too dry, clods form and the natural soil structure is
destroyed.

This soil is not well suited to range because the
ponding restricts the growth of native grasses. The
composition of native plants and the amount of forage
vary.

The ponding on this soil results in shallow water areas
that can be used as habitat by waterfowl and other kinds
of wildlife. The adjacent soils generally are used for
cultivated crops, which supply food and nesting areas.

This soil is generally unsuited to building site
development because of the ponding.

The land capability classification is Viw, dryland. No
range site is assigned.
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Nw—New Cambria silty clay. This deep, nearly level,
moderately well drained soil is on stream terraces. It is
subject to rare flooding, which lasts for very brief
periods. Individual areas are irregular in shape and range
from 10 to 100 acres in size.

Typically, the surface layer is grayish brown silty clay
about 12 inches thick. It is calcareous in the lower part.
The subsoil is brown, very firm, calcareous silty clay
about 24 inches thick. The substratum to a depth of
about 60 inches is pale brown, calcareous silty clay.

Permeability and runoff soils are slow. Available water
capacity, the shrink-swell potential, and natural fertility
are high. The surface layer is neutral and very firm, and
tilth is fair.

This soil is well suited to dryland wheat and sorghum.
The main limitation is the clayey texture. Because of the
content of clay, the soil takes in water slowly and
releases it slowly to plants. If the soil is tilled when it is
too wet or too dry, the natural soil structure is destroyed
and clods form. Crops are sometimes damaged by too
much moisture during periods of excessive rainfall.
During periods of low rainfall, however, conservation of
water can be a concern of management. Minimizing
tillage and returning crop residue to the soil help to
maintain tilth and fertility and conserve moisture.

This soil can be irrigated if an adequate water supply
is available. Wheat, sorghum, corn, alfalfa, and soybeans
are suitable irrigated crops. Minimizing tillage, returning
crop residue to the soil, and managing water efficiently
help to maintain tilth and conserve water. Land leveling
results in a uniform water distribution.

Most areas support native grasses and are used for
grazing. This soil is suited to range. No major problems
affect the use of the soil as range. Compaction can
become a problem, but it can be controlled by restricted
grazing during wet periods.

This soil is poorly suited to dwellings because of the
hazard of flooding and the high shrink-swell potential.
Dikes, levees, and other structures lessen the flooding
hazard. Onsite inspection and knowledge of an area’s
flooding history are needed when building sites are
selected. Properly designing and reinforcing foundations,
installing foundation drains, and backfilling with suitable
coarse material help to prevent the structural damage
caused by shrinking and swelling. The soil is well suited
to sewage lagoons. It is generally unsuited to septic tank
absorption fields because of the slow permeability.

The land capability classification is lls, dryland and
irrigated. The range site is Clay Terrace.

Oe—Owens clay, 6 to 25 percent slopes. This
shallow, strongly sloping to steep, well drained soil is on
narrow divides and side slopes in the uplands. Individual
areas are irregular in shape and range from 40 to
several hundred acres in size.

Typically, the surface layer is grayish brown,
calcareous clay about 6 inches thick. The subsoil is
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grayish brown, very firm, calcareous clay about 9 inches
thick. Gray, clayey shale bedrock is at a depth of about
15 inches. In some areas the depth to shale is more
than 20 inches. In other areas the surface layer is stony
clay.

Included with this soil in mapping are small areas of
shale outcrop, barren saline-alkali soils, and clayey
alluvial soils. The shale outcrop is on the lower, steeper
slopes. The saline-alkali soils are on foot slopes. The
alluvial soils are along narrow drainageways. included
areas make up about 10 percent of the map unit.

Permeability is very slow in the Owens soil, and runoff
is rapid. Available water capacity is very low. Natural
fertility is low. The shrink-swell potential is high. Root
penetration is restricted by the shale at a depth of about
15 inches.

Nearly all areas are used as range (fig. 10). Because
of a severe hazard of water erosion, this soil is generally
unsuited to cultivated crops. It is better suited to range.

Droughtiness is a concern in managing the soil as range.

Because of the siope, water erosion is a hazard unless
an adequate plant cover is maintained. Gullies form
along some cattle trails. During extended wet periods,
the 5oil tends to shear and slide down the steeper
slopes. The sheared areas are bare. Reestablishing
vegetation is difficult in the gullied or sheared areas.
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Fencing and other means of controlling livestock traffic
patterns help to prevent gullying and soil slippage.
This soil generally is unsuitable for building site
development because of the slope and the shallow
depth to weathered bedrock.
The land capability classification is Vle, dryland. The
range site is Blue Shale.

Pe—Plevna loam, frequently flooded. This deep,
nearly level, poorly drained soil is on flood plains.
Individual areas are long and narrow and range from 10
to several hundred acres in size.

Typically, the surface layer is grayish brown,
calcareous loam about 5 inches thick. The subsurface
layer is about 10 inches thick. It is grayish brown and
mottled. The upper part is friable, calcareous loam, and
the lower part is very friable sandy loam. The subsoil is
about 33 inches thick. It is light brownish gray, mottled,
and very friable. The upper part is sandy loam, and the
lower part is calcareous fine sandy loam. The substratum
to a depth of about 60 inches is pale brown sand. In
some areas the subsoil is loamy sand or sand.

Permeability is moderately rapid in the Plevna soil, and
runoff is slow. Available water capacity is moderate.
Natural fertility is medium. The surface layer is

Figure 10.—A stock-water pond In an area of Owens clay, 6 to 25 percent slopes.
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moderately alkaline. A seasonal high water table is within
a depth of 2 feet.

Nearly all areas are used as range. Because of the
wetness and the frequent flooding, this soil is generally
unsuited to cultivated crops. It is better suited to range.
No maijor problems affect the use of the soil as range.
The flooding and the wetness can be problems,
however, in the spring.

This soil has good potential for wetland wildlife habitat.
Excavated ponds provide habitat areas for waterfowl.

This soil is generally unsuited to building site
development because of the flooding and the wetness.

The land capability classification is Vw, dryland. The
range site is Subirrigated.

Pr—Pratt loamy fine sand, undulating. This deep,
well drained soil is on uplands. Individual areas are
irregular in shape and range from 20 to several hundred
acres in size.

Typically, the surface layer is brown loamy fine sand
about 12 inches thick. The subsoil is light yellowish
brown, very friable loamy fine sand about 24 inches
thick. The substratum to a depth of about 60 inches is
light yellowish brown loamy fine sand. In some areas the
subsoil is fine sandy loam.

Included with this soil in mapping are small areas of
Carwile and Naron soils. The somewhat poorly drained
Carwile soils are in depressions. They have a clayey
subsoil. The loamy Naron soils are nearly level. Included
soils make up about 10 percent of the map unit.

Permeability is rapid in the Pratt soil, and runoff is
slow. Available water capacity and natural fertility are
low. The soil is slightly acid or neutral throughout. The
surface layer is very friable, and tilth is good.

Most areas are used for cultivated crops. Many are
irrigated. This soil is moderately well suited to dryland
wheat and sorghum. Soil blowing is a hazard if cultivated
crops are grown. It can be controlled by stubbie muich
tillage, wind stripcropping, and minimum tillage.

This soil is well suited to irrigation. Wheat, sorghum,
alfalfa, corn, and soybeans are suitable irrigated crops.
Minimizing tillage, leaving crop residue on the surface,
and managing water efficiently help to control soil
blowing and conserve water.

This soil is suited to range, but it is droughty. Also, soil
blowing is a hazard if the range is overgrazed. It can be
controlled by maintaining an adequate plant cover.

This soil is well suited to dwellings. Because of
seepage and a poor filtering capacity, however, it
generally is unsuitable as a site for sewage lagoons and
is poorly suited to septic tank absorption fields. It readily
absorbs but does not adequately filter the effluent in
septic tank absorption fields. The poor filtering capacity
may result in the pollution of shallow ground water. The
areas where the subsoil is loamy are better sites for the
absorption fields.
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The land capability classification is Ille, dryland and
irrigated. The range site is Sands.

Ps—Pratt loamy fine sand, rolling. This deep, well
drained soil is on uplands. individual areas are irregularly
shaped or elongated and range from 20 to several
hundred acres in size.

Typically, the surface layer is brown loamy fine sand
about 10 inches thick. The subsoil is light yellowish
brown, very friable loamy fine sand about 22 inches
thick. The substratum to a depth of about 60 inches is
light yellowish brown loamy fine sand. In a few areas the
subsoil is fine sandy loam.

Included with this soil in mapping are small areas of
the somewhat poorly drained Carwile soils in
depressions. These soils have a clayey subsoil. They
make up about 5 percent of the map unit.

Permeability is rapid in the Pratt soil, and runoff is
slow. Available water capacity and natural fertility are
low. The soil is slightly acid or neutral throughout. The
surface layer is very friable, and tiith is good.

About half of the acreage is cultivated, and about half
is range or has been reseeded to native grasses. Some
areas are irrigated. This soil is moderately well suited to
dryland wheat and sorghum. Soil blowing is a hazard if
cultivated crops are grown. It can be controlled by
stubble mulch tillage, wind stripcropping, and minimum
tillage.

This soil is well suited to irrigation. Wheat, sorghum,
alfalfa, corn, and soybeans are suitable irrigated crops.
Minimizing tillage, leaving crop residue on the surface,
and managing water efficiently help to control soil
blowing and conserve water.

This soil is suited to range, but it is droughty. Also, soil
blowing is a hazard if the range is overgrazed. It can be
controlled by maintaining an adequate plant cover.

This soil is moderately well suited to dwellings.
Because of the slope, some land shaping commonly is
needed.

Because of seepage, this soil generally is unsuitable
as a site for sewage lagoons. It is poorly suited to septic
tank absorption fields because the sandy substratum
does not adequately filter the effluent. The poor filtering
capacity may result in the pollution of shallow ground
water. The areas where the subsoil is fine sandy loam
are better sites for sanitary facilities.

The land capability classification is Ve, dryland and
irrigated. The range site is Sands.

Pt—Pratt-Tivoll loamy fine sands, rolling. These
deep soils are on uplands. The well drained Pratt soil is
on the lower side slopes. The excessively drained Tivoli
soil is on the crest of knolls and on the upper slopes.
Individual areas are irregular in shape and range from 40
to a few thousand acres in size. They are about 60
percent Pratt soil and 40 percent Tivoli soil. The two
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soils occur as areas so intricately mixed or so small that
mapping them separately is not practical.

Typically, the Pratt soil has a surface layer of brown
loamy fine sand about 10 inches thick. The subsoil is
light yellowish brown, very friable loamy fine sand about
22 inches thick. The substratum to a depth of about 60
inches is light yellowish brown loamy fine sand. In a few
areas the subsoil is fine sandy loam.

Typically, the Tivoli soil has a surface layer of brown
loamy fine sand about 7 inches thick. The next layer is
light yellowish brown, very friable fine sand about 11
inches thick. The substratum to a depth of about 60
inches is light yellowish brown fine sand.

Permeability is rapid in both soils. Runoff is slow on
the Pratt soil and very slow on the Tivoli soil. Available
water capacity and natural fertility are low in both soils.

Most areas are used as range. Some are used for
irrigated crops. These soils are generally unsuited to
dryland crops because of a severe hazard of soil
blowing. Wheat, sorghum, alfalfa, and corn are the main
irrigated crops. Minimizing tillage, leaving crop residue on
the surface, and managing water efficiently help to
controt soil blowing and conserve water.

These soils are suited to range, but they are droughty.
Also, soil blowing is a hazard if the range is overgrazed.
It can be controlled by maintaining an adequate plant
cover.

These soils have fair potential for rangeland wildlife
habitat. Lesser prairie chickens often use the areas
where the range is in good ur excellent condition.

These soils are moderately well suited to dwellings.
The slope is a limitation. As a result, some land shaping
commonly is needed.

These soils generally are unsuitable as sites for
sewage lagoons because of seepage. They are poorly
suited to septic tank absorption fields. They readily
absorb but do not adequately filter the effluent in these
fields. The poor filtering capacity may result in the
pollution of shallow ground water. The areas where the
subsoil is loamy are better sites.

The land capability classification is Vle, dryland, and
Ve, irrigated. The range site is Sands.

Qw—Quinlan-Woodward loams, 6 to 25 percent
slopes. These strongly sloping to steep, well drained
soils are on uplands. The moderately deep Woodward
soil is on ridges and the lower side slopes. The shallow
Quinlan soil is on the steeper, upper side slopes.
Individual areas are irregular in shape and range from 40
to 500 acres in size. They are about 50 percent Quinlan
soil and 40 percent Woodward soil. The two soils occur
as areas so intricately mixed or so small that mapping
them separately is not practical.

Typically, the Quinlan soil has a surface layer of
reddish brown, calcareous loam about 7 inches thick.
The subsoil is reddish brown, friable, caicareous loam
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about 8 inches thick. Calcareous sandstone bedrock is
at a depth of about 15 inches.

Typically, the Woodward soil has a surface layer of
reddish brown, calcareous loam about 8 inches thick.
The subsoil is reddish brown, friable, calcareous loam
about 19 inches thick. Calcareous sandstone bedrock is
at a depth of about 27 inches. In some areas the depth
to sandstone is more than 40 inches.

Included with these soils in mapping are small areas
where sandstone crops out. These areas are on knobs.
Also included are narrow areas of calcareous, loamy
alluvial soils along drainageways. Included areas make
up about 10 percent of the map unit.

Permeability is moderate in the Quinlan and Woodward
soils, and runoff is rapid. Natural fertility is low. Available
water capacity is very low in the Quinlan soil and low in
the Woodward soil. Root penetration is restricted at a
depth of about 15 inches in the Quinlan soil and at a
depth of about 27 inches in the Woodward soil.

Nearly all areas are used as range. Because of a
severe hazard of water erosion, these soils are generally
unsuited to cultivated crops. They are better suited to
range. Droughtiness is a concern in managing these
soils as range. Because of the loamy surface layer and
the slope, water erosion and soil blowing are hazards
unless an adequate plant cover is maintained. Gullies
form along some cattle trails. Fencing and other means
of controlling livestock traffic patterns help to prevent
gullying and give gullies time to revegetate. Establishing
vegetation is difficult in denuded areas.

The Woodward soil is moderately well suited to
dwellings. Because the slope is a limitation, some land
shaping commonly is needed. The depth to bedrock also
is a limitation, especially on sites for dwellings with
basements. The bedrock generally is soft, however, and
can be easily excavated. The Quinlan soil is poorly
suited to dwellings because it is shallow over bedrock.
The Woodward soil and the deep included soils are
better sites.

These soils generally are unsuited to septic tank
absorption fields and sewage lagoons because of the
depth to bedrock. The deep included soils are better
sites.

The land capability classification is Vle, dryland. The
Quinlan soil is in Shallow Prairie range site, and the
Woodward soil is in Loamy Upland range site.

Sh—Shellabarger loam, 2 to 6 percent slopes. This
deep, moderately sloping, well drained soil is on uplands.
Individual areas are irregular in shape and range from 10
to 200 acres in size.

Typically, the surface layer is reddish brown loam
about 11 inches thick. The subsoil is about 33 inches
thick. The upper part is reddish brown, friable sandy clay
loam, and the lower part is brown, very friable sandy
loam. The substratum to a depth of about 60 inches is



30

light brown sandy loam. In some areas the subsoil is clay
loam.

Included with this soil in mapping are small areas of
Albion and Clark soils. The somewhat excessively
drained Albion soils are on the lower side slopes. The
calcareous Clark soils are on the upper side slopes or
on knolls. Included soils make up about 10 percent of
the map unit.

Permeability is moderate in the Shellabarger soil, and
runoff is medium. Available water capacity is moderate,
and natural fertility is medium. The surface layer is
slightly acid and friable, and tilth is good.

About 75 percent of the acreage is used as range, and
the rest is used for cultivated crops. This soil is
moderately well suited to wheat and sorghum. Water
erosion and soil blowing are hazards if cultivated crops
are grown. Terracing, farming on the contour, minimizing
tillage, and leaving crop residue on the surface help to
control water erosion and soil blowing and conserve
moisture.

This soil is suited to range. No major problems affect
the use of this soil as range. Water erosion and soil
blowing are hazards if the range is overgrazed. They can
be controlled by maintaining an adequate plant cover.

The many areas where cropland joins range can be
managed as habitat for upland wildlife, such as
pheasants. Planting shrubs in these areas provides
winter cover for the wildlife.

This soil is well suited to dwellings and septic tank
absorption fields. It is only moderately well suited to
sewage lagoons because slope and seepage are
limitations. Seepage can be controlled by sealing the
lagoon. Some land shaping commonly is needed to
overcome the slope.

The land capability classification is llle, dryland and
irrigated. The range site is Sandy.

Th—Tivoli fine sand, hilly. This deep, excessively
drained soil is on uplands. Individual areas are irregular
in shape and range from 40 to a few thousand acres in
size.

Typically, the surface layer is brown fine sand about 6
inches thick. The substratum to a depth of about 60
inches is light yellowish brown fine sand.

Permeability is rapid, and runoff is very slow. Available
water capacity and natural fertility are low. The surface
layer is neutral.

Nearly all areas are used as range. Because of a very
severe hazard of soil blowing, this soil is unsuited to
cultivated crops. It is better suited to range. Droughtiness
is a concern in managing the soil as range. Soil blowing
is a hazard if the range is overgrazed. It can be
controlled by maintaining an adequate plant cover.

This soil has fair potential for rangeland wildlife
habitat. Lesser prairie chickens often use the areas
where the range is in good or excellent condition.

Soil Survey

This soil is generally unsuited to building site
development because of the slope.

The land capability classification is Vlle, dryland. The
range site is Choppy Sands.

To—Tobin silt loam, channeled. This deep, nearly
level, well drained soil is on narrow flood plains
dissected by meandering streams. It is frequently flooded
for very brief periods. Individual areas are long and
narrow and range from 40 to 600 acres in size.

Typically, the surface soil is dark grayish brown silt
loam about 25 inches thick. The next layer is dark
grayish brown, friable, calcareous silt loam about 8
inches thick. The substratum to a depth of about 60
inches is brown, calcareous silt loam. In some areas the
soil is loam throughout. In other areas the surface layer
is calcareous.

Included with this soil in mapping are small areas of
the calcareous Case and Coly soils. These soils are in
the steeper areas on uplands. They make up about 5
percent of the map unit.

Permeability is moderate in the Tobin soil, and runoff
is slow. Available water capacity and natural fertility are
high. The shrink-swell potential is moderate throughout
the soil. The surface soil is neutral.

Nearly all areas are used as range. This soil is
generally unsuited to cultivated crops because of the
flooding. Also, operating farm machinery is difficult along
the meandering stream channels. The soil is better
suited to range. The flooding and the deposition and
channeling caused by floodwater are problems affecting
the use of this soil as range.

The diverse vegetative community common on this soil
provides habitat for many kinds of wildlife. The wildlife
population often can be increased by providing food and
a permanent water supply in the adjacent areas.

This soil is generally unsuited to building site
development because of the flooding.

The land capability classification is Vw, dryland. The
range site is Loamy Lowland.

Ts—Tobin silt loam, occasionally flooded. This
deep, nearly level, well drained soil is on flood plains.
Individual areas are long and narrow and range from 20
to 500 acres in size.

Typically, the surface layer is brown silt loam about 8
inches thick. The subsurface layer is dark grayish brown,
friable silt loam about 17 inches thick. The next layer is
dark grayish brown, friable, calcareous silt loam about 8
inches thick. The substratum to a depth of about 60
inches is brown, calcareous silt loam. In some areas the
surface layer is calcareous.

Permeability is moderate, and runoff is slow. Available
water capacity and natural fertility are high. The shrink-
swell potential is moderate throughout the soil. The
surface layer is neutral and friable, and tilth is good.
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Most areas are used for cultivated crops. This soil is
well suited to wheat and sorghum. The flooding is a
hazard if cultivated crops are grown. Most floods are of
short duration. Planting and harvesting are delayed in
some years because of the wetness. Terraces, contour
farming, and detention dams on the adjacent uplands
can decrease the severity of the flooding. Minimizing
tillage and leaving crop residue on the surface conserve
moisture, help to maintain tilth, and increase the rate of
water infiltration.

This soil is suited to range. No major problems affect
the use of this soil as range.

This soil is generally unsuited to building site
development because of the flooding.

The land capability classification is llw, dryland and
irrigated. The range site is Loamy Lowland.

Uc—Uly siit loam, 3 to 7 percent slopes. This deep,
moderately sloping, well drained soil is on upland side
slopes. Individual areas are mostly long and narrow and
range from 10 to 300 acres in size.

Typically, the surface layer is grayish brown silt loam
about 6 inches thick. The subsurface layer is dark
grayish brown, friable silt loam about 4 inches thick (fig.
11). The subsoil is friable silt loam about 12 inches thick.
The upper part is brown, and the lower part is pale
brown and calcareous. The substratum to a depth of
about 60 inches is light yellowish brown, calcareous silt
loam. In some areas the surface layer is calcareous.

Included with this soil in mapping are small areas of
Harney and Tobin soils. Harney soils have a subsoil that
is more clayey than that of the Uly soil. They are on the
upper siopes. The occasionally flooded Tobin soils are
on narrow flood plains along drainageways. Included
soils make up about 10 percent of the map unit.

Permeability is moderate in the Uly soil, and runoff is
medium. Available water capacity and natural fertility are
high. The surface layer is neutral and friable, and tilth is
good.

About half of the acreage is used for cultivated crops,
and half is range. This soil is moderately well suited to
dryland wheat and sorghum. Water erosion is a hazard if
cultivated crops are grown. Terracing, farming on the
contour, minimizing tillage, and leaving crop residue on
the surface help to control water erosion and conserve
moisture.

This soil is only moderately well suited to irrigation
because of the slope. Wheat, sorghum, corn, and alfalfa
are suitable irrigated crops. Terracing, farming on the
contour, minimizing tillage, leaving crop residue on the
surface, and managing water efficiently help to control
water erosion and conserve water.

This soil is suited to range. No major problems affect
the use of this soil as range. Water erosion and soil
blowing are hazards if the range is overgrazed. They can
be controlled by maintaining an adequate plant cover.
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Figure 11.—Typical profile of Uly slit loam, 3 to 7 percent slopes.
This soll is dark to a depth of about 10 inches. Depth is
shown in feet.

The many areas where cropland joins range can be
managed as habitat for upland wildlife, such as
pheasants. Planting shrubs in these areas provides
winter cover for the wildlife.

This soil is well suited to dwellings and septic tank
absorption fields and is moderately well suited to sewage
lagoons. Seepage and slope are limitations on sites for
lagoons. If the less sloping areas are selected as sites
for lagoons, less leveling and banking will be needed
during construction. Sealing the lagoon helps to control
seepage.

The land capability classification is llle, dryland and
irrigated. The range site is Loamy Upland.

Wa—Waldeck loam, occasionally flooded. This
deep, nearly level, somewhat poorly drained soil is on
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flood plains. Individual areas are long and narrow and
range from 10 to 200 acres in size.

Typically, the surface soil is dark grayish brown,
calcareous loam about 14 inches thick. The next layer is
pale brown, very friable, calcareous fine sandy loam
about 12 inches thick. The upper part of the substratum
is pale brown, mottied, calcareous fine sandy loam. The
lower part to a depth of about 60 inches is very pale
brown, calcareous fine sand. In some areas the
substratum is loam. In other areas the soil is mottled
near the surface.

Included with this soil in mapping are small areas of
the well drained Canadian and somewhat excessively
drained Lincoln soils on the slightly higher parts of the
landscape. These soils make up about 10 percent of the
map unit.

Permeability is moderately rapid in the Waldeck soil,
and runoff is slow. Available water capacity is moderate,
and natural fertility is medium. The surface layer is
moderately alkaline and friable, and tilth is good. A
seasonal high water table is at a depth of 2 to 4 feet.

Nearly all areas support native grasses. This soil is
suited to range. No major problems affect the use of this
soil as range. The flooding and the wetness can be
problems, however, in the spring.

This soil is moderately well suited to wheat and
sorghum. The flooding and the seasonal high water table
are management concerns, but the crops commonly
benefit from the additional moisture. Planting and
harvesting are delayed in some years because of the
wetness. Soil blowing is a hazard during dry periods.
Minimizing tillage and leaving crop residue on the
surface help to control soil blowing and conserve
moisture.

This soil is generally unsuited to building site
development because of the flooding.

The land capability classification is lllw, dryland and
irrigated. The range site is Subirrigated.

Prime Farmland

Prime farmland is one of several kinds of important
farmland defined by the U.S. Department of Agriculture.
It is of major importance in meeting the Nation’s short-
and long-range needs for food and fiber. Because the
supply of high quality farmland is limited, the U.S.
Department of Agriculture recognizes that responsible
levels of government, as well as individuals, should
encourage and facilitate the wise use of our Nation’s
prime farmland.

Prime farmland, as defined by the U.S. Department of
Agriculture, is the land that is best suited to food, feed,
forage, fiber, and oilseed crops. It may be cultivated
land, pasture, woodland, or other land, but it is not urban
and built-up land or water areas. It either is used for food
or fiber crops or is available for those crops. The soil
qualities, growing season, and moisture supply are those
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needed for a well managed soil economically to produce
a sustained high yield of crops. Prime farmland produces
the highest yields with minimal inputs of energy and
economic resources, and farming it results in the least
damage to the environment.

Prime farmland has an adequate and dependable
supply of moisture from precipitation or irrigation. The
temperature and growing season are favorable. The level
of acidity or alkalinity is acceptable. Prime farmland has
few or no rocks and is permeable to water and air. It is
not excessively erodible or saturated with water for long
periods and is not frequently flooded during the growing
season. The slope ranges mainly from 0 to 6 percent.
More detailed information about the criteria for prime
farmland is available at the local office of the Soil
Conservation Service.

About 193,000 acres in the survey area, or nearly 42
percent of the total acreage, meets the soil requirements
for prime farmland. Scattered areas of this land are
throughout the county, but most are in the central and
southwestern parts, mainly in associations 3 through 6,
which are described under the heading “General Soil
Map Units.” The crops grown on this land, mainly wheat
and grain sorghum, account for an estimated two-thirds
of the county's total agricultural income each year.

A recent trend in land use in some parts of the county
has been the loss of some prime farmland to industrial
and urban uses. The loss of prime farmland to other
uses puts pressure on marginal lands, which generally
are more erodible, droughty, and less productive and
cannot be easily cultivated.

The map units in the survey area that are considered
prime farmland are listed in this section. This list does
not constitute a recommendation for a particular land
use. The extent of each listed map unit is shown in table
4. The location is shown on the detailed soil maps at the
back of this publication. The soil qualities that affect use
and management are described under the heading
“Detailed Soil Map Units."

The map units that meet the soil requirements for
prime farmland are:

An  Albion sandy loam, 1 to 4 percent slopes

Ca  Canadian fine sandy loam

Ce Case clay loam, 2 to 7 percent slopes

Ck  Clark loam, 1 to 3 percent slopes

Cm  Clark loam, 3 to 7 percent slopes

Da Dale silt loam

Fa  Farnum loam, 0 to 1 percent slopes

Fb  Farnum loam, 1 to 3 percent slopes

Ha  Harney silt loam, 0 to 1 percent slopes

Hb  Harney silt loam, 1 to 3 percent slopes

Ho Holdrege silt loam, O to 1 percent slopes

Hp  Holdrege silt loam, 1 to 3 percent slopes

Na Naron fine sandy loam, 0 to 1 percent slopes
Nb  Naron fine sandy loam, 1 to 3 percent slopes
Nw  New Cambria silty clay
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Sh  Shellabarger loam, 2 to 6 percent slopes
Ts Tobin silt ioam, occasionally flooded

Uc
Wa

Uly silt loam, 3 to 7 percent slopes
Waldeck loam, occasionally flooded
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Use and Management of the Soils

This soil survey is an inventory and evaluation of the
soils in the survey area. It can be used to adjust land
uses to the limitations and potentials of natural
resources and the environment. Also, it can help avoid
soil-related failures in land uses.

In preparing a soil survey, soil scientists,
conservationists, engineers, and others collect extensive
field data about the nature and behavior characteristics
of the soils. They collect data on erosion, droughtiness,
flooding, and other factors that affect various soil uses
and management. Field experience and collected data
on soil properties and performance are used as a basis
in predicting soil behavior.

Information in this section can be used to plan the use
and management of soils for crops and pasture; as
rangeland and woodiand; as sites for buildings, sanitary
facilities, highways and other transportation systems, and
parks and other recreation facilities; and for wildlife
habitat. It can be used to identify the potentials and
limitations of each soil for specific land uses and to help
prevent construction failures caused by unfavorable soil
properties.

Planners and others using soil survey information can
evaluate the effect of specific land uses on productivity
and on the environment in all or part of the survey area.
The survey of Kiowa County can help planners to maintain
or create a land use pattern in harmony with the natural
soil.

Contractors can use this survey to locate sources of
sand and gravel, roadfill, and topsoil. They can use it to
identify areas where bedrock, wetness, or very firm soil
layers can cause difficulty in excavation.

Health officials, highway officials, engineers, and
others may also find this survey useful. The survey can
help them plan the safe disposal of wastes and locate
sites for pavements, sidewalks, campgrounds,
playgrounds, lawns, and trees and shrubs.

The soils in the survey area are assigned to a land
capability classification and a range site at the end of
each map unit description and in tables 5 and 6. The
interpretive groups for each map unit also are shown in
the section “Interpretive Groups,” which follows the
tables at the back of this survey.

Crops

John C. Dark, conservation agronomist, Soil Conservation Service,
helped prepare this section.

General management needed for crops is suggested
in this section. The crops best suited to the soils,
including some not commonly grown in the survey area,
are identified; the system of land capability classification
used by the Soil Conservation Service is explained; and
the estimated yields of the main crops are listed.

Planners of management systems for individual fields
or farms should consider the detailed information given
in the description of each soil under “Detailed Soil Map
Units.” Specific information can be obtained from the
local office of the Soil Conservation Service or the
Cooperative Extension Service.

About 56 percent of the acreage in Kiowa County is
used for cultivated crops or is summer fallowed. During
the period 1970 to 1980, wheat was grown on about 42
percent of the cropland; sorghum on 12 percent; and
corn, soybeans, alfalfa, and other minor crops on 18
percent (4). About 28 percent was summer fallowed.

The acreage used for corn and for alfalfa and other
kinds of hay has been increasing gradually. The acreage
used for soybeans, although still representing only a
small percent of the cropland, has been increasing.

About 17 percent of the cropland is irrigated. Grain
sorghum, corn, wheat, soybeans, and alfaifa are the
principal irrigated crops. Wheat is double cropped with
soybeans, grain sorghum, or corn on some irrigated land.

Crop production can be increased on most farms by
applying the latest crop production technology. This soil
survey can facilitate the application of such technology.
The main management needs on the cropland in Kiowa
County are measures that control water erosion and soil
blowing, make the most efficient use of available water,
and maintain soil tilth and fertility.

Water erosion is the major hazard on about 50 percent
of the cropland in the county. It is a hazard on the soils
that have a silt loam, loam, or clay loam surface layer
and a slope of more than 1 percent. If the surface is
unprotected by a crop or crop residue, soil blowing is a
hazard, particularly on the soils that have a loamy fine
sand or fine sandy loam surface layer.
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Loss of the surface layer through erosion is damaging
because it reduces productivity and can result in the
pollution of streams. Productivity is reduced because
most of the available plant nutrients and organic matter
are in the surface layer. If the surface layer is removed,
these plant nutrients are no longer available for crop
growth. Keeping the surface layer in place is particularly
important on soils that have an infertile subsoil, such as
Clark soils. Most or all of the original surface layer has
already been lost from the moderately sloping, cultivated
Case and Coly soils. Loss of the surface layer is also
damaging on soils that have a moderately clayey, firm
subsoil, such as Farnum and Harney soils. Preparing a
good seedbed and tilling are more difficult in the more
clayey spots that remain after the original friable surface
layer has eroded away.

In many areas erosion on cropland resuits in the
pollution of streams by sediment, fertilizers, pesticides,
and herbicides. Controlling erosion minimizes this
pollution and thus improves water quality for all uses.

Measures that control erosion provide a protective
cover of crops or crop residue, reduce the runoff rate,
and increase the rate of water infiltration. A combination
of several practices is more effective in controlling
erosion than a single practice. A cropping system that
keeps a plant cover on the surface for extended periods
helps to control erosion and conserves moisture. Tilling
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the soil as few times as practicable is an effective
method of leaving crop residue on the surface. Minimum
tillage, terraces, diversions, contour farming, and a
cropping system that includes close-growing crops as
well as row crops reduce the runoff rate and help to
control erosion (fig. 12).

Terraces reduce the length of slopes and thus also
reduce the runoff rate and the susceptibility to erosion.
Contour farming should generally be used in combination
with terraces. Terraces are most effective on deep, well
drained soils that have uniform, regular slopes. Most of
the arable soils in the county that are subject to water
erosion have those characteristics.

Soil blowing is a hazard on the more sandy soils in the
county, such as Albion, Attica, Canadian, Carwile, Naron,
and Pratt soils. It can be controlled by wind
stripcropping, field windbreaks, and conservation tillage
systems, such as stubble mulching.

Measures that maintain or improve fertility and tilth are
needed on the soils used for crops. Applications of
nitrate and phosphate fertilizer are effective on most of
the arable soils in the county, especially the sandy soils.
On all soils the-kinds and amounts of fertilizer to be
applied should be based on the results of soil tests, on
the needs of the crop, on previous experience, and on
the expected level of yields. The Cooperative Extension

Figure 12.—Terraces and contour farming In an area of Harney solls.
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Service can help to determine the kinds and amounts
needed.

Soil tilth is an important factor in the infiltration of
water into the soil, the preparation of a seedbed, and the
germination of seeds. Soils with good tilth are granular
and porous. Organic matter affects fertility and tilth
because it provides nitrogen, increases the rate of water
intake, helps to prevent surface crusting, and helps to
control erosion. Several of the soils in the county that
are used for crops have a surface layer of silt loam,
loam, or clay loam. A surface crust forms during periods
of intense rainfall. The crusted surface is hard when dry
and is nearly impervious to water. Because of the hard
surface, the runoff rate increases. Regularly adding
organic material improves soil structure and helps to
prevent surface crusting. Leaving crop residue on the
surface also helps to prevent crusting.

A drainage system is a minor management need on a
small acreage of cropland in the county. A surface
drainage system improves the timeliness of tillage,
planting, and harvesting on Carwile soils if drainage
outlets are available.

Conservation practices that control water erosion and
soil blowing in areas used for dryland crops can also be
applied to irrigated soils. These practices include
terraces, contour farming, and minimum tillage systems
that leave a protective cover of crop residue on the
surface. The irrigation management system selected
should be one that controls the application of irrigation
water without wasting the water or eroding the soil.
Gravity irrigation is the most efficient system if the
correct stream size is used for each row and a tailwater
recovery system is used to conserve the water. Sprinkler
irrigation is most efficient on loamy and sandy soils and
in undulating areas. Center-pivot sprinklers are effective
in applying small amounts of water at frequent intervals.

Plants growing on soils disturbed during land leveling
for irrigation respond to the application of phosphorus,
zinc, and nitrogen, especially in areas where the topsoil
has been removed.

Yields Per Acre

The average vyields per acre that can be expected of
the principal crops under a high level of management
are shown in table 5. In any given year, yields may be
higher or lower than those indicated in the table because
of variations in rainfall and other climatic factors. The
land capability classification of each map unit also is
shown in the table.

The yields are based mainly on the experience and
records of farmers, conservationists, and extension
agents. Available yield data from nearby counties and
results of field trials and demonstrations are also
considered.

The management needed to obtain the indicated
yields of the various crops depends on the kind of soil
and the crop. Management can include drainage, erosion
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control, and protection from flooding; the proper planting
and seeding rates; suitable high-yielding crop varieties;
appropriate and timely tillage; contro! of weeds, plant
diseases, and harmful insects; favorable soil reaction
and optimum levels of nitrogen, phosphorus, potassium,
and trace elements for each crop; effective use of crop
residue, barnyard manure, and green manure crops; and
harvesting that ensures the smalilest possible loss.

For yields of irrigated crops, it is assumed that the
irrigation system is adapted to the soils and to the crops
grown, that good quality irrigation water is uniformly
applied as needed, and that tillage is kept to a minimum.

The estimated yields reflect the productive capacity of
each soil for each of the principal crops. Yields are likely
to increase as new production technology is developed.
The productivity of a given soil compared with that of
other soils, however, is not likely to change.

Crops other than those shown in table 5 are grown in
the survey area, but estimated yields are not listed
because the acreage of such crops is small. The local
office of the Soil Conservation Service or of the
Cooperative Extension Service can provide information
about the management and productivity of the soils for
those crops.

Land Capabllity Classification

Land capability classification shows, in a general way,
the suitability of soils for most kinds of field crops. Crops
that require special management are excluded. The soils
are grouped according to their limitations for field crops,
the risk of damage if they are used for crops, and the
way they respond to management. The criteria used in
grouping the soils do not include major and generally
expensive landforming that would change slope, depth,
or other characteristics of the soils, nor do they include
possible but unlikely major reclamation projects.
Capability classification is not a substitute for
interpretations designed to show suitability and
limitations of groups of soils for rangeland, for woodiand,
and for engineering purposes.

In the capability system, soils are generally grouped at
three levels: capability class, subclass, and unit. Only
class and subclass are used in this survey.

Capabifity classes, the broadest groups, are
designated by Roman numerals | through VIII. The
numerals indicate progressively greater limitations and
narrower choices for practical use. The classes are
defined as follows:

Class | soils have few limitations that restrict their use.

Class Il soils have moderate limitations that reduce the
choice of plants or that require moderate conservation
practices.

Class Il soils have severe limitations that reduce the
choice of plants or that require special conservation
practices, or both.
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Class |V soils have very severe limitations that reduce
the choice of plants or that require very careful
management, or both.

Class V soils are not likely to erode but have other
limitations, impractical to remove, that limit their use.

Class VI soils have severe limitations that make them
generally unsuitable for cultivation.

Class VIl soils have very severe limitations that make
them unsuitable for cultivation.

Class VIl soils and miscellaneous areas have
limitations that nearly preclude their use for commercial
crop production.

Capability subclasses are soil groups within one class.
They are designated by adding a small letter, e, w, s, or
¢, to the class numeral, for example, lle. The letter e
shows that the main limitation is risk of erosion unless
close-growing plant cover is maintained; w shows that
water in or on the soil interferes with plant growth or
cultivation (in some soils the wetness can be partly
corrected by artificial drainage); s shows that the soil is
limited mainly because it is shallow, droughty, or stony;
and ¢, used in only some parts of the United States,
shows that the chief limitation is climate that is very cold
or very dry.

In class | there are no subclasses because the soils of
this class have few limitations. Class V contains only the
subclasses indicated by w, s, or ¢ because the soils in
class V are subject to little or no erosion. They have
other limitations that restrict their use to pasture,
rangeland, woodland, wildlife habitat, or recreation.

The capability classification of each map unit is given
in the section “Detailed Soil Map Units,” in the yields
table, and in the section ““Interpretive Groups.”

Rangeland

H. Lynn Gibson, range conservationist, Soil Conservation Service,
helped prepare this section.

About 42 percent of Kiowa County is rangeland. A
great diversity of plant species makes up the native
grassland in the county. Sandy soils are dominant north
of U.S. Highway 54, and loamy soils are dominant south
of the highway.

Most of the cattle enterprises are cow-calf operations;
however, a number are yearling operations. Native
grasses supply most of the forage but are commonly
supplemented by milo stubble, wheat pasture, and other
cropland forage. Hay and protein concentrates are
common supplements in winter.

The soils strongly influence the potential native
vegetation in the county. The texture of the surface layer
and of the substratum affects the kind of vegetation. A
high content of lime at the surface (fig. 13), salinity, and
a seasonal high water table within a depth of 5 feet
affect the kind and amount of forage species.

Soil Survey

Range Sites and Condition Classes

Soils vary in their capacity to produce grasses and
other plants for grazing. Soils that produce about the
same kinds, amounts, and proportions of forage make up
a range site.

The plant community in an area that is characterized
by at least 75 percent climax vegetation is relatively
stable and is indicative of what the site is capable of
producing. Climax vegetation reproduces itself and
changes in composition very little as long as the
environment remains unchanged. The climax vegetation
consists of the plants that grew on the prairie when the
region was first settled. The most productive combination
of forage plants on a range site generally is the climax
vegetation.

Decreasers are plants in the climax vegetation that
tend to decrease in a relative amount under close,
continuous grazing. They generally are the tallest and
most productive perennial grasses and forbs and are the
most palatable to livestock.

Increasers are plants in the climax vegetation that
increase in relative amount as the extent of the more
desirable plants is reduced by close grazing. They
generally are shorter than decreasers and are less
palatable to livestock.

Invaders are plants that cannot compete with the
climax plant community for moisture, nutrients, and light.
Hence, they invade the site and grow along with
increasers after the extent of the climax vegetation has
been reduced by continuous heavy grazing. Invaders
generally have little value for grazing.

Range condition is judged according to standards that
apply to the particular range site. Four range condition
classes are used to indicate the present condition of the
native vegetation on a range site in relation to the native
vegetation that could grow there. A range is in excellent
condition if 76 to 100 percent of the vegetation is of the
same kind as that in the climax stand; in good condition
if the percentage is 51 to 75; in fair condition if the
percentage is 26 to 50; and in poor condition if the
percentage is 25 or less.

In areas that have similar climate and topography,
differences in the kind and amount of vegetation
produced on rangeland are closely related to the kind of
soil. Effective management is based on the relationship
between the soils and vegetation and water.

Table 6 shows, for nearly all the soils, the range site
and the potential annual production of vegetation in
favorable, average, and unfavorable years. An
explanation of the column headings in table 6 follows.

A range site is a distinctive kind of rangeland that
produces a characteristic natural plant community that
differs from natural plant communities on other range
sites in kind, amount, and proportion of range plants.
The relationship between soils and vegetation was
ascertained during this survey; thus, range sites
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Figure 13.—Bluestem in an area of the Case solls. This grass is common on calcareous solls.

generally can be determined directly from the soil map.
Soil properties that affect moisture supply and plant
nutrients have the greatest influence on the productivity
of range plants. Soil reaction, salt content, and a
seasonal high water table are also important.

Potential annual production is the amount of
vegetation that can be expected to grow annually on
well managed rangeland that is supporting the potential
natural plant community. It includes all vegetation,
whether or not it is palatable to grazing animals. It
includes the current year’s growth of leaves, twigs, and
fruits of woody plants. It does not include the increase in
stem diameter of trees and shrubs. It is expressed in
pounds per acre of air-dry vegetation for favorable,
average, and unfavorable years. In a favorable year, the
amount and distribution of precipitation and the
temperatures make growing conditions substantially
better than average. In an unfavorable year, growing
conditions are well below average, generally because of
low available soil moisture.

Yields are adjusted to a common percent of air-dry
moisture content. The relationship of green weight to air-
dry weight varies according to such factors as exposure,

amount of shade, recent rains, and unseasonable dry
periods.

Range management requires a knowledge of the kinds
of soil and of the potential natural plant community. It
also requires an evaluation of the present range
condition. Range condition is determined by comparing
the present plant community with the potential natural
plant community on a particular range site. The more
closely the existing community resembles the potential
community, the better the range condition. Range
condition is an ecological rating only.

The objective in range management is to control
grazing so that the plants growing on a site are about
the same in kind and amount as the potential natural
plant community for that site. Such management
generally results in the optimum production of
vegetation, control of undesirable brush species,
conservation of water, and control of erosion.
Sometimes, however, a range condition somewhat below
the potential meets grazing needs, provides wildlife
habitat, and protects soil and water resources.

Good range management keeps the range in excellent
or good condition. Water is conserved, yields are
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improved, and the soils are protected. The main concern
of management is recognizing the changes in plant
cover that take place gradually and can be
misinterpreted or overlooked. Growth resulting from
heavy rainfall may lead to the conclusion that the range
is in good condition when actually the cover is weedy
and the long-term trend is toward lower production. On
the other hand, some rangeland that has been closely
grazed for a short period may have a degraded
appearance that temporarily obscures its quality and
ability to recover.

After years of prolonged overuse of rangeland, seed
sources of desirable vegetation may have been
eliminated. Brush control, range seeding, fencing, and
development of watering facilities (fig.14) revitalize the
stands of native plants. Thereafter, deferred grazing,
proper grazing use, and a planned grazing system help
to maintain or improve the range.

The soils in the survey area are assigned to the Blue
Shale, Choppy Sands, Clay Terrace, Limy Upland, Loamy
Lowland, Loamy Terrace, Loamy Upland, Loess Breaks,
Saline Subirrigated, Sands, Sandy, Sandy Lowland,
Sandy Terrace, Shallow Limy, Shallow Prairie, Shallow
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Sandstone, and Subirrigated range sites. These sites are
described in the paragraphs that follow.

Blue Shale range site. Owens clay, 6 to 25 percent
slopes, is in this range site. It is on uplands.

The potential native vegetation on this site is mixed
prairie grasses. Typically, the dominant grasses are big
bluestem, which makes up about 35 percent of the
vegetation; little bluestem, 20 percent; sideoats grama,
15 percent; and indiangrass, 5 percent. Other grasses
are blue grama, buffalograss, switchgrass, tall dropseed,
and western wheatgrass. Forbs, such as dotted
gayfeather, lllinois bundleflower, slimflower scurfpea, and
upright prairie coneflower, make up about 5 percent of
the vegetation. Leadplant, pricklypear, and small
soapweed make up about 5 percent.

Initial overgrazing on this site generally reduces the
production of big bluestem. Under these conditions, little
bluestem becomes the dominant vegetation. After
periods of continued overgrazing, western wheatgrass,
blue grama, and buffalograss become the dominant
species. Once this site is denuded by overgrazing or soil

Figure 14.—A stock-water excavated pond used to improve the distribution of grazing.
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slippage, restoring productivity is difficult. Reseeding is
difficult because of the slope and high clay content of
the soil.

This site can generally be maintained near its potential
or can be improved from a deteriorated condition by
proper stocking rates and a planned grazing system.
Less intensive grazing on the steeper slopes than in the
more nearly level areas, which can be slightly
overgrazed, commonly improves the site.

Choppy Sands range site. Tivoli fine sand, hilly, is in
this range site. It is on uplands.

The potential native vegetation on this site is tall
prairie grasses. Typically, the dominant grasses are sand
bluestem, which makes up about 35 percent of the
vegetation; little bluestem, 10 percent; indiangrass, 10
percent; switchgrass, 10 percent; and big sandreed, 10
percent. Other grasses are sand dropseed, sand
paspalum, Texas bluegrass, blue grama, hairy grama,
and sideoats grama. Forbs, such as lemon scurfpea,
prairie sagewort, tenpetal blazingstar, western ragweed,
and Virginia tephrosia, make up as much as 10 percent
of the vegetation. Chickasaw plum, pricklypear, sand
sagebrush, and small soapweed make up about 5
percent.

Overgrazing on this site results in decreased
production of sand bluestem, switchgrass, little bluestem,
and big sandreed. As the production of these species is
reduced, the amount of sand dropseed, sand paspalum,
blue and hairy grama, and sand sagebrush increases. If
overuse continues, all tall grasses and most mid grasses
are removed. Because of the susceptibility of the sandy
surface layer to soil blowing, active dunes and blowouts
generally form when the site deteriorates.

Because of the low available water capacity of the soil
and poor management in the past, many areas in this
range site are in poor condition. Maintaining the
preferred species of grasses is difficult. A planned
grazing system that includes proper stocking rates and
periodic deferment of grazing during the growing season
helps to maintain a permanent cover of vegetation. It
also improves the condition of some of the desirable
species. Deferring grazing for the entire grazing season
or longer does not seem to be so effective in stabilizing
the site as alternating grazing and rest periods within the
grazing season.

Clay Terrace range site. New Cambria silty clay is in
this range site. It is on stream terraces and is subject to
rare flooding.

The potential native vegetation on this site is mixed
prairie grasses. Typically, the dominant grasses are big
bluestem, which makes up about 30 percent of the
vegetation; little bluestem, 15 percent; indiangrass, 10
percent; switchgrass, 10 percent; and western
wheatgrass, 10 percent. Other grasses are sideoats
grama, blue grama, tall dropseed, and buffalograss.

4

Forbs, such as heath aster, lambsquarters, Louisiana
sagewort, bigtop dalea, Texas croton, and western
ragweed, make up about 10 percent of the vegetation.

Partly because of additional water from adjacent
sloping land, the production potential of this site is higher
than that of similar soils on uplands. Continuous grazing
during a wet spring or early summer may cause
compaction, thus reducing the rate of water intake and
restricting root development. if the site is continuously
grazed during these wet periods or heavily grazed
throughout the growing season, the taller grasses cannot
easily survive.

After periods of overgrazing, buffalograss, blue grama,
and western wheatgrass tend to dominate this site.
Continuous overgrazing allows western ragweed, poverty
sumpweed, little barley, and kochia to dominate the site.
Once these plants are dominant, most of the taller
grasses have been removed and returning the site to its
production potential is difficult. Proper stocking rates and
a flexible grazing system help to maintain the production
potential or restore the site to near its potential.

Limy Upland range site. The soils in this range site
are Case clay loam, 2 to 7 percent slopes; Case clay
loam, 7 to 15 percent slopes; the Case soil in the Case-
Canlon complex, 7 to 20 percent slopes; Clark loam, 1 to
3 percent slopes; Clark loam, 3 to 7 percent slopes; Coly
silt loam, 4 to 9 percent slopes; and the Coly soil in the
map unit Coly-Tobin silt loams, 0 to 20 percent slopes.

The potential native vegetation on this site is mixed
prairie grasses. Typically, the dominant grasses are big
bluestem, which makes up about 35 percent of the
vegetation; little bluestem, 15 percent; sideoats grama,
15 percent; and blue grama, 10 percent. Other grasses
are indiangrass, switchgrass, tall dropseed, western
wheatgrass, buffalograss, and sand dropseed. Forbs,
such as blacksamson, catclaw sensitivebrier, dotted
gayfeather, heath aster, purple prairie-clover, slimflower
scurfpea, and western ragweed, make up about 10
percent of the vegetation. Leadplant, pricklypear, and
small soapweed grow in small amounts.

Big bluestem rapidly loses its productive capacity
during periods of continuous overgrazing. As the
production of big bluestem is reduced, the amount of
little bluestem and sideoats grama initially increases. It
decreases, however, during periods of continuous heavy
grazing. The amount of biue grama and buffalograss
increases as the amount of the taller grasses decreases.
Continued excessive overuse results in a pasture of
short grasses. Erosion forms gullies and cat steps on the
steeper parts of the site if overuse is continued.

In the steeper, less accessible areas, the preferred
grass species generally are not excessively grazed.
These areas help to provide seed sources of the better
forage plants after long periods of drought or
overgrazing, or both. Grazing distribution is a problem
because the livestock prefer the more gently sloping
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areas. Measures that distribute the grazing evenly,
proper stocking rates, and a scheduled deferment of
grazing during the growing season help to restore this
site to its production potential. Properly locating salting
and watering facilities helps to achieve an even
distribution of grazing. Other management techniques,
such as concentrated grazing and a planned grazing
system, also are beneficial.

Loamy Lowland range site. The soils in this range
site are the Tobin soil in the map unit Coly-Tobin silt
loams, 0 to 20 percent slopes; Tobin silt loam,
channeled; and Tobin silt loam, occasionally flooded.
They are on flood plains and“are frequently or
occasionally flooded.

The potential native vegetation on this site is tall
prairie grasses. Typically, the dominant grasses are big
bluestem, which makes up about 40 percent of the
vegetation; eastern gamagrass, 10 percent; indiangrass,
10 percent; and switchgrass, 10 percent. Other grasses
are little bluestem, blue grama, prairie cordgrass,
sideoats grama, tall dropseed, western wheatgrass, and
red threeawn. Forbs, such as American licorice, catclaw
sensitivebrier, Illinois bundleflower, Maximilian sunflower,
pitcher sage, Baldwin ironweed, heath aster, Louisiana
sagewort, and western ragweed, make up about 10
percent of the vegetation. American plum, Jersey tea,
green ash, hackberry, indigobush, leadplant, and
cottonwood make up about 5 percent.

Because of the extra moisture and deeper rooted
plants, this site is a preferred grazing area, especially
during plant stress periods. Overgrazing reduces the
production of big bluestem, eastern gamagrass,
indiangrass, switchgrass, and Canada wildrye. The
amount of palatable forbs, such as American licorice,
catclaw sensitivebrier, Illinois bundieflower, and
Maximilian sunflower, is also reduced. Western
wheatgrass, blue grama, red threeawn, tall dropseed,
Baldwin ironweed, western ragweed, and scarlet
globemallow are the principal increasers.

Where overgrazing has continued for a few years, the
site can often be returned to near its potential by
management that includes proper grazing use and a
scheduled deferment of grazing during the growing
season. If the site has been overgrazed for a long
period, recovery may be slow even when good
management is applied. Under these conditions, western
wheatgrass generally becomes the dominant grass along
with significant amounts of blue grama, tall dropseed, red
threeawn, buffalograss, and sideoats grama.

Loamy Terrace range site. Dale silt loam is in this
range site. It is on nearly level stream terraces and is
subject to flooding.

The potential native vegetation on this site is mixed
prairie grasses. Typically, the dominant grasses are big
bluestem, which makes up about 40 percent of the
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vegetation; sideoats grama, 15 percent; little bluestem,
10 percent; and western wheatgrass, 10 percent. Other
grasses are Canada wildrye, indiangrass, switchgrass,
blue grama, buffalograss, sand dropseed, and tall
dropseed. Forbs, such as American licorice, aromatic
aster, catclaw sensitivebrier, heath aster, lllinois
bundieflower, Louisiana sagewort, pitcher sage,
slimflower scurfpea, and western ragweed, make up
about 5 percent of the vegetation. Small amounts of
American plum, pricklypear, and small soapweed are
common.

This site is generally grazed along with larger areas of
upland range sites. Because of the combination of sites,
the careful use of management practices, such as
fencing and the proper location of water, salt, minerals,
and feeding areas, is needed to achieve an adequate
distribution of grazing. After periods of continued
excessive use, the amount of big bluestem, little
bluestem, and sideoats grama decreases. Long-term
overgrazing may remove these species from the site.
Western wheatgrass is the major increaser on this site,
along with forbs, blue grama, and buffalograss. Returning
a continuously overgrazed area to its original productivity
is difficult. In areas where remnant stands of the taller
grasses are evident, proper stocking rates and periodic
deferment of grazing or a planned grazing system help
to return the site to near its potential. These practices
also help to improve or maintain the site at any stage of
productivity.

Loamy Upland range site. The soils in this range site
are Farnum loam, 0 to 1 percent slopes; Farnum loam, 1
to 3 percent slopes; Harney silt loam, 0 to 1 percent
slopes; Harney silt loam, 1 to 3 percent slopes; Holdrege
silt loam, 0 to 1 percent slopes; Holdrege silt loam, 1 to
3 percent slopes; the Lancaster soil in the Lancaster-
Hedville complex, 4 to 20 percent slopes; the Woodward
soil in the map unit Quinlan-Woodward loams, 6 to 25
percent slopes; and Uly silt loam, 3 to 7 percent slopes.

The potential native vegetation on this site is mixed
prairie grasses. Typically, the dominant grasses are big
bluestem, which makes up about 20 percent of the
vegetation; sideoats grama, 15 percent; western
wheatgrass, 15 percent; and blue grama, 10 percent.
Other grasses are indiangrass, little bluestem,
buffalograss, sand dropseed, switchgrass, tall dropseed,
Canada wildrye, red threeawn, and Scribner panicum.
Forbs, such as western ragweed, Louisiana sagewort,
slimflower scurfpea, dotted gayfeather, daisy fleabane,
heath aster, and scarlet globemallow, make up about 15
percent of the vegetation. Leadplant is common on this
site but generally in small amounts.

Initial overgrazing on this site generally reduces the
production of big bluestem and little bluestem. Under
these conditions, sideoats grama and blue grama
become the dominant vegetation. After periods of
continued overgrazing, blue grama, buffalograss, and
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lesser amounts of western wheatgrass become the
dominant species. Once blue grama and buffalograss
are dominant, the proportions of blue grama to
buffalograss are determined by grazing pressure and
weather cycles. After continued heavy grazing combined
with long dry cycles, buffalograss tends to become
dominant. If grazing is moderate, blue grama generally
dominates. Only destructive grazing removes the
buffalograss and blue grama from the site.

Once most of the taller species are removed from the
site through grazing pressure and dry weather cycles,
returning the site to its potential native vegetation is
extremely difficult and may take several decades. Where
remnant stands of the taller species are evident, the site
can be returned to its production potential by proper
stocking rates and a system of grazing that includes a
scheduled deferment of grazing during the growing
season. Maintaining significant amounts of big bluestem
and little bluestem is difficult without a grazing
management plan that includes rest periods.

Loess Breaks range site. Coly silt loam, 20 to 40
percent slopes, is in this range site. It is on uplands.

The potential native vegetation on this site is mixed
prairie grasses. Typically, the dominant grasses are little
bluestem, which makes up about 35 percent of the
vegetation; big bluestem, 15 percent; and sideoats
grama, 10 percent. Other grasses are switchgrass,
western wheatgrass, blue grama, buffalograss, hairy
grama, plains muhly, sand dropseed, tall dropseed, and
red threeawn. Forbs, such as blacksamson, catclaw
sensitivebrier, dotted gayfeather, heath aster, slimflower
scurfpea, and western ragweed, make up about 5
percent of the vegetation. Jersey tea, leadplant, sand
sagebrush, and small soapweed make up about 5
percent.

The site is not a preferred grazing area because of the
slope. The majority of the grazing is on adjacent sites
that are more gently sloping. When this site is
excessively grazed, however, erosion may be greatly
accelerated. After periods of excessive overgrazing, the
amount of big bluestem, little bluestem, and sideoats
grama is generally reduced and the amount of dropseed,
threeawn, and hairy grama increases.

Grazing management that includes proper stocking
rates for the entire grazing unit is generally all that is
needed to improve or maintain the present condition. A
scheduled deferment of grazing or a planned grazing
system improves the site more rapidly. A combination of
concentrated grazing and needed rest periods can be
very beneficial.

Saline Subirrigated range site. Krier sandy loam,
occasionally flooded, is in this range site. It is on bottom
land. It generally is wet throughout the spring and early
summer.
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The potential native vegetation on this site is mixed
prairie grasses of mostly salt-tolerant species. Typically,
the dominant grasses are alkali sacaton, which makes
up about 25 percent of the vegetation; switchgrass, 20
percent; alkali cordgrass, 10 percent; inland saltgrass, 10
percent; and tall dropseed, 10 percent. Other grasses
are western wheatgrass, blue grama, buffalograss, sand
dropseed, Scribner panicum, indiangrass, and red
threeawn. Forbs, such as heath aster, Pennsylvania
smartweed, purple prairie-clover, and western ragweed,
make up about 10 percent of the vegetation. Willow
baccharis grows in small amounts.

Overgrazing on this site has little effect on species
composition unless the overgrazing is excessive over a
long period. The small amounts of indiangrass and
switchgrass, however, can easily be reduced by
overgrazing. Excessive use can reduce the productivity
of the site by reducing the vigor of the grasses and by
increasing the amount of inland saltgrass at the expense
of the taller species.

Proper stocking rates and timely grazing help to
maintain this site in a productive condition. Grazing early
in the growing season is important because the species
tolerant of saline-alkali conditions tend to mature rapidly
and become much less palatable late in the season.
Periodic deferment of grazing helps to maintain the
productivity and vigor of the dominant grasses.

Sands range site. The soils in this range site are Pratt
loamy fine sand, undulating; Pratt loamy fine sand,
rolling; and Pratt-Tivoli loamy fine sands, rolling.

The potential native vegetation on this site is tall
prairie grasses. Typically, the dominant grasses are sand
bluestem, which makes up about 30 percent of the
vegetation; little biuestem, 15 percent; big sandreed, 10
percent; and sand lovegrass, 10 percent. Other grasses
are indiangrass, sideoats grama, switchgrass, blue
grama, sand dropseed, sand paspalum, Scribner
panicum, and western wheatgrass. Forbs, such as
Engelmann-daisy, lemon scurfpea, Louisiana sagewort,
prairie sunflower, silktop dalea, silky prairie-clover,
tenpetal blazingstar, and western ragweed, make up
about 10 percent of the vegetation. Chickasaw plum,
sand sagebrush, pricklypear, and small soapweed make
up about 10 percent.

Soils that have a loamy fine sand surface soil take in
water rapidly and release it readily to plants. As a result,
the taller species can adapt to areas of restricted rainfall.
Sand bluestem generally is the dominant plant on this
site but is partly replaced by sideoats grama, little
bluestem, blue grama, and sand dropseed during
extended dry periods.

Overgrazing on this site rapidly reduces the production
of sand bluestem. After periods of continued
overgrazing, the amount of sideoats grama, little
bluestem, sand lovegrass, switchgrass, and Engelmann-
daisy is reduced. In some areas the vegetation has
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deteriorated to sand dropseed, sand sagebrush, small
soapweed, prickly-pear, and lesser amounts of
unpalatable forbs and grasses.

Management that includes proper grazing use and a
scheduled deferment of grazing during the growing
season is essential to maintain the productivity of this
site. These practices and favorable climatic conditions
can rapidly restore the site to its production potential if
sufficient remnants of the original plant community are
on the site.

Sandy range site. The soils in this range site are
Albion sandy loam, 1 to 4 percent slopes; Albion-
Shellabarger sandy loams, 4 to 15 percent slopes; Attica
loamy fine sand, 1 to 4 percent slopes; the Attica-
Carwile complex, 0 to 4 percent slopes; Carwile fine
sandy loam; Naron fine sandy loam, 0 to 1 percent
slopes; Naron fine sandy loam, 1 to 3 percent slopes;
and Shellabarger loam, 2 to 6 percent slopes. These
soils are on uplands.

The potential native vegetation on this site is mixed
prairie grasses. Typically, the dominant grasses are little
bluestem, which makes up about 20 percent of the
vegetation; sand or big bluestem, 15 percent;
switchgrass, 10 percent; sideoats grama, 10 percent;
and blue grama, 10 percent. Other grasses are sand
lovegrass, buffalograss, sand dropseed, western
wheatgrass, big sandreed, sand paspalum, and Scribner
panicum. Forbs, such as Louisiana sagewort,
poppymallow, slimflower scurfpea, upright prairie
coneflower, western ragweed, and yarrow make up
about 10 percent of the vegetation. Chickasaw plum,
sand sagebrush, and small soapweed make up about 5
percent.

This site generally is a highly preferred grazing area.
Because of past grazing management, it is generally
more deteriorated than most of the adjacent sites. -
Overgrazing rapidly reduces the production of big or
sand bluestem. The bluestems are generally replaced by
sideoats grama, blue grama, and sand dropseed. If
overgrazing continues, the amount of little bluestem,
switchgrass, and sand lovegrass is reduced. After long
periods of severe overgrazing, the site is dominated by
sand dropseed, sand paspalum, annual grasses,
unpalatable forbs, and woody species.

Management that includes proper grazing use and a
scheduled deferment of grazing during the growing
season maintains this site in a productive condition.
Also, it can restore overgrazed areas to their original
production potential if remnants of the original species
are evident. Reseeding may be needed on sites where
the more desirable mid and tall grasses have been
removed.

Sandy Lowland range site. Lincoln sandy loam,
occasionally flooded, is in this range site. It is on flood
plains adjacent to stream channels. It generally occurs
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as long, narrow areas rather than extensive areas. As a
result, managing the range site by itself is difficult.

The potential native vegetation on this site is tall
prairie grasses. Typically, the dominant grasses are sand
bluestem, which makes up about 30 percent of the
vegetation; little bluestem, 15 percent; indiangrass, 10
percent; and switchgrass, 10 percent. Other grasses are
big sandreed, Canada wildrye, sand lovegrass, sideoats
grama, western wheatgrass, blue grama, sand dropseed,
and tall dropseed. Forbs, such as catclaw sensitivebrier,
Engelmann-daisy, heath aster, lllinois bundleflower,
Maximilian sunflower, Louisiana sagewort, and western
ragweed, make up about 10 percent of the vegetation.
Chickasaw plum, cottonwood, sandbar willow, sand
sagebrush, and small soapweed make up about 5
percent.

Initial overgrazing on this site reduces the production
of the bluestems. As the production of these species
decreases, the amount of western wheatgrass increases.
To a small extent, the amount of threeawn and dropseed
also increases. If overgrazing continues, kochia, Russian-
thistle, and other undesirable annuals invade the site.

Once most of the taller species are removed from the
site through grazing pressure and dry weather cycles,
restoring the potential native vegetation is difficult.
Where remnants of the taller species are evident,
management that includes proper stocking rates and a
scheduled deferment of grazing during the growing
season is effective in restoring the site to near its
potential.

Sandy Terrace range site. Canadian fine sandy loam
is in this range site. It is on stream terraces.

The potential native vegetation on this site is tall
prairie grasses. Typically, the dominant grasses are sand
and big bluestems, which make up about 25 percent of
the vegetation; switchgrass, 15 percent; indiangrass, 15
percent; and little bluestem, 10 percent. Other grasses
are big sandreed, Canada wildrye, sand lovegrass,
sideoats grama, western wheatgrass, blue grama, sand
dropseed, and tall dropseed. Forbs, such as catclaw
sensitivebrier, Engelmann-daisy, heath aster, illinois
bundleflower, Maximilian sunflower, Louisiana sagewort,
and western ragweed, make up about 10 percent of the
vegetation. Chickasaw plum, cottonwood, sand
sagebrush, and small soapweed make up about 5
percent.

Initial overgrazing on this site reduces the production
of the bluestems. As the production of these species is
reduced, the amount of western wheatgrass and
dropseed increases. To a small extent, the amount of
threeawn, sand sagebrush, and yucca also increases.
After western wheatgrass and dropseed are dominant,
continued overgrazing results in the invasion of kochia,
Russian-thistle, and other undesirable annuals.

Once most of the taller species are removed from the
site through grazing pressure and weather cycles,
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restoring the potential native vegetation is difficult.
Where remnants of the taller species are evident,
management that includes proper stocking rates and a
scheduled deferment of grazing during the growing
season helps to restore the site to near its potential.

Shallow Limy range site. The Canlon soil in the
Case-Canlon complex, 7 to 20 percent slopes, is in this
range site. It is on uplands.

The potential native vegetation on this site is mixed
prairie grasses. Typically, the dominant grasses are little
bluestem, which makes up about 35 percent of the
vegetation; big bluestem, 25 percent; and sideoats
grama, 10 percent. Other grasses are indiangrass,
switchgrass, blue grama, buffalograss, hairy grama,
plains muhly, and tall dropseed. Forbs, such as
blacksamson, catclaw sensitivebrier, dotted gayfeather,
Louisiana sagewort, slimflower scurfpea, and western
ragweed, make up about 15 percent of the vegetation.
Small amounts of fragrant sumac, leadplant, pricklypear,
and smooth sumac are common.

Much of the site is steep and has rock ledges forming
vertical drops. Most of the more nearly level areas,
generally just above the break of the hills, are grazed
rather heavily, and the rougher areas are grazed less
extensively. The rougher areas, however, commonly
support the better forage plants.

If this site is excessively grazed, big bluestem is
rapidly replaced by little bluestem and sideoats grama. If
excessive grazing continues, little bluestem and sideoats
grama are replaced by blue grama, hairy grama,
buffalograss, red threeawn, and less palatable perennial
and annual forbs.

Properly locating areas where salt, water, and minerals
are available improves the distribution of grazing on this
site. Livestock trails that allow access to all parts of the
site may be needed before an optimum distribution of
grazing can be achieved. Because of the protection
afforded by the rough topography and rocks, grazing
systems and improved management that includes proper
stocking rates can rapidly restore the site to near its
potential in most areas.

Shallow Prairie range site. The Quinlan soil in the
map unit Quinlan-Woodward loams, 6 to 25 percent
slopes, is in this range site. It is on uplands.

The potential native vegetation on this site is mixed
prairie grasses. Typically, the dominant grasses are little
bluestem, which makes up about 30 percent of the
vegetation; big and sand bluestem, 15 percent; sideoats
grama, 10 percent; and indiangrass, 5 percent. Other
grasses are blue grama, buffalograss, hairy grama, sand
dropseed, red threeawn, and switchgrass. Forbs, such as
dotted gayfeather, white and purple prairie-clover,
slimflower scurfpea, Louisiana sagewort, and western
ragweed, make up about 10 percent of the vegetation.
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Big and sand bluestems rapidly lose their productive
capacity during periods of continuous overgrazing. As
the production of these species is reduced, the amounts
of little bluestem and sideoats grama initially increases. It
decreases, however, during periods of continuous heavy
grazing. The amount of blue grama and buffalograss
increases as the amount of the taller grasses decreases.
Continued excessive overuse results in a pasture of
short grasses.

In the steeper, less accessible areas, the preferred
grass species generally are not excessively grazed.
These areas help to provide seed sources of the better
forage plants after long periods of drought or
overgrazing, or both. Grazing distribution is a problem
because the livestock prefer the more gently sloping
areas. Measures that distribute the grazing evenly,
proper stocking rates, and a scheduled deferment of
grazing during the growing season help to restore this
site to its production potential. Properly locating salting
and watering facilities helps to achieve an even
distribution of grazing. Other management techniques,
such as concentrated grazing and a planned grazing
system, also are beneficial.

Shallow Sandstone range site. The Hedville soils in
the Hedville-Rock outcrop complex, 15 to 30 percent
slopes, and in the Lancaster-Hedville complex, 4 to 20
percent slopes, are in this range site. These soils are on
uplands.

The potential native vegetation on this site is mixed
prairie grasses. Typically, the dominant grasses are little
bluestem, which makes up about 35 percent of the
vegetation; big bluestem, 25 percent; sideoats grama, 10
percent; indiangrass, 5 percent; and switchgrass, 5
percent. Other grasses are blue grama, buffalograss,
sand dropseed, tall dropseed, and red threeawn. Forbs,
such as dotted gayfeather, white and purple prairie-
clover, slimflower scurfpea, Louisiana sagewort, and
western ragweed, make up about 10 percent of the
vegetation.

Where grazing pressure is excessive, the production of
big bluestem is rapidly reduced and this grass is
replaced by sideoats grama and lesser amounts of blue
grama and buffalograss. After periods of continued
overgrazing, big bluestem, little bluestem, and sideoats
grama are replaced by blue grama, buffalograss, hairy
grama, and sand dropseed. Grazing pressure is rarely
heavy enough to remove the better grasses from the
site. Proper stocking rates and a scheduled deferment of
grazing during the growing season help to maintain the
production potential or restore the site to near its
potential.

Subirrigated range site. Plevna loam, frequently
flooded, and Waldeck loam, occasionally flooded, are in
this range site. They are on flood plains.
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The potential native vegetation on this site is tall
prairie grasses. Typically, the dominant grasses are big
bluestem, which makes up about 25 percent of the
vegetation; eastern gamagrass, 20 percent; switchgrass,
10 percent; indiangrass, 5 percent; and prairie cordgrass,
5 percent. Numerous other grasses and grasslike plants
make up about 15 percent of the vegetation. Forbs, such
as American licorice, lllinois bundleflower, Maximilian
sunflower, wholeleaf rosinweed, and goldenrod, make up
about 15 percent. Almondieaf willow, black willow,
common buttonbush, cottonwood, indigobush and willow
baccharis make up about 5 percent.

Because of the availability of water, the vegetation on
this site remains lush and green throughout the growing
season. Because the lush vegetation attracts grazing
animals, special management techniques are needed to
prevent overgrazing.

When degeneration of the vegetative composition
results from overgrazing, big bluestem, eastern
gamagrass, indiangrass, switchgrass, and prairie
cordgrass are the primary decreasers. Palatable forbs,
including Maximilian sunflower, wholeleaf rosinweed,
Ninois bundleflower, and sessileleaf tickclover, also
decrease in abundance. The principal increasers include
western wheatgrass, meadow dropseed, tall dropseed,
alkali sacaton, American bulrush, goldenrod, and woody
plants. Continued deterioration of the plant community
results in an increased production of the shorter plants,
such as sideoats grama, blue grama, inland saltgrass,
buffalograss, western ragweed, and heath aster.

In the absence of fire or grazing by livestock, the
vegetation gradually deteriorates to heavy stands of
woody plants, such as cottonwood, willow, elm,
dogwood, and locust. The understory in these stands
consists of sparse amounts of Virginia wildrye, green
muhly, Texas bluegrass, Kentucky bluegrass, and
Scribner panicum.

Grazing management that maintains or improves this
site should include proper stocking rates. A planned
grazing system or a scheduled deferment of grazing is
needed, especially in areas where other range sites are
included in the grazing unit. Controlled burning is very
helpful in maintaining high quality forage on the site. It
also helps to control woody species and removes the
excess growth from lightly used areas.

Native Woodland, Windbreaks, and
Environmental Plantings

Keith A. Ticknor, forester, Soil Conservation Service, helped prepare
this section.

Wooded areas other than windbreaks in Kiowa County
are limited to narrow bands along the major streams and
to scattered trees or clumps of trees on shallow soils in
the Owens-Lancaster-Quinlan soil association.

Eastern cottonwood, peachleaf willow, and black
willow make up the greatest percentage of the trees
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along the streams. In addition, some areas support
significant numbers of hackberry, green ash, black
walnut, American elm, and Russian mulberry. The bands
of trees are not always continuous along the streams.
For example, some areas along Rattlesnake Creek are
heavily wooded, whereas other areas support no trees.
Also, the band of trees along Thompson Creek ends at a
point where the soils change from Plevna to Lincoln.

Eastern redcedar is plentiful in areas in the
southeastern part of the county where the soils are
shallow to sandstone. In association with the cedar,
American elm and green ash are in channels of the
drainageways.

Commercial use of the small amount of woodiand for
wood products is very limited. The trees on bottom land
along the streams have potential for the production of
sawtimber, firewood, and other wood products. This land,
however, is committed to other uses and is unlikely to be
converted to forest land. The existing woodland is used
locally for numerous wood products.

Trees grow around most of the ranch headquarters
and farmsteads in Kiowa County. They were planted at
various times by the landowners after the headquarters
were established. Siberian elm and eastern redcedar are
the most common species of trees in these windbreaks.
Other species, such as green ash, hackberry, lilac,
ponderosa pine, Austrian pine, and oriental arborvitae,
have also been planted.

Tree planting around the farmstead is a continuing
need because old trees pass maturity and deteriorate,
because some trees are destroyed by insects, disease,
or storms, and because new plantings are needed on
expanding farmsteads. Supplemental planting is needed
in many of these windbreaks to reinforce them and to
restore their effectiveness in controlling wind and snow.

Many field windbreaks or shelterbelts are established
throughout the county, especially in areas of the Pratt-
Tivoli, Pratt-Attica, and Farnum-Naron soil associations.
The shelterbelts vary widely in size, row arrangement,
and species. Some are made up of as many as 14 rows
of trees and shrubs. The species in these windbreaks
include eastern redcedar, American plum, Siberian elm,
eastern cottonwood, Russian mulberry, ponderosa pine,
black locust, honeylocust, green ash, hackberry, black
walnut, bur oak, Russian-olive, osageorange, lilac,
northern catalpa, and fragrant sumac. Some of these
windbreaks have been patrtially or totally removed to
accommodate center-pivot irrigation.

In order for windbreaks to fulfill their intended purpose,
the soils on the site should be suited to the trees or
shrubs selected for planting. Matching the soil type with
the proper tree species is the first step toward ensuring
survival and a maximum growth rate. Permeability,
available water capacity, fertility, soil texture and depth,
and drainage greatly affect the growth rate.

Establishing trees and shrubs is difficult in Kiowa
County because moisture is limited. The main
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management needs are proper site preparation before
the trees or shrubs are planted and measures that
control competing weeds and grasses after the trees
and shrubs are planted. Supplemental watering is
necessary to provide moisture during periods when the
windbreak is becoming established.

Windbreaks protect livestock, buildings, and yards
from wind and snow. They also protect fruit trees and
gardens, and they furnish habitat for wildlife. Several
rows of low- and high-growing broadleaf and coniferous
trees and shrubs provide the most protection.

Field windbreaks are narrow plantings made at right
angles to the prevailing wind and at specific intervals
across the field. The interval depends on the erodibility
of the soil. Field windbreaks protect cropland and crops
from wind, help to keep snow on the fields, and provide
food and cover for wildlife.

Environmental plantings help to beautify and screen
houses and other buildings and to abate noise. The
plants, mostly evergreen shrubs and trees, are closely
spaced. To ensure plant survival, a healthy planting
stock of suitable species should be planted properly on a
well prepared site and maintained in good condition.

Table 7 shows the height that locally grown trees and
shrubs are expected to reach in 20 years on various
soils. The estimates in table 7 are based on
measurements and observation of established plantings
that have been given adequate care. They can be used
as a guide in planning windbreaks and screens.
Additional information on planning windbreaks and
screens and planting and caring for trees and shrubs
can be obtained from local offices of the Soil
Conservation Service or the Cooperative Extension
Service or from a commercial nursery.

Recreation

Robert J. Higgins, biologist, Scil Conservation Service, helped
prepare this section.

Kiowa County has several areas of scenic, geologic,
and historic interest. The Big Well, a hand-dug well 32
feet in diamater and 109 feet deep, is located in
Greensburg. It was completed in 1888 by the Santa Fe
Railroad. The county is geologically diverse, having
undulating sandy areas; rough, steep areas of
sandstone; and areas that are relatively flat. The rural
landscape is quite scenic. The rolling grasslands and
wooded streams add beauty and variety to the
landscape. Farm ponds and the Kiowa State Fishing
Lake provide opportunities for water sports. The hunting
seasons for pheasant, quail, and deer attract sportsmen
from long distances. The potential for additional
recreational development within the county is good.

The soils of the survey area are rated in table 8
according to limitations that affect their suitability for
recreation. The ratings are based on restrictive soil
features, such as wetness, slope, and texture of the

47

surface layer. Susceptibility to flooding is considered. Not
considered in the ratings, but important in evaluating a
site, are the location and accessibility of the area, the
size and shape of the area and its scenic quality,
vegetation, access to water, potential water
impoundment sites, and access to public sewerlines. The
capacity of the soil to absorb septic tank effluent and the
ability of the soil to support vegetation are also
important. Soils subject to flooding are limited for
recreation use by the duration and intensity of flooding
and the season when flooding occurs. in planning
recreation facilities, onsite assessment of the height,
duration, intensity, and frequency of flooding is essential.

In table 8, the degree of soil limitation is expressed as
slight, moderate, or severe. Slight means that soil
properties are generally favorable and that limitations are
minor and easily overcome. Moderate means that
limitations can be overcome or alleviated by planning,
design, or special maintenance. Severe means that soil
properties are unfavorable and that limitations can be
offset only by costly soil reclamation, special design,
intensive maintenance, limited use, or by a combination
of these measures.

The information in table 8 can be supplemented by
other information in this survey, for example,
interpretations for septic tank absorption fields in table
11 and interpretations for dwellings without basements
and for local roads and streets in table 10.

Camp areas require site preparation, such as shaping
and leveling the tent and parking areas, stabilizing roads
and intensively used areas, and installing sanitary
facilities and utility lines. Camp areas are subject to
heavy foot traffic and some vehicular traffic. The best
soils have mild slopes and are not wet or subject to
flooding during the period of use. The surface has few or
no stones or boulders, absorbs rainfall readily but
remains firm, and is not dusty when dry. Strong slopes
and stones or boulders can greatly increase the cost of
constructing campsites.

Picnic areas are subject to heavy foot traffic. Most
vehicular traffic is confined to access roads and parking
areas. The best soils for picnic areas are firm when wet,
are not dusty when dry, are not subject to flooding
during the period of use, and do not have slopes or
stones or boulders that increase the cost of shaping
sites or of building access roads and parking areas.

Playgrounds require soils that can withstand intensive
foot traffic. The best soils are almost level and are not
wet or subject to flooding during the season of use. The
surface is free of stones and boulders, is firm after rains,
and is not dusty when dry. If grading is needed, the
depth of the soil over bedrock should be considered.

Paths and trails for hiking and horseback riding should
require little or no cutting and filling. The best soils are
not wet, are firm after rains, are not dusty when dry, and
are not subject to flooding more than once a year during
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the period of use. They have moderate slopes and few
or no stones or boulders on the surface.

Wildlife Habitat

Robert J. Higgins, biologist, Soil Conservation Service, helped
prepare this section.

The primary game species in Kiowa County are
ringneck pheasant, bobwhite quail, mourning dove, and
white-tailed and mule deer. Several species of waterfow!
and the Rio Grande turkey also are hunted. A few prairie
chickens and antelopes inhabit the county.

Nongame species are numerous because of the many
habitat types in the county. Cropiand, woodland, and
grassland are interspersed throughout the county. Each
of these provides a habitat for a particular group of
species.

Furbearers inhabit areas along the streams. They are
trapped on a limited basis.

Trees and shrubs along streams and in windbreaks
provide permanent cover for many wildlife species. The
section “Native Woodland, Windbreaks, and
Environmental Plantings” provides information about
establishing trees and shrubs.

Stock water ponds and Kiowa State Fishing Lake
provide good or fair fishing. The species commonly
caught are largemouth bass, bluegill, channel cat, and
bullhead catfish.

Soils affect the kind and amount of vegetation that is
available to wildlife as food and cover. They also affect
the construction of water impoundments. The kind and
abundance of wildlife depend largely on the amount and
distribution of food, cover, and water. Wildlife habitat can
be created or improved by planting appropriate
vegetation, by maintaining the existing plant cover, or by
promoting the natural establishment of desirable plants.

In table 9, the soils in the survey area are rated
according to their potential for providing habitat for
various kinds of wildlife. This information can be used in
planning parks, wildlife refuges, nature study areas, and
other developments for wildlife; in selecting soils that are
suitable for establishing, improving, or maintaining
specific elements of wildlife habitat; and in determining
the intensity of management needed for each element of
the habitat.

The potential of the soil is rated good, fair, poor, or
very poor. A rating of good indicates that the element or
kind of habitat is easily established, improved, or
maintained. Few or no limitations affect management,
and satisfactory results can be expected. A rating of fair
indicates that the element or kind of habitat can be
established, improved, or maintained in most places.
Moderately intensive management is required for
satisfactory results. A rating of poor indicates that
limitations are severe for the designated element or kind
of habitat. Habitat can be created, improved, or
maintained in most places, but management is difficult
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and must be intensive. A rating of very poor indicates
that restrictions for the element or kind of habitat are
very severe and that unsatisfactory results can be
expected. Creating, improving, or maintaining habitat is
impractical or impossible.

The elements of wildlife habitat are described in the
following paragraphs.

Grain and seed crops are domestic grains and seed-
producing herbaceous plants. Soil properties and
features that affect the growth of grain and seed crops
are depth of the root zone, texture of the surface layer,
available water capacity, wetness, slope, surface
stoniness, and flood hazard. Soil temperature and soil
moisture are also considerations. Examples of grain and
seed crops are corn, wheat, grain sorghum, oats, and
barley.

Grasses and legumes are domestic perennial grasses
and herbaceous legumes. Soil properties and features
that affect the growth of grasses and legumes are depth
of the root zone, texture of the surface layer, available
water capacity, wetness, surface stoniness, flood hazard,
and slope. Soil temperature and soil moisture are also
considerations. Examples of grasses and legumes are
fescue, bromegrass, clover, and alfalfa.

Wild herbaceous plants are native or naturally
established grasses and forbs, including weeds. Soil
properties and features that affect the growth of these
ptants are depth of the root zone, texture of the surface
layer, available water capacity, wetness, surface
stoniness, and flood hazard. Soil temperature and soil
moisture are also considerations. Examples of wild
herbaceous plants are bluestems, grama grasses,
switchgrass, indiangrass, wheatgrass, goldenrod,
broomweed, ragweed, sunflower, and native legumes.

Shrubs are bushy woody plants that produce fruit,
buds, twigs, bark, and foliage. Soil properties and
features that affect the growth of shrubs are depth of the
root zone, available water capacity, salinity, and soil
moisture. Examples of native shrubs are plum, dogwood,
buckbrush, prairie rose, and sumac.

Wetland plants are annual and perennial wild
herbaceous plants that grow on moist or wet sites.
Submerged or floating aquatic plants are excluded. Soil
properties and features affecting wetland plants are
texture of the surface layer, wetness, reaction, salinity,
slope, and surface stoniness. Examples of wetland
plants are smartweed, cattail, indigobush, saltgrass,
cordgrass, rushes, sedges, and reeds.

Shallow water areas have an average depth of less
than 5 feet. Some are naturally wet areas. Others are
created by dams, levees, or other water-control
structures. Soil properties and features affecting shallow
water areas are depth to bedrock, wetness, surface
stoniness, slope, and permeability. Examples of shallow
water areas are marshes, waterfowl feeding areas, and
ponds.
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The habitat for various kinds of wildlife is described in
the following paragraphs.

Habitat for openland wildlife consists of cropland,
pasture, meadows, and areas that are overgrown with
grasses, herbs, shrubs, and vines. These areas produce
grain and seed crops, grasses and legumes, and wild
herbaceous plants. The wildlife attracted to these areas
include bobwhite quail, mourning dove, pheasant,
meadowlark, field sparrow, and cottontail rabbit.

Habitat for wetland wildlife consists of open, marshy or
swampy shallow water areas. Some of the wildlife
attracted to such areas are ducks, geese, herons, shore
birds, redwing blackbirds, muskrat, and beaver.

Habitat for rangeland wildlife consists of areas of
shrubs and wild herbaceous plants. Wildlife attracted to
rangeland include coyotes, jackrabbits, mule deer, prairie
dogs, antelopes, prairie chickens, killdeer, and
meadowlarks.

Technical assistance in planning wildlife areas and in
determining the vegetation suitable for planting can be
obtained from the local office of the Soil Conservation
Service. Additional information and assistance can be
obtained from the Kansas Fish and Game Commission
and from the Cooperative Extension Service.

Engineering

John Eberwein, civil engineer, Soil Conservation Service, helped
prepare this section.

This section provides information for planning land
uses related to urban development and to water
management. Soils are rated for various uses, and the
most limiting features are identified. The ratings are
given in the following tables: Building site development,
Sanitary facilities, Construction materials, and Water
management. The ratings are based on observed
performance of the soils and on the estimated data and
test data in the “Soil Properties” section.

Information in this section is intended for land use
planning, for evaluating land use alternatives, and for
planning site investigations prior to design and
construction. The information, however, has limitations.
For example, estimates and other data generally apply
only to that part of the soil within a depth of 5 or 6 feet.
Because of the map scale, small areas of different soils
may be included within the mapped areas of a specific
S0,

The information is not site specific and does not
eliminate the need for onsite investigation of the soils or
for testing and analysis by personnel experienced in the
design and construction of engineering works.

Government ordinances and regulations that restrict
certain land uses or impose specific design criteria were
not considered in preparing the information in this
section. Local ordinances and regulations need to be
considered in planning, in site selection, and in design.
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Soil properties, site features, and observed
performance were considered in determining the ratings
in this section. During the fieldwork for this soil survey,
determinations were made about grain-size distribution,
liquid limit, plasticity index, soil reaction, depth to
bedrock, hardness of bedrock within 5 to 6 feet of the
surface, soil wetness, depth to a seasonal high water
table, slope, likelihood of flooding, natural soil structure
aggregation, and soil density. Data were collected about
kinds of clay minerals, mineralogy of the sand and silt
fractions, and the kind of adsorbed cations. Estimates
were made for erodibility, permeability, corrosivity, shrink-
swell potential, available water capacity, and other
behavioral characteristics affecting engineering uses.

This information can be used to (1) evaluate the
potential of areas for residential, commercial, industrial,
and recreation uses; (2) make preliminary estimates of
construction conditions; (3) evaluate alternative routes
for roads, streets, highways, pipelines, and underground
cables; (4) evaluate alternative sites for sanitary landfills,
septic tank absorption fields, and sewage lagoons; (5)
plan detailed onsite investigations of soils and geology;
(6) locate potential sources of gravel, sand, earthfiil, and
topsoil; (7) plan drainage systems, irrigation systems,
ponds, terraces, and other structures for soil and water
conservation; and (8) predict performance of proposed
small structures and pavements by comparing the
performance of existing similar structures on the same or
similar soils.

The information in the tables, along with the soil maps,
the soil descriptions, and other data provided in this
survey can be used to make additional interpretations.

Some of the terms used in this soil survey have a
special meaning in soil science and are defined in the
Glossary.

Bullding Site Development

Table 10 shows the degree and kind of soil limitations
that affect shallow excavations, dwellings with and
without basements, small commercial buildings, and local
roads and streets. The limitations are considered s/ight if
soil properties and site features are generally favorable
for the indicated use and limitations are minor and easily
overcome; moderate if soil properties or site features are
not favorable for the indicated use and special planning,
design, or maintenance is needed to overcome or
minimize the limitations; and severe if soil properties or
site features are so unfavorable or so difficult to
overcome that special design, significant increases in
construction costs, and possibly increased maintenance
are required. Special feasibility studies may be required
where the soil limitations are severe.

Shallow excavations are trenches or holes dug to a
maximum depth of 5 or 6 feet for basements, graves,
utility lines, open ditches, and other purposes. The
ratings are based on soil properties, site features, and
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observed performance of the soils. The ease of digging,
filling, and compacting is affected by the depth to
bedrock or a very firm dense layer, stone content, soil
texture, and slope. The time of the year that excavations
can be made is affected by the depth to a seasonal high
water table and the susceptibility of the soil to flooding.
The resistance of the excavation walls or banks to
sloughing or caving is affected by soil texture and the
depth to the water table.

Dwellings and small commercial buildings are
structures built on shallow foundations on undisturbed
soil. The load limit is the same as that for single-family
dwellings no higher than three stories. Ratings are made
for small commercial buildings without basements, for
dwellings with basements, and for dwellings without
basements. The ratings are based on soil properties, site
features, and observed performance of the soils. A high
water table, flooding, shrink-swell potential, and organic
layers can cause the movement of footings. A high water
table, depth to bedrock, large stones, slope, and flooding
affect the ease of excavation and construction.
Landscaping and grading that require cuts and fills of
more than 5 to 6 feet are not considered.

Local roads and streets have an all-weather surface
and carry automobile and light truck traffic all year. They
have a subgrade of cut or fill soil material, a base of
gravel, crushed rock, or stabilized soil material, and a
flexible or rigid surface. Cuts and fills are generally
limited to less than 6 feet. The ratings are based on soil
properties, site features, and observed performance of
the soils. Depth to bedrock, a high water table, flooding,
large stones, and slope affect the ease of excavating
and grading. Soil strength (as inferred from the
engineering classification of the soil), shrink-swell
potential, frost action potential, and depth to a high
water table affect the traffic supporting capacity.

Sanitary Facilities

Table 11 shows the degree and kind of soil limitations
that affect septic tank absorption fields, sewage lagoons,
and sanitary landfills. The fimitations are considered
slight if soil properties and site features are generally
favorable for the indicated use and limitations are minor
and easily overcome; moderate if soil properties or site
features are not favorable for the indicated use and
special planning, design, or maintenance is needed to
overcome or minimize the limitations; and severe if soil
properties or site features are so unfavorable or so
difficult to overcome that special design, significant
increases in construction costs, and possibly increased
maintenance are required.

Table 11 also shows the suitability of the soils for use
as daily cover for landfills. A rating of good indicates that
soil properties and site features are favorable for the use
and good performance and low maintenance can be
expected; fair indicates that soil properties and site
features are moderately favorable for the use and one or
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more soil properties or site features make the soil less
desirable than the soils rated good; and poor indicates
that one or more soil properties or site features are.
unfavorable for the use and overcoming the unfavorable
properties requires special design, extra maintenance, or
costly alteration.

Septic tank absorption fields are areas in which
effluent from a septic tank is distributed into the soil
through subsurface tiles or perforated pipe. Only that
part of the soil between depths of 24 and 72 inches is
evaluated. The ratings are based on soil properties, site
features, and observed performance of the soils.
Permeability, a high water table, depth to bedrock, and
flooding affect absorption of the effluent. Large stones
and bedrock interfere with installation.

Unsatisfactory performance of septic tank absorption
fields, including excessively slow absorption of effluent,
surfacing of effluent, and hillside seepage, can affect
public health. Ground water can be polluted if highly
permeable sand and gravel or fractured bedrock is less
than 4 feet below the base of the absorption field, if
slope is excessive, or if the water table is near the
surface. There must be unsaturated soil material beneath
the absorption field to filter the effluent effectively. Many
local ordinances require that this material be of a certain
thickness.

Sewage lagoons are shallow ponds constructed to
hold sewage while aerobic bacteria decompose the solid
and liquid wastes. Lagoons should have a nearly level
floor surrounded by cut slopes or embankments of
compacted soil. Lagoons generally are designed to hold
the sewage within a depth of 2 to 5 feet. Nearly
impervious soil material for the lagoon floor and sides is
required to minimize seepage and contamination of
ground water.

Table 11 gives ratings for the natural soil that makes
up the lagoon floor. The surface layer and, generally, 1
or 2 feet of soil material below the surface layer are
excavated to provide material for the embankments. The
ratings are based on soil properties, site features, and
observed performance of the soils. Considered in the
ratings are slope, permeability, a high water table, depth
to bedrock, flooding, large stones, and content of
organic matter.

Excessive seepage due to rapid permeability of the
soil or a water table that is high enough to raise the level
of sewage in the lagoon causes a lagoon to function
unsatisfactorily. Pollution results if seepage is excessive
or if floodwater overtops the lagoon. A high content of
organic matter is detrimental to proper functioning of the
lagoon because it inhibits aerobic activity. Slope and
bedrock can cause construction problems, and large
stones can hinder compaction of the lagoon floor.

Sanitary landfills are areas where solid waste is
disposed of by burying it in soil. There are two types of
landfill—trench and area. In a trench landfill, the waste is
placed in a trench. It is spread, compacted, and covered
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daily with a thin layer of soil excavated at the site. In an
area landfill, the waste is placed in successive layers on
the surface of the soil. The waste is spread, compacted,
and covered daily with a thin layer of soil from a source
away from the site.

Both types of landfill must be able to bear heavy
vehicular traffic. Both types involve a risk of ground
water pollution. Ease of excavation and revegetation
needs to be considered.

The ratings in table 11 are based on soil properties,
site features, and observed performance of the soils.
Permeability, depth to bedrock, a high water table, slope,
and flooding affect both types of landfill. Texture, stones
and boulders, highly organic layers, soil reaction, and
content of salts and sodium affect trench type landfills.
Unless otherwise stated, the ratings apply only to that
part of the soil within a depth of about 6 feet. For deeper
trenches, a limitation rated slight or moderate may not
be valid. Onsite investigation is needed.

Daily cover for landfill is the soil material that is used
to cover compacted solid waste in an area type sanitary
landfill. The soil material is obtained offsite, transported
to the landfill, and spread over the waste.

Soil texture, wetness, coarse fragments, and slope
affect the ease of removing and spreading the material
during wet and dry periods. Loamy or silty soils that are
free of large stones or excess gravel are the best cover
for a landfill. Clayey soils are sticky or cloddy and are
difficult to spread; sandy soils are subject to soil blowing.

After soil material has been removed, the soil material
remaining in the borrow area must be thick enough over
bedrock or the water table to permit revegetation. The
soil material used as final cover for a landfill should be
suitable for plants. The surface layer generally has the
best workability, more organic matter, and the best
potential for plants. Material from the surface layer
should be stockpiled for use as the final cover.

Construction Materials

Table 12 gives information about the soils as a source
of roadfill, sand, gravel, and topsoil. The soils are rated
good, fair, or poor as a source of roadfill and topsoil.
They are rated as a probable or improbable source of
sand and gravel. The ratings are based on soil
properties and site features that affect the removal of
the soil and its use as construction material. Normal
compaction, minor processing, and other standard
construction practices are assumed. Each soil is
evaluated to a depth of 5 or 6 feet.

Roadfill is soil material that is excavated in one place
and used in road embankments in another place. In this
table, the soils are rated as a source of roadfill for low
embankments, generally less than 6 feet high and less
exacting in design than higher embankments.

The ratings are for the soil material below the surface
layer to a depth of 5 or 6 feet. It is assumed that soil
layers will be mixed during excavating and spreading.
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Many soils have layers of contrasting suitability within
their profile. The table showing engineering index
properties provides detailed information about each soil
layer. This information can help determine the suitability
of each layer for use as roadfill. The performance of soil
after it is stabilized with lime or cement is not considered
in the ratings.

The ratings are based on soil properties, site features,
and observed performance of the soils. The thickness of
suitable material is a major consideration. The ease of
excavation is affected by large stones, a high water
table, and slope. How well the soil performs in place
after it has been compacted and drained is determined
by its strength (as inferred from the engineering
classification of the soil) and shrink-swell potential.

Soils rated good contain significant amounts of sand
or gravel or both. They have at least 5 feet of suitable
material, low shrink-swell potential, few cobbles and
stones, and slopes of 15 percent or less. Depth to the
water table is more than 3 feet. Soils rated fair are more
than 35 percent silt- and clay-sized particles and have a
plasticity index of less than 10. They have moderate
shrink-swell potential, slopes of 15 to 25 percent, or
many stones. Depth to the water table is 1 to 3 feet.
Soils rated poor have a plasticity index of more than 10,
a high shrink-swell potential, many stones, or slopes of
more than 25 percent. They are wet, and the depth to
the water table is less than 1 foot. They may have layers
of suitable material, but the material is less than 3 feet
thick.

Sand and gravel are natural aggregates suitable for
commercial use with a minimum of processing. Sand and
gravel are used in many kinds of construction.
Specifications for each use vary widely. In table 12, only
the probability of finding material in suitable quantity is
evaluated. The suitability of the material for specific
purposes is not evaluated, nor are factors that affect
excavation of the material.

The properties used to evaluate the soil as a source of
sand or gravel are gradation of grain sizes (as indicated
by the engineering classification of the soil), the
thickness of suitable material, and the content of rock
fragments. Kinds of rock, acidity, and stratification are
given in the soil series descriptions. Gradation of grain
sizes is given in the table on engineering index
properties.

A soil rated as a probable source has a layer of clean
sand or gravel or a layer of sand or gravel that is up to
12 percent silty fines. This material must be at least 3
feet thick and less than 50 percent, by weight, large
stones. All other soils are rated as an improbable
source. Coarse fragments of soft bedrock, such as shale
and siltstone, are not considered to be sand and gravel.

Topsoil is used to cover an area so that vegetation
can be established and maintained. The upper 40 inches
of a soil is evaluated for use as topsoil. Also evaluated is
the reclamation potential of the borrow area.
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Plant growth is affected by toxic material and by such
properties as soil reaction, available water capacity, and
fertility. The ease of excavating, loading, and spreading
is affected by rock fragments, slope, a water table, soil
texture, and thickness of suitable material. Reclamation
of the borrow area is affected by slope, a water table,
rock fragments, bedrock, and toxic material.

Soils rated good have friable loamy material to a depth
of at least 40 inches. They are free of stones and
cobbles, have littte or no gravel, and have slopes of less
than 8 percent. They are low in content of soluble salts,
are naturally fertile or respond well to fertilizer, and are
not so wet that excavation is difficult.

Soils rated fair are sandy soils, loamy soils that have a
relatively high content of clay, soils that have only 20 to
40 inches of suitable material, soils that have an
appreciable amount of gravel, stones, or soluble salts, or
soils that have slopes of 8 to 15 percent. The soils are
not so wet that excavation is difficult.

Soils rated poor are very sandy or clayey, have less
than 20 inches of suitable material, have a large amount
of gravel, stones, or soluble salts, have slopes of more
than 15 percent, or have a seasonal water table at or
near the surface.

The surface layer of most soils is generally preferred
for topsoil because of its organic matter content. Organic
matter greatly increases the absorption and retention of
moisture and nutrients for plant growth.

Water Management

Table 13 gives information on the soil properties and
site features that affect water management. The degree
and kind of soil limitations are given for pond reservoir
areas and for embankments, dikes, and levees. The
limitations are considered s/ight if soil properties and site
features are generally favorable for the indicated use
and limitations are minor and are easily overcome;
moderate if soil properties or site features are not
favorable for the indicated use and special planning,
design, or maintenance is needed to overcome or
minimize the limitations; and severe if soil properties or
site features are so unfavorable or so difficult to
overcome that special design, significant increase in
construction costs, and possibly increased maintenance
are required.

This table also gives for each soil the restrictive
features that affect drainage, irrigation, terraces and
diversions, and grassed waterways.

Pond reservoir areas hold water behind a dam or
embankment. Soils best suited to this use have low
seepage potential in the upper 60 inches. The seepage
potential is determined by the permeability of the soil
and the depth to fractured bedrock or other permeable
material. Excessive slope can affect the storage capacity
of the reservoir area.

Embankments, dikes, and levees are raised structures
of soil material, generally less than 20 feet high,
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constructed to impound water or to protect land against
overflow. In this table, the soils are rated as a source of
material for embankment fill. The ratings apply to the soil
material below the surface layer to a depth of about 5
feet. It is assumed that soil layers will be uniformly mixed
and compacted during construction.

The ratings do not indicate the ability of the natural
soil to support an embankment. Soil properties to a
depth even greater than the height of the embankment
can affect performance and safety of the embankment.
Generally, deeper onsite investigation is needed to
determine these properties.

Soil material in embankments must be resistant to
seepage, piping, and erosion and have favorable
compaction characteristics. Unfavorable features include
less than 5 feet of suitable material and a high content
of stones or boulders, organic matter, or salts or sodium.
A high water table affects the amount of usable material.
It also affects trafficability.

Drainage is the removal of excess surface and
subsurface water from the soil. How easily and
effectively the soil is drained depends on the depth to
bedrock or to other layers that affect the rate of water
movement; permeability; depth to a high water table or
depth of standing water if the soil is subject to ponding;
slope; susceptibility to flooding; subsidence of organic
layers; and potential frost action. Excavating and grading
and the stability of ditchbanks are affected by depth to
bedrock, large stones, slope, and the hazard of cutbanks
caving. The productivity of the soil after drainage is
adversely affected by extreme acidity or by toxic
substances in the root zone, such as salts, sodium, or
sulfur. Availability of drainage outlets is not considered in
the ratings.

Irrigation is the controlled application of water to
supplement rainfall and support plant growth. The design
and management of an irrigation system are affected by
depth to the water table, the need for drainage, flooding,
available water capacity, intake rate, permeability,
erosion hazard, and slope. The construction of a system
is affected by large stones and depth to bedrock. The
performance of a system is affected by the depth of the
root zone, the amount of salts or sodium, and soil
reaction.

Terraces and diversions are embankments or a
combination of channels and ridges constructed across
a slope to reduce erosion and conserve moisture by
intercepting runoff. Slope, wetness, large stones, and
depth to bedrock affect the construction of terraces and
diversions. A restricted rooting depth, a severe hazard of
soil blowing or water erosion, an excessively coarse
texture, and restricted permeability adversely affect
maintenance.

Grassed waterways are natural or constructed
channels, generally broad and shallow, that conduct
surface water to outlets at a nonerosive velocity. Large
stones, wetness, slope, and depth to bedrock affect the
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construction of grassed waterways. A hazard of soil
blowing, low available water capacity, restricted rooting
depth, toxic substances such as salts or sodium, and

restricted permeability adversely affect the growth and
maintenance of the grass after construction.
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Data relating to soil properties are collected during the
course of the soil survey. The data and the estimates of
soil and water features, listed in tables, are explained on
the following pages.

Soil properties are determined by field examination of
the soils and by laboratory index testing of some
benchmark soils. Established standard procedures are
followed. During the survey, many shallow borings are
made and examined to identify and classify the soils and
to delineate them on the soil maps. Samples are taken
from some typical profiles and tested in the laboratory to
determine grain-size distribution, plasticity, and
compaction characteristics. These results are reported in
table 17.

Estimates of soil properties are based on field
examinations, on laboratory tests of samples from the
survey area, and on laboratory tests of samples of
similar soils in nearby areas. Tests verify field
observations, verify properties that cannot be estimated
accurately by field observation, and help characterize
key soils.

The estimates of soil properties shown in the tables
include the range of grain-size distribution and Atterberg
limits, the engineering classifications, and the physical
and chemical properties of the major layers of each soil.
Pertinent soil and water features also are given.

Engineering Index Properties

Table 14 gives estimates of the engineering
classification and of the range of index properties for the
major layers of each soil in the survey area. Most soils
have layers of contrasting properties within the upper 5
or 6 feet.

Depth to the upper and lower boundaries of each layer
is indicated. The range in depth and information on other
properties of each layer are given for each soil series
under “Soil Series and Their Morphology.”

Texture is given in the standard terms used by the
U.S. Department of Agriculture. These terms are defined
according to percentages of sand, silt, and clay in the
fraction of the soil that is less than 2 millimeters in
diameter (fig. 15). “Loam,” for example, is soil that is 7
to 27 percent clay, 28 to 50 percent silt, and less than
52 percent sand. If the content of particles coarser than
sand is as much as about 15 percent, an appropriate
modifier is added, for example, “‘gravelly.” Textural terms
are defined in the Glossary.

percent sand

Figure 15.—Percentages of clay, siit, and sand in the basic USDA
soll textural classes.

Classification of the soils is determined according to
the Unified soil classification system (2) and the system
adopted by the American Association of State Highway
and Transportation Officials (7).

The Unified system classifies soils according to
properties that affect their use as construction material.
Soils are classified according to grain-size distribution of
the fraction less than 3 inches in diameter and according
to plasticity index, liquid limit, and organic matter
content. Sandy and gravelly soils are identified as GW,
GP, GM, GC, SW, SP, SM, and SC,; silty and clayey soils
as ML, CL, OL, MH, CH, and OH; and highly organic
soils as PT. Soils exhibiting engineering properties of two
groups can have a dual classification, for example, CL-
ML.

The AASHTO system classifies soils according to
those properties that affect roadway construction and
maintenance. In this system, the fraction of a mineral soil
that is less than 3 inches in diameter is classified in one
of seven groups from A-1 through A-7 on the basis of
grain-size distribution, liquid limit, and plasticity index.
Soils in group A-1 are coarse grained and low in content
of fines (silt and clay). At the other extreme, soils in
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group A-7 are fine grained. Highly organic soils are
classified in group A-8 on the basis of visual inspection.

If laboratory data are available, the A-1, A-2, and A-7
groups are further classified as A-1-a, A-1-b, A-2-4, A-2-
5, A-2-6, A-2-7, A-7-5, or A-7-6. As an additional
refinement, the suitability of a soil as subgrade material
can be indicated by a group index number. Group index
numbers range from O for the best subgrade material to
20 or higher for the poorest.

Rock fragments larger than 3 inches in diameter are
indicated as a percentage of the total soil on a dry-
weight basis. The percentages are estimates determined
mainly by converting volume percentage in the field to
weight percentage.

Percentage (of soil particles) passing designated
sieves is the percentage of the soil fraction less than 3
inches in diameter based on an ovendry weight. The
sieves, numbers 4, 10, 40, and 200 (USA Standard
Series), have openings of 4.76, 2.00, 0.420, and 0.074
millimeters, respectively. Estimates are based on
laboratory tests of soils sampled in the survey area and
in hearby areas and on estimates made in the field.

Liquid limit and plasticity index (Atterberg limits)
indicate the plasticity characteristics of a soil. The
estimates are based on test data from the survey area or
from nearby areas and on field examination.

The estimates of grain-size distribution, liquid limit, and
plasticity index are generally rounded to the nearest 5
percent. Thus, if the ranges of gradation and Atterberg
limits extend a marginal amount (1 or 2 percentage
points) across classification boundaries, the classification
in the marginal zone is omitted in the table.

Physical and Chemical Properties

Table 15 shows estimates of some characteristics and
features that affect soil behavior. These estimates are
given for the major layers of each soil in the survey area.
The estimates are based on field observations and on
test data for these and similar soils.

Clay as a soil separate consists of mineral soil
particles that are less than 0.002 millimeter in diameter.
In this table, the estimated clay content of each major
soil layer is given as a percentage, by weight, of the soil
material that is less than 2 millimeters in diameter.

The amount and kind of clay greatly affect the fertility
and physical condition of the soil. They determine the
ability of the soil to absorb cations and to retain
moisture. They influence shrink-swell potential,
permeability, and plasticity, the ease of soil dispersion,
and other soil properties. The amount and kind of clay in
a soil also affect tillage and earthmoving operations.

Moist bulk density is the weight of soil (ovendry) per
unit volume. Volume is measured when the soil is at field
moisture capacity, that is, the moisture content at 1/3
bar moisture tension. Weight is determined after drying
the soil at 105 degrees C. In this table, the estimated
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moist bulk density of each major soil horizon is
expressed in grams per cubic centimeter of soil material
that is less than 2 millimeters in diameter. Bulk density
data are used to compute shrink-swell potential,
available water capacity, total pore space, and other soil
properties. The moist bulk density of a soil indicates the
pore space available for water and roots. A bulk density
of more than 1.6 can restrict water storage and root
penetration. Moist bulk density is influenced by texture,
kind of clay, content of organic matter, and soil structure.

Permeability refers to the ability of a soil to transmit
water or air. The estimates indicate the rate of downward
movement of water when the soil is saturated. They are
based on soil characteristics observed in the field,
particularly structure, porosity, and texture. Permeability
is considered in the design of soil drainage systems,
septic tank absorption fields, and construction where the
rate of water movement under saturated conditions
affects behavior.

Available water capacity refers to the quantity of water
that the soil is capable of storing for use by plants. The
capacity for water storage is given in inches of water per
inch of soil for each major soil layer. The capacity varies,
depending on soil properties that affect the retention of
water and the depth of the root zone. The most
important properties are the content of organic matter,
soil texture, bulk density, and soil structure. Available
water capacity is an important factor in the choice of
plants or crops to be grown and in the design and
management of irrigation systems. Availabie water
capacity is not an estimate of the quantity of water
actually available to plants at any given time.

Soil reaction is a measure of acidity or alkalinity and is
expressed as a range in pH values. The range in pH of
each major horizon is based on many field tests. For
many soils, values have been verified by laboratory
analyses. Soil reaction is important in selecting crops
and other plants, in evaluating soil amendments for
fertility and stabilization, and in determining the risk of
corrosion.

Salinily is a measure of soluble salts in the soil at
saturation. It is expressed as the electrical conductivity
of the saturation extract, in millimhos per centimeter at
25 degrees C. Estimates are based on field and
laboratory measurements at representative sites of
nonirrigated soils. The salinity of irrigated soils is
affected by the quality of the irrigation water and by the
frequency of water application. Hence, the salinity of
soils in individual fields can differ greatly from the value
given in the table. Salinity affects the suitability of a soil
for crop production, the stability of soil if used as
construction material, and the potential of the soil to
corrode metal and concrete.

Shrink-swell potential is the potential for volume
change in a soil with a loss or gain in moisture. Volume
change occurs mainly because of the interaction of clay
minerals with water and varies with the amount and type
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of clay minerals in the soil. The size of the load on the
soil and the magnitude of the change in soil moisture
content influence the amount of swelling of soils in
place. Laboratory measurements of swelling of
undisturbed clods were made for many soils. For others,
swelling was estimated on the basis of the kind and
amount of clay minerals in the soil and on
measurements of similar soils.

If the shrink-swell potential is rated moderate to very
high, shrinking and swelling can cause damage to
buildings, roads, and other structures. Special design is
often needed.

Shrink-swell potential classes are based on the
change in length of an unconfined clod as moisture
content is increased from air-dry to field capacity. The
change is based on the soil fraction less than 2
millimeters in diameter. The classes are /ow, a change of
less than 3 percent; moderate, 3 to 6 percent; and high,
more than 6 percent. Very high, greater than 9 percent,
is sometimes used.

Erosion factor K indicates the susceptibility of a soil to
sheet and rill erosion by water. Factor K is one of six
factors used in the Universal Soil Loss Equation (USLE)
to predict the average annual rate of soil loss by sheet
and rill erosion in tons per acre per year. The estimates
are based primarily on percentage of silt, sand, and
organic matter (up to 4 percent) and on soil structure
and permeability. Values of K range from 0.05 to 0.69.
The higher the value, the more susceptible the soil is to
sheet and rill erosion by water.

Erosion factor T is an estimate of the maximum
average annual rate of soil erosion by wind or water that
can occur without affecting crop productivity over a
sustained period. The rate is in tons per acre per year.

Wind erodibility groups are made up of soils that have
similar properties affecting their resistance to soil
blowing in cultivated areas. The groups indicate the
susceptibility to soil blowing. Soils are grouped according
to the following distinctions:

1. Sands, coarse sands, fine sands, and very fine
sands. These soils are generally not suitable for crops.
They are extremely erodible, and vegetation is difficult to
establish.

2. Loamy sands, loamy fine sands, and loamy very
fine sands. These soils are very highly erodible. Crops
can be grown if intensive measures to contro! soil
blowing are used.

3. Sandy loams, coarse sandy loams, fine sandy
loams, and very fine sandy loams. These soils are highly
erodible. Crops can be grown if intensive measures to
control soil blowing are used.

4L. Calcareous loamy soils that are less than 35
percent clay and more than 5 percent finely divided
calcium carbonate. These soils are erodible. Crops can
be grown if intensive measures to control soil blowing
are used.
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4. Clays, silty clays, clay loams, and silty clay loams
that are more than 35 percent clay. These soils are
moderately erodible. Crops can be grown if measures to
control soil blowing are used.

5. Loamy soils that are less than 18 percent clay and
less than 5 percent finely divided calcium carbonate and
sandy clay loams and sandy clays that are less than 5
percent finely divided calcium carbonate. These soils are
slightly erodible. Crops can be grown if measures to
control soil blowing are used.

6. Loamy soils that are 18 to 35 percent clay and
less than 5 percent finely divided calcium carbonate,
except silty clay loams. These soils are very slightly
erodible. Crops can easily be grown.

7. Silty clay loams that are less than 35 percent clay
and less than 5 percent finely divided calcium carbonate.
These soils are very slightly erodible. Crops can easily
be grown.

8. Stony or gravelly soils and other soils not subject
to soil blowing.

Organic matter is the plant and animal residue in the
soil at various stages of decomposition. In table 15, the
estimated content of organic matter is expressed as a
percentage, by weight, of the soil material that is less
than 2 millimeters in diameter.

The content of organic matter of a soil can be
maintained or increased by returning crop residue to the
soil. Organic matter affects the available water capacity,
infiltration rate, and tilth. It is a source of nitrogen and
other nutrients for crops.

Soil and Water Features

Table 16 gives estimates of various soil and water
features. The estimates are used in land use planning
that involves engineering considerations.

Hyadrologic soil groups are used to estimate runoff
from precipitation. Soils not protected by vegetation are
assigned to one of four groups. They are grouped
according to the intake of water when the soils are
thoroughly wet and receive precipitation from long-
duration storms.

The four hydrologic soil groups are:

Group A. Soils having a high infiltration rate (low runoff
potential) when thoroughly wet. These consist mainly of
deep, well drained to excessively drained sands or
gravelly sands. These soils have a high rate of water
transmission.

Group B. Soils having a moderate infiltration rate when
thoroughly wet. These consist chiefly of moderately deep
or deep, moderately well drained or well drained soils
that have moderately fine texture to moderately coarse
texture. These soils have a moderate rate of water
transmission.

Group C. Soils having a slow infiltration rate when
thoroughly wet. These consist chiefly of soils having a
layer that impedes the downward movement of water or
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soils of moderately fine texture or fine texture. These
soils have a slow rate of water transmission.

Group D. Soils having a very slow infiltration rate (high
runoff potential) when thoroughly wet. These consist
chiefly of clays that have a high shrink-swell potential,
soils that have a permanent high water table, soils that
have a claypan or clay layer at or near the surface, and
soils that are shallow over nearly impervious material.
These soils have a very slow rate of water transmission.

Flooding, the temporary inundation of an area, is
caused by overflowing streams, by runoff from adjacent
slopes, or by tides. Water standing for short periods after
rainfall or snowmelt is not considered flooding, nor is
water in swamps and marshes.

Table 16 gives the frequency and duration of flooding
and the time of year when flooding is most likely.

Frequency, duration, and probable dates of occurrence
are estimated. Frequency is expressed as none, rare,
occasional, and frequent. None means that flooding is
not probable; rare that it is unlikely but possible under
unusual weather conditions; occasional that it occurs, on
the average, once or less in 2 years; and frequent that it
occurs, on the average, more than once in 2 years.
Duration is expressed as very brief if less than 2 days,
brief it 2 to 7 days, and /ong if more than 7 days.
Probable dates are expressed in months; November-
May, for example, means that flooding can occur during
the period November through May.

The information is based on evidence in the soil
profile, namely thin strata of gravel, sand, silt, or clay
deposited by floodwater; irregular decrease in organic
matter content with increasing depth; and absence of
distinctive horizons that form in soils that are not subject
to flooding.

Also considered are local information about the extent
and levels of flooding and the relation of each soil on
the landscape to historic floods. Information on the
extent of flooding based on soil data is less specific than
that provided by detailed engineering surveys that
delineate flood-prone areas at specific flood frequency
levels.

High water table (seasonal) is the highest level of a
saturated zone in the soil in most years. The depth to a
seasonal high water table applies to undrained soils. The
estimates are based mainly on the evidence of a
saturated zone, namely grayish colors or mottles in the
soil. Indicated in table 16 are the depth to the seasonal
high water table; the kind of water table—that is,
perched or apparent; and the months of the year that
the water table commonly is high. A water table that is
seasonally high for less than 1 month is not indicated in
table 16.

An apparent water table is a thick zone of free water
in the soil. It is indicated by the level at which water
stands in an uncased borehole after adequate time is
allowed for adjustment in the surrounding soil. A perched

water table is water standing above an unsaturated
zone. In places an upper, or perched, water table is
separated from a lower one by a dry zone.

Only saturated zones within a depth of about 6 feet
are indicated. A plus sign preceding the range in depth
indicates that the water table is above the surface of the
soil. The first numeral in the range indicates how high
the water rises above the surface. The second numeral
indicates the depth below the surface.

Depth to bedrock is given if bedrock is within a depth
of 5 feet. The depth is based on many soil borings and
on observations during soil mapping. The rock is either
soft or hard. If the rock is soft or fractured, excavations
can be made with trenching machines, backhoes, or
small rippers. If the rock is hard or massive, blasting or
special equipment generally is needed for excavation.

Risk of corrosion pertains to potential soil-induced
electrochemical or chemical action that dissolves or
weakens uncoated steel or concrete. The rate of
corrosion of uncoated steel is related to such factors as
soil moisture, particle-size distribution, acidity, and
electrical conductivity of the soil. The rate of corrosion of
concrete is based mainly on the sulfate and sodium
content, texture, moisture content, and acidity of the soil.
Special site examination and design may be needed if
the combination of factors creates a severe corrosion
environment. The steel in installations that intersect soil
boundaries or soil layers is more susceptible to corrosion
than steel in installations that are entirely within one kind
of soil or within one soil layer. ’

For uncoated steel, the risk of corrosion, expressed as
low, moderate, or high, is based on soil drainage class,
total acidity, electrical resistivity near field capacity, and
electrical conductivity of the saturation extract.

For concrete, the risk of corrosion is also expressed
as low, moderate, or high. It is based on soil texture,
acidity, and amount of sulfates in the saturation extract.

Engineering Index Test Data

Table 17 shows laboratory test data for several
pedons sampled at carefully selected sites in the survey
area. The pedons are representative of the series
described in the section “Soil Series and Their
Morphology.” The soil samples were tested by the
Kansas Department of Transportation.

The testing methods generally are those of the
American Association of State Highway and
Transportation Officials (AASHTO) or the American
Society for Testing and Materials (ASTM).

The tests and methods are AASHTO classification—M
145 (AASHTQ), D 3282 (ASTM); Unified classification—
D 2487 (ASTM); Mechanical analysis—T 88 (AASHTO),
D 2217 (ASTM); Liquid limit—T 89 (AASHTO), D 423
(ASTM); Plasticity index—T 90 (AASHTOQ), D 424
(ASTM); and Moisture density, Method A—T 99
(AASHTOQ), D 698 (ASTM).
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Classification of the Soils

The system of soil classification used by the National
Cooperative Soil Survey has six categories (7). Beginning
with the broadest, these categories are the order,
suborder, great group, subgroup, family, and series.
Classification is based on soil properties observed in the
field or inferred from those observations or from
laboratory measurements. Table 18 shows the
classification of the soils in the survey area. The
categories are defined in the following paragraphs.

ORDER. Ten soil orders are recognized. The
differences among orders refiect the dominant soil-
forming processes and the degree of soil formation.
Each order is identified by a word ending in so/. An
example is Mollisol.

SUBORDER. Each order is divided into suborders
primarily on the basis of properties that influence soil
genesis and are important to plant growth or properties
that reflect the most important variables within the
orders. The last syllable in the name of a suborder
indicates the order. An example is Ustoll (Ust, meaning
intermittent dryness, plus o//, from Mollisol).

GREAT GROUP. Each suborder is divided into great
groups on the basis of close similarities in kind,
arrangement, and degree of development of pedogenic
horizons; soil moisture and temperature regimes; and
base status. Each great group is identified by the name
of a suborder and by a prefix that indicates a property of
the soil. An example is Haplustolls (Hap/, meaning
minimal horizonation, plus usto//, the suborder of the
Mollisols that have an ustic moisture regime).

SUBGROUP. Each great group has a typic subgroup.
Other subgroups are intergrades or extragrades. The
typic is the central concept of the great group; it is not
necessarily the most extensive. Intergrades are
transitions to other orders, suborders, or great groups.
Extragrades have some properties that are not
representative of the great group but do not indicate
transitions to any other known kind of soil. Each
subgroup is identified by one or more adjectives
preceding the name of the great group. The adjective
Typic identifies the subgroup that typifies the great
group. An example is Typic Haplustolls.

FAMILY. Families are established within a subgroup on
the basis of physical and chemical properties and other
characteristics that affect management. Mostly the
properties are those of horizons below plow depth where
there is much biological activity. Among the properties

and characteristics considered are particle-size class,
mineral content, temperature regime, depth of the root
zone, consistence, moisture equivalent, slope, and
permanent cracks. A family name consists of the name
of a subgroup preceded by terms that indicate soil
properties. An example is fine-silty, mixed, mesic Typic
Haplustolls.

SERIES. The series consists of soils that have similar
horizons in their profile. The horizons are similar in color,
texture, structure, reaction, consistence, mineral and
chemical composition, and arrangement in the profile.
The texture of the surface layer or of the substratum can
differ within a series.

Soil Series and Their Morphology

In this section, each soil series recognized in the
survey area is described. The descriptions are arranged
in alphabetic order.

Characteristics of the soil and the material in which it
formed are identified for each series. The soil is
compared with similar soils and with nearby soils of
other series. A pedon, a small three-dimensional area of
soil, that is typical of the series in the survey area is
described. The detailed description of each soil horizon
follows standards in the Soif Survey Manual (6). Many of
the technical terms used in the descriptions are defined
in Soil Taxonomy (7). Unless otherwise stated, matrix
colors in the descriptions are for dry soil. Following the
pedon description is the range of important
characteristics of the soils in the series.

The map units of each soil series are described in the
section “Detailed Soil Map Units.”

Albion Series

The Albion series consists of deep, somewhat
excessively drained soils on uplands. These soils formed
in loamy sediments that are 20 to 40 inches deep over
sandy alluvium. Permeability is moderately rapid in the
solum and rapid in the substratum. Slope ranges from 1
to 15 percent.

Albion soils are similar to Attica and Canadian soils
and are commonly adjacent to Case, Clark, and
Shellabarger soils. Attica and Canadian soils have finer
sand in the subsoil and substratum than the Albion soils.
Case, Clark, and Shellabarger soils have a subsoil that is
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maore clayey than that of the Albion soils. Also, they are
higher on the landscape.

Typical pedon of Albion sandy loam, 1 to 4 percent
slopes, 2,290 feet south and 2,490 feet west of the
northeast corner of sec. 3, T.29 S, R. 17 W.

A—0 to 11 inches; grayish brown (10YR 5/2) sandy
loam, very dark grayish brown (10YR 3/2) moist;
weak medium granular structure; slightly hard,
friable; many fine roots; slightly acid; clear smooth
boundary.

Bt1—11 to 17 inches; brown (10YR 5/3) sandy loam,
dark brown (10YR 4/3) moist; weak medium
subangular blocky structure; slightly hard, friable;
common fine roots; slightly acid; gradual smooth
boundary.

Bt2—17 to 24 inches; brown (7.5YR 5/4) sandy loam,
dark brown (7.5YR 4/4) moist; weak medium
subangular blocky structure; slightly hard, friable;
few fine roots; slightly acid; gradual smooth
boundary.

2C—24 to 60 inches; light yellowish brown (10YR 6/4)
sand, yellowish brown (10YR 5/4) moist; single
grained; loose; neutral.

The thickness of the solum and the depth to sand or
sand and gravel range from 20 to 40 inches. The
content of gravel in the solum ranges from 0 to 15
percent.

The A horizon has hue of 10YR or 7.5YR, value of 4
or 5 (2 or 3 moist), and chroma of 2 or 3. It is slightly
acid or medium acid. The Bt horizon has hue of 10YR,
7.5YR, or 5YR, value of 4 to 6 (3 to 5 moist), and
chroma of 2 to 4. It ranges from slightly acid to mildly
alkaline. The 2C horizon has hue of 10YR or 7.5YR,
value of 4 1o 6 (4 or 5 moist), and chroma of 3 to 6. It is
loamy sand, coarse sand, or gravelly sand. it ranges
from slightly acid to moderately alkaline.

Attica Series

The Attica series consists of deep, well drained,
moderately rapidly permeable soils on uplands. These
soils formed in loamy eolian deposits. Slope ranges from
1 to 4 percent.

Attica soils are similar to Albion, Canadian, Naron, and
Pratt soils and are commonly adjacent to Carwile,
Farnum, Naron, and Pratt soils. The somewhat
excessively drained Albion soils have a sandy
substratum. Canadian soils do not have an argillic
horizon. The somewhat poorly drained Carwile soils have
a clayey subsoil and are in depressions. Farnum and
Naron soils have a subsoil that is more clayey than that
of the Attica soils. Also, they are lower on the landscape.
Pratt soils have a subsoil that is sandier than that of the
Attica soils. Also, they are higher on the landscape.

Soil Survey

Typical pedon of Attica loamy fine sand, 1 to 4 percent
slopes, 2,540 feet north and 175 feet east of the
southwest corner of sec. 1, T. 28 S, R. 18 W.

Ap1—0 to 7 inches; pale brown (10YR 6/3) loamy fine
sand, brown (10YR 4/3) moist; weak fine granular
structure; soft, very friable; many fine roots; slightly
acid; abrupt smooth boundary.

Ap2—7 to 10 inches; pale brown (10YR 6/3) loamy fine
sand, dark brown (10YR 3/3) moist; weak thick platy
structure parting to weak fine granular; soft, very
friable; many fine roots; slightly acid; abrupt smooth
boundary.

BA—10 to 15 inches; grayish brown (10YR 5/2) fine
sandy loam, very dark grayish brown (10YR 3/2)
moist; weak medium granular structure; slightly bard,
friable; many fine roots; slightly acid; clear smooth
boundary.

Bt—15 to 30 inches; brown (10YR 5/3) fine sandy loam,
dark brown (10YR 4/3) moist; weak medium
subangular biocky structure; slightly hard, friable;
clay bridges between sand grains; slightly acid;
gradual smooth boundary.

C—30 to 60 inches; brown (10YR 5/3) fine sandy loam,
dark brown (10YR 4/3) moist; massive; soft, very
friable; neutral.

The thickness of the solum ranges from 22 to 50
inches. The A horizon has hue of 10YR, value of 4 to 6
(3 or 4 moist), and chroma of 2 or 3. It is dominantly
loamy fine sand, but the range includes fine sandy loam.
This horizon is slightly acid or neutral. The Bt horizon
has hue of 10YR or 7.5YR, value of 4 to 6 (4 or 5 moist),
and chroma of 2 to 4. The C horizon has hue of 10YR or
7.5YR, value of 5 or 6 (4 or 5 moist), and chroma of 3 to
6. It is fine sandy loam or loamy fine sand. Silty or more
clayey strata that contain lime are below a depth of 40
inches in some pedons.

Canadian Series

The Canadian series consists of deep, well drained,
moderately rapidly permeable soils on stream terraces.
These soils formed in loamy alluvium. Slope ranges from
0 to 2 percent.

Canadian soils are similar to Albion and Attica soils
and are commonly adjacent to Lincoln, Plevna, and
Waldeck soils. Albion and Attica soils have an argillic
horizon. Lincoln, Plevna, and Waldeck soils are on flood
plains. The somewhat excessively drained Lincoln soils
have a sandy subsoil. Plevna soils are poorly drained,
and Waldeck soils are somewhat poorly drained.

Typical pedon of Canadian fine sandy loam, 1,590 feet
east and 2,465 feet north of the southwest corner of
sec. 10, T.29 S,,R. 17 W.
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A—0 to 14 inches; grayish brown (10YR 5/2) fine sandy
loam, very dark grayish brown (10YR 3/2) moist;
weak fine granular structure; slightly hard, friable;
many fine roots; neutral; gradual smooth boundary.

Bw—14 to 30 inches; brown (10YR 5/3) fine sandy
loam, dark brown (10YR 4/3) moist; weak fine
granular structure; slightly hard, friable; common fine
roots; neutral; gradual smooth boundary.

C—30 to 60 inches; yellowish brown (10YR 5/4) fine
sandy loam, dark brown (10YR 4/3) moist; massive;
slightly hard, very friable; common fine roots
decreasing in abundance with increasing depth;
neutral.

The thickness of the solum ranges from 20 to 40
inches. The A horizon has hue of 10YR, value of 4 or 5
(2 or 3 moist), and chroma of 2 or 3. It is slightly acid or
neutral. The Bw horizon has hue of 10YR or 7.5YR,
value of 4 or 5 (3 or 4 moist), and chroma of 2 to 4. It is
slightly acid or neutral. The C horizon has hue of 10YR
or 7.5YR, value of 5 or 6 (4 or 5 moist), and chroma of 3
or 4. It ranges from slightly acid to mildly alkaline. Some
pedons are loamy fine sand below a depth of 40 inches.

Canlon Series

The Canlon series consists of shallow, well drained,
moderately permeable soils on uplands. These soils
formed in material weathered from caliche. Slope ranges
from 7 to 20 percent.

Canlon soils are commonly adjacent to Case, Clark,
and Owens soils. Case and Clark soils are more than 40
inches deep over bedrock. Case soils are in landscape
positions similar to those of the Canlon soils. Clark soils
are in the less sloping areas. Owens soils are clayey.
They are on the lower slopes.

Typical pedon of Canlon loam, in an area of Case-
Canlon complex, 7 to 20 percent slopes, 2,000 feet west
and 350 feet south of the northeast corner of sec. 11, T.
30S.,R.18W.

A—O0 to 5 inches; light brownish gray (10YR 6/2) loam,
dark grayish brown (10YR 4/2) moist; weak fine
granular structure; slightly hard, friable; many fine
and medium roots; violent effervescence;
moderately alkaline; clear smooth boundary.

AC—5 to 10 inches; light brownish gray (10YR 6/2)
loam, dark grayish brown (10YR 4/2) moist; weak
medium granular structure; slightly hard, friable;
many fine and medium roots; few small caliche
fragments; violent effervescence; moderately
alkaline; clear smooth boundary.

C—10 to 14 inches; light gray (10YR 7/2) loam, brown
(10YR 5/3) moist; massive; slightly hard, friable;
common fine roots; common fine caliche fragments;
violent effervescence; moderately alkaline; abrupt
wavy boundary.

R—14 inches; hard caliche.
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The thickness of the solum ranges from 3 to 12
inches. The depth to caliche bedrock ranges from 10 to
20 inches. The content of caliche fragments less than 3
inches in diameter ranges from 0 to 25 percent
throughout the profile.

The A horizon has hue of 10YR, value of 4to 6 (310 5
moist), and chroma of 2 or 3. The C horizon has hue of
10YR, value of 6 to 8 (4 to 7 moist), and chroma of 2 to
4. It is loam or gravelly loam.

Carwile Series

The Carwile series consists of deep, somewhat poorly
drained, slowly permeable soils on broad, slightly
depressional uplands. These soils formed in old alluvium.
Slope is 0 to 1 percent.

Carwile soils are commonly adjacent to Attica,
Farnum, Naron, and Pratt soils. All the adjacent soils are
well drained. They have a subsoil that is less clayey than
that of the Carwile soils. Also, they are higher on the
landscape.

Typical pedon of Carwile fine sandy loam, 225 feet
east and 125 feet south of the northwest corner of sec.
24, T.27 S, R. 17 W.

Ap—O0 to 6 inches; grayish brown (10YR 5/2) fine sandy
loam, very dark grayish brown (10YR 3/2) moist;
weak fine granular structure; soft, very friable;
medium acid; abrupt smooth boundary.

A—®6 to 15 inches; gray (10YR 5/1) fine sandy loam,
very dark gray (10YR 3/1) moist; weak medium
granular structure; slightly hard, friable; slightly acid;
gradual smooth boundary.

Bt—15 to 36 inches; gray (10YR 6/1) clay, dark gray
(10YR 4/1) moist; moderate medium blocky
structure; very hard, firm; thick continuous clay films;
neutral; gradual smooth boundary.

BC—36 to 50 inches; light brownish gray (2.5Y 6/2) clay,
grayish brown (2.5Y 5/2) moist; weak coarse blocky
structure; very hard, firm; few soft accumulations of
lime; mildly alkaline; gradual smooth boundary.

C—50 to 60 inches; light brownish gray (2.5Y 6/2) clay,
olive gray (5Y 5/2) moist; few medium distinct light
olive brown (2.5Y 5/4) mottles; massive; hard, firm;
common fine lime concretions and soft
accumulations of lime; moderately alkaline.

The thickness of the solum ranges from 30 to 60
inches. The A horizon has hue of 10YR, value of 4 or 5
(2 or 3 moist), and chroma of 1 or 2. It is dominantly fine
sandy loam, but the range includes loamy fine sand. This
horizon ranges from medium acid to neutral. The Bt
horizon has hue of 10YR or 2.5Y, value of 4 to 6 (3to 5
moist), and chroma of 1 or 2. It is clay or clay loam. It
ranges from slightly acid to mildly alkaline. The C horizon
has hue of 10YR, 2.5Y, or 5Y, value of 5or 6 (4 or 5
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moist), and chroma of 2 to 4. It is sandy clay loam or
clay.

Case Series

The Case series consists of deep, well drained,
moderately permeable soils on uplands. These soils
formed in calcareous, loamy old alluvium. Slope ranges
from 2 to 15 percent.

Case soils are similar to Clark soils and are commonly
adjacent to Albion, Canlon, Clark, and Owens soils. The
noncalcareous Albion soils contain less clay in the
subsoil than the Case soils. Also, they are lower on the
landscape. Canlon soils are 10 to 20 inches deep over
caliche. They are on slopes above the Case soils. Clark
soils have a mollic epipedon. Owens soils are clayey and
are 10 to 20 inches deep over shale. They are below the
Case soils on the landscape.

Typical pedon of Case clay loam, 2 to 7 percent
slopes, 2,065 feet west and 150 feet north of the
southeast corner of sec. 30, T. 30 S, R. 17 W.

Ap—O0 to 6 inches; grayish brown (10YR 5/2) clay loam,
very dark grayish brown (10YR 3/2) moist; moderate
medium granular structure; hard, friable; common
fine lime concretions; strong effervescence;
moderately alkaline; abrupt smooth boundary.

Bw—6 to 18 inches; light brownish gray (10YR 6/2) clay
loam, grayish brown (10YR 5/2) moist; weak coarse
subangular blocky structure parting to moderate
medium granular; hard, friable; many medium
rounded lime concretions; few fine soft
accumulations of lime; strong effervescence;
moderately alkaline; gradual smooth boundary.

Bk—18 to 26 inches; very pale brown (10YR 7/3) clay
loam, pale brown (10YR 6/3) moist, common
medium distinct reddish yellow (7.5YR 6/6) mottles;
moderate medium subangular blocky structure; very
hard, firm; some light brownish gray (10YR 6/2) ped
faces; common fine soft accumulations of lime;
strong effervescence; moderately alkaline; gradual
smooth boundary.

C—26 to 60 inches; very pale brown (10YR 7/3) clay
loam, pale brown (10YR 6/3) moist; massive; hard,
friable; common medium soft accumulations of lime;
strong effervescence; moderately alkaline.

The soils are calcareous and mildly alkaline or
moderately alkaline throughout. The A horizon has hue
of 10YR, value of 4 to 6 (3 to 5 moist), and chroma of 2
or 3. It is dominantly clay loam, but the range includes
joam and fine sandy loam. The Bw and C horizons have
hue of 10YR, 7.5YR, or 5YR, value of 5t0 7 (4 to 6
moist), and chroma of 2 to 4. They are clay loam or
loam.

Soil Survey

Clark Series

The Clark series consists of deep, well drained,
moderately permeable soils on uplands. These soils
formed in calcareous, loamy old alluvium. Slope ranges
from 1 to 7 percent.

Clark soils are similar to Case soils and are commonly
adjacent to Albion, Case, and Harney soils. The
noncalcareous Alhion soils contain less clay in the
subsoil than the Clark soils. Also, they are lower on the
landscape. Case soils do not have a mollic epipedon.
Harney soils have a silty subsoil. They are on the higher
parts of the landscape.

Typical pedon of Clark loam, 1 to 3 percent slopes,
800 feet north and 75 feet east of the southwest corner
ofsec. 9, T.29 S,,R. 17 W.

Ap—o0 to 5 inches; grayish brown (10YR 5/2) loam, very
dark grayish brown (10YR 3/2) moist; weak medium
granular structure; hard, friable; strong
effervescence; moderately alkaline; abrupt smooth
boundary.

A—S5 to 10 inches; grayish brown (10YR 5/2) clay loam,
very dark grayish brown (10YR 3/2) moist; weak
medium granular structure; hard, friable; strong
effervescence; moderately alkaline; clear smooth
boundary.

Bw—10 to 15 inches; grayish brown (10YR 5/2) clay
loam, very dark grayish brown (10YR 3/2) moist;
moderate medium prismatic structure parting to
weak medium subangular blocky; hard, friable; few
worm casts; violent effervescence; few small
rounded carbonate concretions; moderately alkaline;
clear smooth boundary.

Bk—15 to 34 inches; light yellowish brown (10YR 6/4)
clay loam, dark yellowish brown (10YR 4/4) moist;
weak medium subangular blocky structure; hard,
firm; few worm casts; violent effervescence; many
soft masses and threads of lime; few small rounded
carbonate concretions; moderately alkaline; gradual
smooth boundary.

C—34 to 60 inches; light yellowish brown (10YR 6/4)
clay loam, yellowish brown (10YR 5/4) moist;
massive; hard, friable; violent effervescence;
common soft masses and threads of lime; few small
rounded carbonate concretions; moderately alkaline.

The soils are mildly alkaline or moderately alkaline
loam or clay loam throughout. The A horizon has hue of
10YR, value of 3 to 5 {2 or 3 moist), and chroma of 2 or
3. The Bw horizon has hue of 10YR or 7.5YR, value of 4
to 6 (3 to 5 moist), and chroma of 2 to 4. The C horizon
has hue of 10YR, 7.5YR, or 5YR, value of 5t0 7 (4 10 6.
moist), and chroma of 2 {0 6.
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Coly Series

The Coly series consists of deep, well drained,
moderately permeable soils on uplands. These soils
formed in silty, calcareous loess. Slope ranges from 4 to
40 percent.

Coly soils are similar to Uly soils and are commonly
adjacent to Harney, Holdrege, Tobin, and Uly soils.
Harney and Holdrege soils have a subsoil that is more
clayey than that of the Coly soils. Also, they are higher
on the landscape. Tobin soils have a mollic epipedon
that is more than 20 inches thick and are on flood plains.
Uly soils have a mollic epipedon and are higher on the
landscape than the Coly soils.

Typical pedon of Coly silt loam, 4 to 9 percent slopes,
1,500 feet north and 175 feet west of the southeast
corner of sec. 11, T. 29 S., R. 18 W.

Ap—oO0 to 5 inches; pale brown (10YR 6/3) silt loam,
brown (10YR 5/3) moist; weak fine granular
structure; slightly hard, friable; strong effervescence;
few lime concretions; moderately alkaline; clear
smooth boundary.

AC—5 to 12 inches; very pale brown (10YR 7/3) silt
loam, pale brown (10YR 6/3) moist; weak fine
granular structure; slightly hard, friable; strong
effervescence; common fine spots of lime; few fine
lime concretions; moderately alkaline; gradual
smooth boundary.

C—12 to 60 inches; very pale brown (10YR 7/3) silt
loam, pale brown (10YR 6/3) moist; massive; slightly
hard, friable; violent effervescence; common films
and threads of lime; some root channels lined with
lime; moderately alkaline.

The thickness of the solum ranges from 3 to 14
inches. Typically, lime is at the surface, but some
pedons do not have lime in the upper 6 inches. The soils
are mildly alkaline or moderately alkaline silt loam or
loam throughout.

The A horizon has hue of 10YR, value of 5t0 7 (3t0 5
moist), and chroma of 2 or 3. The AC and C horizons
have hue of 10YR or 7.5YR, value of 5to 7 (4 to 6
moist), and chroma of 2 or 3.

Dale Series

The Dale series consists of deep, well drained,
moderately permeable soils on stream terraces. These
soils formed in silty alluvium. Slope ranges from 0 to 2
percent.

Dale soils are similar to Tobin soils and are commonly
adjacent to Lincoln, Plevna, Tobin, and Waldeck soils.
The adjacent soils are on flood plains. The somewhat
excessively drained Lincoln soils are sandy. The poorly
drained Plevna soils and the somewhat poorly drained
Waldeck soils have a loamy subsoil. Tobin soils are
frequently flooded or occasionally flooded.
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Typical pedon of Dale silt loam, 1,300 feet south and
200 feet east of the northwest corner of sec. 33, T. 30
S, R. 19 W.

Ap—0 to 7 inches; grayish brown (10YR 5/2) silt loam,
very dark grayish brown (10YR 3/2) moist; weak fine
granular structure; hard, friable; many fine roots;
slightly acid; abrupt smooth boundary.

A—7 to 16 inches; dark grayish brown (10YR 4/2) silt
loam, very dark brown (10YR 2/2) moist; moderate
medium granuiar structure; slightly hard, friable;
many fine roots; neutral; clear smooth boundary.

Bw1—16 to 28 inches; grayish brown (10YR 5/2) silty
clay loam, very dark grayish brown (10YR 3/2)
moist; moderate medium subangular blocky
structure, very hard, friable; many fine roots; mildly
alkaline; gradual smooth boundary.

Bw2—28 to 34 inches; grayish brown (10YR 5/2) silty
clay loam, dark grayish brown (10YR 4/2) moist;
weak medium subangular blocky structure; very
hard, firm; common fine roots; few threads and
seams of lime; moderately alkaline; gradual smooth
boundary.

C—34 to 60 inches; pale brown (10YR 6/3) silt loam,
brown (10YR 5/3) moist; massive; hard, friable;
moderately alkaline; strong effervescence.

The thickness of the mollic epipedon and the depth to
lime range from 20 to 50 inches. The A horizon has hue
of 10YR, value of 4 or 5 (2 or 3 moist), and chroma of 2
or 3. The Bw horizon has hue of 10YR, value of 4 or 5 (2
or 3 moist), and chroma of 2 to 4. It is silt loam or silty
clay loam. It ranges from slightly acid to mildly alkaline.
The C horizon has hue of 10YR or 7.5YR, value of 4 o 6
(3 to 5 moist), and chroma of 3 to 6. It is mildly alkaline
or moderately alkaline.

Farnum Series

The Farnum series consists of deep, well drained,
moderately permeable soils on uplands. These soils
formed in loamy old alluvium. Slope ranges from 0 to 3
percent.

Farnum soils are similar to Naron soils and are
commonly adjacent to Carwile, Naron, and Shellabarger
soils. The somewhat poorly drained Carwile soils have a
clayey subsoil and are in depressions. Naron and
Shellabarger soils contain less clay in the subsoil than
the Farnum soils. Also, Naron soils are higher on the
landscape, and Shellabarger soils are lower on the
landscape.

Typical pedon of Farnum loam, 1 to 3 percent slopes,
1,350 feet west and 300 feet south of the northeast
corner of sec. 5, T.29 S, R. 16 W.

Ap—o0 to 6 inches; dark grayish brown (10YR 4/2) loam,
very dark brown (10YR 2/2) moist; weak medium
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granular structure; hard, friable; slightly acid; abrupt
smooth boundary.

A—6 to 11 inches; very dark grayish brown (10YR 3/2)
loam, very dark brown (10YR 2/2) moist; moderate
medium granular structure; hard, friable; slightly acid;
clear smooth boundary.

BA—11 to 18 inches; dark grayish brown (10YR 4/2)
clay loam, very dark grayish brown (10YR 3/2)
moist; moderate medium subangular blocky
structure; hard, firm; neutral; clear smooth boundary.

Bt1-—18 to 36 inches; brown (7.5YR 5/2) clay loam, dark
brown (7.5YR 3/2) moist; moderate medium
prismatic structure parting to moderate medium
blocky; very hard, firm; continuous clay films on
faces of peds; neutral; gradual smooth boundary.

Bt2—36 to 44 inches; brown (7.5YR 5/4) clay loam, dark
brown (7.5YR 4/4) moist; weak medium prismatic
structure parting to weak medium subangular blocky;
hard, firm; clay films on some faces of peds; neutral;
clear smooth boundary.

BC—44 to 51 inches; light brown (7.5YR 6/4) clay loam,
brown (7.5YR 5/4) moist; weak coarse subangular
blocky structure; hard, firm; mildly alkaline; clear
smooth boundary.

C—51 to 60 inches; light brown (7.5YR 6/4) clay loam,
brown (7.5YR 5/4) moist; massive; hard, friable; few
films and threads of lime; moderately alkaline.

The thickness of the solum ranges from 30 to more
than 60 inches. The depth to lime ranges from 36 to
more than 60 inches.

The A horizon has hue of 10YR, value of 3to 5 (2 or 3
moist), and chroma of 2 or 3. It is dominantly loam, but
the range includes fine sandy loam. This horizon is
slightly acid or neutral. The Bt horizon has hue of 10YR
or 7.5YR, value of 4 to 6 (3 to 5 moist), and chroma of 2
to 4. It is clay loam or sandy clay loam. It ranges from
slightly acid to mildly atkaline. The C horizon has hue of
10YR or 7.5YR, value of 4 to 6 (3 to 5 moist), and
chroma of 3 or 4. It is loam, clay loam, sandy clay loam,
or fine sandy loam. It ranges from neutral to moderately
alkaline.

Harney Series

The Harney series consists of deep, well drained,
moderately slowly permeable soils on uplands. These
soils formed in loess. Slope ranges from 0 to 3 percent.

Harney soils are similar to Holdrege soils and are
commonly adjacent to Coly, Holdrege, and Uly soils.
Coly soils are calcareous at a shallower depth than the
Harney soils and contain less clay in the subsoil. They
are on the steeper siopes below the Harney soils.
Holdrege and Uly soils contain less clay in the subsail
than the Harney soils. Also, they are lower on the
jandscape.
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Typical pedon of Harney silt loam, 0 to 1 percent
slopes, 300 feet south and 125 feet west of the
northeast corner of sec. 1, T.29 S,, R. 19 W.

Ap—0 to 5 inches; grayish brown (10YR 5/2) silt loam,
very dark grayish brown (10YR 3/2) moist; weak fine
granular structure; slightly hard, friable; many fine
roots; slightly acid; abrupt smooth boundary.

AB—S5 to 14 inches; dark grayish brown (10YR 4/2) silty
clay loam, very dark grayish brown (10YR 3/2)
moist; weak medium granular structure; hard, friable;
common fine roots; neutral; clear smooth boundary.

Bt—14 to 28 inches; grayish brown (10YR 5/2) silty clay
loam, dark grayish brown (10YR 4/2) moist;
moderate medium blocky structure; very hard, very
firm; common fine roots; mildly alkaline; clear
smooth boundary.

Bk—28 to 39 inches; brown (10YR 5/3) silty clay loam,
dark brown (10YR 4/3) moist; weak medium blocky
structure; hard, firm; few fine roots; strong
effervescence; common soft accumulations of lime
and a few small concretions; moderately alkaline;
gradual smooth boundary.

BCk—39 to 50 inches; yellowish brown (10YR 5/4) silty
clay loam, dark yellowish brown (10YR 4/4) moist;
massive; hard, friable; strong effervescence;
common soft accumulations of lime and a few small
concretions; moderately alkaline; gradual smooth
boundary.

C—50 to 60 inches; yellowish brown (10YR 5/4) silt
loam, dark yellowish brown (10YR 4/4) moist;
massive; slightly hard, friable; strong effervescence;
moderately alkaline.

The thickness of the solum ranges from 26 to 50
inches. The depth to lime ranges from 18 to 30 inches.

The A horizon has hue of 10YR, value of 4 or 5 (2 or
3 moist), and chroma of 2 or 3. It is dominantly silt loam,
but the range includes silty clay loam. This horizon is
slightly acid or neutral. The Bt horizon has hue of 10YR,
value of 4 to 6 (3 to 5 moist), and chroma of 2 or 3. It is
silty clay loam or silty clay. It is neutral or mildly alkaline.
The C horizon has hue of 10YR, value of 50r 6 (4 or 5
moist), and chroma of 2 to 4.

Hedyville Series

The Hedville series consists of shallow, somewhat
excessively drained, moderately permeable soils on
uplands. These soils formed in material weathered from
sandstone. Slope ranges from 4 to 30 percent.

Hedville soils are commonly adjacent to Lancaster,
Owens, and Quinlan soils. Lancaster soils are 20 to 40
inches deep over sandstone. Owens soils are clayey.
They are above the Hedbville soils on the landscape.
Quinlan soils are calcareous. They are lower on the
landscape than the Hedville soils.
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Typical pedon of Hedville fine sandy loam, in an area
of Lancaster-Hedville complex, 4 to 20 percent slopes,
2,500 feet east and 300 feet north of the southwest
corner of sec. 26, T. 30 S., R. 16 W.

A—0 to 11 inches; grayish brown (10YR 5/2) fine sandy
loam, very dark grayish brown (10YR 3/2) moist;
weak medium granular structure; slightly hard, very
friable; many fine roots; slightly acid; abrupt wavy
boundary.

R—11 inches; very pale brown (10YR 8/3) and reddish
yellow (7.5YR 6/6) sandstone.

The thickness of the solum and the depth to bedrock
range from 4 to 20 inches. The A horizon has hue of
10YR or 7.5YR, value of 4 or 5 (2 or 3 moist), and
chroma of 2 or 3. It is dominantly fine sandy loam, but
the range includes loam. This horizon ranges from
medium acid to neutral.

Holdrege Series

The Holdrege series consists of deep, well drained,
moderately permeable soils on uplands. These soils
formed in loess. Slope ranges from 0 to 3 percent.

Holdrege soils are similar to Harney and Uly soils and
are commonly adjacent to Coly, Harney, and Uly soils.
Coly soils are calcareous at a shallower depth than the
Holdrege soils and do not have a.mollic epipedon. They
are on the steeper slopes below the Holdrege soils.
Harney soils have a subsoil that is more clayey than that
of the Holdrege soils. Also, they are higher on the
landscape. Uly soils do not have an argillic horizon. They
are below the Holdrege soils on the landscape.

Typical pedon of Holdrege silt loam, 1 to 3 percent
slopes, 2,090 feet south and 175 feet east of the
northwest corner of sec. 30, T. 29 S,, R. 18 W.

Ap—-0 to 5 inches; grayish brown (10YR 5/2) silt loam,
very dark grayish brown (10YR 3/2) moist; weak fine
granular structure; slightly hard, friable; slightly acid;
abrupt smooth boundary.

A—5 to 10 inches; dark grayish brown (10YR 4/2) silt
loam, very dark grayish brown (10YR 3/2) moist;
weak medium granular structure; slightly hard,
friable; neutral; clear smooth boundary.

BA—10 to 14 inches; dark grayish brown (10YR 4/2)
silty clay loam, very dark grayish brown (10YR 3/2)
moist; moderate medium granular structure; slightly
hard, friable; neutral; clear smooth boundary.

Bt—14 to 27 inches; brown (10YR 5/3) silty clay loam,
dark brown (10YR 4/3) moist; moderate medium
prismatic structure parting to moderate medium
subangular blocky; hard, firm; mildly alkaline; clear
smooth boundary.

BCk—27 to 32 inches; pale brown (10YR 6/3) silty clay
loam, brown (10YR 5/3) moist; weak medium
prismatic structure parting to moderate medium
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subangular blocky; slightly hard, friable; strong
effervescence; common films and threads of lime;
moderately alkaline; gradual smooth boundary.

C—32 to 60 inches; light yellowish brown (10YR 6/4) silt
loam, yellowish brown (10YR 5/4) moist; massive;
slightly bard, friable; strong effervescence; common
films, threads, and concretions of lime; moderately
alkaline.

The thickness of the solum and the depth to lime
range from 20 to 38 inches. The A horizon has hue of
10YR, value of 4 or 5 (2 or 3 moist), and chroma of 2. It
is typically silt loam, but the range includes loam and fine
sandy loam. The B horizon has hue of 10YR, value of 4
to 6 (3 to 5 moist), and chroma of 2 to 4. It is neutral or
mildly alkaline. The C horizon has hue of 10YR, value of
6 or 7 (5 or 6 moist), and chroma of 2 to 4. It is mildly
alkaline or moderately alkaline.

Krier Series

The Krier series consists of deep, somewhat poorly
drained, rapidly permeable, saline-alkali soils on flood
plains. These soils formed in alluvium. Slope is 0 to 1
percent,

Krier soils are commonly adjacent to Hedville,
Lancaster, Quinlan, and Woodward soils. All the adjacent
soils are less than 40 inches deep over bedrock. They
are on uplands.

Typical pedon of Krier sandy loam, occasionally
flooded, 500 feet east and 400 feet north of the
southwest corner of sec. 33, T. 29 S., R. 16 W.

A—O0 to 5 inches; grayish brown (10YR 5/2) sandy loam,
very dark grayish brown (10YR 3/2) moist; weak
medium granular structure; many fine and medium
roots; slight effervescence; moderately alkaline;
clear smooth boundary.

C1—5 to 11 inches; grayish brown (10YR 5/2) sandy
loam, dark grayish brown (10YR 4/2) moist;
massive; soft, very friable; common fine roots;
common fine salt crystals, visible when dry; slight
effervescence; moderately alkaline; clear smooth
boundary.

C2—11 to 18 inches; grayish brown (10YR 5/2) loamy
sand, dark grayish brown (10YR 4/2) moist; few
medium distinct brown (7.5YR 5/4) mottles;
massive; soft, very friable; common fine roots;
common fine salt crystals, visible when dry; slight
effervescence; moderately alkaline; gradual smooth
boundary.

2C3—18 to 60 inches; very pale brown (10YR 7/3) sand,
pale brown (10YR 6/3) moist; common medium
distinct strong brown (7.5YR 5/6) mottles; single
grained; loose; few fine roots in the upper part;
slight effervescence; moderately alkaline.
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The thickness of the solum ranges from 2 to 6 inches.
The depth to lime ranges from O to 6 inches.

The A horizon has hue of 10YR, value of 4 or 5 (3 or
4 moist), and chroma of 1 or 2. It is dominantly sandy
loam, but the range includes loam and clay loam. This
horizon is mildly alkaline or moderately alkaline. The C
horizon has hue of 10YR or 2.5Y, value of 4 to 7 (4 or 5
moist), and chroma of 1 or 2. It is sandy loam, loam, or
clay loam to a depth of at least 10 inches. It is
moderately atkaline or strongly alkaline and is slightly
saline or moderately saline. The 2C horizon has hue of
10YR or 2.5Y, value of 5 to 7 (4 to 6 moist), and chroma
of 3 or 4. It is fine sand, sand, or coarse sand. It ranges
from mildly alkaline to strongly alkaline.

Lancaster Series

The Lancaster series consists of moderately deep,
well drained, moderately permeable soils on uplands.
These soils formed in material weathered from
sandstone. Slope ranges from 4 to 12 percent.

Lancaster soils are commonly adjacent to Hedville,
Owens, Quinlan, and Woodward soils. Hedville soils are
10 to 20 inches deep over bedrock. Owens soils are
clayey. They are higher on the landscape than the
Lancaster soils. Quinlan and Woodward soils are
calcareous and are redder in the subsoil than the
Lancaster soils. Also, they are lower on the landscape.

Typical pedon of Lancaster loam, in an area of
Lancaster-Hedville complex, 4 to 20 percent slopes,
2,200 feet east and 300 feet north of the southwest
corner of sec. 26, T. 30 S,, R. 16 W.

A—0 to 13 inches; grayish brown (10YR 5/2) loam, very
dark grayish brown (10YR 3/2) moist; weak medium
granular structure; slightly hard, friable; many fine
roots; slightly acid; gradual smooth boundary.

Bt—13 to 23 inches; pale brown (10YR 6/3) loam, brown
(10YR 4/3) moist; weak medium subangular blocky
structure; hard, friable; many fine roots; slightly acid;
clear smooth boundary.

Cr—23 inches; very pale brown (10YR 7/3) and yellow
(10YR 7/6) weathered sandstone.

The thickness of the solum and the depth to bedrock
range from 20 to 40 inches. The A horizon has hue of
10YR, value of 4 or 5 (2 or 3 moist), and chroma of 2 or
3. It is dominantly loam, but the range includes fine
sandy loam. The Bt horizon has hue of 10YR or 7.5YR,
value of 4 to 6 (3 to 5 moist), and chroma of 3 to 6. It is
loam, clay loam, or sandy clay loam. It is slightly acid or
neutral.

Lincoln Series

The Lincoln series consists of deep, somewhat
excessively drained, rapidly permeable soils on flood
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plains. These soils formed in sandy alluvium. Slope
ranges from 0 to 2 percent.

Lincoln soils are commonly adjacent to Canadian,
Dale, Plevna, and Waldeck soils. The well drained
Canadian and Dale soils contain more clay in the subsoil
than the Lincoln soils. They are on stream terraces. The
poorly drained Plevna soils and the somewhat poorly
drained Waldeck soils have a loamy subsoil. They are
slightly lower on the flood plains than the Lincoln soils.

Typical pedon of Lincoln sandy loam, occasionally
flooded, 1,900 feet south and 1,200 feet west of the
northeast corner of sec. 15, T. 30 S., R. 17 W.

A—o0 to 8 inches; grayish brown (10YR 5/2) sandy loam,
very dark grayish brown (10YR 3/2) moist; weak
medium granular structure; hard, friable; many fine
roots; slight effervescence; moderately alkaline;
clear smooth boundary.

AC—8 to 15 inches; brown (10YR 5/3) loamy fine sand,
dark brown (10YR 4/3) moist; single grained; loose;
few fine roots; slight effervescence; moderately
alkaline; gradual smooth boundary.

C—15 to 60 inches; very pale brown (10YR 7/3) fine
sand, pale brown (10YR 6/3) moist; single grained;
loose; few thin strata of fine sandy loam and loam;
about 5 percent gravel below a depth of 50 inches;
slight effervescence; moderately alkaline.

The thickness of the solum ranges from 6 to 15
inches. The content of gravel is 0 to 10 percent
throughout the profile.

The A horizon has hue of 10YR, value of 4to 6 (3t0 5
moist), and chroma of 2 to 4. It is dominantly sandy
loam, but the range includes loamy sand, loam, and clay
loam. This horizon is mildly alkaline or moderately
alkaline. The C horizan has hue of 10YR, value of 6 to 8
(5 to 7 moist), and chroma of 2 to 6. It is loamy fine
sand, loamy sand, fine sand, or sand.

Naron Series

The Naron series consists of deep, well drained,
moderately permeable soils on uplands. These soils
formed in loamy eolian deposits. Slope ranges from 0 to
3 percent.

Naron soils are similar to Attica, Farnum, and
Shellabarger soils and are commonly adjacent to Attica,
Carwile, Farnum, and Pratt soils. Attica soils contain less
clay in the subsoil than the Naron soils. Also, they are
higher on the landscape. The somewhat poorly drained
Carwile soils have a clayey subsoil and are in
depressions. Farnum soils contain more clay in the
subsoil than the Naron soils. Also, they are lower on the
landscape. Pratt soils have a sandy subsoil and are
generally on the steeper slopes. Shellabarger soils are
redder in the subsoil than the Naron soils.
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Typical pedon of Naron fine sandy loam, 1 to 3
percent slopes, 2,565 feet west and 65 feet south of the
northeast corner of sec. 18, T. 28 S., R. 17 W.

Ap—0 to 6 inches; brown (10YR 5/3) fine sandy loam,
dark brown (10YR 3/3) moist; weak fine granular
structure; soft, very friable; many fine roots; slightly
acid; abrupt smooth boundary.

A—6 to 10 inches; brown (10YR 5/3) fine sandy loam,
very dark grayish brown (10YR 3/2) moist; weak
medium granular structure; slightly hard, very friable;
many fine roots; slightly acid; clear smooth
boundary.

BA—10 to 15 inches; brown (10YR 4/3) sandy clay
loam, very dark grayish brown (10YR 3/2) moist;
weak coarse prismatic structure parting to weak
medium subangular blocky; hard, friable; many fine
roots; slightly acid; clear smooth boundary.

Bt—15 to 36 inches; brown (10YR 5/3) sandy clay loam,
dark brown (10YR 4/3) moist; moderate coarse
prismatic structure parting to weak medium
subangular blocky; hard, friable; common fine roots;
slightly acid; gradual smooth boundary.

BC—236 to 48 inches; brown (10YR 5/3) sandy clay
loam, dark brown (10YR 4/3) moist; weak very
coarse prismatic structure; hard, friable; few fine
roots; neutral; gradual smooth boundary.

C—48 to 60 inches; yellowish brown (10YR 5/4) fine
sandy loam, dark yellowish brown (10YR 4/4) moist;
massive; hard, friable; mildly alkaline.

The thickness of the solum ranges from 36 to 60
inches. The A horizon has hue of 10YR, value of 3 to 5
(2 or 3 moist), and chroma of 2 or 3. It is typically fine
sandy loam, but in some pedons it is loamy fine sand. It
is stightly acid or neutral. The B horizon has hue of 10YR
or 7.5YR, value of 4 to 6 (3 to 5 moist), and chroma of 2
to 4. It is sandy clay loam or fine sandy loam. The C
horizon has hue of 10YR or 7.5YR, value of 5 or 6 (4 or
5 moist), and chroma of 3 or 4. It is fine sandy loam or
loamy fine sand. It is neutral or mildly alkaline.

Ness Series

The Ness series consists of deep, poorly drained, very
slowly permeable soils in shallow upland depressions
that are subject to ponding. These soils formed in.clayey
alluvium and eolian sediments. Slope is 0 to 1 percent.

Ness soils are commonly adjacent to Harney and
Holdrege soils. The adjacent soils are well drained and
contain less clay in the subsoil than the Ness soils. Also,
they are higher on the landscape.

Typical pedon of Ness silty clay, 600 feet north and
300 feet west of the southeast corner of sec. 19, T. 29
S.,R.20W.

A1—o0 to 11 inches; gray (10YR 5/1) silty clay, very dark
gray (10YR 3/1) moist; moderate very fine blocky
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structure; very hard, very firm; many fine and
medium roots; neutral; gradual smooth boundary.

A2—11 to 33 inches; gray (10YR 5/1) silty clay, very
dark gray (10YR 3/1) moist; moderate fine blocky
structure; very hard, very firm; common slickensides;
common fine and medium roots; neutral; gradual
smooth boundary.

AC—33 to 38 inches; light brownish gray (10YR 6/2)
silty clay, grayish brown (10YR 5/2) moist; weak fine
blocky structure; very hard, very firm; few fine faint
brown (10YR 5/3) mottles; neutral; gradual smooth
boundary.

C—38 to 60 inches; pale brown (10YR 6/3) silty clay
loam, brown (10YR 4/3) moist; massive; hard, firm;
common threads and seams of lime; strong
effervescence; moderately alkaline.

The thickness of the solum ranges from 20 to 50
inches. The A horizon has hue of 10YR, value of 3to 5
(2 or 3 moist), and chroma of 1. It is neutral or mildly
alkaline. The C horizon has hue of 10YR, value of 5to 7
(4 or 5 moist), and chroma of 2 or 3. It is mildly alkaline
or moderately alkaline.

New Cambria Series

The New Cambria series consists of deep, moderately
well drained, slowly permeable soils on stream terraces.
These soils formed in calcareous, clayey alluvium. Slope
ranges from O to 2 percent.

New Cambria soils are commonly adjacent to Owens,
Plevna, and Tobin soils. Owens soils are shallow over
shale and are on uplands. The poorly drained Plevna
and well drained Tobin soils are on flood plains. Plevna
soils have a loamy subsoil, and Tobin soils have a silty
subsoil.

Typical pedon of New Cambria silty clay, 1,100 feet
south and 1,980 feet east of the northwest corner of
sec. 23, T.29 S.,R. 17 W.

A1—0 to 5 inches; grayish brown (10YR 5/2) silty clay,
very dark grayish brown (10YR 3/2) moist; moderate
medium granular structure; very hard, very firm;
many fine roots; neutral; clear smooth boundary.

A2—5 to 12 inches; grayish brown (10YR 5/2) silty clay,
very dark grayish brown (10YR 3/2) moist; moderate
medium granular structure; very hard, very firm;
many fine roots; strong effervescence; moderately
alkaline; gradual smooth boundary.

Bw—12 to 36 inches; brown (10YR 5/3) silty clay, dark
brown (10YR 3/3) moist; moderate medium blocky
structure; very hard, very firm; common fine roots;
strong effervescence; moderately alkaline; gradual
smooth boundary.

C—36 to 60 inches; pale brown (10YR 6/3) silty clay,
brown (10YR 4/3) moist; massive; very hard, firm;
strong effervescence; moderately alkaline.
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The thickness of the solum ranges from 25 to 45
inches. The depth to lime ranges from 0 to 10 inches.

The A horizon has hue of 10YR, value of 3to 5 (2 or 3
moist), and chroma of 1 or 2. It is dominantly silty clay,
but the range includes silty clay loam. This horizon
ranges from neutral to moderately alkaline. The B
horizon has hue of 10YR or 2.5Y, value of 3t0 5 (2 or 3
moist), and chroma of 1 to 3. It is silty clay, clay, or silty
clay loam. The C horizon has hue of 10YR or 2.5Y, value
of 4 to 6 (4 or 5 moist), and chroma of 1 to 3. It is silty
clay or silty clay loam.

Owens Series.

The Owens series consists of shallow, well drained,
very slowly permeable soils on uplands. These soils
formed in material weathered from shale. Slope ranges
from 6 to 25 percent.

Owens soils are commonly adjacent to Canlon, Case,
Lancaster, and New Cambria soils. Canlon and Case
soils are higher on the landscape than the Owens soils.
Canlon soils have a loamy subsoil. Case and New
Cambria soils are more than 40 inches deep over
bedrock. New Cambria soils are on stream terraces.
Lancaster soils are 20 to 40 inches deep over
sandstone. They are lower on the landscape than the
Owens soils.

Typical pedon of Owens clay, 6 to 25 percent slopes,
550 feet west and 475 feet north of the southeast corner
of sec. 22, T. 29 S, R. 17 W.

A—0 to 6 inches; grayish brown (10YR 5/2) clay, dark
grayish brown (10YR 4/2) moist; weak medium
granular structure; hard, firm; many fine roots; strong
effervescence; moderately alkaline; clear smooth
boundary.

Bw—6 to 15 inches; grayish brown (10YR 5/2) clay, dark
grayish brown (10YR 4/2) moist; moderate medium
blocky structure; very hard, very firm; common fine
roots; strong effervescence; moderately alkaline;
gradual smooth boundary.

Cr—15 inches; gray (10YR 5/1) clayey shale.

The thickness of the solum and the depth to shale
range from 10 to 20 inches. Ironstone, limestone, or
sandstone fragments cover 0 to 15 percent of the
surface.

The A horizon has hue of 2.5Y or 10YR, value of 4 to
6 (3 to 5 moist), and chroma of 2 to 4. It is dominantly
clay, but the range includes clay loam and silty clay. The
Bw horizon has hue of 2.5Y or 10YR, value of 4 to 6 (4
or 5 moist), and chroma of 2 to 6. It is clay, clay loam, or
silty clay.

Plevna Series

The Plevna series consists of deep, poorly drained,
moderately rapidly permeable soils on flood plains.
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These soils formed in alluvium. Slope ranges from 0 to 2
percent.

Plevna soils are commonly adjacent to Canadian,
Dale, Lincoln, and Waldeck soils. The well drained
Canadian and Dale soils are on stream terraces. The
somewhat excessively drained Lincoln soils are sandy.
They are on flood plains upstream from the Plevna soils.
The somewhat poorly drained Waldeck soils are
occasionally flooded. They are on flood plains
downstream from the Plevna soils.

Typical pedon of Plevna loam, frequently flooded,
1,660 feet south and 300 feet east of the northwest
corner of sec. 10, T. 29 S,, R. 17 W.

A1—0 to 5 inches; grayish brown (10YR 5/2) loam, very
dark gray (10YR 3/1) moist; weak medium granular
structure; hard, friable; many fine and medium roots;
strong effervescence; moderately alkaline; clear
smooth boundary.

A2-—5 to 9 inches; grayish brown (10YR 5/2) loam, very
dark grayish brown (10YR 3/2) moist; common fine
prominent yellowish red (5YR 5/6) mottles; weak
medium granular structure; hard, friable; many fine
and medium roots; weak effervescence; moderately
alkaline; clear smooth boundary.

A3—38 to 15 inches; grayish brown (10YR 5/2) sandy
loam, very dark grayish brown (10YR 3/2) moist;
common medium prominent yellowish red (5YR 5/6)
mottles; weak medium granular structure; slightly
hard, very friable; common fine roots; moderately
alkaline; clear smooth boundary.

Bg1—15 to 30 inches; light brownish gray (10YR 6/2)
sandy loam, dark grayish brown (2.5Y 4/2) moist;
common medium prominent yellowish red (5YR 5/6)
mottles; weak coarse granular structure; slightly
hard, very friable; common fine roots; neutral;
gradual smooth boundary.

Bg2—30 to 48 inches; light brownish gray (2.5Y 6/2) fine
sandy loam, dark gray (10YR 4/1) moist; few fine
prominent yellowish brown (10YR 5/6) mottles;
massive; hard, very friable; few roots; strong
effervescence; moderately alkaline; gradual smooth
boundary.

2C—48 to 60 inches; pale brown (10YR 6/3) sand,
brown (10YR 5/3) moist; single grained; loose;
moderately alkaline.

The thickness of the solum ranges from 30 to 54
inches. The soils range from neutral to moderately
alkaline throughout.

The A horizon has hue of 10YR, value of 3to 5 (2 or 3
moist), and chroma of 1 or 2. It is dominantly loam, but
the range includes fine sandy loam and sandy loam. The
Bg horizon has hue of 10YR or 2.5Y, value of 5 or 6 (4
or 5 moist), and chroma of 1 or 2. The C horizon has
hue of 10YR or 2.5Y, value of 5 to 7 (4 to 6 moist), and
chroma of 1 to 4.
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Pratt Series

The Pratt series consists of deep, well drained, rapidly
permeable soils on uplands. These soils formed in sandy
eolian deposits. Slope ranges from 1 to 15 percent.

Pratt soils are similar to Attica and Tivoli soils and are
commonly adjacent to Attica, Carwile, Naron, and Tivoli
soils. Attica soils have a loamy subsoil. They are lower
on the landscape than the Pratt soils. The somewhat
poorly drained Carwile soils have a clayey subsoil and
are in depressions. Naron soils have a loamy subsoil.
They are lower on the landscape than the Pratt soils.
The excessively drained Tivoli soils do not have an
argillic horizon. They are on ridges above the Pratt soils.

Typical pedon of Pratt ioamy fine sand, undulating,
300 feet west and 100 feet south of the northeast corner
of sec. 26, T. 27 S.,, R. 19 W.

Ap—0 to 6 inches; brown (10YR 5/3) loamy fine sand,
dark brown (10YR 3/3) moist; weak fine granular
structure; soft, very friable; slightly acid; abrupt
smooth boundary.

A—6 to 12 inches; brown (10YR 5/3) loamy fine sand,
dark brown (10YR 4/3) moist; weak medium
granular structure; soft, very friable; slightly acid;
clear smooth boundary.

Bt—12 to 36 inches; light yellowish brown (10YR 6/4)
loamy fine sand, dark yellowish brown (10YR 4/4)
moist; weak medium prismatic structure parting to
weak medium granular; slightly hard, very friable;
slightly acid; gradual smooth boundary.

C—236 to 60 inches; light yellowish brown (10YR 6/4)
loamy fine sand, yellowish brown (10YR 5/4) moist;
single grained; loose; neutral.

The solum ranges from 24 to 50 inches in thickness.
The soils are slightly acid or neutral throughout.

The A horizon has hue of 10YR, value of 4to 6 (3to 5
moist), and chroma of 2 or 3. It is dominantly loamy fine
sand, but the range includes fine sand. The Bt horizon
has hue of 10YR, value of 4 to 6 (4 or 5 moist), and
chroma of 2 to 4. The C horizon has hue of 10YR, value
of 5 or 6 (4 or 5 moist), and chroma of 3 to 6. It is loamy
fine sand or fine sand.

Quinlan Series

The Quinlan series consists of shallow, well drained,
moderately permeable soils on uplands. These soils
formed in material weathered from sandstone. Slope
ranges from 6 to 25 percent.

Quinlan soils are similar to Woodward soils and are
commonly adjacent to Hedville, Lancaster, and
Woodward soils. Hedville and Lancaster soils are
noncalcareous. They are higher on the landscape than
the Quinlan soils. Woodward soils are 20 to 40 inches
deep over bedrock.

69

Typical pedon of Quinlan loam, in an area of Quinlan-
Woodward loams, 6 to 25 percent slopes, 2,425 feet
east and 1,500 feet south of the northwest corner of
sec. 23, T.30 S, R. 16 W.

A—0 to 7 inches; reddish brown (5YR 4/4) loam, dark
reddish brown (5YR 3/4) moist; weak medium
granular structure; hard, friable; many fine and
medium roots; strong effervescence; moderately
alkaline; gradual smooth boundary.

Bw—7 to 15 inches; reddish brown (5YR 5/4) loam, dark
reddish brown (2.5YR 3/4) moist; weak medium
granular structure; slightly hard, friable; many fine
roots; violent effervescence; moderately alkaline;
gradual smooth boundary.

Cr—15 inches; reddish brown (2.5YR 5/4), platy, fine
grained sandstone, dark reddish brown (2.5YR 3/4)
moist; few fine roots and concentrations of soft,
powdery lime between plates in the upper 6 inches;
violent effervescence.

The thickness of the solum and the depth to bedrock
range from 10 to 20 inches. The soils are mildly alkaline
or moderately alkaline throughout. The A horizon has
hue of 5YR or 7.5YR, value of 4 to 6 (3 to 5 moist), and
chroma of 3 or 4. The Bw horizon has hue of 2.5YR or
5YR, value of 4 to 6 (3 to 5 moist), and chroma of 4 to
6.

Shellabarger Series

The Shellabarger series consists of deep, well drained,
moderately permeable soils on uplands. These soils
formed in old alluvium. Slope ranges from 2 to 15
percent.

Shellabarger soils are similar to Naron soils and are
commonly adjacent to Albion and Farnum soils. Albion
soils contain less clay in the subsoil than the
Shellabarger soils. Also, they are lower on the
landscape. Farnum soils contain more clay in the subsoil
than the Shellabarger soils. Also, they are higher on the
landscape. Naron soils are not so red in the subsoil as
the Shellabarger soils.

Typical pedon of Shellabarger loam, 2 to 6 percent
slopes, 1,500 feet east and 1,200 feet south of the
northwest corner of sec. 13, T. 29 S., R. 16 W.

A—0 to 11 inches; reddish brown (5YR 5/3) loam, dark
reddish brown (5YR 3/3) moist; weak fine granular
structure; slightly hard, friable; many fine roots;
slightly acid; clear smooth boundary.

BA—11 to 16 inches; reddish brown (5YR 5/3) sandy
clay loam, dark reddish brown (5YR 3/3) moist;
weak fine subangular blocky structure; slightly hard,
friable; many fine roots; slightly acid; clear smooth
boundary.
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Bt—16 to 32 inches; reddish brown (5YR 5/4) sandy
clay loam, reddish brown (5YR 4/3) moist; moderate
medium subangular blocky structure; hard, friable;
common fine roots; slightly acid; gradual smooth
boundary.

BC—32 to 44 inches; brown (7.5YR 5/4) sandy loam,
dark brown (7.5YR 4/4) moist; weak medium
subangular blocky structure; slightly hard, very
friable; few fine roots; neutral; gradual smooth
boundary.

C—44 to 60 inches; light brown (7.5YR 6/4) sandy loam,
brown (7.5YR 5/4) moist; massive; soft, very friable;
neutral.

The thickness of the solum ranges from 30 to 60
inches. The A horizon has hue of 10YR, 7.5YR, or 5YR,
value of 4 or 5 (2 or 3 moist), and chroma of 2 or 3. It is
loam or sandy loam. It is slightly acid or medium acid.
The Bt horizon has hue of 5YR, value of 4 to 6 (3 to 5
moist), and chroma of 3 to 6. It is sandy clay loam or
sandy loam. It is slightly acid or neutral. The C horizon
has hue of 7.5YR or 5YR, value of 4 to 6 (4 or 5 moist),
and chroma of 4 to 6. It is coarse sandy loam or sandy
loam. Some pedons have loamy sand or sand below a
depth of 40 inches.

Tivoli Series

The Tivoli series consists of deep, excessively drained,
rapidly permeable soils on uplands. These soils formed
in sandy eolian deposits. Slope ranges from 5 to 30
percent.

Tivoli soils are similar to Pratt soils and are commonly
adjacent to those soils. Pratt soils have an argillic
horizon. They are on the lower side slopes.

Typical pedon of Tivoli fine sand, hilly, 125 feet south
and 75 feet west of the center of sec. 16, T. 27 S,, R. 20
W.

A—O0 to 6 inches; brown (10YR 5/3) fine sand, dark
brown (10YR 4/3) moist; single grained; loose; many
fine roots; neutral; gradual smooth boundary.

C—6 to 60 inches; light yellowish brown (10YR 6/4) fine
sand, yellowish brown (10YR 5/4) moist; single
grained; loose; roots decrease in abundance with
increasing depth; neutral.

The soils range from slightly acid to mildly alkaline
throughout. The A horizon has hue of 10YR, value of 4
to 6 (4 or 5 moist), and chroma of 2 to 4. It is fine sand
or loamy fine sand. The C horizon has hue of 10YR,
value of 5 to 7 (4 to 6 moist), and chroma of 3 to 6.

Tobin Series

The Tobin series consists of deep, well drained,
moderately permeable soils on flood plains. These soils

Soil Survey

formed in silty, calcareous alluvium. Slope ranges from 0
to 2 percent.

Tobin soils are similar to Dale soils and are commonly
adjacent to Coly, Dale, New Cambria, and Uly soils. Coly
soils do not have a mollic epipedon and are on uplands.
Dale soils are subject to rare flooding and are on stream
terraces. The moderately well drained New Cambria soils
are more clayey than the Tobin soils. They are on
stream terraces. Uly soils have a mollic epipedon that is
thinner than that of the Tobin soils. They are on uplands.

Typical pedon of Tobin silt loam, occasionally flooded,
275 feet east and 100 feet south of the northwest corner
of sec. 12, T.30 S, R. 19 W.

Ap—0 to 8 inches; brown (10YR 5/3) silt loam, very dark
grayish brown (10YR 3/2) moist; weak fine granular
structure; slightly hard, friable; neutral; abrupt
smooth boundary.

A—8 to 25 inches; dark grayish brown (10YR 4/2) silt
loam, very dark gray (10YR 3/1) moist; moderate
medium granular structure; slightly hard, friable;
neutral; clear smooth boundary.

AC—25 to 33 inches; dark grayish brown (10YR 4/2) silt
loam, very dark gray (10YR 3/1) moist; weak
medium granular structure; slightly hard, friable;
strong effervescence; common films and threads of
lime; moderately alkaline; diffuse smooth boundary.

C—33 to 60 inches; brown (10YR 5/3) silt loam, dark
brown (10YR 4/3) moist; massive; slightly hard,
friable; strong effervescence; few films and threads
of lime; moderately alkaline.

The thickness of the solum ranges from 20 to 50
inches. The depth to lime ranges from 15 to 40 inches.

The A horizon has hue of 10YR, value of 4 or 5 (2 or
3 moist), and chroma of 1 to 3. It is dominantly silt loam,
but the range includes silty clay loam. This horizon is
slightly acid or neutral. The C horizon has hue of 10YR,
value of 5 to 7 (4 or 5 moist), and chroma of 1 to 3. It is
mildly alkaline or moderately alkaline.

Uly Series

The Uly series consists of deep, well drained,
moderately permeable soils on uplands. These soils
formed in silty, calcareous loess. Slope ranges from 3 to
7 percent.

Uly soils are similar to Coly and Holdrege soils and are
commonly adjacent to Coly, Harney, and Holdrege soils.
Coly soils do not have a mollic epipedon. They are
calcareous at a shallower depth than the Uly soils. They
are on the steeper slopes below the Uly soils. Harney
and Holdrege soils have an argillic horizon. They are on
broad ridgetops.

Typical pedon of Uly silt loam, 3 to 7 percent slopes,
900 feet east and 150 feet south of the northwest corner
of sec. 12, T.30 S, R. 19 W.
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Ap—a0 to 6 inches; grayish brown (10YR 5/2) silt loam,
very dark grayish brown (10YR 3/2) moist; weak fine
granular structure; slightly hard, friabte; neutral;
abrupt smooth boundary.

A—6 to 10 inches; dark grayish brown (10YR 4/2) silt
loam, very dark brown (10YR 2/2) moist; weak
medium granular structure; slightly hard, friable;
neutral; clear smooth boundary.

Bw—10 to 16 inches; brown (10YR 5/3) silt loam, very
dark grayish brown (10YR 3/2) moist; weak medium
subangular blocky structure parting to weak very fine
subangular blocky; hard, friable; neutral; clear
smooth boundary.

BC—16 to 22 inches; pale brown (10YR 6/3) silt loam,
brown (10YR 4/3) moist; weak medium subangular
blocky structure; hard, friable; few worm casts; few
fine spots of lime; strong effervescence; moderately
alkaline; gradual smooth boundary.

C—22 to 60 inches; light yellowish brown (10YR 6/4) silt
loam, yellowish brown (10YR 5/4) moist; massive;
slightly hard, very friable; common fine spots and
threads of lime; strong effervescence; moderately
alkaline.

The thickness of the solum ranges from 12 to 36
inches. The depth to lime ranges from 8 to 25 inches.

The A horizon has hue of 10YR, value of 3to 5 (2 or 3
moist), and chroma of 2. It is slightly acid or neutral. The
Bw horizon has hue of 10YR, value of 4t0 6 (2to 5
moist), and chroma of 2 or 3. It ranges from neutral to
moderately alkaline. The C horizon has hue of 10YR or
7.5YR, value of 5 to 7 (4 to 6 moist), and chroma of 2 to
4. It is mildly alkaline or moderately alkaline.

Waldeck Series

The Waldeck series consists of deep, somewhat
poorly drained, moderately rapidly permeable soils on
flood plains. These soils formed in alluvium. Slope
ranges from O to 2 percent.

Waldeck soils are commonly adjacent to Canadian,
Dale, Lincoln, and Plevna soils. Canadian and Dale soils
are well drained and are on stream terraces. The
somewhat excessively drained Lincoln soils are sandy.
They are on the slightly higher flood plains. Plevna soils
are poorly drained. They are on flood plains upstream
from the Waldeck soils.

Typical pedon of Waldeck loam, occasionally flooded,
200 feet north and 125 feet west of the center of sec.
13, T.30 S, R. 17 W.

A—O0 to 14 inches; dark grayish brown (10YR 4/2) loam,
very dark brown (10YR 2/2) moist; moderate
medium granular structure; hard, friable; many fine
roots; strong effervescence; moderately alkaline;
gradual smooth boundary.

AC—14 to 26 inches; pale brown (10YR 6/3) fine sandy
loam, brown (10YR 4/3) moist; weak medium
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granular structure; slightly hard, very friable;
common fine roots; strong effervescence;
moderately alkaline; gradual smooth boundary.

C1—26 to 41 inches; pale brown (10YR 6/3) fine sandy
loam, brown (10YR 4/3) moist; common medium
distinct reddish yellow (7.5YR 6/6) and grayish
brown (10YR 5/2) mottles; massive; slightly hard,
very friable; thin strata and bedding planes; strong
effervescence; moderately alkaline; gradual smooth
boundary.

2C2—41 to 60 inches; very pale brown (10YR 7/3) fine
sand, brown (10YR 5/3) moist; single grained; loose;
slight effervescence; moderately alkaline.

The thickness of the solum ranges from 18 to 30
inches. The depth to lime ranges from 0 to 12 inches.
Reaction is mildly alkaline or moderately alkaline
throughout the profile.

The A horizon has hue of 10YR, value of 4 or 5 (2 or
3 moist), and chroma of 1 or 2. It is dominantly loam, but
the range includes fine sandy loam. The C horizon has
hue of 10YR, value of 5 to 7 (4 to 6 moist), and chroma
of 2 to 4.

Woodward Series

The Woodward series consists of moderately deep,
well drained, moderately permeable soils on uplands.
These soils formed in material weathered from
sandstone. Slope ranges from 6 to 20 percent.

Woodward soils are similar to Quinlan soils and are
commonly adjacent to Hedville, Lancaster, and Quinlan
soils. Hedville and Lancaster soils are noncalcareous
and are browner than the Woodward soils. Also, they are
higher on the landscape. Quinlan soils are 10 to 20
inches deep over sandstone.

Typical pedon of Woodward loam, in an area of
Quinlan-Woodward loams, 6 to 25 percent slopes, 2,625
feet east and 1,550 feet south of the northwest corner of
sec. 23, T.30S.,R. 16 W.

A—0 to 8 inches; reddish brown (5YR 5/3) loam, dark
reddish brown (5YR 3/3) moist; weak medium
granular structure; hard, friable; many fine and
medium roots; few worm casts; slight effervescence;
mildly alkaline; gradual smooth boundary.

Bw—8 to 19 inches; reddish brown (5YR 5/4) loam, dark
reddish brown (5YR 3/4) moist; moderate medium
granular structure; slightly hard, friable; many fine
and medium roots; few worm casts; strong
effervescence; moderately alkaline; gradual smooth
boundary.

BC—19 to 27 inches; reddish brown (2.5YR 5/4) loam,
dark reddish brown (2.5YR 3/4) moist; weak
medium granular structure; slightly hard, friable;
many fine roots; few worm casts; few films of soft,
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powdery lime; violent effervescence; moderately
alkaline; gradual smooth boundary.

Cr—27 inches; reddish brown (2.5YR 5/4), platy, fine
grained sandstone, reddish brown (2.5YR 4/4)
moist; few fine roots and concentrations of soft,
powdery lime between plates in the upper 6 inches;
strong effervescence.

The thickness of the solum and the depth to bedrock
range from 20 to 40 inches. The depth to lime ranges
from O to 10 inches. The A horizon has hue of 5YR or
7.5YR, value of 4 to 6 (3 to 5 moist), and chroma of 3 or
4. The Bw horizon has hue of 2.5YR or 5YR, value of 4
to 6 (3 to 5 moist), and chroma of 4 to 6.
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Soil forms through processes that act on deposited or
accumulated geologic material. As a result of these
processes, it is constantly changing. The characteristics
of the soil at any given point are determined by the
interaction among five factors of soil formation—the
physical and mineral composition of the parent material,
the climate, the plant and animal life on and in the soil,
the relief, and the length of time that the forces of soil
formation have acted on the soil material. Each of these
factors affects the formation of every soil, and each
modifies the effects of the other four. The effects of the
individual factors vary from place to place.

Climate and plant and animal life, chiefly plants, are
active factors of soil formation. They act on the parent
material that has accumulated through the weathering of
rocks and slowly change it into a soil that has genetically
related horizons. The effects of climate and plant and
animal life are conditioned by relief. The parent material
affects the kind of soil profile that forms and, in extreme
cases, determines it almost entirely. Finally, time is
needed for changing the parent material into a soil.
Generally, a long time is needed for the development of
distinct horizons.

The factors of soil formation are so closely interrelated
in their effects on the soil that few generalizations can
be made regarding the effect of any one factor unless
conditions are specified for the other four.

Plant and Animal Life

Prairie grasses generally provide the organic matter
that has accumulated in the soils of Kiowa County. This
organic matter darkened the surface layer and the upper
part of the subsoil. The largest amount of organic matter
is generally near the surface. Farnum soils, for example,
are dark grayish brown in the upper 18 inches, where the
content of organic matter is highest. Because the
content is lower with increasing depth, the subsoil is
brown and the substratum is pale brown.

When plants decay, micro-organisms, such as
bacteria, nematodes, and protozoa, act upon the organic
matter and decompose it into stable humus. Nitrogen-
fixing bacteria in nodules on the roots of certain legumes
remove nitrogen from the air. When the bacteria die, the
nitrogen becomes available in the soil. Earthworms,
insects, and small burrowing animals affect the formation
of soils by mixing and working the organic matter and

mineral material. The mixing and working accelerate soil
formation and make the soil more friable.

Human activities also have an effect on soils.
Cultivation in some areas has increased the extent of
erosion, thereby reducing the content of organic matter.
Many areas of Case and Coly soils that support native
grasses have a darker surface layer than is evident in
areas that have been cultivated.

Climate

Climate directly affects soil formation by weathering
the parent material. It indirectly affects soil formation
through its effect on the plants and animals on or in the
soil.

The continental climate of Kiowa County is
characterized by intermittent dry and moist periods.
These periods can last for less than a year or for several
years. The soil material dries to varying depths during
dry periods. It slowly regains moisture during wet periods
and can become so saturated that excess moisture
penetrates the substratum. The accumulation of soft lime
in the substratum of Harney soils is an indication of this
excess moisture. Because of the downward movement
of water, some of the basic nutrients, and even clay
particles, have been leached from the upper horizons of
some soils.

Plant and Animal Life

Prairie grasses generally provide the organic matter
that has accumulated in the soils of Kiowa County. This
organic matter darkened the surface layer and the upper
part of the subsoil. The largest amount of organic matter
is generally near the surface. The amount generally
decreases with increasing depth. Farnum soils, for
example, are dark grayish brown in the upper 18 inches,
where the content of organic matter is highest. Because
the content is lower with increasing depth, the subsoil is
brown and the substratum is pale brown.

When plants decay, micro-organisms, such as
bacteria, nematodes, and protozoa, act upon the organic
matter and decompose it into stable humus. Nitrogen-
fixing bacteria in nodules on the roots of certain legumes
remove nitrogen from the air. When the bacteria die, the
nitrogen becomes available in the soil. Earthworms,
insects, and small burrowing animals affect the formation
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of soils by mixing and working the organic matter and
mineral material. The mixing and working accelerate soil
formation and make the soil more friable.

Human activities also have an effect on soils.
Cultivation in some areas has increased the extent of
erosion, thereby reducing the content of organic matter.
Many areas of Case and Coly soils that support native
grasses have a darker surface layer than is evident in
areas that have been cultivated.

Relief

Relief, or lay of the land, influences the formation of
the soils through its effect on drainage, erosion,
temperature, and plant cover. Because of its effect on
soil moisture and soil temperature, relief also affects the
kinds of plants and animals that live on and in the soil.
Runoff is excessive in moderately sloping to steep areas
because the soil is unable to absorb all the moisture
from rainfall. Coly soils, for example, have a thin surface
layer because runoff and erosion are excessive and
because the limited amount of moisture does not
produce the large amount of vegetation needed for a
buildup of organic matter.

Soils in low lying areas, where surface drainage is
poor, are likely to have a grayish or mottled subsoil.
Carwile and Ness soils are examples. Some of the soils
along the streams are somewhat poorly drained or
poorly drained. Plevna and Waldeck soils and examples.

Nearly level soils on bottom land, such as Dale and
New Cambria soils, receive runoff from the higher lying
areas. The upper layers of these soils tend to be thicker
because the runoff deposits additional soil material.

Time

Time is needed for the formation of soils from parent
material. Some soils form rapidly, and others form slowly.
The length of time required for the formation of a
particular soil depends on the other factors of soil
formation. As water moves downward through the soil,
soluble material and fine particles are leached from the
surface layer and are deposited in the subsoil. The
length of time required for this process depends chiefly
on how long the soil material has been in place and how
much water penetrates the surface.

The soils in Kiowa County range from immature to
mature. Soils on low bottoms, such as Tobin soils, are
subject to stream overflow. They received new sediment
with each flood. As a result, they are immature. They
have a thick, dark surface soil, but the soil structure is
generally weak.

Mature soils have distinct horizons. Harney soils are
an example. The upper part of these soils is leached of
carbonates, and the fine clay has accumulated in the
subsaoil.
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ABC soill. A soil having an A, a B, and a C horizon.

Aggregate, soil. Many fine particles held in a single
mass or cluster. Natural soil aggregates, such as
granules, blocks, or prisms, are called peds. Clods
are aggregates produced by tillage or logging.

Alkali (sodic) soil. A soil having so high a degree of
alkalinity (pH 8.5 or higher), or so high a percentage
of exchangeable sodium (15 percent or more of the
total exchangeable bases), or both, that plant
growth is restricted.

Alluvium. Material, such as sand, silt, or clay, deposited
on land by streams.

Area reclaim (in tables). An area difficult to reclaim after
the removal of soil for construction and other uses.
Revegetation and erosion control are extremely
difficult.

Argillic horizon. A subsoil horizon characterized by an
accumulation of illuvial clay.

Association, soil. A group of soils geographically
associated in a characteristic repeating pattern and
defined and delineated as a single map unit.

Available water capacity (available moisture
capacity). The capacity of soils to hold water
available for use by most plants. It is commonly
defined as the difference between the amount of
soil water at field moisture capacity and the amount
at wilting point. It is commonly expressed as inches
of water per inch of soil. The capacity, in inches, in
a 60-inch profile or to a limiting layer is expressed
as—

Inches

Base saturation. The degree to which material having
cation exchange properties is saturated with
exchangeable bases (sum of Ca, Mg, Na, K),
expressed as a percentage of the total cation
exchange capacity.

Bedrock. The solid rock that underlies the soil and other
unconsolidated material or that is exposed at the
surface.

Bottom land. The normal flood plain of a stream,
subject to flooding.

Calcareous soil. A soil containing enough calcium
carbonate (commonly combined with magnesium

carbonate) to effervesce visibly when treated with
cold, dilute hydrochloric acid.

Caliche. A more or less cemented deposit of calcium
carbonate in soils of warm-temperate, subhumid to
arid areas. Caliche occurs as soft, thin fayers in the
soil or as hard, thick beds just beneath the solum, or
it is exposed at the surface by erosion.

Cation-exchange capacity. The total amount of
exchangeable cations that can be held by the soil,
expressed in terms of milliequivalents per 100 grams
of soil at neutrality (pH 7.0) or at some other stated
pH value. The term, as applied to soils, is
synonymous with base-exchange capacity, but is
more precise in meaning.

Clay. As a soil separate, the mineral soil particles less
than 0.002 millimeter in diameter. As a soil textural
class, soil material that is 40 percent or more clay,
less than 45 percent sand, and less than 40 percent
silt.

Clay film. A thin coating of oriented clay on the surface
of a soil aggregate or lining pores or root channels.
Synonyms: clay coating, clay skin.

Climax vegetation. The stabilized plant community on a
particular site. The plant cover reproduces itself and
does not change so long as the environment
remains the same.

Coarse fragments. If round, mineral or rock particles 2
millimeters to 25 centimeters (10 inches) in
diameter; if flat, mineral or rock particles (flagstone)
15 to 38 centimeters (6 to 15 inches) long.

Colluvium. Soil material, rock fragments, or both moved
by creep, slide, or local wash and deposited at the
base of steep slopes.

Compiex slope. Irregular or variable siope. Planning or
constructing terraces, diversions, and other water-
control measures on a complex slope is difficult.

Compiex, soil. A map unit of two or more kinds of soil in
such an intricate pattern or so small in area that it is
not practical to map them separately at the selected
scale of mapping. The pattern and proportion of the
soils are somewhat similar in all areas.

Concretions. Grains, pellets, or nodules of various
sizes, shapes, and colors consisting of concentrated
compounds or cemented soil grains. The
composition of most concretions is unlike that of the
surrounding soil. Calcium carbonate and iron oxide
are common compounds in concretions.
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Conservation tillage. A tillage system that does not
invert the soil and that leaves a protective amount
of crop residue on the surface throughout the year.

Consistence, soil. The feel of the soil and the ease with
which a lump can be crushed by the fingers. Terms
commonly used to describe consistence are—
Loose.—Noncoherent when dry or moist; does not
hold together in a mass.

Friable.—When moist, crushes easily under gentle
pressure between thumb and forefinger and can be
pressed together into a lump.

Firm.—When moist, crushes under moderate
pressure between thumb and forefinger, but
resistance is distinctly noticeable.

Plastic.—When wet, readily deformed by moderate
pressure but can be pressed into a lump; will form a
“wire” when rolled between thumb and forefinger.
Sticky.—When wet, adheres to other material and
tends to stretch somewhat and pull apart rather than
to pull free from other material.

Hard. —When dry, moderately resistant to pressure,
can be broken with difficulty between thumb and
forefinger.

Soft.—When dry, breaks into powder or individual
grains under very slight pressure.

Cemented.—Hard, little affected by moistening.

Contour stripcropping. Growing crops in strips that
follow the contour. Strips of grass or close-growing
crops are alternated with strips of clean-tilled crops
or summer fallow.

Cutbanks cave (in tables). The walls of excavations
tend to cave in or slough.

Decreasers. The most heavily grazed climax range
plants. Because they are the most palatable, they
are the first to be destroyed by overgrazing.

Deferred grazing. Postponing grazing or resting grazing
land for a prescribed period.

Depth to rock (in tables). Bedrock is too near the
surface for the specified use.

Diversion (or diversion terrace). A ridge of earth,
generally a terrace, built to protect downslope areas
by diverting runoff from its natural course.

Drainage class (natural). Refers to the frequency and
duration of periods of saturation or partial saturation
during soil formation, as opposed to altered
drainage, which is commonly the result of artificial
drainage or irrigation but may be caused by the
sudden deepening of channels or the blocking of
drainage outlets. Seven classes of natural soil
drainage are recognized:

Excessively drained.—Water is removed from the
soil very rapidly. Excessively drained soils are
commonly very coarse textured, rocky, or shallow.
Some are steep. All are free of the mottling related
to wetness.

Somewhat excessively drained.—Water is removed
from the soil rapidly. Many somewhat excessively
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drained soils are sandy and rapidly pervious. Some
are shallow. Some are so steep that much of the
water they receive is lost as runoff. All are free of
the mottling related to wetness.

Well drained.—Water is removed from the soil
readily, but not rapidly. It is available to plants
throughout most of the growing season, and
wetness does not inhibit growth of roots for
significant periods during most growing seasons.
Well drained soils are commonly medium textured.
They are mainly free of mottling.

Moderately well drained.—Water is removed from
the soil somewhat slowly during some periods.
Moderately well drained soils are wet for only a
short time during the growing season, but
periodically they are wet long enough that most
mesophytic crops are affected. They commonly
have a slowly pervious layer within or directly below
the solum, or periodically receive high rainfall, or
both.

Somewhat poorly drained.—Water is removed slowly
enough that the soil is wet for significant periods
during the growing season. Wetness markedly
restricts the growth of mesophytic crops unless
artificial drainage is provided. Somewhat poorly
drained soils commonly have a slowly pervious
layer, a high water table, additional water from
seepage, nearly continuous rainfall, or a combination
of these.

Poorly drained.—Water is removed so slowly that
the soil is saturated periodically during the growing
season or remains wet for long periods. Free water
is commonly at or near the surface for long enough
during the growing season that most mesophytic
crops cannot be grown unless the soil is artificially
drained. The soil is not continuously saturated in
layers directly below plow depth. Poor drainage
results from a high water table, a slowly pervious
layer within the profile, seepage, nearly continuous
rainfall, or a combination of these.

Very poorly drained.—Water is removed from the
soil so slowly that free water remains at or on the
surface during most of the growing season. Unless
the soil is artificially drained, most mesophytic crops
cannot be grown. Very poorly drained soils are
commonly level or depressed and are frequently
ponded. Yet, where rainfall is high and nearly
continuous, they can have moderate or high slope
gradients.

Drainage, surface. Runoff, or surface flow of water,
from an area.

Eolian soil material. Earthy parent material accumulated
through wind action; commonly refers to sandy
material in dunes or to loess in blankets on the
surface.
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Erosion. The wearing away of the land surface by water,
wind, ice, or other geologic agents and by such
processes as gravitational creep.

Erosion (geologic). Erosion caused by geologic
processes acting over long geologic periods and
resulting in the wearing away of mountains and the
building up of such landscape features as flood
plains and coastal plains. Synonym: natural erosion.
Erosion (accelerated). Erosion much more rapid
than geologic erosion, mainly as a result of the
activities of man or other animals or of a
catastrophe in nature, for example, fire, that
exposes the surface.

Excess fines (in tables). Excess silt and clay in the soil.
The soil is not a source of gravel or sand for
construction purposes.

Excess salts (in tables). Excess water-soluble saits in
the soil that restrict the growth of most plants.
Fallow. Cropland left idle in order to restore productivity
through accumulation of moisture. Summer fallow is

common in regions of limited rainfall where cereal
grains are grown. The soil is tilled for at least one
growing season for weed control and decomposition
of plant residue.

Fast intake (in tables). The rapid movement of water
into the soil.

Fertility, soil. The quality that enables a soil to provide
plant nutrients, in adequate amounts and in proper
balance, for the growth of specified plants when
light, moisture, temperature, tilth, and other growth
factors are favorable.

Field moisture capacity. The moisture content of a soil,
expressed as a percentage of the ovendry weight,
after the gravitational, or free, water has drained
away; the field moisture content 2 or 3 days after a
soaking rain; also called normal field capacilty,
normal moisture capacity, or capillary capacity.

Flood plain. A nearly level alluvial plain that borders a
stream and is subject to flooding unless protected
artificially.

Forb. Any herbaceous plant not a grass or a sedge.

Genesis, soil. The mode of origin of the soil. Refers
especially to the processes or soil-forming factors
responsible for the formation of the solum, or true
soil, from the unconsolidated parent material.

Grassed waterway. A natural or constructed waterway,
typically broad and shallow, seeded to grass as
protection against erosion. Conducts surface water
away from cropland.

Gravel. Rounded or angular fragments of rock up to 3
inches (2 millimeters to 7.6 centimeters) in diameter.
An individual piece is a pebble.

Ground water (geology). Water filling all the unblocked
pores of underlying material below the water table.

Gully. A miniature vailey with steep sides cut by running
water and through which water ordinarily runs only
after rainfall. The distinction between a gully and a
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rill is one of depth. A gully generally is an obstacie
to farm machinery and is too deep to be obliterated
by ordinary tillage; a rill is of lesser depth and can
be smoothed over by ordinary tillage.

Horizon, soil. A layer of soil, approximately parallel to
the surface, having distinct characteristics produced
by soil-forming processes. In the identification of soil
horizons, an uppercase letter represents the major
horizons. Numbers or lowercase letters that follow
represent subdivisions of the major horizons. The
major horizons are as follows:

O horizon.—An organic layer of fresh and decaying
plant residue.

A horizon.—The mineral horizon at or near the
surface in which an accumulation of humified
organic matter is mixed with the mineral material.
Also, any plowed or disturbed surface layer.

E horizon.—The mineral horizon in which the main
feature is loss of silicate clay, iron, aluminum, or
some combination of these.

B horizon.—The mineral horizon below an O, A, or E
horizon. The B horizon is in part a layer of transition
from the overlying horizon to the underlying C
horizon. The B horizon also has distinctive
characteristics, such as (1) accumulation of clay,
sesquioxides, humus, or a combination of these; (2)
granular, prismatic, or blocky structure; (3) redder or
browner colors than those in the A horizon; or (4) a
combination of these.

C horizon.—The mineral horizon or layer, excluding
indurated bedrock, that is little affected by soil-
forming processes and does not have the properties
typical of the overlying horizon. The material of a C
horizon may be either like or unlike that in which the
solum formed. If the material is known to differ from
that in the solum, an Arabic numeral, commonly a 2,
precedes the letter C.

Cr horizon.—Soft, consolidated bedrock beneath the
soil.

R layer.—Hard, consolidated bedrock beneath the
soil. The bedrock commonly underlies a C horizon
but can be directly below an A or a B horizon.

Humus. The well decomposed, more or less stable part
of the organic matter in mineral soils.

Hydrologic soil groups. Refers to soils grouped
according to their runoff-producing characteristics.
The chief consideration is the inherent capacity of
soil bare of vegetation to permit infiltration. The
slope and the kind of plant cover are not considered
but are separate factors in predicting runoff. Soils
are assigned to four groups. In group A are soils
having a high infiltration rate when thoroughly wet
and having a low runoff potential. They are mainly
deep, well drained, and sandy or gravelly. In group
D, at the other extreme, are soils having a very slow
infiltration rate and thus a high runoff potential. They
have a claypan or clay layer at or near the surface,
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have a permanent high water table, or are shallow
over nearly impervious bedrock or other material. A
soil is assigned to two hydrologic groups if part of
the acreage is artificially drained and part is
undrained.

Increasers. Species in the climax vegetation that
increase in amount as the more desirable plants are
reduced by close grazing. Increasers commonly are
the shorter plants and the less palatable to
livestock.

Infiltration. The downward entry of water into the
immediate surface of soil or other material, as
contrasted with percolation, which is movement of
water through soil layers or material.

Invaders. On range, plants that encroach into an area
and grow after the climax vegetation has been
reduced by grazing. Generally, invader plants follow
disturbance of the surface.

Irrigation. Application of water to soils to assist in
production of crops. Methods of irrigation are—
Border.—Water is applied at the upper end of a strip
in which the lateral flow of water is controlied by
small earth ridges called border dikes, or borders.
Basin.—Water is applied rapidly to nearly level
plains surrounded by levees or dikes.

Controlled flooding.—Water is released at intervals
from closely spaced field ditches and distributed
uniformly over the field.

Corrugation.—Water is applied to small, closely
spaced furrows or ditches in fields of close-growing
crops or in orchards so that it flows in only one
direction.

Drip (or trickle).—Water is applied slowly and under
low pressure to the surface of the soil or into the
soil through such applicators as emitters, porous
tubing, or perforated pipe.

Furrow.—Water is applied in small ditches made by
cultivation implements. Furrows are used for tree
and row crops.

Sprinkler.—Water is sprayed over the soil surface
through pipes or nozzles from a pressure system.
Subirrigation.—Water is applied in open ditches or
tile lines until the water table is raised enough to wet
the soil.

Wild flooding.—Water, released at high points, is
allowed to flow onto an area without controlled
distribution.

Liquid limit. The moisture content at which the soil
passes from a plastic to a liquid state.

Loam. Soil material that is 7 to 27 percent clay particles,
28 to 50 percent silt particles, and less than 52
percent sand particles.

Loess. Fine grained material, dominantly of silt-sized
particles, deposited by wind.

Low strength. The soil is not strong enough to support
loads.
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Minimum tillage. Only the tillage essential to crop
production and prevention of soil damage.

Mollic epipedon. A thick, dark, humus-rich surface
horizon (or horizons) that has high base saturation
and pedogenic soil structure. It may include the
upper part of the subsaoil.

Morphology, soil. The physical makeup of the soil,
including the texture, structure, porosity,
consistence, color, and other physical, mineral, and
biological properties of the various horizons, and the
thickness and arrangement of those horizons in the
soil profile.

Mottling, soll. Irregular spots of different colors that vary
in number and size. Mottling generally indicates poor
aeration and impeded drainage. Descriptive terms
are as follows: abundance—/ew, common, and
many, size—fine, medium, and coarse; and
contrast—faint, distinct, and prominent. The size
measurements are of the diameter along the
greatest dimension. Fine indicates less than 5
millimeters (about 0.2 inch); medium, from 5 to 15
millimeters (about 0.2 to 0.6 inch); and coarse, more
than 15 millimeters (about 0.6 inch).

Munsell notation. A designation of color by degrees of
the three simple variables—hue, value, and chroma.
For example, a notation of 10YR 6/4 is a color of
10YR hus, value of 6, and chroma of 4.

Neutral soil. A soil having a pH value between 6.6 and
7.3. (See Reaction, soil.)

Nutrient, plant. Any element taken in by a plant
essential to its growth. Plant nutrients are mainly
nitrogen, phosphorus, potassium, calcium,
magnesium, sulfur, iron, manganese, copper, boron,
and zinc obtained from the soil and carbon,
hydrogen, and oxygen obtained from the air and
water.

Organic matter. Plant and animal residue in the soil in
various stages of decomposition.

Parent material. The unconsolidated organic and
mineral material in which soil forms.

Ped. An individual natural soil aggregate, such as a
granule, a prism, or a block.

Pedon. The smallest volume that can be called “a soil."”
A pedon is three dimensional and large enough to
permit study of all horizons. Its area ranges from
about 10 to 100 square feet (1 square meter to 10
square meters), depending on the variability of the
soil.

Percolation. The downward movement of water through
the soil.

Percs slowly (in tables). The slow movement of water
through the soil adversely affecting the specified
use.

Permeability. The quality of the soil that enables water
to move downward through the profile. Permeability
is measured as the number of inches per hour that
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water moves downward through the saturated soil.
Terms describing permeability are:

Very SIOW.......c.ovvevevceeeeecrrees less than 0.06 inch
SIOW..c.oiiiiiinnine oo sisese s 0.06 to 0.2 inch
Moderately Slow............cocveirvereerirrininnnen 0.2 to 0.6 inch
Moderate..........ccoeomveveernnicrninnns 0.6 inch to 2.0 inches
Moderately rapid..........c.cooevieinriennenns 2.0 to 6.0 inches
Rapid....c.c.cccoomivmvinmnrmeree e 6.0 to 20 inches

Very rapid.........oovecrnrrinenrercncnns more than 20 inches

Phase, soil. A subdivision of a soil series based on
features that affect its use and management. For
example, slope, stoniness, and thickness.

pH value. A numerical designation of acidity and
alkalinity in soil. (See Reaction, soil.)

Piping (in tables). Formation of subsurface tunnels or
pipelike cavities by water moving through the soil.

Plasticity index. The numerical difference between the
liquid iimit and the plastic limit; the range of moisture
content within which the soil remains plastic.

Plastic limit. The moisture content at which a soil
changes from semisolid to plastic.

Ponding. Standing water on soils in closed depressions.
Unless the soils are artificially drained, the water can
be removed only by percolation or
evapotranspiration.

Poor filter (in tables). Because of rapid permeability the
soil may not adequately filter effluent from a waste
disposal system.

Profile, soil. A vertical section of the soil extending
through alt its horizons and into the parent material.

Rangeland. Land on which the potential natural
vegetation is predominantly grasses, grasslike
plants, forbs, or shrubs suitable for grazing or
browsing. It includes natural grasslands, savannas,
many wetlands, some deserts, tundras, and areas
that support certain forb and shrub communities.

Range condition. The present composition of the plant
community on a range site in relation to the
potential natural plant community for that site.
Range condition is expressed as excellent, good,
fair, or poor, on the basis of how much the present
plant community has departed from the potential.

Range site. An area of rangeland where climate, soil,
and relief are sufficiently uniform to produce a
distinct natural plant community. A range site is the
product of all the environmental factors responsible
for its development. It is typified by an association of
species that differ from those on other range sites in
kind or proportion of species or total production.

Reaction, soil. A measure of acidity or alkalinity of a
soil, expressed in pH values. A soil that tests to pH
7.0 is described as precisely neutral in reaction
because it is neither acid nor alkaline. The degree of
acidity or alkalinity is expressed as—

pH
Extremely acid........cc.cococnmeincrcrcnneinisniniens below 4.5
Very strongly acid........c.occenreccnicncnnicconon 4510 5.0
Strongly acid 5.1t055
Medium acid........c..cevimmenencmi: 5610 6.0
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Slightly aCid.......ccovevverireieerernermereeereneneesesenne 61to6.5
NEULTAL...ccoitiiiiiirees e seraesene 66t07.3

Mildly alkaline.............. 74t078
Moderately alkaline...........cccccovrerverenne 79t0 84
Strongly alkaling..........cccvrevencrrereecrnerencencnses 8.510 9.0

Very strongly alkaling........c...ccoevevecrneenens 9.1 and higher

Relief. The elevations or inequalities of a land surface,
considered collectively.

Residuum (residual soil material). Unconsolidated,
weathered, or partly weathered mineral material that
accumulated as consolidated rock disintegrated in
place.

Runoff. The precipitation discharged into stream
channels from an area. The water that flows off the
surface of the land without sinking into the soil is
called surface runoff. Water that enters the soil
before reaching surface streams is called ground-
water runoff or seepage flow from ground water.

Saline soll. A soil containing soluble salts in an amount
that impairs growth of plants. A saline soil does not
contain excess exchangeable sodium.

Sand. As a soil separate, individual rock or mineral
fragments from 0.05 millimeter to 2.0 millimeters in
diameter. Most sand grains consist of quartz. As a
soil textural class, a soil that is 85 percent or more
sand and not more than 10 percent clay.

Sandstone. Sedimentary rock containing dominantly
sand-size particles.

Seepage (in tables). The movement of water through the
soil. Seepage adversely affects the specified use.

Series, soil. A group of soils that have profiles that are
almost alike, except for differences in texture of the
surface layer or of the substratum. All the soils of a
series have horizons that are similar in composition,
thickness, and arrangement.

Shale. Sedimentary rock formed by the hardening of a
clay deposit.

Shrink-swell. The shrinking of soil when dry and the
swelling when wet. Shrinking and swelling can
damage roads, dams, building foundations, and
other structures. It can also damage plant roots.

Silt. As a soil separate, individual mineral particles that
range in diameter from the upper limit of clay (0.002
millimeter) to the lower limit of very fine sand (0.05
millimeter). As a soil textural class, soil that is 80
percent or more silt and less than 12 percent clay.

Siltstone. Sedimentary rock made up of dominantly silt-
sized particles.

Similar soils. Soils that share limits of diagnostic criteria,
behave and perform in a similar manner, and have
similar conservation needs or management
requirements for the major land uses in the survey
area.

Slickensides. Polished and grooved surfaces produced
by one mass sliding past another. In soils,
slickensides may occur at the bases of slip surfaces
on the steeper slopes; on faces of blocks, prisms,
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and columns; and in swelling clayey soils, where
there is marked change in moisture content.

Slope. The inclination of the land surface from the
horizontal. Percentage of slope is the vertical
distance divided by horizontal distance, then
multiplied by 100. Thus, a slope of 20 percent is a
drop of 20 feet in 100 feet of horizontal distance.

Slope (in tables). Slope is great enough that special
practices are required to ensure satisfactory
performance of the soil for a specific use.

Slow intake (in tables). The siow movement of water
into the soil.

Small stones (in tables). Rock fragments less than 3
inches (7.6 centimeters) in diameter. Small stones
adversely affect the specified use of the soil.

Soil. A natural, three-dimensional body at the earth’s
surface. It is capable of supporting plants and has
properties resulting from the integrated effect of
climate and living matter acting on earthy parent
material, as conditioned by relief over periods of
time.

Soil separates. Mineral particles less than 2 millimeters
in equivalent diameter and ranging between
specified size limits. The names and sizes of
separates recognized in the United States are as
follows:

Millime-
ters

Very coarse sand
Coarse sand
Medium san
Fine sand....

..0.10 to 0.05

0.05 to 0.002

less than 0.002

Solum. The upper part of a soil profile, above the C
horizon, in which the processes of soil formation are
active. The solum in soil consists of the A, E, and B
horizons. Generally, the characteristics of the
material in these horizons are unlike those of the
underlying material. The living roots and plant and
animal activities are largely confined to the solum.

Stripcropping. Growing crops in a systematic
arrangement of strips or bands which provide
vegetative barriers to soil blowing and water erosion.

Structure, soll. The arrangement of primary soil
particles into compound particles or aggregates. The
principal forms of soil structure are—platy
(laminated), prismatic (vertical axis of aggregates
longer than horizontal), columnar (prisms with
rounded tops), blocky (angular or subangular), and
granular. Structureless soils are either single grained
(each grain by itself, as in dune sand) or massive
(the particles adhering without any regular cleavage,
as in many hardpans).

Stubble mulch. Stubble or other crop residue left on the
soil or partly worked into the soil. It protects the soil

Soil Survey

from soil blowing and water erosion after harvest,
during preparation of a seedbed for the next crop,
and during the early growing period of the new crop.

Subsoil. Technically, the B horizon; roughly, the part of
the solum below plow depth.

Substratum. The part of the soil below the solum.

Subsurface layer. Any surface soil horizon (A, E, AB, or
EB) below the surface layer.

Summer fallow. The tillage of uncropped land during
the summer to control weeds and allow storage of
moisture in the soil for the growth of a later crop. A
practice common in semiarid regions, where annual
precipitation is not enough to produce a crop every
year. Summer fallow is frequently practiced before
planting winter grain.

Surface layer. The soil ordinarily moved in tillage, or its
equivalent in uncultivated soil, ranging in depth from
about 4 to 10 inches (10 to 25 centimeters).
Frequently designated as the *‘plow layer,” or the
“Ap horizon."”

Surface soll. The A, E, AB, and EB horizons. It includes
all subdivisions of these horizons.

Terrace. An embankment, or ridge, constructed across
sloping soils on the contour or at a slight angle to
the contour. The terrace intercepts surface runoff so
that water soaks into the soil or flows slowly to a
prepared outlet.

Terrace (geologic). An old alluvial plain, ordinarily flat or
undulating, bordering a river, a lake, or the sea.
Texture, soll. The relative proportions of sand, silt, and

clay particles in a mass of soil. The basic textural
classes, in order of increasing proportion of fine
particles, are sand, loamy sand, sandy loam, loam,
silt loam, silt, sandy clay loam, clay loam, silty clay
loam, sandy clay, silty clay, and clay. The sand,
loamy sand, and sandy loam classes may be further
divided by specifying “coarse,” "'fine,” or “very
fine.”

Thin layer (in tables). Otherwise suitable soil material
too thin for the specified use.

Tilth, soil. The physical condition of the soil as related
to tillage, seedbed preparation, seedling emergence,
and root penetration.

Upland (geology). Land at a higher elevation, in general,
than the alluvial plain or stream terrace; land above
the lowlands along streams.

Weathering. All physical and chemical changes
produced in rocks or other deposits at or near the
earth’s surface by atmospheric agents. These
changes result in disintegration and decomposition
of the material.

Wind stripcropping. Growing crops in relatively narrow
strips that are perpendicular to the direction of the
prevailing winds.
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TABLE 1.--TEMPERATURE AND PRECIPITATION

[Recorded in the period 1951-76 at Greensburg, Kansas)
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Temperature Precipltation
[ 2 years 1in 2 years 1In 10
l 10 will have-- will have=- Average
Month Average|Average|Average Average number of|Average
daily | daily | daily | Maximum | Minimum Less More |days with|snowfall
maximum |minimum| |temperature |temperature| than--|than--{0.10 inch
| higher | lower | | or more
| than-- than--
B I OF OF In (In [ In In
January---- 4y.3 % 19.3 % 31.8 71 s =7 0.52 0.06 0.75 1 3.9
February--- 49.0 = 23.4 1 36.2 81 -2 .92 .19 .93 2 4.4
March-—---- I' 56.4 % 29.3 || 42.9 88 4 1.20 17 | 2.15 3 3.8
April-————- n 69.4 5 b1.7 % 55.6 93 19 2.23 .87 2.91 3 .5
May-————m=o | 78.4 % 51.9 65.2 100 33 3.13 1.28 4,72 6 .0
Junge—————— 88.1 % 61.9 | 75.0 106 45 3.66 1.37 5.88 6 .0
I
Julyem—m——- |' 93.6 || 66.7 80.2 107 53 || 2.66 .96 | 4,28 5 .0
Augustem——m-m | 92.8 1 65.2 79.0 107 51 % 2.72 .98 | 4,15 5 .0
September--|{ 84,0 = 56.0 70.0 102 36 ‘ 2.02 .61 4,29 4 .0
October----| 72.9 % 45,0 % 59.0 95 1 23 ‘ 1.90 | A7 2.77 3 .5
November---| 57.1 % 31.0 |I by, 1 78 i 4 l .84 .03 | 1.99 2 1.7
December--~| Y46.3 || 22.1 l' 34,2 I‘ 72 % -3 || .75 .0l .97 2 3.6
|
Year-—e—- | 69.4 1 42.8 % 56.1 { 109 ‘ =10 { 22.55 [15.81 {28.91 42 18.4
|
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TABLE 2,--FREEZE DATES IN SPRING AND FALL

Probability

Minimum temperature

2UU F
or lower

289 F
or lower

329 F
or lower

Last freezing
temperature
in spring:

1 year in 10
later than--

2 years in 10
later than--

5 years in 10
later than--

First freezing
temperature
in fall:

1 year in 10
earlier than--

2 years in 10
earlier than--

5 years 1in 10
earlier than--

I
|
{
|
|
l

April

April

March

October

October

November

11

28

8

April

April

April

23

18

May

May

Aprill

23

12

22

TABLE 3.--GROWING SEASON

Daily minimum temperature
during growing season

Probabllity
Higher [ HIgher [~ Higher
than than than
240 F 280 320 F
' Days Days Days
9 years 1in 10 | 207 188 162
|
8 years in 10 213 194 169
5 years in 10 225 207 182
2 years in 10 237 219 195
1 year in 10 243 225 202
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TABLE 4.--ACREAGE AND PROPORTIONATE EXTENT OF THE SOILS
Map Soil name Acres Percent

symbol

{
An |Alblon sandy loam, 1 to 4 percent slopes - —— - 1,600 0.3
As |Albfon-Shellabarger sandy loams, 4 to 15 percent slopes—w—-—- 11,350 2.5
At Attica loamy fine sand, 1 to 4 percent slopes 21,050 4.6
Ax Attica-Carwile complex, 0 to 4 percent 8lopeSe——m——cccmmam e - 4,600 1.0
Ca Canadian fine sandy loam —-— ——— 1,200 0.3
Ce Carwile fine sandy loam-- - 3,550 0.8
Ce |Case clay loam, 2 to 7 percent slopes 7,550 1.6
cf [Case clay loam, 7 to 15 percent slopes- 21,050 4,6
Cg Case-Canlon complex, 7 to 20 percent slopes—---- - 4,500 1.0
Ck Clark loam, 1 to 3 percent slopeS————w=-- - 5,900 1.3
Cm Clark loam, 3 to 7 percent slopes - - 6,450 1.4
Co Coly silt loam, 4 to 9 percent slopes~ - 22,300 4.8
Cp Coly silt loam, 20 to L0 percent slopes 2,850 0.6
ct Coly-Tobin silt loams, 0 to 20 percent slopes _—— 13,400 2.9
Da Dale silt loam 5,800 1.3
Fa Farnum loam, 0 to 1 percent slopes 8,600 1.9
Fb Farnum loam, 1 to 3 percent slopes —_— 13,150 2.8
Ha |Harney silt loam, 0 to 1 percent slopes- B e T 33,300 7.2
Hb Harney 811t loam, 1 to 3 percent slopes —— 43,100 9.2
He Hedville-Rock outcrop complex,; 15 to 30 percent slopes- - 620 0.1
Ho Holdrege silt loam, 0 to 1 percent slopes~-- 4,200 0.9
Hp Holdrege silt loam, 1 to 3 percent slopes- - 21,750 4.7
Kr |Krier sandy loam, occasionally flooded-- 153 *
Lh |Lancaster-Hedville complex, 4 to 20 percent slopes- e ———— 5,800 1.3
Ln | Lincoln sandy loam, occasionally flooded——m——mm—m—om—oemen -— - 4,350 0.9
Na [Naron fine sandy loam, 0 to 1 percent slopeS—mmmw——m e ——— 5,100 1.1
Nb INaron fine sandy loam, 1 to 3 percent slopes 14,350 3.1
Ne |Ness silty clay —_— - - 800 0.2
Nw |New Cambria silty clay- —— 1,250 0.3
Oe |Owens clay, 6 to 25 percent slopes— - e ————— e 18,500 4,0
Pe |Plevna loam, frequently flooded ————————————— - 1,800 0.4
Pr |Pratt loamy fine sand, undulating - — 52,000 11.0
Ps |Pratt loamy fine sand, rolling 25,000 5.4
Pt |Pratt-Tivoli loamy fine sands, rolling-~e—e—ec—coam—mcacaaooo B 37,800 8.2
Qw | Quinlan-Woodward loams, 6 to 25 percent slopes - - 4,200 0.9
Sh |Shellabarger loam, 2 to 6 percent slopes- - ~——— 3,350 0.7
Th [Tivolil fine sand, hilly ————— e ——— e 10,900 2.4
To |Tobin silt loam, channeled- - ——— —_—— 3,050 0.7
Ts |Tobin 81lt loam, occasionally floode 3,500 0.8
Uc |Uly silt loam, 3 to 7 percent slopes——————- — 9,650 2.1
Wa |Waldeck loam, occasionally floodeG—em—mm——m oo oo o oo e e e 3,150 0.7

| Total -[ 462,573 | 100.0

|

*# Less than 0.1 percent.
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TABLE 5.-~-LAND CAPABILITY CLASSES AND YIELDS PER ACRE OF CROPS

[Yields in the N columns are for nonirrigated soils; those Iin the I columns are for irrigated soills. Yields
are those that can be expected under a high level of management. Absence of a yleld indicates that the
801l 1s not sulted to the crop or the crop generally 1s not grown on the soil]

f [
Soil name and Land | Wheat | Grain sorghum Corn Soybeans Alfalfa hay
map symbol | capability
|7 N I N - I N i N T N I N I
I Bu | Bu [ Bu | Ba | Bu [ Bu | By [ Bu [ Tons | Tons
ANe e [IIIe |IIIe | 22 _— 35 _— - —_— — - _— _——
Albion | |
I l
. S | Vie | --- | — -— — - -— —— - — -~ -—
Alblon- |
Shellabarger | |
|
S [IITe [IITe 32 45 u7 105 -— 130 —— 35 —_— 6.5
Attica | | | |
I
[} SU— -|IIIe |IIIe 28 40 42 105 — 130 - 35 — 6.5
Attica-Carwile | |
| | |
Ca | IIe | IIe 33 -_— 49 -— — _— _— _— — ——
Canadlan | |
o] P —— IIw | IIw | 26 40 40 105 - 130 -— 35 — 6.5
Carwile |
|
Ce- | IVe | —-- 20 — 35 — — — -— — — —
Case | |
|
o O ———— Vie | =-- — —— -— — -—- — _— _— _— _—
Case
f J
Cg -— | VIe - - - - — - _— -— -— —_—— —_—
Case-Canlon | | |
f
0 O — IITe |IIIe | 27 — 40 _— — — _— -— — _—
Clark
| |
o3 | IVe | w=- 25 —— 38 — _— _— _— _— _— S
Clark | |
| [
COmmmmmmmm e IVe | IVe | 22 _— 30 _— -— -— -— —_— -— —_—
Coly |
O Vile | --—- - ---, ---‘ — - - - - -— -—
Coly |
Ctmmmm e Vie | ==~ -— -— _— -— — -— -— _— _— —_—
Coly-Tobin |
| | |
L | IIe | I 361 ——— 50 ——- — -— —— -— — -—
Dale
Fam—mmmmmmmmmmmmmm ITe | I 35 55 50 120 — - ———- -— -— -—
Farnum
| |
Fbommmmmmmmmmmo e | IIe | IIe 33 50| 48 110 - - — -— — -—-
Farnum |
Ham————mmmmmmm e Ilc I 34 50 46 120 _— _— _— - - —
Harney
|
Hbmmmmmmmmmm e [ IIe | IIe 31 45| 42 110 — _— _— _— —_— -—
Harney | |
| |
Heweommm e |VIIs | ~-- _— _— — —_— —_— — — -— - —
Hedville-Rock | |
outcrop ; ; :
HOmm e e e | IIe | I | 35| 55 48 125 _— -— -— -— — —
Holdrege = 1 1 % |
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TABLE 5.--LAND CAPABILITY CLASSES AND YIELDS PER ACRE QF CROPS-~Continued

[ I [ I f f
Soil name and | Land | Wheat | Grain sorghum | Corn | Soybeans | Alfalfa hay
map symbol | capability|
N T N I N 1 N I N I N I
Bu | Bu | Bu | Bu | Bu | Bu | Bu | Bu | Tons | Tons
Hpmm e mmmmmmmmeem e | IIe | IZe 33 50 46 120 - 140 - - — ——
Holdrege
Kr - Vis | --- -— —-— - -— — -— -— —- _— _—
Krier | I f
Lhemme—mmmmm e Vie | --- -— -— -— —-— _— -— -— _— _— -—
Lancaster- |
Hedville {
{
LNmmmmmmmm e VIw | -~ | -— -— _— -— — -— -— - -— -—-
Lincoln I
Na. -] ITe | I 34 50 U9 120 —-—— 135 —— 40 —_— 7.0
Naron : }
)Y — ITe | IIe | 31 45 u7 110 -— 125 — 35 -— 6.5
Naron i |
G Viw | -=- | - -— - -] - -— -— -—— - —
Ness : } = [
NWmmmm i m e mm = IIs | IIs | 31 -— 45 -— — -— - -— — _—
New Cambria 5
Oe VIe | --- -—- -—- - -— - --- --- -—- - -—-
Owens } :
R ——— | vw | --- -— —- — -— _— —_— —_— -—- - -—
Plevna I ‘
Pr |IITe |IITe 271 40 41 90 — 115 —— 35 —— 5.5
Pratt I I I I |
P8 mmmmm e IVe | IVe 25 35 4o 85 — 105 -— 30 — 5.5
Pratt 1
Plmmmommme o VIe | IVe — 30 -— 80 — 100 —— -— ——- 5.0
Pratt-Tivoll : |
W Vie | --- -— _— -—- -— — — —— — -— —
Quinlan-Woodward
Shee e em e IIIe |I1Ie 28 —— 4y —-—— ——— - - -— -——— —
Shellabarger
The e comm e e mem e Vile | --- -— _— -— - _— _— —_— —-— _— —_—
Tivoll I
POmmmmm e Vw _— _— —— -— _— _— —— — —— — —
Tobin
T§mmmmmmmmm e e m IIw | IIw | 35 — 45 -—- -— -— -— — — —
Tobin
Ue IIle |IIle 29 — 37 —- ——- -—- - —- —- —
Uly |
Y — IIIw |IIIw 27 - u5 — -— —— —- -— — -—
Waldeck
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TABLE 6.--RANGELAND PRODUCTIVITY

89

So1l name and

Potential annual production
for kind of growlng season

map symbol Range site
] Favorable Average Unfavorable
Lb/acre Lb/acre Lb/acre
An- - —-— Sandy- - -— — ——— 4,000 3,000 2,000
Alblon
As¥*:
Albilon-me— e Sandy- —— B ittt 4,000 3,000 2,000
I
Shellabarger———em—em—————- Sandy- — - 4,500 3,200 2,000
At Sandy- - - 4,500 3,000 2,000
Attica
Ax¥:
Attlca-——-m—memme e Sandy- 4,500 3,000 2,000
|
Carwilee——-————emmmm e Sandy--- - - 5,000 3,800 3,000
CAmmm e e Sandy Terrace--—————-eem-- 6,000 4,500 3,000
Canadian
e e Sandy — ——- 5,000 3,800 3,000
Carwlle
Ce, Cfmmmmmmr e Limy Upland---eem——ee—q -— —_— 3,500 2,500 1,500
Case |
Cg¥*: ,
Cagemmmemmem e Limy Upland- - - 3,500 2,500 f 1,500
Canlon- -|Shallow Limy———=—mm—m e 2,400 1,600 | 900
CK, OMe—mem e Limy Upland- 3,500 2,500 ﬂ 1,500
Clark
Co- - -|Limy Upland | 3,500 2,500 1,500
Coly | |
Cp- - ——— --|Loess Breaks-- - 3,000 2,000 1,400
Coly
|
Ct¥:
Coly- - Limy Upland———- 3,500 2,500 1,500
I
Tobin———— e e Loamy Lowland-- 6,000 5,000 4,000
e Loamy Terrage-———----=--- -- - 5,000 4,000 3,000
Dale
Fa, Fb - Loamy Uplande-- 4,000 3,000 2,000
Farnum |
Ha, Hb=—mee—mmceo e Loamy Upland- -- 3,500 2,500 1,500
Harney
He#:
Hedvlllee————cmamm e Shallow Sandstone- — 3,000 2,000 1,000
Rock outcrop. |
S o Loamy Upland--- 4,000 3,000 2,000
Holdrege
Kr——- Saline Subirrigated - 6,500 5,500 4,000
Krier

See footnote at end of table.
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TABLE 6.--RANGELAND PRODUCTIVITY-~Continued
Potentlal annual production
Soll name and for kind of growlng season
map symbol Range site
Favorable Average Unfavorable
Lb/acre Lb/acre Lb/acre

Lh#*:

Lancaster-—eceeomcemmeeen Loamy Upland 4,000 3,000 2,000
Hedville ~i{Shallow Sandastone 3,000 2,000 1,000
n -|Sandy Lowland 3,000 2,280 1,800
Lincoln

Na, Nbeeo—w Sandy- 4,500 3,000 2,000
Naron

Ne _ - - 2,000 1,500 500
Ness

Nwe—— Clay Terrace=—-- 5,000 4,000 2,500
New Cambria

Og==- -|Blue Shale - 3,000 2,000 1,500
Owens

Pemmmm—— ~ Subirrigated- 9,000 8,000 7,000
Plevna

Pr, Ps -|Sands 4,500 3,500 2,500
Pratt

Pt#:

Pratt Sands 4,500 ‘3,500 2,500
Tivoll Sands 4,000 3,000 2,000
Qw¥ :

QuUinlan-=-ececcccccn———— Shallow Prairie- 2,500 1,800 1,300
WoodWArdemme e e m— e Loamy Upland--- - 4,000 2,800 2,000
Sh- -|Sandy- -— 4,500 3,200 2,000
Shellabarger

Themax ~|Choppy Sands 2,000 1,400 1,000
Tivoll

To, Tg=== — Loamy Lowland 6,000 5,000 4,000
Tobin

Uc-- Loamy Upland 4,000 3,200 2,000
Uly

. Subirrigated-- 9,000 8,000 7,000
Waldeck

*# See description of

the map unit for composition and behavior characterlstlcs of the map unit.
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[The symbol < means less than; > means more than.

TABLE 7.--WINDBREAKS AND ENVIRONMENTAL PLANTINGS

to the given height on that soil]

91

Absence of an entry lndicates that trees generally do not grow

Soil name and
map symbol

[
{

8-15

16-25

26-35

Trees having predicted 20-year average helght, in feet, of--
|

>35

An
Alblon

Ag¥:
Alblonem————eem s

Shellabarger—=——~--

Carwllgeee———ua

Ca-
Canadian

Carwlle

Lilac, fragrant
| sumac, Siberian
peashrub.

Lilac, fragrant
sumac, Slberlan
peashrub,

Lilac, American

plum.

Lilac,
plum.

Amerlican

Lilac,
plum.

American

American plum-—---

American plum-----

Amerlcan plum-—---

Fragrant sumac,
silver
buffaloberry,
Tatarlan
honeysuckle,

See footnote at end of table.

Russian-olive,
Rocky Mountaln
Juniper, Russian
mulberry.

Russlan~-olive,
Rocky Mountailn
Juniper, Russlan
mulberry.

Common chokecherry

Common chokecherry

Common chokecherry

Amur honeysuckle,
lilaec.

Amur honeysuckle,
11lac.

Amur honeysuckle,
lilac.

Eastern redcedar,
Rocky Mountain
juniper, Russian-
olive,

Eastern redcedar,
bur oak, Austrian
pine, honey-
locust, green
ash.

Eastern redcedar,
bur oak, Austrian
plne, honey-
locust, green
ash.

Eastern redcedar,
ponderosa pine,
Austrian pilne,

| honeylocust,

Scoteh pilne,

green ash,

hackberry.

|Eastern redcedar,
Russian mulberry,

| ponderosa plne,
Scotch pine,

" honeylocust,
Austrlan pilne,
green ash,
hackberry.

Eastern redcedar,
Russian mulberry,
ponderosa pine,
Scoteh pine,
honeylocust,
Austrian pilne,
green ash,
hackberry.

Eastern redcedar,
Austrian pine,
ponderosa pilne,
green ash,

| Russian-olive,

| Russian mulberry.

Eastern redcedar,
Austrlan pine,
ponderosa pine,
green ash,
Russian-olive,

[ Russian mulberry.

Eastern redcedar,
Austrian pine,
ponderosa pine,

| green ash,

Russian-olive,

Russian mulberry.

Honeylocust,
Siberian elm,
ponderosa pine,
green ash, black
locust,
osageorange.

Siberlan

Siberilan

Siberilan elm

Siberian

Siberian

Honeylocust,
hackberry.

Honeylocust,
hackberry.

Honeylocust,
hackberry.

Eastern
cottonwood.

Eastern
cottonwood.

Eastern
cottonwood,

Eastern
cottonwood.
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TABLE 7.--WINDBREAKS AND ENVIRONMENTAL PLANTINGS~-Continued

Soil Survey

Soil name and

Trees having predicted 20-year average height, in feet, of—=

map symbol ' <8 8-15 16-25 26-35 >35
|
Cg¥:
CaSCmmmmmm————— Fragrant sumac, Eastern redcedar, |Honeylocust, —_— -
silver Rocky Mountain Siberian elm,
buffaloberry, Jjuniper, Russlan-| ponderosa pine,
Tatarian olive. green ash, black
honeysuckle, locust,
osageorange.
Canlon,
Ck, CMee—mmmmeeeen Silver Eastern redcedar, |Green ash, -— ——
Clark buffaloberry, Rocky Mountain Siberian elm,
fragrant sumac, Juniper, Russlan-| ponderosa pine,
Siberian pea- olive, bur oak. honeylocust.
shrub, Tatarian \
honeysuckle., '
COmmmmmmr e Silver |Eastern redcedar, |Green ash, —_— —_—
Coly buffaloberry, \ Rocky Mountain ponderosa plne,
fragrant sumac, Juniper, bur oak,| honeylocust,
Siberian pea- \ Russian-olive. Siberian elm.
shrub, Tatarian
honeysuckle. |
|
Cp. |
Coly | |
Ct#: ] ‘
Coly.
Tobin--cmeccccccaee American plum-~=—-- Lilac, Amur Eastern redcedar, [Hackberry, Eastern
honeysuckle. Russian-olive, honeylocust. cottonwood.,
l Austrian pine,
green ash,
‘ ponderosa pine,
Russian mulberry.
Da- American plum-----|Amur honeysuckle, |Eastern redcedar, |Honeylocust, Eastern
Dale lilac. ponderosa pilne, hackberry. cottonwood,
Austrlan pine,
green ash,
Russian-olive,
| Russian mulberry.
Fa, Pbemecace—eaea Lilac, fragrant Russian mulberry Eastern redcedar, |Siberian elm-—----- —
Farnum sumac, Amur Austrian pine,
honeysuckle. hackberry,
honeylocust, bur
oak, green ash,
Russian-ollve.
Ha, Hbeeccmecmeaaa- Amur honeysuckle, |Russian mulberry Eastern redcedar, |Siberian elme-——e——- -—
Harney lilac, fragrant bur oak,
sumac. honeylocust,
Russian-olive,
Austrian pine,
green ash,
hackberry.
He#:
Hedville.

Rock outcrop.

See footnote at end of table.
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TABLE 7.--WINDBREAKS AND ENVIRONMENTAL PLANTINGS--Continued

93

Soll name and

Trees having predicted 20-year average height, 1n feet, of--

I
| [
map symbol e <8 : 8-15 16-25 26-35 >35
| |
Ho, Hp-————eeeemeu Lilac, Amur Russlan mulberry |Eastern redcedar, |Siberian elmwe—--- ———
Holdrege | honeysuckle, Austrian pine,
| fragrant sumac. green ash,
j honeylocust,
| hackberry, bur
oak, Russian-
I olive,
Kpemm e e e Silver Eastern redcedar, [Golden willow, —— Eastern
Krier | buffaloberry, Rocky Mountain | Siberian elm. cottonwood.
| lilac, Tatarian Juniper, green
honeysuckle. ash, Russlan-
olive, Siberian
| peashrub, |
Lh#: |
Lancaster-—-————-- | Fragrant sumac, Rocky Mountain |Eastern redcedar, |Siberian elmw—m——— ——
| 1ilac, Siberian juniper, Russlan | green ash,
peashrub. mulberry, Austrian pine,
Russian-olive, bur oak,
honeylocust.
Hedville.
Ln- Lilac, American Eastern redcedar, |Ponderosa pine, Siberian elm-————- -
Lincoln | plum. common choke- Austrian pine,
cherry. honeylocust,
green ash.
I
Na, Nb-——oeemo e |Lilac, American Common chokecherry|Eastern redcedar, |Siberian elm-~---- ——-
Naron | plum. ponderosa pine,
| hackberry, |
| Russian mulberry, |
| green ash,
honeylocust,
| Austrian pine,
| Scotch pilne.
Ne.
Ness |
f
NWe e e —-—— {Siberian peashrub,|Eastern redcedar, |Siberlan elm, Eastern

Amur honeysuckle,
Siberlan pea-
shrub, Peking
cotoneaster.

American plum,
redosler dogwood.

See footnote at end of table.

silver
buffaloberry,
Tatarian
honeysuckle.

Eastern redcedar,
Rocky Mountain
Juniper,
hackberry, green
ash, Russlan-
olive,

Common chokecherry

Eastern redcedar,
Rocky Mountain
Juniper.

Eastern redcedar,
Rocky Mountailn
Juniper.

Russian-olive,
ponderosa pilne,
green ash,
Russian mulberry.

Honeylocuste——=e-—

Green ash, eastern
redcedar,
hackberry,
Russian mulberry,
Austrian pine.

Ponderosa pine,
Austrian pine.

Ponderosa
Austrian

plne,
pine.

hackberry,
honeylocust.

Golden willow,
honeylocust.

cottonwood.

Eastern
cottonwood,
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TABLE 7.--WINDBREAKS AND ENVIRONMENTAL PLANTINGS--Continued

Soil Survey

So1l name and

Trees having predicted 20-year average helght, in feet, of--

map symbol <8 8-15 16-25 26-35 ‘ >35
[
I
f
Pt¥:
Tivollememm e Lilac, Amur Rocky Mountain Eastern redcedar, —_— -——
honeysuckle, Juniper, American| oriental
skunkbush sumac. plum, redbud. arborvitae,
osageorange,
black locust, red
mulberry.
Qw¥:
Quinlan-=—===m=e- Skunkbush sumac, Rocky Mountain Eastern redcedar, —_—— -
lilac, Amur Juniper, redbud. oriental
honeysuckle. arborvitae.
Woodward—————-———~— Fragrant sumac, |Russian-olive, Rocky Mountain Siberian elm=—e—-- ——
lilac, Siberfan | Austrian pine, Juniper, bur oak,
peashrub, | Russian mulberry.| green ash,
‘ eastern redcedar,
| honeylocust.,
Shecemm e e Lilac, American Common chokecherry|Eastern redcedar, |Siberian elm———w—== Eastern
Shellabarger plum, ponderosa pine, cottonwood.
Austrian pine,
honeylocust,
Scotch pilne,
green ash,
hackberry.
The—eemm e Lilac, Amur Rocky Mountain Eastern redcedar, - —_—
Tivoll honeysuckle, Juniper, American| orilental
skunkbush sumac. plum, redbud. arborvitae,
osageorange,
black locust, red
mulberry.
To, TS—mememr————— American plum—-—--—- Lilac, Amur | Eastern redcedar, |Hackberry, Eastern
Tobin honeysuckle. | Russian-olive, honeylocust. cottonwood.
| | Austrian pine,
green ash,
ponderosa pine,
Russian mulberry.
8 Amur honeysuckle, |Common choke- Eastern redcedar, |Slberlan elm=-e—e-e- —
Oy lilac. cherry, Russlan green ash,
mulberry. Russian-olive,
honeylocust,
Austrian pine,
| hackberry, bur
| oak.
Wae e e e —_——— Siberian peashrub, |Eastern redcedar, |Hackberry, Eastern
Waldeck silver Siverian elm, cottonwood,

buffaloberry,
Tatarlan
honeysuckle,

| Russian mulberry,
ponderosa pine,

| green ash,

; Russian-olive.

honeylocust.

¥ See descriptlion of the map unit for composition and behavior characteristics of the map unit.
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[Some terms that describe restrictive soil features are defined in the Glossary.

"slight," "moderate," and "severe." Absence of an entry indlcates that‘the soil

TABLE 8.~-RECREATIONAL DEVELOPMENT

See

text for definitlons of
was not rated]

So1il name and Camp areas Picnic areas Playgrounds Paths and trails
map symbol
L e Slight-- Slight ~|Moderate: Slight.
Albion slope,
small stones.
As*:
Alblon-—c—m—emmmee o Moderate: Moderate: Severe: Slight.
slope. slope. slope.
Shellabarger—-—————e-- Moderate: Moderate: Severe: Slight.
slope. slope. slope.,
Abm e e Slighte e Slightem—cmm Moderate: Slight.
Attica slope.
Ax¥:
Attlca——m——mmmm e Slight——mem e Slightem—mecaer— e Moderate: Slight.
slope.
Carwlle—cemmmoa o Severe: Severe: Severe: Severe:
ponding, ponding, ponding, ponding,
| wetness. wetness, wetness., wetness,
] .
Ca- - | Severe: Slightee e e Slight Slight.
Canadian | flooding.
|
Ce~-- --{Severe: Severe: Severe: Severe:
Carwile | ponding, ponding, ponding, | ponding,
| wetness. wetness. wetness. | wetness.
Clmm e e | Slightemmm e Slight—wm—e e Moderate: Slight.
Case slope.
cf- -|Moderate: Moderate: Severe: Slight.
Case | slope. slope. slope.
|
Cg*: |
Case- -|Moderate: Moderate: Severe: Slight.
slope. slope. slope.
Canlone——me——memeaes Severe: Severe: .Severe: Slight.
depth to rock. depth to rock. slope,
depth to rock,
small stones.
Ck, CMeem— e e Slighteeeemcmmaaoeeeo Slighte—c—me e |Moderate: Slight.
Clark | | slope.
COmmm e Slight—em e Slighte——memmm e Severe: Slight.
Coly slope.
Cp-—- -|Severe: Severe: Severe: Severe:
Coly slope. slope. slope. slope,
erodes easlily.
Ct#:
Coly——mmm e Moderate: Moderate: Severe: Severe:
slope. slope. slope. erodes easily.
TobINemem e e e Severe: |Moderate: Severe: Moderate:
flooding. | flooding. flooding. flooding.
Da-— e e Severe: Slightemmeemmm e mmeem Slightememcm e Slight.
Dale flooding.

See footnote at end of table.
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TABLE 8.--RECREATIONAL DEVELOPMENT--Continued
]
So1l name and Camp areas Picnic areas | Playgrounds Paths and traills
map symbol |
Fa Slighteeeemmecm e Slightememmm e Slighteemommme e Slight.
Farnum
Fb- Slight-cmmeecme e Slightee—cccm—cmm e Moderate: Slight.

Farnum slope.

Ha Slight=—mm—em e Slighte—cmccmmcannaaa Slight Slight.

Harney

Hb ~=|Slight-~—mmeem e Slight—eccmmmm e Moderate: Slight.

Harney slope.

He#*:

Hedville———c—m—cecaa—— Severe: Severe: Severe: Moderate:
slope, slope, slope, slope.
depth to rock. depth to rock. small stones.

Rock outcrop.

HOm——m e Slight-———mmmomm e Slight———mmmemmeeeo e Slight—————eeemme Slight.

Holdrege

Hp Slighteememmm e eeeem Slight | Moderate: Slight.

Holdrege | slope.

Kr —-— Severe: |Moderate: Severe: Moderate:

Krler floodling, wetness, wetness, wetness.
wetness. excess salt.,

|
Lh#*: | |

Lancaster—-e———eewean |Moderate: |Moderate: Severe: Slight.
slope. slope. slope.

Hedville—e—cmemmaae e Severe: Severe: Severe: Slight.
depth to rock. depth to rock. slope,

small stones.
Ln——— -| Severe: Slighte—mcmmee e Moderate: Slight.

Lincoln flooding. flooding.

Naw—- Slighte———memc e Slight——memmem e Slight Slight.

Naron

Nb-~ _——— -|Slighteeeemem e Slightecreccee e Moderate: Slight.

Naron slope.

Ne Severe: Severe: Severe: Severe:

Ness ponding. ponding. ponding. ponding.

Nw- ——— Severe: Moderate: Moderate: Moderate:

New Cambria flooding. too clayey. too clayey. too clayey.

Oe -- Severe: Severe: Severe: |Moderate:

Owens slope, slope, slope, slope.
depth to rock. depth to rock. depth to rock.

e - Severe: Severe: Severe: Severe:

Plevna | flooding, wetness. wetness, | wetness.

| wetness. flooding.
Pre-- ’Slight Slight-ceecmemmcmeeeee Moderate: Slight.

Pratt | | slope.

Pg- —-_— -‘Slight --------------- Slightececmmcme e Severe: Slight.

Pratt | slope.

{
Pt#:

Pratte——m—emm e mmm e |Moderate: Moderate: Severe: Slight.

| slope. slope. slope.

See

footnote at end of table.
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TABLE 8.--RECREATIONAL DEVELOPMENT--Continued

97

So1l name and Camp areas Picnic areas Playgrounds Paths and traills
map symbol
Pt¥:
Tivolle—mmm e me e Moderate: Moderate: Severe: Slight.
slope, slope. slope.
Qw¥:
Quinlane————eeecaaeao- Severe: Severe: Severe: Severe:
slope, slope, slope, erodes easlily.
depth to rock. depth to rock. depth to rock.
Woodward—-——=—————e—me- Moderate: Moderate: Severe: Severe:
slope. slope. slope. erodes easlily.
Shemm e e e Slight Slightee—emme e e |Moderate: Slight.
Shellabarger | | slope.
s Severe: Severe: Severe: Severe:
Tivoll slope, slope, slope, too sandy.
too sandy. too sandy. too sandy.
|
TOm e e e e Severe: Moderate: Severe: Moderate:
Tobin flooding. flooding. floodlng. flooding.
|
TSw—m —-— - Severe: Slight-—mmmm e Moderate: Slight.
Tobin flooding. flooding.
U Slight—-————-moc Slighte——=emm— e Moderate: Slight.
Uly slope.
Wa -|Severe: Moderate: | Moderate: Slight.
Waldeck | flooding. wetness. | wetness,
| flooding.

* See description of the map unit for composition and behavior characteristics of the map unit.
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TABLE 9.--WILDLIFE HABITAT

[See text for definitions of "good," "fair," "poor," and "very poor." Absence of an entry indicates that the
301l was not rated]

i Potential for habitat elements Potentlal as habitat for--
Soil name and | I [ Wild
map symbol Grain Grasses | herba- Shrubs Wetland Shallow Openland{ Wetland |Rangeland
and seed and | ceous plants water wildlife| wildlife| wildlife
crops legumes | plants areas
| |
An Fair Good | Fair Fair Very poor|Very poor|Fair Very poor|Fair.
Albion ]
As¥:
Alblon-——ccmmmeaa— Poor Fair Fair {Fair Very poor|Very poor|Fair Very poor|Fatir.
Shellabargereee——— Poor Fair Good Good Very poor|Very poor|Fair Very poor|Good.
|
At Falr Falr \Good Fair Poor Very poor|Failr Very poor|Fair,
Attica
Ax¥#:
Attlca-=eecseece—ee-|Fair Falr Good Fair Poor Very poor|Falr Very poor|Fair.
|
Carwlle—————mmaaaa- Fair \Good Good Good Good Fair Good Fair Good.,
Ca Good | Good Good Good Poor Very poor|Good Very poor|Good,
Canadilan | | |
Clmmmmm— e Fair Iaood Good Good IGood Fair Good Fair Good.
Carwile ‘ ‘
Ce -|Fair | Good Falir Fair | Poor Very poor|Fair Very poor|Fair.
Case | | | f
cf --| Poor ‘Fair |Fair Fair Poor Very poor|Fair \Very poor|Fair,
Case ‘ |
I
Cg# {
(07 <1 T Poor (Faiv Failr Fair Poor Very poor|Failr Very poor|Failr.
Canlon-——eme—eeaem— Poor | Poor | Poor Poor Very poor|Very poor|Poor Very poor|Poor.
|
CKemmmm e e Fair | Good Fair Fair Poor Very poor|Fair Very poor|Falr.
Clark
oos |
Cm Falr | Good Fair Failr Poor Very poor|Falr Very poor|Falr.
Clark | |
Co - Fair \Good \Good \Fair Poor Very poor|Falr Very poor|Falr.
Coly | ‘
(o) < T —— Very poor|Very poor|Poor Fair Very poor|Very poor|Poor Very poor|Falr.
Coly i |
Ct#
(o703 " Z | Poor Fair Fair Fair Very poor|Very poor|jFalr Very poor|Fair,
Tobin-m—ec—eenaam—— Good Good Good Good Poor Fair Good Poor Good.
Da Good Good Fair Good Poor Very poor|Good Very poor|Fair.
Dale I
Fa, Fhem——mmmemeeem Good | Good |Good Good Poor Poor Good Poor Good.
Farnum % \
Ha, Hbmeemmmmemmmem Good IGOOd Good Good Poor Fair \Good Poor Good.,
Harney |
I I I | f
He# : (
Hedville—————eemwmaa Very poor|Poor Poor Poor Very poor|Very poor|Poor Very poor|Poor,
| |

See footnote at end of table.
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Potential for habltat elements

Potential as habitat for--

[
So1l name and | | [ wila
map symbol | @Grain | Grasses herba- Shrubs Wetland Shallow Openland| Wetland |Rangeland
| and seed| and ceous plants water wildlife| wildlife| wildlife
| crops | legumes | plants | areas
| i I {
| | | |
He#: I I {
Rock outcrop. | j |
|
Ho, Hp=mm=——em——aeem | Good | Good Falr Fair Very poor|Very poor|Good |Very poor|Pair.
Holdrege | |
[ {
Kr -| Poor | Poor Fair | Poor Good Good Poor Good Poor,
Krier | ;
Lh#: |
Lancaster-—~———ewe-- Fair | Good Falr Falr | Very poor|Very poor|Fair Very poor|Fair,
|
Hedvillemm—ceemaae Very poorHPoor Poor | Poor Very poor|Very poor|Poor Very poor|Poor.
Ln —|Fair |Fatr Fair Fair | Very poor|{Very poor|Fair Very poor|Fair.
Lincoln ; |
Na, Nbo———emmmoe Good | Good Good IFair IPoor IVery poor|Good Very poor|Fair.
Naron % %
T e ] Poor | Poor | Poor Poor Falr Good Poor Good Poor,
Ness | | f f |
NWe e e Fair IFair | Poor IFair Poor | Poor Fair Poor Poor.
New Cambria %
0fmmm e | Poor | Fair Fair IPoor Very poor|Very poor|Falr Very poor|Poor.,
Owens | ! ] |
l {
PO Poor |Fair |Fair Fair Good Good |Fair Good Fair.
Plevna | |
! |
Pr, PSeeemmeme—eee—— Fair | Good Fair | Fair Very poor|Very poor|Falr | Very poor|Fair.
Pratt | |
I [
Pt#: |
Pratte——m—m— e |Fair %Good Fair |Fa1r Very poor|Very poor|Fair Very poor|Fair.
Tivoli-—mm e m | Poor | Poor |Fatir | Poor | very poor|Very poor|Poor Very poor|Poor.
I | | |
Qu#: [ { | I {
Quinlan-———-c—o————— Poor | Poor Fair | Poor |Very poor|Very poor|Fair Very poor|Poor.
I | I
Woodwarde————c—e—=- Failr {Good Good |Falr Very poor|Very poor|Good |Very poor|Fair.
|
Shec e e meem Fair | Good IGood | Good |Poor |Very poor|Good |Very poor|Good.
Shellabarger | | | |
I I [ |
The e m Poor | Poor |Fair | Poor | very poor|Very poor|Poor Very poor|Poor,
Tivoll I | | |
f
PO e e e emm Good | Good | Good |Good | Poor Fair Good Poor Good.
Tobin H % |
I
L1 R, Fair | Good | Good | Fair Poor |very poor|Failr Very poor|Fair.
Tobin { ﬂ |
L Fair | Good fGood |Fair |Very poor|Very poor|Fair |Very poor|Good.
Uly f [ | I f
| | f | | | |
WAoo e e e {Fair | Good | Good | Good |Fair |Fatir Good Fair Good. -
Waldeck | | [ [ { {
[ | L. | I I I

# See description of the map unit for composition and hehavior characteristlcs of the map unit.
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[Some terms that describe restrictive soil features are defined in the Glossary.
Absence of an entry indlcates that the soll was not rated.

"glight,"

"moderate," and "severe.,"

TABLE 10.--BUILDING SITE DEVELOPMENT

Soil Survey

See text for definitions of

The

information in this table indicates the dominant soll condlition but does not eliminate the need for
onsite investigation]

Soil name and Shallow ‘ Dwellings Dwellings Small Local roads
map symbol excavations ] without with commercial and streets
| basements basements buildings
An -|Severe: [Slight—mmmcecmae e Slighteeemeaeanna Slighteeecmacamcaaa Slight.
Albion cutbanks cave. |
As¥ ‘

AlbiloNem———e—aeme Severe: Moderate: Moderate: Severe: Moderate:
cuthanks cave, slope. slope. slope. slope.

Shellabarger—-~--- Severe: Moderate: Moderate: Severe: Moderate:
cutbanks cave. slope. slope. slope. slope.

At Severe: Slight-——ceeee - Slight——eewe—am— Slight——ceeaaaae Slight.

Attica | cutbanks cave.

|
Ax#: |

Attlca—mmmema———— Severe: Slighteememeanaa— Slighte———e—mem——— Slight—emmece e Slight.
cutbanks cave.

Carwlle~~—==——---~ Severe: Severe: Severe: Severe: Severe:
ponding, shrink-swell, shrink-swell, shrink-swell, wetness,
wetness. ponding, ponding, ponding, shrink-swell,

wetness. wetness. wetness., ponding.
Ca Slight-—eeemueeeo Severe: Severe: Severe: Moderate:
Canadlan flooding. flooding. flooding. flooding.
CCmmmmmmm = ————— Severe: Severe: Severe: Severe: Severe:

Carwile ponding, shrink-swell, shrink-swell, shrink-swell, wetness,
wetness, ponding, ponding, ponding, shrink-swell,

wetness. wetness. wetness. ponding.

e Slighte——e—aaaneee Moderate: Moderate: Moderate: Severe:

Case shrink-swell, shrink-swell. shrink-swell, low strength.

slope.
cf Moderate: Moderate: Moderate: Severe: Severe:
Case | slope. shrink-swell, slope, slope. low strength.
slope. shrink-swell,
Cg¥*:

Ca8@mmme—cmm e Moderate: Moderate: Moderate: Severe: Severe:
slope. shrink-swell, slope, slope. low strength.

slope. shrink-swell.

Canlon-—=———=—=—-=- | Severe: Severe: Severe: Severe: Severe:

| depth to rock. depth to rock. depth to rock. depth to rock, depth to rock.
| slope.
CRmmmm e e Slighte——mmcm———— Moderate: Moderate: Moderate: Severe:
Clark shrink-swell, shrink-swell, shrink-swell. low strength.
Cm Slighteemecemea—a Moderate: Moderate: Moderate: Severe:
Clark shrink-swell, shrink-swell. shrink-swell, low strength.
slope.
Co- Slight———e—e—c—emme— Slight-~mece—m——— Slight————mmmeee | Moderate: Slight.

Coly slope.

Cpmmmmmm e Severe: Severe: Severe: Severe: Severe:

Coly slope. slope. slope. slope. slope.

See footnote at end of table.
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I
Soil name and | Shallow Dwellings Dwellings Small | Local roads
map symbol | excavations without with commercial | and streets
] basements basements bulldings
|
I {
Ct#*:

Coly——mmmmmm e Moderate: Moderate: Moderate: Severe: Moderate:
slope. slope. slope. slope. slope.

Tobln-e———meemem Moderate: Severe: Severe: Severe: Severe:
flooding. flooding. flooding. flooding. low strength,

| | flooding.
I I
Da. |Slightemmmmcmeeem Severe: Severe: Severe: Moderate:
Dale | flooding. floodlng. flooding. shrink-swell,
flooding.
Fa, Fbecemecmmee Slight-————cemeee Moderate: Moderate: Moderate: Severe:
Farnum shrink-swell, shrink-swell, shrink-swell. low strength,
Ha, Hb-—emmemeeen Moderate: Moderate: Slight——ea—a—ee—o Moderate: Severe:
Harney too clayey. shrink-swell. shrink-swell. low strength,
He#:

Hedville———eame— Severe: . Severe: Severe: Severe: Severe:
depth to rock, slope, depth to rock, slope, depth to rock,
slope. depth to rock. slope. depth to rock. slope.

Rock outcrop.

Ho, Hp===——=—————u Slighte—ceemmmea— Moderate: Moderate: Moderate: Severe:

Holdrege shrink-swell. shrink-swell, shrink-swell. low strength.

Kr - Severe: Severe: Severe: Severe: Severe:

Krier cutbanks cave, flooding, flooding, flooding, flooding.

wetness., wetness. wetness, wetness.
Lh#*:

Lancaster-w———--- Moderate: Moderate: Moderate: Severe: Moderate:
depth to rock, shrink-swell, depth to rock, slope. low strength,
slope. slope. slope, slope,

shrink-swell. frost actlon,
I

Hedville——mccuaaa Severe: Severe: Severe: Severe: Severe:

depth to rock. depth to rock. depth to rock. slope, depth to rock.
depth to rock.
Ln Severe: Severe: Severe: Severe: Severe:

Lincoln | cutbanks cave. flooding. flooding. flooding. flooding.

Na, Nb——mmmvmmem e Severe: Slight—=—eemme——o Slighte————eemmee Slighte—————ermam-—- Slight.

Naron cutbanks cave.

Necom e Severe: Severe: Severe: Severe: Severe:

Ness cutbanks cave, ponding, ponding. ponding, low strength,

| ponding. shrink-swell. | shrink-swell. ponding,
| | shrink-swell.
NWe— e m e e Moderate: Severe: Severe: Severe: Severe:
New Cambrila too clayey. flooding, flooding, flooding, low strength,
shrink-swell, shrink-swell. shrink-swell. shrink-swell.
Ofm——m e Severe: Severe: Severe: Severe: Severe:

Owens slope, shrink-swell, slope, shrink-swell, low strength,

depth to rock. slope. shrink-swell, slope. slope,
depth to rock. shrink-swell,
P Severe: Severe: Severe: Severe: Severe:

Plevna cutbanks cave, flooding, flooding, flooding, wetness,

wetness. wetness. wetness. wetness. flooding.

See footnote at end of table.
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TABLE 10.--BUILDING SITE DEVELOPMENT--Continued

Soil Survey

T |
Soil name and | Shallow Dwellings Dwellings Small Local roads
map symbol | excavatlons without with commercial and streets
basements basements buildings
Pr=- Severe: Slight Slight Slighteemmmem e Slight.
Pratt cutbanks cave. '
P8emmm e e m e Severe: (S35 1:3 S AP —— Slighte—emmm———ee Moderate: Slight.
Pratt cutbanks cave. slope.
Pt¥: .
Pratte———meeeaa—— Severe: Moderate: Moderate: Severe: Moderate:
cutbanks cave. slope. slope. slope. slope.
Tivoli-ememceeee Severe: Moderate: Moderate: Severe: | Moderate:
cuthanks cave. slope. slope. slope. slope.
|
Qw¥ | |
Quinlan-——-ceeaew—a |Severe: Severe: Severe: Severe: Severe:
| depth to rock, slope. depth to rock, slope. slope.
| slope. ‘ slope.
Woodwardem———eea~ |Moderate: |Moderate: |Moderate: Severe: Moderate:
| depth to rock, | slope. depth to rock, slope. slope.
slope. 1 slope.
Shmm e Severe: Slight-———emmmama Slightemeemmmameae |Moderate: Slight.
Shellabarger | cutbanks cave. slope.
Theememmr————————— Severe: Severe Severe Severe: Severe:
Tivoll cutbanks cave, slope. slope. slope. slope.
slope, ‘
To, TSew—mee——m——em Moderate: Severe: Severe: Severe: Severe:
Tobin flooding. flooding. flooding. flooding. low strength,
flooding.
UCmmmm e Slight——eecm o Slighteem—mammaao Slighte——mmmm e Moderate: Severe:
Uly slope. low strength,
Wa ~|Severe: Severe: Severe: Severe: Severe:
Waldeck | cutbanks cave, flooding. flooding, flooding. flooding.
| wetness. wetness,

% See description of the map unit for composition and behavior characteristics of the map unlt.



Kiowa County, Kansas

[Some terms that describe restrictive soll features are defined in the Glossary.

"slight," "good," and other terms. Absence of an entry indlcates that the soll was not rated.

TABLE 11.--SANITARY FACILITIES
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See text for definitions of

The

information in thls table indicates the dominant soil condltion but does not eliminate the need for
onsite investigation]

Soll name and Septic tank Sewage lagoon Trench Area Dally cover
map symbol absorption areas sanitary sanitary for landfill
fields landfill landfill
AN e Severe: Severe: Severe: Severe: Poor:
Albion poor filter. seepage., seepage, seepage. seepage,
| too sandy. too sandy,
| small stones.
As®:
Alblon--eeem e | Severe: Severe: Severe: Severe: Poor:
| poor filter. seepage, seepage, seepage. seepage,
| slope. too sandy. too sandy,
small stones.

Shellabarger—-—————-~ Moderate: Severe: Moderate: |Moderate: Poor:

slope. slope. slope. slope. thin layer.
I
At Slight-—cemaaeaaa Severe: Severe: Severe: Good.
Attica | seepage. seepage. seepage.
Ax¥*: |

Attlca-————mmmm—ee o Slight———m—emeeeem Severe: Severe: Severe: Good.

seepage. seepage. seepage.

Carwile==—e—————wa_ Severe: Severe: Severe: Severe: Poor:
percs slowly, ponding, ponding, ponding, ponding,
ponding, wetness, too clayey, wetness. too clayey,
wetness, wetness, hard to pack.

Ca —_— Moderate: Severe: |Severe: Severe: Good.

Canadlan | flooding. | seepage. | seepage. seepage.

Clm e Severe: |Severe: Severe: Severe: Poor:

Carwile percs slowly, ponding, ponding, ponding, ponding,
ponding, wetness. too clayey, wetness, too clayey,
wetness, wetness. hard to pack.

|
[ Moderate: [Moderate: Moderate: Slighteemeeeme——e Falr:
Case | percs slowly. | seepage, too clayey. too clayey.
l , slope. % |
Ccf- -|Moderate: | Severe: Moderate: Moderate: |Fair:
Case | percs slowly, slope. slope, slope. too clayey,
I slope. too clayey. slope.
Cg*: ‘

Cage-mmmmmmmmeeee = Moderate: Severe: Moderate: Moderate: Fair:
percs slowly, slope. slope, slope. too clayey,
slope. too clayey. slope.

Canlon-—wme——ecmmeeoo Severe: Severe: Severe: Severe: Poor:
depth to rock. slope, depth to rock. depth to rock. area reclaim,

depth to rock.
Ck, CMem—e—em e Moderate: Moderate: Moderate: Slighteme—ee————— Fair:

Clark percs slowly. seepage, too clayey. too clayey.

slope.
COmmm e Slight——mmmam e~ | Moderate: Slightemmeee e Slight——mmmmmma e Good.

Coly seepage,

slope.
8 Severe Severe: Severe: Severe: Poor:

Coly slope. slope. slope. slope. slope,

See footnote at end of table.
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TABLE 11.--SANITARY FACILITIES--Continued

Soil Survey

Soil name and Septic tank Sewage lagoon Trench Area Dally cover
map symbol absorption areas sanitary sanltary for landfill
flelds landfill landfill
Ct#*:

COly——mmmmmmm e Moderate: Severe: Moderate: Moderate: Fair:
slope. slope. slope. slope. slope.

Tobin-ee—emm— e Severe: Severe: Severe: Severe: Fair:
flooding. flooding. flooding. flooding. too clayey.

Dam————m e e Moderate: Moderate: Moderate: Moderate: Good.
Dale flooding. seepage. . flooding. flooding.
Fa Moderate: Moderate: Moderate: Slight——cecmcwae—— Falir:
Farnum percs slowly. seepage. too clayey. too clayey.
Fbhe=w _—— Moderate: Moderate: Moderate: Slighte—ecamceaa—~ Falir:
Farnum percs slowly. seepage, too clayey. too clayey.
slope.
Ha=—- Moderate: Moderate: Moderate: Slight——ccccmme—- Pair:
Harney percs slowly. seepage. too clayey. too clayey.
Hb |Moderate: Moderate: Moderate: Slighte——emae e Fair:
Harney | percs slowly. seepage, too clayey. too clayey.
slope.
He#:

Hedville-=—cemmaea- Severe: Severe: Severe: Severe: Poor:
depth to rock, depth to rock, depth to rock, depth to rock, area reclaim,
slope. slope. slope. slope. small stones,

slope.

Rock outcrop.

Ho SRS K-] ] ST ——— {Moderate: Slight———eem—ameaa Slighte—meomaeeee Good.

Holdrege | seepage.

Hpemmm e e e e Slightevmeeeaees Moderate: Slight—c—m—seawe- Slighte—cecceanaaaa Good.

Holdrege seepage,

slope.
KPmm—mm e e Severe: Severe: Severe: Severe: Poor:

Krier flooding, seepage, | flooding, flooding, seepage,
wetness, flooding, seepage, seepage, too sandy,
poor filter. wetness, wetness. wetness. wetness,

Lh#*:

Lancaster-————w—wee-- Severe: Severe: Severe: Severe: Poor:
depth to rock. depth to rock, depth to rock, depth to rock. area reclaim.

slope.

Hedville——ce—aemea- Severe: Severe: Severe: Severe: Poor:
depth to rock. depth to rock, depth to rock. depth to rock. area reclaim,

slope. small stones.
L ¢ B ittt Severe: Severe: Severe: Severe: Poor:
Lincoln flooding, seepage, floodlng, floodling, seepage,
poor filter. flooding. seepage, seepage, too sandy.
wetness.
Na, Nb=—eemmmemceee Slighteweeecaa—— Severe: Severe: Slight-——wcecne—— Fair:
Naron seepage., seepage. thin layer.
Nemccmmmc e e Severe: Severe: Severe: Severe: Poor:

Ness ponding, ponding. ponding. ponding. hard to pack,

percs slowly. ponding.

See footnote at end of table.
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So1l name and Septic tank Sewage lagoon Trench Area | Dally cover
map symbol absorption areas sanitary sanitary | for landfill
fields landfill | landfi1ll
|
Nw -|Severe: Slighte-emeemaea— Severe: Moderate: Poor:
New Cambria percs slowly. too clayey. flooding. too clayey,
hard to pack.
Oe —-| Severe: Severe: Severe: Severe: Poor:
Owens percs slowly, slope, slope, slope, too clayey,
depth to rock. depth to rock. too clayey, depth to rock. hard to pack,
depth to rock. area reclaim,
Pem—mrnm e Severe: Severe: Severe: Severe: Poor:
Plevna flooding, seepage, flooding, flooding, wetness.
wetness, flooding, seepage, seepage,
wetness. wetness, wetness,
Pr Severe: Severe: Severe: Severe: | Poor:
Pratt | poor filter. seepage. seepage. seepage. | thin layer.
P Severe: Severe: Severe: Severe: Poor:
Pratt poor filter. seepage, seepage. seepage. thin layer.
slope.
f
Pt#: |
Pratteoceccemmce e |Severe: Severe: Severe: Severe: Poor:
poor filter. seepage, seepage. seepage. thin layer.
slope.
Tivoll-cemmmme Severe: Severe: Severe: Severe: Poor:
poor fillter. seepage, seepage, seepage. seepage,
slope. too sandy. too sandy.
Qw¥:
Quinlan-————ceeame- Severe: Severe: Severe: Severe: Poor:
depth to rock, depth to rock, depth to rock, depth to rock, area reclaim,
slope. slope. slope. slope. slope.
I
Woodward---—-———eee- Severe: |Severe: Severe: Severe: Poor:
depth to rock. | slope, depth to rock. depth to rock. area reclaim,
| depth to rock.
Sh -— Slight———ececmee-- Moderate: Slight—e—meee——ee Slighte——eeeeea— Poor:
Shellabarger seepage, thin layer.
slope.
Theem—m e e Severe: Severe: {Severe: Severe: Poor:
Tivoll poor filter, seepage, seepage, seepage, seepage,
slope. slope. slope, slope, too sandy,
too sandy. slope.
To, T8=m——emmaeeeee Severe: Severe: Severe: Severe: Falr:
Tobin flooding. flooding. flooding. flooding. too clayey.
Ue- -—— Slight-—=-mene-— Moderate: Slight—=cc—eeeee- Slighte—ecemmmmamam Good.
Uly seepage,
slope.
Wa Severe: Severe: Severe: Severe: Fair:
Waldeck flooding, seepage, flooding, flooding, wetness,
wetness, flooding, seepage, seepage, thin layer.
wetness. wetness. wetness.
I

* See description of the map unit for composition and behavior characterlstics of the map unit.
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TABLE 12.-~CONSTRUCTION MATERIALS

[Some terms that describe restrictive soll features are defined in the Glossary. See text for definitions of
"good," "falr," and other terms. Absence of an entry indicates that the soll was not rated. The
information in this table 1ndlcates the dominant soll condltion but does not eliminate the need for
onsite investigation]

Soil name and Roadfill Sand Gravel Topsoil
map symbol
ANemm e e | Good -| Probabl e~mmmmmmm e Probable———-—cwsamma— Poor:
Alblon | small stones,
area reclaim.
Ag¥:
AlDIONecme e e e Go0dm——mm e m e = Probable~e——mmmmeceae- Probable~m—mmemeaceaaa Poor:
small stones,
area reclailm.
Shellabarger-—-———-——- Good- - Probable——mewccaaa e Improbable: Fair:
too sandy. small stones,
area reclaim.
At— - Go0d—~mm e Improbable: Improbable: Fair:
Attilca excess fines. excess fines. too sandy.
Ax#:
Attlcmmmmemmme e G00d=—m e e = Improbable: Improbable: Fair:
excess flnes. excess fines, too sandy.
Carwlle———eccemman———— Poor: Improbable: Improbable: Poor:
shrink-swell, excess fines. excess filnes. too clayey,
wetness. wetness.
Ca- ~| Good -|Improbable: Improbable: Good.
Canadlan | excess fines. excess flnes.
Clmmmm——— e —— e Poor: Improbable: Improbable: Poor:
Carwlle shrink-swell, excess filnes. excess fines. too clayey,
| wetness, wetness.
Cemm—mmmmm e ——— e Poor: Improbable: Improbable: Fair:
Case low strength. excess fines. excess fines. too clayey.
cf - - -| Poor: : Improbable: Improbable: Fair:
Case | low strength. excess flnes. excess flnes, too clayey,
slope.
Cg¥*:
CA8Qmmmmm e — = ————— Poor: Improbable: Improbable: Fair:
low strength. excess fines. excess filnes. too clayey,
| slope.
CanlonNmem———memcaaa—— Poor: Improbable: Improbable: Poor:
area reclaim, excess filnes. excess fines. area reclaim,
small stones.
Ck, CMecemcamm—m—————— Poor: Improbable: Improbable: Good.
Clark low strength. excess fines., excess fines,
Co-- - | Goodemm e e Improbable: Improbable: Good,
Coly excess fines. excess filnes.
0] o YR Poor: | Improbable: Improbable: Poor:
Coly slope. excess fines, excess fines, slope.
Cth:
Coly—mmmmmm e e Good - -| Improbable: Improbable: Fair:
excess fines. excess flnes. slope.
TobiNemmmmm—e— e | Poor: Improbable: Improbable: Good.
| low strength. excess fines. excess fines.
|

See footnote at end of table.
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TABLE 12.-~CONSTRUCTION MATERIALS--Continued
| | [
Soil name and | Roadfill | Sand Gravel Topsoil
map symbol |

Da ——— Falr: Improbable: Improbable: Good.

Dale shrink-swell. excess fines. excess flnes.
FPa, Fbheeeemmmcrmacceas ‘G0 0d=——mmm e Improbable: Improbable: Good,

Farnum excess filnes. excess fines.

Ha, Hb -| Poor: Improbable: Improbable: | Poor:

Harney low strength. excess filnes. excessg fines, thin layer.
He#:

Hedville—=meammm e | Poor: Improbable: Improbable: Poor:

area reclaim,.

Ho, Hpmm—memee e Poor:
Holdrege low strength.
Kr — -|Fair:
Krier wetness.
Lh#*:
Lancaster-———————ce—-- | Poor:
area reclaim.
Hedvillemmmm——m—m——eem Poor:
area reclaim.
In-——e—e——— Good- —-—
Lincoln
Na, Nb ~| Good
Naron |
Ne- Poor:
Ness low strength,
wetness.
NW— e mm e e e Poor:

low strength,
shrink-swell.

(O et Poor:
Owens low strength,
shrink-swell,
area reclaim,
e -| Poor:
Plevna | wetness.
Pr, PSeccmmmmrce e m e G00dm———m e
Pratt
|
Pt*:
Pratteemmcc e GoO0de mm e e
Tivolle—meecm e Good-~ —-—

See footnote at end of table.

| excess fines.

Improbable:
excess fines,

Probable-————=memmmaeaa
J

| Improbable:

| excess fines.
f

|

Improbable:
excess fines.

|
Probable—e—e———ammaa——
Improbable:

excess fines,
Improbable:

excess fines.

Improbable:
excess filnes,.

Improbable:

excess fines.

Probable————ac——ee

Probablecceeccammnaaa
Probable————c—ee——

Probable~——e—ememeeea

excess fines,

Improbable:
excess fines.

Improbable:
too sandy.

Improbable:
excess fines.

Improbable:
excess fines,

Improbable:
too sandy.

Improbable:
excess fines.

Improbable:
excess fines.

Improbable:
excess fines.

Improbable:
excess fines,

Improbable:
too sandy.

Improbable:
too sandy.

Improbable:
too sandy.

Improbable:
too sandy.

area reclaim,
small stones,
slope.

Good.

Poor:
thin layer.

Fair:
area reclaim,
thin layer,
slope.

Poor:
area reclaim,
small stones.

Good.

Good.

Poor:
too clayey,
wetness.

Poor:
too clayey.

Poor:

too clayey,
slope,

area reclaim.

| Poor:
wetness.

Falr:
| too sandy.

Fair:
too sandy,
slope.

Poor:
too sandy.
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TABLE 12.--CONSTRUCTION MATERIALS-~Contilnued

Soil Survey

So1l name and | Roadfill | Sand Gravel Topsoil
map symbol | |
Qu¥*
Quinlan-——mee——caaae—a Poor: Improbable: Improbable: Poor:
area reclaim. excess filnes, excess fines. area reclailn,
slope.
Woodwardeee——mram——eaa Poor: Improbable: Improbable: Fair:
area reclaim, excess fines. excess fines. slope,
| area reclaim.
Sh-- - ¢ oYo e P —— Probable-————ma——- Improbable: Pair:
Shellabarger | too sandy. small stones,
| area reclaim.
Th- - —-_— -~|PFair: Probable—me—mmwcan Improbable: Poor:
Tivoll slope. { too sandy. too sandy,
| slope.
To, Ts- —-— Poor: Improbable: Improbable: Good.
Tobin low strength, excess fines, excess fines.
Ue - ——-{ Poor: Improbable: Improbable: Good.
Uy | low strength. excess fines. excess fines.
Wam—emcmc e Fair: Probable-———acan-o Improbable: Good.
Waldeck wetness, too sandy.

* See description of the map unit for composition and behavior characteristlcs of the map unit.
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TABLE 13.--WATER MANAGEMENT

[Some terms that describe restrictive soll features are defined in the Glossary.
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See text for deflnitlons of

"slight,”" "moderate," and "severe." Absence of an entry indicates that the soll was not evaluated. The
information in thils table indlcates the dominant soll condition but does not eliminate the need for onsite
investigation]
Limitations for-- Features affecting—-
Soil name and Pond | Embankments, | Terraces
map symbol reservolr | dikes, and Drainage Irrigation and Grassed
areas | levees | dlversions waterways
| |
An - Severe: Severe: Deep to water Droughty, Too sandy, Droughty.
Albion | seepage. seepage. soll blowlng. soil blowing.
As¥*:
AlbloNn——ceemmaa Severe: Severe: Deep to water Droughty, Slope, Slope,
seepage, seepage, soill blowing, too sandy, droughty.
. 8lope. slope. soil blowing. |
Shellabarger-———- Severe: Severe: |Deep to water Slope—=—-———=—~ Slope, Slope.
{ slope. | thin layer. soll blowing.
L et Severe: Severe: Deep to water Fast 1lntake, Soil blowing--~-|Favorable.
Attica seepage. piping. soil blowing. |
Ax¥*:
Attlca————cmcee— Severe: Severe: Deep to water Fast intake, Soil blowing---|Favorable.
seepage. piping. soll blowlng.
I
Carwlle—wa——a——a—a—- Moderate: Severe: Percs slowly, Ponding, | Percs slowly, |Percs slowly,
seepage. ponding, ponding. wetness, | ponding, | wetness.
hard to pack, soll blowing. soll blowing.
wetness,
[0 T Severe: Severe: Deep to water Favorable==m——- Favorable—-———-—- Favorable.
Canadlan seepage. piping.
CCommmm e |Moderate: Severe: Percs slowly, Ponding, Percs slowly, Percs slowly,
Carwile | seepage. ponding, ponding. wetness, ponding, wetness.
hard to pack, soll blowing. soll blowing.
wetness.,
Clmmmmmm e Moderate: Moderate: Deep to water Slope=mmm————— Favorable—————- Favorable.
Case seepage, piping.
| slope.
Cf- Severe: Moderate: Deep to water Slopem——=m—=——a—= Slope—=memee—e—— Slope.
Case slope. piping.
Cg*:
Cagse——m—cmmome Severe: Moderate: Deep to water Slope———m—mmm——— Slope==——mm———- Slope.
slope. piping.
|
Canlon-—————mece—— Severe: Severe: Deep to water |[Depth to rock, |Depth to rock, |[Slope,
depth to rock,| thin layer. | slope. slope. depth to rock.
‘ slope. % |
Ck -|Moderate: Moderate: Deep to water Favorable—-—==- Favorable————-- Favorable.
Clark | seepage. piping.
|
CMe e Moderate: Moderate: |Deep to water Slopem———m————— Favorable——e——- Favorable.
Clark seepage, plping.
slope.
Co- Moderate: Severe: Deep to water Slope, Erodes easily Erodes easlly.
Coly seepage, piping. erodes easily.
slope.
Cpmmmm—me e e Severe: |Severe: Deep to water |Slope, Slope, Slope,
Coly slope. piping. erodes easily.| erodes easily.| erodes easily.
Ct¥:
COly=mmmm e Severe: Severe: Deep to water Slope, Slope, Slope,
slope. plping. | erodes easily.| erodes easily.} erodes easily.

|

See footnote at end of table.
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TABLE 13.--WATER MANAGEMENT--Continued

Soil Survey

Limitations for--

Features affecting--

|
Soil name and | “Pond Embankments, Terraces
map Symbol | reservolr dikes, and Drainage Irrigation and Grassed
areas levees diversions waterways
Ct*:
TObiNe —rmm—m e Moderate: Moderate: Deep to water Flooding—====m= Favorable—~=—-- Favorable.
seepage. plping.

Dam——— e e e = Moderate: |Moderate: Deep to water Erodes easily Erodes easlily Erodes easily.

Dale seepage. | piping.

FPa, Fheecemmcmcae Moderate: Severe: Deep to water Favorable—=—e-—- Favorable—e—==w- Favorable.

Farnum seepage. thin layer.

I
Ha, Hb=—e—meeoaene Moderate: Moderate: Deep to water Favorable————~- Erodes easily Erodes easily.
Harney seepage. piping.
He#*:
Hedville-——c——ea-- Severe: Severe: Deep to water Depth to rock, [Slope, Slope,
depth to rock,| piping. slope. depth to rock.| depth to rock.
slope.

Rock outcrop. |

Ho, Hp=w—w—me—mec—ea- {Moderate: 4Severe: Deep to water Favorablem——a—-- Erodes easily Erodes easily.

Holdrege | seepage. | piping.

KP e e mm e e Severe: Severe: Flooding, Wetness, Wetness, Wetness,

Krier seepage. seepage, cutbanks cave,| droughty, too sandy, excess salt,
piping, excess salt, soll blowing. soll blowing. droughty.
wetness,

Lh#*:
Lancaster-—-—--—--- Severe: Severe: Deep to water Depth to rock, |Slope, Slope,
slope. thin layer. slope. depth to rock.| depth to rock,
Hedville-—==eeeae- |Severe: Severe: Deep to water Depth to rock, |Slope, Slope,
depth to rock,]| piping. slope. depth to rock.| depth to rock.
slope.
O e Severe: Severe: Deep to water Droughty, Too sandy—————- Droughty,

Lincoln seepage. seepage, flooding. soil blowing,
piping. flooding.

Na, Nb=e———emmma—a— Moderate: |Moderate: Deep to water Soil blowing---|Soil blowing---~|Favorable.

Naron seepage. thin layer,
plping.

N@em e e e e Moderate: Severe: Ponding, Ponding, Ponding, Wetness,

Ness | seepage. plping, | percs slowly. slow 1intake, percs slowly. percs slowly.
hard to pack, percs slowly.
ponding.

NWem e Slight=ce—eueeae- Severe: Deep to water Slow intake, Percs slowly---|Percs slowly.

New Cambria hard to pack. percs slowly.

0T it L T Severe: Severe: Deep to water Droughty, Slope, Slope,

Owens slope, thin layer. slow intake, erodes easlly,| erodes easily,
depth to rock. percs slowly. depth to rock.| droughty.

Pe -|Severe: Severe: Flooding——-cee=- Wetness, Wetness, Wetness.

Plevna seepage. piping, flooding, 801l blowing.
wetness. 801l blowing.

Pr, PSececcem——ccmaaa Severe: Severe: Deep to water Droughty, Too sandy, Droughty.

Pratt | seepage. seepage, fast intake, soll blowing.
piping. soll blowing.

Pt#*:
Pratte—me—eeaa——ax Severe: Severe: Deep to water Droughty, Slope, Slope,
seepage, seepage, fast intake, too sandy, droughty.
slope. piping. soll blowing. 801l blowing.

See footnote at end of table,
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TABLE 13,--WATER MANAGEMENT--Continued
| Limitations for-- | Features affecting--
Soil name and Pond Embankments, | Terraces
map symbol reservolr dikes, and i Dralnage Irrigation and Grassed
areas levees | diversions waterways
|
I
Pt*: \

Tivollecmmm e Severe: Severe: Deep to water Droughty, Slope, Slope,
seepage, | seepage, ‘ fast intake, too sandy, droughty.
slope. | piping. soil blowing. soil blowlng.

!
Qu¥
Quinlan—-w——ce—e- Severe: Severe: Deep to water Depth to rock, [Slope, Slope,
depth to rock,| plping, | slope. depth to rock.| depth to rock.
slope. thin layer.
Woodwarde—m——e—e—= Severe: Severe: Deep to water Slope, Depth to rock, |Slope,
| slope. piping. | erodes easily,| erodes easlly,| depth to rock,
| depth to rock.| slope. erodes easily.
| I

Sh- {Moderate: | Severe: Deep to water Slope———m—————— Favorable———~—- Favorable,

Shellabarger | seepage, | thin layer.
slope. |

B tatatae Severe: Severe: Deep to water Droughty, Slope, Slope,

Tivoll | seepage, seepage, fast intake, too sandy, droughty.
slope. plping. soil blowilng, soil blowing.

To, T8w=——m—ee——e Moderate: Moderate: Deep to water Flooding—=—====- Favorable-——-—- Favorable.

Tobin | seepage. piping.

UCmmmm e Moderate: Severe: Deep- to water Slope=m————m——— Erodes easily Erodes easily.

Uly seepage, plping. | |
slope. : [ |

Waeeomm e e e Severe: |Severe: Flooding—————=—~ Wetness, Wetneg8e=~—e—we= Favorable.

Waldeck seepage. | plping. flooding.

I

¥ See descrliption of the

map

unit for composition and behavilor characteristics of the map unit.
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TABLE 14.--ENGINEERING INDEX PROPERTIES

[The symbol < means less than; > means more than. Absence of an entry indicates that data were not estimated)

| | Classification Frag- Percentage passing
Soil name and Depth| USDA texture | ments sleve number--~ Liquid Plas-
map symbol Unified AASHTO >3 limit ticity
inches 4 10 40 200 index
In Pct ot
J S e iy 0-11({Sandy loam-==~==- SM, ML, A-2, A-4 0 100 75-100(60-90 |[25-55 <30 NP=5
Albion CL-ML,
SM-SC
11-24|Sandy loam, loam |SM, ML, A-2, A=l 0 85-100|75-100|45=90 |30-=55 20-35 NP-10
CL, CL-ML
24-60{Loamy sand, SP-SM, A-2, A-1,]| 0-5 40-100|40-90 {30-70 5-30 <30 NP-5
gravelly sand, GP-GM, A-3
sand, SM, GM
As#*:
Alblon-——emccme—— 0-11|Sandy loam—-=—==-- SM, ML, A-2, A-4 0 100 75-100|60-90 |25-55 <30 NP-5
CL-ML,
SM-SC,
11-24|Sandy loam, loam |SM, ML, A-2, A-4 0 85-100|75~100|45-90 |[30-55 20-35 NP-10
CL, CL-ML
24-60|Loamy sand, SP-SM, A-2, A-1,| 0-5 40-100(40-90 {30-70 5-30 <30 NP-5
gravelly sand, GP-GM, A-3
sand. SM, GM
Shellabarger----| 0-12|8Sandy loam-——-—-- | SM, ML A=l, A=2 0 95-100]95-100|75-100(30-55 <30 NP-5
12-60|Sandy clay loam, |SC A=l, A-6 0 95-100|85-100}70-90 |35-50 25-40 8-20
sandy loam, fine
sandy loam.
At - 0-10|Loamy fine sand SM, SP-SM |A-2 0 100 95-100|70-100|10-35 —— NP
Attica 10-30|Fine sandy loam, |SM, ML, A-2, A=Y 0 100 95~100(75-100]30-55 <26 NP-7
sandy loam, | sM-ScC,
| CL-ML
30-60|Fine sandy loam, |SM, SM-SC |A-2, A-4 0 85-100|80-100|70-100|20-50 <26 NP-7
loamy fine sand.
Ax®:
Attlcam——macam— 0-10|Loamy fine sand SM, SP-SM |A-2 0 100 95-100}70-100{10-35 —_— NP
10-30|Fine sandy loam, |SM, ML, A=2, A=Y 0 100 95-100]75~-100!30-55 <26 NP=7
sandy loan. SM-SC,
CL-ML
30-60|Fine sandy loam, |SM, SM-SC |A-2, A-4 0 85-100({80~100{70-100(|20-50 <26 NP-7
loamy fine sand.%
Carwille——e—cne-- 0-15|Fine sandy loam %ML, SM, A=l 0 100 98-100|90-100{36~60 <26 NP-7
CL-ML,
SM-SC
15-36(Clay loam, clay, |CL, CH, SCl|A-6, A=T 0 100 100 90-100| 40-95 35-70 14-38
sandy clay.
36~-60|Clay loam, sandy |CL, CH, SC|A-4, A-6, 0 100 100 90-100]|36-95 25-70 7-38
clay loam, clay. A-T7
Ca 0~-14|Fine sandy loam SM, ML, A=Y 0 100 98-100|94-100(36-65 <26 NP-7
Canadian CL-ML,
| SM-SC
14-60|Fine sandy loam, |SM, SC, A=Y 0 100 98-100|94-100|36-85 <31 NP=10
loam, sandy ML, CL
loam,
Clmmm e 0-15|Fine sandy loam |ML, SM, A=l 0 100 98-100{90-100|36-60 <26 NP-7
Carwile CL-ML,
SM-SC
15-36|Clay loam, clay, {CL, CH, SC|A-6, A-T7 0 100 100 90-100{40-95 35-70 14-38
sandy clay.
36-60{Clay loam, sandy |CL, CH, SC|A-4, A-6, 0 100 100 90-100(36-95 25-70 7-38
clay loam, clay. A-7
Ce, Cfocmmmamma 0-6 |Clay loam~—===~~= CL, CL-ML |A-Y4, A-6 0 90-100{90~100(85-100|55-85 20-40 5=20
Case 6-60|Clay loam, loam |CL A6, p 0 90~100{90~-100|85-100|55-85 | 25-45 10-25
A-T-~
|

See footnote at end

of table.
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TABLE 14.,--ENGINEERING INDEX PROPERTIES-~Continued
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(7 | | Classification Frag- Percentage passing
Soll name and Depth| USDA texture | ments slieve number-- Liquid Plas-
map symbol | | | Unified AASHTO | > 3 limit ticity
inches Yy 10 40 200 index
In Pct Pct
Cg¥*:
Cas@em——————eem 0-6 |Clay loame——e—m—— [CL, CL-ML |A-4, A-6 0 90~100{90-100{85~100|55-85 20-40 5-20
6-60|Clay loam, loam #CL A-6, 0 90~100{90-100|85~100}55-85 25-45 10-25
A-T-6
|
Canlon-—————=—=~ 0-5 |Loam—=—cccemeaa— CL, CL-ML |A-4, A-6 0 90~100|75-100|65~100(50~50 20-40 4-20
5-14|Loam, gravelly CL, SC, A-l, A-6 0 75-100]55-100/50~95 |35-85 20-40 §-20
loam, fine sandy| CL-ML,
| loam. SM-5C
14 |Unweathered — - —_—— — _— —-— - -~ -—
| bedrock.
[0 e 0-5 |Loamm—————m—ene—e— CL-ML, CL |A-H4, A-6 0 100 95-100)90~100}50-90 20-40 5-20
Clark 5-60| Loam, clay loam, |CL A-6 0 100 95-100|90~100(55-90 25-40 10-25
| very fine sandy |
| loam. |
| |
[0 T et 0-10|loamecmmem e CL-ML, CL |[A-4, A-6 0 100 95-100|90~100(50-90 20-40 5-20
Clark 10-60|Loam, clay loam, [CL A-6 0 100 95-100|90~100|55-90 25-40 10-25
very fine sandy
loam.
Co, Cpm—————ceeme 0-5 |S1lt loam—-———==--- ML, CL, A-U, A-6 0 100 100 85~100|85-100| 20-40 2-15
Coly | CL-ML
| 5-60|S511t loam, very ML, CL, A-4, A-6 0 100 100 85-100|85-100| 20-40 2-15
| fine sandy loam,| CL-ML
loam.
Ct#*: \
Coly———mmmmmmene 0-5 |S11lt loamm————ew- ML, CL, A=Y, A-6 \ 0 100 100 85~100{85-100| 20-40 2-15
CL-ML
5-60|8S1lt loam, very ML, CL, A=, A<6 ] O 100 100 85~-100|85-100| 20-40 2-15
fine sandy loam,| CL-ML
loam. |
I
Tobin-——————e—wa 0-25]|S11lt loam—-=——ecee— CL A=4, A- 0 100 100 95~100|90-100| 25-35 8-15
25-60{S1ilt loam, silty |CL A=U, A-6, 0 100 100 95-100]90-100| 25-45 8-20
clay loam, loam. A-T-6
Dam—m e e 0-16(S1lt loamem————== CL, CL-ML |A-4, A-6 0 95-100|95-100|90-100|65-98 25-35 5-15
Dale 16-60|S11t loam, loam, |CL A-l4, A-6, 0 95-100(95-100{90-100|65-98 | 30-43 8-20
silty clay loam., A=T=6
Flrmmmm e ———— 0-11|Loamemmmm—a—————— CL-ML, CL |A-4, A-6 0 100 100 |90-100{60-85 | 20-35 5-15
Farnum [11-54|Clay loam, sandy |SC, CL A-6, 0 100 100 |70-100|45-80 | 35-50 15-30
| clay loam. A=7-6
|54-60|Loam, clay loam, |SC, CL, A-6, A-2, 0 100 95-100|65-100}30-80 20-35 5-15
| fine sandy loam.} SM-SC, A=l
CL-ML
Fhe e e 0-11|Loam-——=——eemeeee CL-ML, CL |A-U4, A-6 0 100 100 90-100{60-85 20-35 5-15
Farnum 11-51}Clay loam, sandy |SC, CL A-6, 0 100 100 70-100|45-80 35-50 15-30
clay loam. A-7-6
51-60|Loam, clay loam, |SC, CL, A-6, A-2, 0 100 95-100|65-100(30-80 20-35 5-15
fine sandy loam.| SM-SC, A-U
CL~-ML
Ha, Hb-—wecweeea- 0-5 |S1lt loam-——==em- CL, CL-ML [A=4, A-6 0 100 100 95-100|85-100| 25-40 5-20
Harney 5-28|811ty clay, silty|CL, CH A=T 0 100 100 95-100|85-100| 40-60 15-35
clay loam.
2860|811ty clay loam, |CL A-6, 0 100 100 95-100|85=100| 30-45 10-20
8ilt loam. A-T-6
He*:
Hedville-———cwe- 0-11|Fine sandy loam SM, ML, A-l, A-6 0-15 |70-100|70-100|50-85 |35-70 <35 NP-13
{ sc, cL
11 |Unweathered | o - -— -— -— - -— -— -—=
bedrock. |
!
See footnote at end of table.
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TABLE 14.--ENGINEERING INDEX PROPERTIES--Continued

Soil Survey

] | | Clagsification Frag- Percentage passing
Soil name and |Depth USDA texture ! ments sleve number-- Liquid Plas-
map symbol | Unified AASHTO >3 limit ticity
| inches 4 10 40 200 index
In Pct Fct
He*:
Rock outcrop.
Ho, Hp=mm—e—me——m 0-10}S1lt loam~=—=-eee ML, CL, A-U4, A-6 0 100 100 95-100|85-100] 20-40 2-18
Holdrege | CL-ML
10-27|8S1lty clay loam CL A-TEG, 0 100 100 98-100{90-100| 30-50 15=35
A=
27-32|811t loam, silty |CL A6, A-4 0 100 100 95-100(95-100| 25-40 9-17
clay loam.
32-601811lt loam-—————w- CL, ML A-4, A-6 0 100 100 95-100(90-100| 30-40 5-15
KPemmme e mme 0-5 |Sandy loam—e~==——-|SM A-2, A-4 0 100 95-100|70-100|20-50 <20 NP-4
Krier 5-11|Loam, clay loam, |CL, CL-ML,|A-2, A=4, 0 100 95-100|70-100|20-85 20-40 2-20
sandy loam. SM, SM-SC| A-6
11-60|Sand, fine sand, |SM, SP-SM {A-2, A-3 0 100 95-100(55-75 5-35 — NP
loamy sand.
Lh#:
Lancaster—e———-- 0-13|Loam—=———c——e—wae CL-ML, CL |A-4, A-6 0-5 95-100/90-100|85-100|60-90 20-35 5-15
13-23|Clay loam, loam, |CL-ML, SC,|A-4, A-6 0-10 |95-100|90-100(80~100|36-80 20~-35 5-15
sandy clay loam.,| SM-SC, CL
23 Weathered bedrock —-——— ——— - - —— _—— —-—— _—— ——
Hedville—mmemem- 0-11|Fine sandy loam SM, ML, A4, A-6 0-15 [70-100(70-100[50-85 |35-70 <35 NP-13
SC, CL
11 |Unweathered - —_— - —-— —-—— —_—— -—— —— —
| bedrock.
B e 0-8 |Sandy loam—we—w——- ML, CL, A=l, A6 0 100 98-100|94~-100(36-90 <40 NP-18
Lincoln SC, SM
8-60|Stratified sand SM, SP-SM |A-2, A-3 0 100 98-100|82-100| 5-35 —— NP
to clay loam.
Na, Nb=eommmmmeem 0-10|Fine sandy loam SM, SM-SC,|A=2, A=Y 0 100 95-100(75-100|25-60 <26 1-7
Naron | ML, CL-ML
|10-48|Fine sandy loam, |{SC, CL A-l, A-6 0 100 95~100|80-100|36-60 26=40 8-18
sandy clay loam,
sandy loam.
48-60|Fine sandy loam, |SM, SM-SC |A-2, A-4 0 100 95-100|75-100(20-50 <26 NP-7
loamy fine sand,
fine sand.
I
Nememm e e 0-38|S1ilty clay==m—w—- CH A-7 0 100 100 95-100|90-100] 50-70 30-45
Ness 38-60{S11ty clay loam, |CL, CH A-6, A-T, 0 100 100 95-100/90-100{ 30-55 8~30
silt loam. A=l
NWem o e 0-12]|S1lty clay-==—w-- CH A-7 0 100 100 95-100{90-100| 50-75 30-45
New Cambria 12-36|S1lty clay, silty|CH A-T 0 100 100 95~100(85-100| 50-75 25-45
clay loam, clay.
36-60|S1lty clay, silty|CH, CL A=7 0 100 100 95-100|85-100| 40-60 20-40
clay loam, clay
[0 R 0-6 [Clay———————————m CL, CH A=7 0-5 95-100|95-100{85-100}75-95 4560 22-32
Owens 6-15|Clay, clay loam, |CL, CH A-T 0-5 95-100|90-~100(85-100(75-95 45-66 22-40
silty clay.
15 Weathered bedrock - - - - -— - -—- - —_——
PR e 0-9 |loaMme—meecanme———— SM, SM-SC |A-2, A=l 0 100 95-100|70-100|20-50 <26 NP-6
Plevna 9-I8|Fine sandy loam, |SM, SM-3SC |A-2, A-4 0 100 95-100}70-100| 30-50 <26 NP-6
sandy loam.
48-60|Fine sand, sand, |SM, SP, A-2, A-3 0 100 90-100{50-90 4-35 - NP
loamy sand. SP-SM
Pr, PS—eomccmc——= 0-12|{Loamy filne sand SM A=2 0 100 95-100|70-100]15-35 —_—— NP
Pratt |12-36|Loamy fine sand, |SM, SM-SC |A-2, A-l4 0 100 95-100(90-~100|15-40 <20 NP-6
loamy sand, filne
sandy loam.
36-60|Loamy fine sand, |SM, SP-SM |A-2, A-3 0 100 95-100{80-100| 5-35 ——— NP
: fine sand.

See footnote at end of table.
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TABLE 14.-~ENGINEERING INDEX PROPERTIES~-Continued
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[ | | Classification Frag- Percentage passing
Soil name and |Depth| USDA texture | [ ments sieve number-- Liquid Plas-
map symbol | | | Unified | AASHTO > 3 limit ticity
| | inches | 10 40 200 index
In | Pct Pct
Pt¥*:
Pratt-—--e—eemeee 0-10|Loamy fine sand SM A=2 0 100 95-100|70-100}15-35 —— NP
10-32|Loamy fine sand, |SM, SM=SC jA-2, A-4 0 100 95-100{90-100|15-40 <20 NP-6
loamy sand, fine|
| sandy loam.
32-60|Loamy fine sand, |SM, SP-SM |A-2, A-3 0 100 95-100(80~100{ 5-35 —-—= NP
fine sand.
Tivoli-—ememma e 0~-7 |Loamy fine sand |SM A=2 0 100 95-100|90-100{15-35 —_—— NP
7-60|Fine sand, sand SM, SP-SM |A-2, A-3 0 100 95-100|80-100| 5-25 -— NP
Qw*:
Quinlan---—=——-- 0-15|Loamm—mmm————m———— CL, ML, A-U, A-6 0 100 |95-100]90-100|51-97 <37 NP-14
CL-ML
15 Weathered bedrock| —_— —_— - —— - —— ~——— — ——
Woodward—=—e—m—-- 0-27 | Loam=mmem——————e ML, CL, A-U, A-6 0 100 100 90-100§51-95 <31 NP-12
CL-ML
27 Weathered bedrock —— _— _——— —— JE— _— _—— P —_—
She—mmmm e 0-11|Loam=mm—mm e mm CL A-li, A-6 0 95-100|95-100180-95 |55-75 25-35 7-15
Shellabarger 11-60|Sandy clay loam, |SC A-4, A-6 0 95-100|85-100(70-90 {35-50 | 25-40 8-20
sandy loam, fine
sandy loam.

Them—em e 0-6 |Fine sand——————e-- SM, SP-SM {A-2, A-3 0 100 95-100{80-100] 5-25 ——— NP
Tivoll J 6-60|Fine sand, sand SM, SP-SM |A-2, A-3 0 100 95-100|80-100| 5-25 -_— NP
To, TBee———em———— | 0-25|8S1lt loamew=w—e—a- CL A-ll, A-6 0 100 100 95-100|90-100| 25-35 8-15
Tobin 25-60|S11t loam, silty [CL A=Y, A-6, 0 100 100 95-100(90-100} 25-45 8-20

clay loam, loam. A=T=6
Uce e | 0-10]31lt loam—=—==—e= ML, CL A=l, A-6 0 100 100 100 |95-100| 25-40 2-15
Uly 10-22)S11t loam, silty |ML, CL, A-l, A-6 0 100 100 100 95-100| 25-40 3-15
clay loam. CL-ML
22-60{S1lt loam, very CL, ML, A-4, A-6 0 100 100 100 95-100| 25-40 3-15
fine sandy loam.| CL-ML
Wameme—m oo 0-14[|Loame—mm e ML A=l 0 100 95-100|75-100|50-60 <30 NP-7
Waldeck 14=-41|Fine sandy loam, {SM, SM-SC |A-2, A-l 0 100 95-100}70-100(30-50 <25 NP-5
sandy loam,
41-60|Pine sand, sand |SM, SP, A-1, A-2,| © 90-100(80-100|40-60 | 1-35 _— NP
| SP-SM A-3
{

% See description of the map unit for composition and

behavior characteristics of the map unit.



116 Soil Survey

TABLE 15.--PHYSICAL AND CHEMICAL PROPERTIES OF THE SOILS

[The symbol < means less than; > means more than, Entries under "Eroslon factors--T" apply to the entire
profile. Entries under "Wind erodlbility group" and "Organic matter" apply only to the surface layer.
Absence of an entry indicates that data were not available or were not estimated]

I Erosion|Wind
Soil name and |DepthlClay Molst Permea- |Available Soil Salinity| Shrink- factors|erodi-|Organic
map symbol | bulk bility water reaction swell bility| matter
denslity capacity potential X T |group
In Pect g/cm3 In/hr In/in pH mmhos/cm Pct
ANmeemm e 0-11| 7-15|1.35-1.50| 2.0-6.0 {0.13-0.20|5.6-6.5 <2 LoWe—=m=== 0.20(| 3 3 1-2
Albion 11-24]10~18[1.45-1.60| 2.0-6.0 |0.12-0.18(|6.1~-7.8 <2 LoW=m=m—eu— 0.20
24-60| 2-10{1.50-1.65} 6.0-20 0.03-0.10|6.1-8.4 <2 LOW—=m=m—— 0.15
As¥:
Alblon————e—eeee— 0-11| 7-15(1.35-1.50| 2.0-6.0 {0.13-0.20|5.6=6.5 <2 LOW=—mm 0.20| 3 3 1-2
11-24[10-18(1.45-1.60( 2.0-6.0 |0.12-0.18|6.1-7.8 <2 LoW=mmmemm 0.20
24-601 2-10|1.50-1.65| 6.0-20 0.03-0.10|6.1-8.4 <2 LOWm—————— 0.15
Shellabarger----| 0-12| 8-16|1.35-1.50| 0.6-2.0 |0.13-0.21|5.1-6.5 <2 LOW=m=mmmm 0.20( 5 3 1-2
12-60(18-27|1.45-1.60| 0.6~2.0 [0.16-0.18}6.1-7.8 <2 LoW=m——e—m 0.28
S R e T T 0-10{ 2-10{/1.50-1.60| 2.0-6.0 |0.10-0.13(5.6-7.3 <2 LOW=—=—mm—— 0.17| 5 2 .5=1
Attica 10-30| 8-18|1.50-1.60{ 2.0-6.0 |0.12-0.17|5.6~6.5 <2 LOW~memem 0.24
30-60| 4-18}1.50-1.60| 2.0-6.0 [0.08-0.16|6.1-7.8 <2 LOWe——mm—— 0.24
Ax¥*:
Attlcammmmmmm——— 0-10} 2-10[1.50-1.60| 2.0-6.0 |0.10-0.13|5.6~7.3 <2 LOWmm—m——— 0.17] 5 2 .5-1
10-30| 8-18|1,50-1.60! 2.0-6.0 |0.12-0.17(5.6~6.5 <2 LOWem—meem 0.24
30-60| 4-18]1.50-1.60| 2.0-6.0 |0.08-0.16|6.1-7.8 <2 LOWmmm—— 0.24
Carwile————me——- 0-15| 5-18(1.30-1.65| 0.6-2.0 |0.11-0.20|5.1-7.3 <2 LoW=meme—e 0.32| 5 3 1-3
15-36|35-60[1.35-1.75[0.06-0.2 {0.12-0.20(6.1-8.4 <2 High=—ewe-- 0.37
36-60|20~45|1,35-1.75| 0.2-2.0 |0.12-0.20|6.6-8.4 <2 High-—we-- 0.32
Cammm e 0-14} 5-18/1.30-1.60| 2.0-6.0 [0.10~-0.15|5.6-7.3 <2 LOWm=m———— 0.20] 5 - 1-3
Canadian 14-6010-18|1.40-1.70| 2.0-6.0 |0.10-0.20(6.1-8.4 <2 LOW=mmm——— 0.20
Clmmmmm e mn e 0-15| 5-18|1.30-1.65} 0.6-2.0 |0.11-0.20(5.1-7.3 <2 LoWmam e 0.32] 5 3 1-3
Carwile 15-36(|35-60(1.35-1.75|0.06-0.2 {0.12-0.20|6.1-8.4 <2 Highe—e—ee-- 0.37
36-60|20-45}1,35-1.75| 0.2-2.0 |0.12-0.20|6.6-8.4 <2 High-=w—e-- 0.32
Ce, Cfecmmmmaemmms 0-6 |15-32(|1.35-1.45| 0.6~2.0 [0.17-0.22]7.4-8.4 <2 LOW—====—= 0.32| 5 4L .5=2
Case 6-60{18-35(1.35-1.70| 0.6-2.0 |0.15-0.19|7.4~8.4 <2 Moderate 0.32
Cgh:
CaBem—mmmm e 0-6 |15-32|1.35-1.45| 0.6-2.0 [0.17-0.22{7.4-8.4 <2 LoWe—meee— 0.32| 5 41, .5=2
6-60|18-~35|1,35~1.70| 0.6-2.0 |0.15-0.19{7.4-8.4 <2 Moderate 0.32
Canlon-—-—ceeee- 0-5 |12-27]|1.30-1.45| 0.6-2.0 |0.15-0.24(7.4-8.4 <2 LOWm=—m—m— 0.32| 2 4L —
5-14| 8-27(1.35-1.50| 0.6~2.0 |0.15~0.22|7.4-8.4 <2 LOWmmmmm—— 0.32
14 -— - -— - ——— -——- -
[ e 0-5 {15-3211.35-1.45| 0.6-2.0 }0.17-0.22|7.4=-8.4 <2 Moderate 0.28| 5 4L, 1-2
Clark 5-60|18-35|1.35-1.70| 0.6-2.0 |0.14-0,19|7.4=-8.4 <2 Moderate 0.28
CMeem———————— e 0-10{15-32{1.35-1.45| 0.6-2.0 |0.17-0.22|7.4-8.4 <2 Moderate |0.28| 5 4L 1-2
Clark 10-60[18-35|1.35-1.70| 0.6-2.0 |0.14-0.19|7.4-8.4 <2 Moderate 0.28
Co, Cpmemmmmm—m—m— 0-5 [18-24|1.30-1.50{ 0.6-2.0 |0.20-0.24|7.4=-8.4 <2 LoWem———e— 0.43} 5 4L 1-2
Coly 5-60]18-24]1.30-1.50| 0.6-2.0 |0.17-0.22|7.4-8.4 <2 LoW—=—ammam 0.43
Ct#:
CoOlymmmmmmm e 0-5 |18-24|1.30-1.50| 0.6-2.0 |0.20-0.24(7.4-8.4 <2 LoW—-—neeum 0.43| 5 4L 1-2
5-60|18-24}{1.30-1.50( 0.6-2.0 }|0.17-0.22[7.4-8.4 <2 LOWm=m———— 0.43
Tobineem—mcemeen 0-25|18-27|1.30-1. 40| 0.6-2.0 |0.20-0.24(5.6-7.8 <2 Moderate 0.32| 5 6 1-4
25-60{18-35|1.35-1.50} 0.6-2.0 |0.17-0.,20|7.4~-8.4 <2 Moderate 0.32
Da 0-16|15-26|1.30-1.50f 0.6-2.0 |0.15-0.24]|6.1-7.8 <2 LOoW=—=m——m 0.37] 5 6 1-3
Dale 16-60]18-35(1.40-1.70| 0.6-2.0 |0.15-0.24(7.4~8.4 <2 Moderate 0.37
|

See footnote at end of table.
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TABLE 15.--PHYSICAL AND CHEMICAL PROPERTIES OF THE SOILS--Continued

] | | Erosion|Wind
Soi1l name and Depth|Clay Moist Permea- |Avallable Soil Salinity{ Shrink- factors|erodi-|Organic
map symbol bulk bility water reactlion swell bility| matter
density capaclty | potential K T |group
In Pet g/cm3 In/hr In/in pH  [mmhos/cm Pct
D 0-11|14-29|1.35-1.45| 0.6-2.0 |0.19-0.22|5.6-7.3 <2 LoWw——=e=m= 0.28| 5 6 1-3
Farnum 11-54125-35|1.40-1.50| 0.6-2.0 |0.15-0.19|6.1-8.4 <2 Moderate 0.28
54-60|12-29|1.40-1.55| 0.6-2.0 {0.13-0.16|6.6-8.4 <2 LOoWmmm—m—— 0.28
Fhe e e 0-11}14-29|1.35-1.45} 0.6-2.0 |0.19-0.22(5.6-7.3 <2 LOWm=————= 0.28] 5 6 1-3
Farnum 11-51{25-35|1.40-1.50| 0.6-2.0 [0.15-0.19|6.1=-8.4 <2 Moderate 0.28
51-60|12-29]|1.40-1.55} 0.6-2.0 |0.13-0.16|6.6-8.4 <2 LoWmm————= 0.28
Ha, Hbeweooemeee 0-5 |22-27]1.30-1.40| 0.6-2.0 |0.22-0.24]5.6-7.8 <2 LoWe——m=—— 0.32] 5 6 2-4
Harney 5-28|35-42]|1.35-1.50| 0.2-0.6 |0.12-0.19|6.1-8.4 <2 Moderate 0.43
|28-60 24-35{1.20-1.35| 0.6-2.0 |0.18-0.22}7.4-8.4 <2 LOWeom——m—— 0.“3‘
He#: |
Hedville——cama—=- 0-11| 8-22]1.35-1.50| 0.6-2.0 [0.14-0.20[5.6-7.3 <2 LOWe—————e 0.32) 2 3 1-4
11 -— - - —— _— —— o ——
Rock ocutcrop.
Ho, Hp—==e——a——eme 0-10]15-25|1.40~1.60| 0.6-2.0 {0.22-0.24{5.6-7.3 <2 LOoW——=me—m—— 0.32| 5 6 1-3
Holdrege 10-27|28-35|1.20-1.40}| 0.6-2.0 |0.18-0.20]6.6-7.8 <2 Moderate 0.43
27-32|18-30|1.30-1.50( 0.6-2.0 0.17-0.20|6.6-8.4 <2 Moderate 0.43
32-60{15-20}1.40-1.60| 0.6-2.0 |0.20~0.22|7.4-8.4 <2 Moderate 0.43
S 0-5 6-12{1.35-1.45| 2.0-6.0 {0.13-0.17|7.4-9.0 2-8 LOWm——m—ee 0.24] 3 3 —
Krier 5-11{10-32{1.40-1.50| 2.0-6.0 |0.13-0.18(7.9-9.0 4-16 LOW=em————— 0.32
11-60| 1-5 |1.45-1.55| 6.0-20 0.03-0.07[7.4-9.0 2-8 LOW=m————— 0.15
Lh#*:
Lancaster——ee——— 0-13|12-2641.35-1.45| 0.6-2.0 [0.17-0.22]|5.6-6.5 <2 ) 0.28| 4 6 1-4
13-23|18-30|1.40-1.55| 0.6-2.0 {0.15-0.19|6.1-7.3 <2 Moderate 0.28
23 - - -_— —— - P T _——
Hedville—=——=cev 0-11| 8-22{1.35-1.50| 0.6-2.0 |0,14~0.20|5.6-7.3 <2 LoW=——m—— 0.32| 2 3 1-4
11 —_— —-— -— ~— - —— | _—
Ln 0-8 |10-26]1.35-1.50| 6.0-20 0.02-0,15|7.4-8.4 <2 LoW~=m—=e 0.17} 5 3 <.5
Lincoln 8-60| 5-15{1.30-1.60] 6.0-20 0.02-0.087.9-8.4 <2 LOW——— e 0.17
Na, Nbee—memm—aeee 0-10| 8-14{1.40-1.50| 0.6-6.0.(0.14-0.20|5.6-7.3 <2 LoWe——e—em 0.20] 5 3 1-3
Naron 10-48|18-27|1.45-1.55| 0.6-2.0 |{0.15-0.18{5.6-7.8 <2 LoWeme—mem 0.32
48-60| 2-14]|1.50-1.60| 2.0-6.0 {0.10-0.15|6.,1-8.4 <2 |LOW~— e 0.32
Ne—w—mmmmc e 0-38|40-60|1.30-1.45 <0.06 0.11-0.,14(6.1-8.4 <2 |High———==mm 0.28{ 5 4 1-3
Ness 38-60120-40[1.35-1.45|0.06-2.0 [0.10-0,20|7.4-8.4 <2 Moderate 0.28
NWem e e 0-12{40-60]1.30-1.40|0.06-0.2 |0.12-0.14|6.6-8.4 <2 Highe—eeee 0.28| 5 4 2-4
New Cambria 12-36|38-60{1.35-1.45(0.06-0.2 |0.13-0.18|7.9~8.4 <2 High-me—-——-- 0.28
36-60]30-50|1.35-1.45|0.06-0.6 |0.12~0,16]7.9-8.4 <2 Highee——- 0.28
(& e 0-6 [40-60]1.35-1.55 <0.06 0.13-0.1717.9-8.4 <2 High——me-- 0.32] 2 4 .5=-2
Owens 6-15(35-60|1.45-1.65 <0.06 0.13-0.1717.9-8.4 <2 Highe—==e- 0.37
15 —— —-_— _— —— —_— —— | ——
Pe 0-9 8-18{1.40-1.50| 2.0-6.0 [0.14-0.20(6.6-8.4 <2 LOWm—————u 0.20| 5 5 -
Plevna 9-48| 8-18|1.40-1.50{ 2.0-6.0 {0.12-0.16{6.6-8.4 <2 LOW—m——— 0.20
48-60| 1-7 [1.50-1.60| 2.0-6.0 [0.05-0.07|6.6-8.4 <2 LOW==mmm—— 0.20
Pr, P8—we——e—emoee 0-12| 2-8 |1.40-1.55| 6.0-20 0.10-0.13{5.6-7.3 <2 LoWamemea— 0.17] 5 2 .5-1
Pratt 12-36| 4-11|1.45-1.55| 6.0-20 0.09-0.12{5.6-7.3 <2 LOoWam—a——— 0.17
36-60| 1-8 [1.45-1.60| 6.0-20 0.08-0.12|6.1-7.3 <2 LOWm—————m 0.17
Pt#:
Pratte——emaeeee- 0-10| 2-8 |1.40-1.55| 6.0-20 0.10-0.13|5.6-7.3 <2 LOW=~=—oa—e 0.17| S 2 .5-1
10-32{ 4-11{1.45-1,55| 6,0-20 0.09-0.12|5.6-7.3 <2 LOW~=mm——— 0.17
32-60| 1-8 {1.45-1.60| 6.0-20 0.08-0.12|6.1-7.3 <2 LOW~m— 0.17
Tivoll-—me—mmeee 0-7 5-10{1.35-1.50( 6.0-20.0({0.07-0,11{6.1~7.8 <2 LOW~m—— 0.17( 5 2 <1l
' 7-60] 1-10]1.50-1.70| 6.0-20.0(0.02-0.08|6.1-8.4 <2 LOW=—=—m——— 0.17

See footnote at end of table.
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TABLE 15,--PHYSICAL AND CHEMICAL PROPERTIES OF THE SOILS--Continued

Soil Survey

[ f f I Erosion|wind |
So1l name and |Depth|Clay Molst Permea~ |Avallable Soil Salinlty| Shrink- factors|erodi-|Organic
map symbol | | bulk bility water reaction swell bility| matter
| denslgy capacity potential K T |group
In Pct g/cm> In/hr In/in pH mmhos/cm Pct
Qw¥ :
Quinlan-—————-——- 0-15]15-27|1.30-1,55| 0.6-2.0 [0.13-0.24|7.4-8.4 <2 LOW—m=m—m— 0.32] 2 4L <1
15 — - -—- - —-— e et ———
Woodward—-———---- 0-27}10-18}1.30-1.60| 0.6-2.0 |0.13-0.20|6.6-8.4 <2 LOW=———=mm 0.32| 4 4L .5-2
27 -—- — -—- -—= ——= e e ——
Sh 0-11§12-22|1.30-1,40| 0.6-2.0 |0.20-0.22|5.1-6.5 <2 LoWw——————- 0.28] 5 6 1-3
Shellabarger 11-60(18-27|1.45-1.60| 0.6-2.0 |0.16-0.18]|6.1~7.8 <2 LoWemeemem 0.28
The—mm—m——m—memmer 0-6 | 1-10/1.35-1.50] 6.0-20.0{0.02-0.08|6.1-7.8 <2 LOWm=mme—e 0.17§ 5 1 <1
Tivoli 6-60| 1-10j1.50-1,70| 6.0-20.0{0.02-0.08|6.1-8.4 <2 LOoWmmmm——— 0.17
To, T8==mmmm————— 0-25}18-27]1.30-1.40| 0.6-2.0 |0.20-0.24|5.6-7.8 <2 Moderate 0.32] 5 6 1-4
Tobin 25-60|18-35|1.35-1.50| 0.6-2.0 |0.17-0.20|7.4-8.4 <2 Moderate |0.32
UCm—mmm e e 0-10|17-27|1.20-1.30| 0.6-2.0 |0.20~-0.24(6.1-7.8 <2 LoW———m——- 0.32] 5 6 1-3
Uly 10-22|20-30{1.20-1.30{ 0.6-2.0 |0.18-0.22|6.6-8.4 <2 LOW===m——m 0.43
|22-60[18-27{1.10-1.20| 0.6~-2.0 |0.18-0.22|7.4-8.4 <2 LOW—m—===m 0.43
|
W mm e m e e 0-14/10-18]|1.40-1.55| 2.0-6.0 |0.18-0.20|7.4~8.4 <2 LOW~===o—= 0.284 5 5 1-3
Waldeck 14-41| 8-16]1.50-1.60| 2.0-6.0 [0.12-0.17{7.4-8.4 <2 LoW——————- 0.20
41-60| 1-4 ]1.55-1.65| 6.0-20 |0.05-0.07|7.4-8.4 <2 LOW==m——— 0.20

# See description of the map unit for composition and behavlor characteristlcs of the map unit.
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TABLE 16,-~SOIL AND WATER FEATURES

["Flooding" and "water table" and terms such as "rare," "brief," "apparent,” and "perched" are'explained in the
text. The symbol < means less than; > means more than. Absence of an entry indicates that the feature 1s
not a concern or that data were not estimated]

I Flooding High water table Bedrock Risk of corrosion
Soil name and Hydro-
map symbol logic‘ Frequency Duration |Months Depth Kind Months |Depth|Hard- |Uncoated |Concrete
group ness steel
| FE In
' £z
ANe e B  |None-————een _— - >6.0 _— _— >60 | === |Lowe=~===- Low.
Albion |
As¥*: )
Alblon-——e——eeeee | B |None=—mme—m- - —— >6.0 - —-— >60 —-— LOW——=eme Low.
Shellabarger————- B ‘None -------- _— ——— >6.0 _— —_— >60 | === |LOW=—we—m—x Moderate.
At- - B None—===ewc=-- - -— >6.0 - -— >60 —— LoWw—eem=- Low.
‘Attlca
Ax¥:
Attica———~————e—m B None=—m———em _— - 6.0 _— - 60 | === |Low————e- Low.
Carwlle———————u-- D Nongem—mewa—ew —— - +1-2.0|Apparent|Oct-Apr| >60 —— Highe—ee- Moderate.
Clmm—m e m e B  |Rare——————— _— _— 6.0 —_— _— >60 | === |Low—=——- Low.
Canadian
Clmmmmm e e D None———————-— —_— — +1-2.0{Apparent|Oct-Apr| >60 — Highe=e== Moderate.
Carwlile |
Ce, Cfmmmmmmeeeeas B None——————-- - - >6.0 _— — >60 _— Moderate |Low.
Case
Cgh*:
Casememmmmm e m B None~—————-—— —_— _— >6.0 —— —— >60 —— Moderate |Low.
Canlon-————=—eom- D None———we—a- — -—— >6.0 ——— —_— 10-20|Hard LoW—m———— Low.
Ck, CMewe———e—a———— | B NONe=—mm—m—em —— —_— >6.0 —— -— >60 ~-- |Moderate |Low.
Clark
o, Cp=———mmmmeam B None——ea—e——a - — 6.0 ~—— - | >60 | ~== |High-==-- Low,
Coly
|
Ct¥: |
COly—mmmm e B T oY T ——— — ——— >6.0 —_— — >60 —_— High-==—~ Low,
I
Tobin~e—ememameee B Frequent—-—-|Very brief|Mar-Dec| >6.0 -_— — >60 | === |[LOW==m—mm Low.
DA-—m e B Raree——————- —_— —_— 6,0 —_— _— >60 —-— Moderate |Low.
Dale |
Fa, Fbhewomeee——e B None-—==——-=- _— _— >6.0 _— -— >60 —— Moderate |Low.
Farnum ‘
Ha, Hb=———m—mme o | B [[103 ¢ Y-——— — R >6.0 — -— >60 | === |High—==—- Low.
Harney |
|
Het:
Hedville——eem—a—aa D Nong————e——-- _— _ >6.0 —_— —— 4-20|Hard LOWmeme—— Moderate.
Rock outcrop.
Ho, Hp———————mem o B None—————eeo - — >6.0 -_— ——— 60 | === |LOWm=~=== Low.
Holdrege ,
| |
KPm e D |Occasional |Very brilef|Mar-Jul}l.0-3.0|Apparent|Mar-Jun| >60 -—— |High-we-- Low.
Krier |
f
Lh#: |
Lancaster———m————— B None-———e—a—e=a- - - >6.0 —— —_—— 20-40|Soft LOWm=—mm—— Moderate.
Hedville—c—ommeaem D |None——meeee- J— -—— >6.0 - —-— 4-20|Hard Low—————- Moderate.
l | I

See footnote at end of table.
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TABLE 16.--SOIL AND WATER FEATURES--~Continued

Soil Survey

| | Flooding High water table Bedrock Risk of corrosion
So1l name and Hydro-|
map symbol logic| Frequency Duration |Months Depth Kind Months |Depth|Hard- |Uncoated |Concrete
group ness steel
FE py

Ln- A Occasional Very brief|Apr-0Oct|5.0-8.0|Apparent|Nov-May| >60 —_— LOWm=———— Low.
Lincoln to brief.

Na, Nbeemm—eeeeeem B None—e—e—we- - — >6.0 -— - 260 | =~= |LoW-—==== Low,
Naron

Ne- D None=———~=—-- - —-——— +1-1.0|Perched |Mar-Jun| >60 - High-===~ Low.
Ness

Nw -l ¢ Rare-——-———-- ——— -— 6.0 — -— 560 | === |Highe=—— Low.
New Cambria

o S e D None——=w=em=n — —— >6.0 —-— -— 10-20|Soft |High———-- Low.
Owens |

Perom it e e meem D Frequent--—-|Brief to [Mar-Oct| 0-2.0{Apparent|Jan-Dec| >60 | —=- |High———av Low.
Plevna | long.

Pr, PS—e—m—em—am—n- A None—m——em-- -_— — 6.0 - -— 60 | === |LOW==e—== Moderate.
Pratt

Pt¥:
Pratte———e—e—m———a- A None-=—wee—e- — -— >6.0 —— - 560 | === |LOW~m—eee Moderate.
Tivolle—mmmeaaaam A None——————-- -— - >6.0 -— -— >60 - |LoWw=—eeee Low.

Qw#* :
Quinlan-—-=eem=w= o None=——mw—m- -— - >6.0 —_— - 10-20| Soft {Moderate |Low.
Woodward-———————— B Nong—eecam——- —-—- — >6.0 -——— —-— 20~40| Soft LOW=———— Low.

Sh - B Nong——meee—- —-—— ——— >6.0 -—- — >60 —-——— LoW—w—ae—— Moderate.
Shellabarger

1 . A None=m—m=—— -— —_— >6.0 _— -— 560 | === |LOW=————v Low.
Tivoll

To -| B Frequent----|Very brief|Mar-Dec| >6.0 —~—— - 60 | === |LoW~mmm—— Low.
Tobin | |

Ts- - B Occasional |Very brief|Mar-Dec| >6.0 -— _— >60 | === |LOW—====m Low.
Tobin

Uc -l B None~—m——m—ew -— -— >6.0 —-— -— >60 | === |High-m=—- Low.
Uly

Y —— c Occasional Briefe-——- Mar-Oct|2.0-4.0|Apparent|Oct-Apr| >60 | --- |Moderate |Low.
Waldeck

|
# See descriptlon of the map unit for composition and behavior characteristlics of the map unit.
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TABLE 17.--ENGINEERING INDEX TEST DATA.

[LL means liquid limit; PI, plasticlty index; MD, maximum dry density; and OM, optimum

moisture]
| Grain-size distribution Molsture
| Classification density
Soil name, Percentage Percentage
report number, passing sleve-- |smaller than--
horizon, and LL PI MD oM
depth in inches
AASHTO Unified| No.| No.{ No.| No.|.02 |.005].002
4 10 4o 200 mm mm | mm
To/
Pet 3| Pet
Coly silt loam:
(S81K8-097-015) |
.Y S— 0 to 5 |A-6 CL 100 (100 { 98 | 87 | 44 | 17 9 | 32| 12| 107 | 15
ACemcee 5 to 12 |A-6 CL 100 |100 99 90 L6 23 14 36 15 105 17
Commmm 12 to 60 [A-6 CL 100 (100 99 95 49 25 16 33 14 107 16
Owens clay: |
(881KS-097-014) |
Aemmaae 0 to 6 |A-T7-6 CH 100 (100 91 82 63 32 11 60 30 91 25
BW--~-~ 6 to 15 |A-7-6 CH 100 100 | 96 | 90 | 75 | 41 | 14 | 66 | 37 94 | 26
:
Tobin silt loam: |
(S81K3-097-010) %
N 8 to 25 |A-6 | CL 100 {100 |100 90 36 12 4 33 11 103 19
ACme—wa 25 to 33 |A-6 | CL 100 |100 |100 92 41 17 9 32 12 106 17
o 33 to 60 |A-6 l CL 100 |100 |100 94 41 17 9 31 11 108 16
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TABLE 18.~-CLASSIFICATION OF THE SOILS
Soil name Famlly or higher taxonomic class

Alblon-- -— Coarse-loamy, mixed, thermic Udic Argiustolls

Attlca -| Coarse-loamy, mixed, thermic Udic Haplustalfs

Canadlan-——~———=—e——ce—m-—- Coarse-~loamy, mixed, thermic Udic Haplustolls

Canlon -| Loamy, mixed (calcareous), mesic Lithic Ustorthents

Carwlle=—c~—mecccccnm e aee Fine, mixed, thermlc Typlc Arglaquolls

Case —— Fine-loamy, mixed, thermic Typlc Ustochrepts

Clark————e— e e ccmeeen Fine-loamy, mixed, thermic Typlc Calclustolls

Coly Fine-silty, mixed (calcareous), mesic Typlc Ustorthents

Dale=—mmm e e e e e e e Fine-silty, mixed, thermic Pachic Haplustolls

Farnum -===| Fine-loamy, mixed, thermic Pachic Argilustolls

Harney———==~—ceocccnmenma- Fine, montmorillonitic, mesic Typlc Argilustolls

Hedville- Loamy, mixed, mesic Lithic Haplustolls

Holdrege==~=——-m—c—eemeee- FPine-slilty, mixed, mesic Typic Arglustolls

Krier- -| Sandy, mixed thermic Aeric Halaquepts

Lancastere—cecmeccecncwua" Fine-loamy, mixed, mesic Udic Arglustolls

Lincoln-- Sandy, mixed, thermic Typlc Ustifluvents

Naron- --| Fine-loamy, mixed, thermic Udlc Argiustolls

Nesg=—- Fine, montmorillonitic, meslc Udic Pellusterts

New Cambria--————e—————-- Fine, montmorillonitic, mesic Cumulic Haplustolls

Owens -| Clayey, mlxed, thermic, shallow Typlc Ustochrepts

Plevng-==——=———————mee e Coarse-loamy, mixed, thermlc Fluvaquentlc Haplaquolls

Pratt -| Sandy, mixed, thermic Psammentic Haplustalfs

QuUinlanme———— e Loamy, mixed, thermic, shallow Typlc Ustochrepts

Shellabarger—-———e——eweee.c Fine-loamy, mixed, thermlc Udic Arglustolls

Tivoli- Mixed, thermic Typlec Ustipsamments

Tobin- ~e=| Fine-slilty, mixed, mesic Cumulic Haplustolls

Uy-=- -] Flne-silty, mixed, mesic Typlc Haplustolls

Waldeck --=| Coarse~loamy, mixed, thermic Fluvaquentic Haplustolls

WoodWwarde——memree e c e Coarse-silty, mixed, thermic Typlic Ustochrepts
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INTERPRETIVE GROUPS

[Dashes indicate that the soil was not placed in the interpretive group]

Land Prime

;5;g01 Map unit casabilit *  farmland* Range site
An Albion sandy loam, 1 to 4 percent slopes=====eccccncrcnrccs I1le ;Iile Yes Sandy.
As Albion-Shellabarger sandy loams, 4 to 15 percent slopes=--=--;Vlie - No Sandy.
At Attica loamy fine sand, 1 to 4 percent slopes---=======c==« IIIe I1le No Sandy.
Ax Attica-Carwile complex, 0 to 4 percent slopes--=======- -~e=11Ile [Ille No Sandy.
Ca Canadian fine sandy loam-==ee--c-cmecc-ccccccew-e vommemee——— Ile Ile Yes Sandy Terrace.
Cc Carwile fine sandy loam e e ssmccscscst e e —————— IIw ITw No Sandy.
Ce Case clay loam, 2 to 7 percent slopes ——- IVe -—- Yes Limy Upland.
Cf Case clay loam, 7 to 15 percent slopes ——- Vie -—- No Limy Upland.
Cq Case-Canlon complex, f to 20 percent slopes Vie -—- No

Case====- -- - Limy Upland.

Canlon=--===ceececmcvereccccccccecnaa" — Shallow Limy.
Ck Clark loam, 1 to 3 percent slopes =-—- ITIe iIlle Yes Limy Upland.
Cm Clark loam, 3 to 7 percent slopes-=---+=reecmccccccccncccan IVe ——— Yes Limy Upland.
Co Coly silt loam, 4 to 9 percent slopes -==IVe IVe No Limy Upland.
Cp Coly silt loam, 20 to 40 percent slopes=~====-=-ereccccccc= Viie [-=-- No Loess Breaks.
Ct Coly~-Tobin silt loams, O to 20 percent slopes=========m==== Vie - No

Coly e -—- Limy Upland.

Tobin -—= -- Loamy Lowland.
Da Dale silt loam -—— IIc I Yes Loamy Terrace.
Fa Farnum loam, O to 1 percent slopes-=-=--=-=crecec= -=11Ic I Yes Loamy Upland.
Fb Farnum loam, 1 to 3 percent slopes - -=11le IIe Yes Loamy Upland.
Ha Harney silt loam, O to 1 percent slopes=======sscsc—c——eo=- Ilc I Yes Loamy Upland.
Hb Harney silt loam, 1 to 3 percent slopes---===-=ce--cce- ~===111e IIe Yes Loamy Upland.
He Hedville<Rock outcrop complex, 15 to 30 percent slopes----- VIIs —— No

Hedville - Shallow Sandstone.

Rock outcrop.
Ho Holdrege silt loam, 0 to 1 percent slopes--=-=-=cecccccce-- IIc I Yes Loamy Upland.
Hp Holdrege silt loam, 1 to 3 percent slopes~-====wemec=mec=c= Ile Ile Yes Loamy Upland.
Kr Krier sandy loam, occasionally flooded=======ece=ceccn=-- =~==VIs —— No Saline Subirrigated.
Lh Lancaster-Hedville complex, 4 to 20 percent slopes=---=~- e===1VIie ——- No

Lancaster ——- - Loamy Upland.

Hedville =—= - Shallow Sandstone.
Ln Lincoln sandy loam, occasionally flooded--- Viw - No Sandy Lowland.
Na Naron fine sandy loam, 0 to 1 percent slopes=-==-====e=c--- Ile 1 Yes Sandy.
Nb Naron fine sandy loam, 1 to 3 percent slopes-========c-cc=- Ile IIe Yes Sandy.

See footnote at end of table.
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INTERPRETIVE GROUPS-~Continued
Land Prime
553501 Map unit caﬁabgli§x: farmland* Range site
Ne Ness silty clay ——— ==Viw - No ——
Nw New Cambria silty clay- ~==11Is I1s Yes Clay Terrace.
Oe Owens clay, 6 to 25 percent slopes ——= -==1VIe -== No Blue Shale.
Pe Plevna loam, frequently flooded Vw —-— No Subirrigated.
Pr Pratt loamy fine sand, undulating Ille |Ille No Sands.
Ps Pratt loamy fine sand, rolling Ive IVe No Sands.
Pt Pratt-Tivoli loamy fine sands, rolling Vie IVe No Sands.
ow Quinlan-Woodward loams, 6 to 25 percent slopes==========--- Ve —— No
Quinlan-===-esr=m=cc-c= —-- Shallow Prairie.
Woodward - Loamy Upland.
Sh Shellabarger loam, 2 to 6 percent slopes==e=secccsmcccm—coo IIle |IIlIe Yes Sandy.
Th Tivoli fine sand, hilly Vile }=-- No Choppy Sands.
To Tobin silt loam, channeled e Vv - No Loamy Lowland.
Ts Tobin silt loam, occasionally flooded====-==c-cccccccccccen- IIw IIw Yes Loamy Lowland.
Uc Uly silt loam, 3 to 7 percent slopes IlIe [IIIe Yes Loamy Upland.
Wa Waldeck loam, occasionally flooded -=1111Iw ITIw Yes Subirrigated.

* A soil complex is treated as a single management unit in the land capability classification and prime

farmland columns.

% U.S. GOVERNMENT PRINTING OFFICE :

The N column is for nonirrigated soils; the I is for irrigated soils.
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